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PREFACE. 



In this work the author has endeavoured to systematise the know- 
ledge in existence upon the subject, and to explain the science 
and practice of the Gas Engine in a way which he hopes may be 
useful to the engineer. 

The historical sketch with, which the book opens proves that, 
like other great subjects, the gas engine has long occupied men's 
minds. 
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The first six chapters treaty ot theory, including the distin- 
guishing features of the gas ei^life lrie>Rod; classification, thermo- 
dynamics of the various types^.-apji'th^ ehepical and physical 
phenomena of combustion and explosion. . : . V 

In the seventh chapter, standard engines illustrative of the 
different types are described, and tests from each engine for power 
and consumption of gas are given. The diagrams and efficiencies 
are shortly discussed, compared with theory, and the various sources 
of loss pointed out. 

The eighth chapter deals with typical igniting arrangements, 
and the ninth with governing gear and other mechanical details. 
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The tenth chapter briefly describes and discusses various 
theories which have been propounded concerning the action of 
the gases in the cylinder of the gas engine and in gaseous explo- 
sions. 

In the last chapter the great sources of loss of heat still 
existing in the best gas engines are discussed, with the object of 
pointing out the way still open for further advance. 

Many of the tests and most of the theoretical and practical 
discussion, result from the author's personal experience with the 
gas engine. 

In the chapter on thermodynamics the author is much indebted 
to the work of the late Prof. Rankine, and he has adopted, in 
treating of efficiency, some of the elegant formulae of Dr. Aim^ 
WiTZ, of Lille, to whom as well as to Prof. Schottler and Prof. 
Thurston he has much pleasure in expressing his indebtedness. 
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HISTORICAL SKETCH OF THE GAS ENGINE. 

The origin of the gas engine is but imperfectly known ; by some 
it is dated as far back as 1680, when Huyghens proposed to use 
gunpowder for obtaining motive power. Papin, in 1690, continued 
Huyghens' experiments, but without success. The method used 
was a fairly practicable one. The explosion was used indirectly ; 
a small quantity of gunpowder exploded in a large cylindrical vessel 
filled with air, expelled the air through check valves, thus leaving, 
after cooling, a partial vacuum. The pressure of the atmosphere 
then drove a piston down to the bottom of the vessel, lifting a 
weight or doing other work. 

In a paper, published at Leipsic in 1688, Papin stated that, 
* until now all 'experiments have been unsuccessful ; and after the 
combustion of the exploded powder, there always remains in the 
cylinder about one-fifth of its volume of air.' 

The Abb^ Hautefeuille made similar proposals, but does not 
seem to have made actual experiments. These early engines 
cannot be classed as gas engines. The explosion of gunpowder is 
so different in its nature from that of a gaseous mixture that com- 
parison is untenable. The first real gas engine described in this 
country is in Robert Street's patent, No. 1983, 1794. It contains a 
motor cylinder in which works a piston connected to a lever, 
from which lever a pump is driven. The bottom of the motor 
cylinder is heated by a fire ; a few drops of spirits of tur^^e.w^x'cv^ 



F^ 



mmm 



being inirixluccd and evaporated bj- the heat, the motor piston 
is drawn up, and air entering mixes with the inflammable vapour, 
the application of a flame to a touch-hole causing explosion ; and 
llie piston being driven up forces the pump piston down, so per- 
forming work in raising water. The details, as described, are 
crude, but the main idea is correct and was not improved upon in 
practice lill very lately. 
I Samue! Browns inventions come next. His iKitents are dated 

^H_(8i3 and 1S26, Nos. 4S74 and 5350. The principle used is in- 




Eogine, iSz6. 



genious, and easily carried out in practice, but it is not economical, 
and it gives a very cumbrous machine for the amount of power 
produced. A partial vacuum is produced by filling a vessel with 
flame, and expelling the air it contains, a jet of water is thrown 
in and condenses the flame, giving vacuum. The atmospheric 
pressure thus made available for power is utilised in any engine of 
ordinary construction. 

Urown's apparatus consists essentially of a large upright cylin- 
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drical vessel fitted on the top with a movable valve cover, of the 
whole diameter of the cylinder. The cover is raised and lowered 
from and to its seat by a lever and suitable gear at proper times. 
The gas supply pipe enters the cylinder at the bottom ; the 
cylinder being filled with air, and the valve raised, the gas 
cock is opened and the issuing gas lighted by a small flame 
as it enters the cylinder. The flame produced fills tlie whole 
vessel, expelling the air it contains ; the valve being now 
lowered and the gas supply shut off, the water-jet is thrown in 
and causes condensation. To keep up a constant supply of power, 
several of these cylinders are required, so that one at least may be 
always vacuous while the others are in the process of obtaining 
the vacuum. In the specification three are shown and three 
engines. The engines are all connected to the same crank-shaft. 
Notwithstanding this provision, the motion must have been 
irregular. The idea was evidently suggested by the condensing 
steam engine ; instead of using steam to obtain a vacuum fiame is 
employed. Brown's engine, although uninteresting iheoretically, 
is important as being the first gas engine undoubtedly at work. 
According to the ' Mechanics' Magazine,' published in London, a 
boat was fitted with one including a complete gas generating 
plant, and was run upon the Thames not for public use but only 
as an experiment. Another engine was made in combination 
with a road carriage ; it also ran m London If these statements 
e to be relied upon, then Samuel Brovsn was a really great n 



and should be considered 
some points he achieved a 
his successors. 

iV. L. Wright, 1833 
drawings are very complet 
out The expl( 



i the NeHcomen of the gas engine ; in 
: of success not yet equalled by 



o f5-=; —In Ih s specification the 
md the details are carefully worked 
of inflammable gas and air acts 
directly upon the piston, which acts through a connecting rod upon 
a crank-shaft. The engine is double-acting, the piston receiving 
two impulses for every revolution of the crank-shaft. In appear. 
ance it resembles a high pressure steam engine of the kind known 
as the table pattern. The gas and air are supplied to the motor 
inder from separate pumps through two reservoirs, at a pressure 
r pounds above atmosphere, the gases (gas ai\.d aiw'^ fc-«\.6.-t 
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spherical spaces at ihc ends of the motor cylinder, partly d 

the previous contents, and are ignited while the jtision is crossing ] 

the dead centre. The explosion pushes the piston up or down \ 

I through its whole stroke ; at the end of the stroke the exhaust ] 

ralve opens and the products of combustion are discharged during f 




J.— WiishtsOa' 



Jthe return, excepting the portion lemaininj, in tliL spaces not 
pntered by the piston The ignition is raamp,cd bj an external 
Bame and touch-hole The author has been unable to find 
bhether the engine was e%er made but the knowledge of the 
etail essential to a working gas> engine shown by the drawings 
BOicates that it or some similar machine had been worked by the 
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inventor. Both cylinder and piston are water-jacketed, as would 
have been necessary in a double-acting gas engine to preserve the 
working parts from damage from the intense heat of the explosion. 
This is the earliest drawing in which this detail is properly shown. 
William Bamett^ 1838, No, 7615. — Barnett's inventions as 
described in his specification are so important that they require 
more complete description than has been here accorded to earlier 
inventors. 

Barnett is the inventor of a very good form of igniting arrange- 
ment. The flame method most widely used at the present time 
was originated by him. 

Barnett is also the inventor of the compression system now so 
largely used in gas engines. The Frenchman, Lebon, it is true, 
described an engine using compression, in the year 1801, but his 
cycle is not in any way similar to that proposed by Barnett, or 
used in the modem gas engine. Barnett describes three engines. 
The first is single-acting, the second and third are double-acting ; 
all compress the explosive mixture before igniting it. In the first 
and second engines the inflammable gas and air is compressed by 
pumps into receivers separate from the motor cylinder, but com- 
municating with it by a short port which is controlled by a piston 
valve. The piston valve also serves to open communication 
between the cylinder and the air when the motor piston dis- 
charges the exhaust gases. 

In the third engine the explosive mixture is introduced into 
the motor cylinder by pumps, displacing as it enters the exhaust 
gases resulting from the previous explosion ; the motor piston by 
its ascent or descent compresses the mixture. Part of the com- 
pression is accomplished by the charging pumps, but it is always 
completed in the motor cylinder itself. 

In all three engines the ignition takes place when the crank is 
crossing the dead centre, so that the piston gets the impulse during 
the whole forward stroke. 

Fig. 3 is a sectional elevation of the first engine, showing the 
principal working parts, but omitting all detail not required for 
explaining the action. 

There are three cylinders containing pistons ; a is the raoto^ 
piston, B is the air pump piston. The ga.s pMm^ ^ysXq>xv casvcss^fO^'^ 
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seen n ihe seciion, but works in the same crosshead as a The J 
motor piston is suitably connected to the crank shaft, and the I 
other two are also connected by levers in such manner that all I 
three move simultaneously up or down. The pump pistons, I 
moving u|), lake respectively air and inflammable gas into their 1 
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cylinders ; upon the down stroke the gases are forced through 
nutomatic lift valve into the receiver d, and there mix. When the 
down stroke is complete and the receiver is fully charged with the 
explosive mixture, the pressure has risen to about 15 lbs. per square 
inr.h above atmosphere. At the same time as the pumps are com- 
pressing, the motor piston is moving down and discharging the 
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teust gases from the jxiwer c\][nder it reaches the bottom of 
its stroke just when compression is complete. The piston valve 
K then opt-ns com mum cation between the receiver and the motor, 
at the same time closing to atmosphere The motor cylinder 
being in free communication with the receiver, the explosion of 
the mixture is accomplished by the igmtmg cock or\alve f; the 
pressure resulting actuatis the motor piston duriO;; its whole up- 




Burneit's Igniiing Cock, 



ward stroke, the hot gases Rowing through the port g precisely as 
steam would do. The volume of the receiver being constant, the 
pressure in the motor cylinder slowly falls by e\pansion, due to 
the movement of the piston, upon which work is performed, and 
by cooling, the pressure still existing in the cylinder when the 
stroke is complete depending on the ratio between the volume 
swept by the motor piston and the volume oV \\\e te.'^.^wi^ . 
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The down stroke again expels the products of combustion, the 
valve opening to atmosphere, while the compression again takes 
l)lace. This cycle gives a single-acting engine. It is obvious that as 
the piston a does not enter the receiver it cannot displace the 
exhaust gases there. If means are not taken to expel these gases 
they must mix with the fresh explosive charge pumped in. 

It is very desirable that these gases should be as completely 
as possible discharged. An exhausting pump is described for 
doing this, but in small engines it adds an additional complication ; 
and so Barnett states that in some cases it may be omitted. The 
exhaust gases do not so injuriously affect the action of small gas 
engines. 

The igniting valve is very ingenious. It is shown at Fig 4, on a 
larger scale. A hollow conical plug a is accurately ground into 
the shell b, and is kept in position by the gland c ; the shell has 
two long slits D and e ; the plug has one port so cut that as the 
l}lug moves it shuts to the slit d before opening to e. In the 
bottom of the shell there is screwed a cover carrying a gas burner 
F, which may be lit while the port in the plug is open to the air 
through D. The external constant flame h lights it. So long 
as the plug remains in this position the internal flame continues 
to burn quietly. If the plug be now turned to shut to the outer 
air, it opens to the slit e, and as that contains explosive mixture 
it at once ignites. The explosion extinguishes the internal flame, 
but it is again lighted at the proper time when the plug is moved 
round. The valve acts well and is almost identical in principle 
with the flame-igniting arrangements of Hugon, Otto and Langen 
and Otto. 

Barnett's second engine is identical with his first except that 
it is double-acting, and therefore requires a greater number of 
parts. 

Barnett's third engine is worthy of careful description. Fig. 5 
is a vertical section of the principal parts. It is double-acting. 
It has three cylinders, motor, air-pump and gas-pump ; the air 
and gas pumps are single-acting, the motor piston is double- 
acting. The pumps are driven from a separate shaft, which is 
actuated from the main crank shaft by toothed wheels ; the wheel 
upon the pump shaft is half the diameter of that on the motor 
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shaft, so that it makes two revolutions for one of the other. The 
pumps therefore make one up-and-down stroke for each up or 
down stroke of the motor piston ; the angles of the cranks are so 
set that they (pumps) discharge their contents into one or other side 
of the motor cylinder at every stroke ; the exhaust gases are partly 




Fig. 5.— Bamelt Engi 



displaced by the fresh explosive mixture, and the motor piston com- 
pletes the compression in the motor cylinder itself When full up 
or down the igniting cock acts, and the explosion drives the piston 
to the middle of its stroke ; it here runs over a port in the middle 
of the cylinder, and the pressure at once iaWa to aXwvoa^e\«.. 
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A is the molor piston ; b is the air-pump piston ; C is the gas- 
potnp piston, which is behind the air-pump, and therefore not 
seen in the section ; d is the main crank shaft ; e the pump shaft 
driven from the main shaft by the wheels v and g. 'I'he engine 
is exceedingly interesting as the first in ivhich the compression is 
accomplished in the motor cylinder, but ii is not so good a machine 
as the first because of the difficulty of obtaining a sufficient amount 
of expansioa 

From 1S38 to 1854 inclusive eleven British patents were applied 
for ; some were not completed but only reached the provisional 
stage. Of these patents by far the most important is Bamett's ; the 
others are interesting as showing the gradual increase of attention 
the subject atlracted. The other names are Ador, 1838 ; Johnson, 
1841 ; Robinson, 1843 ; Reynolds, 1844 ; Brown, 1846 ; Roger, 
1853, abo Bolton and Webb, making three patents for the year; 
for 1854 two patents, Edington and Barsanti and Matteucci. None 
of the proposals in these patents are really valuable or novelj 
being anticipated by either Street, Wright, or Samuel Brown. 
Robinson's is the best, being similar to Lenoir's in some of its 
details, and showing distinctly a better understanding' of gas 
engine detail. 

A. V. Neu-lon, 1855, No. 562. — This specification is interesting, 
find describes for the first lime a form of igniting arrangement 
only now coming into use ; it seems to be identical with the 
invention of the American Drake, although not described as a 
comraunicaiion from him. It is a double-acting engine, and takes 
into the cylinder a charge of gas and air mixed, during a portion 
of the stroke, at atmospheric pressure. The igniting arrangement 
is a thimble -shaped piece of hard cast-iron which projects into a 
recess formed in the side of the cylinder ; it is hollow, and is kept 
at all times red-hot by a blow- pipe flame projected into it by a small 
pump. \Vhen the piston uncovers the recess the explosive gases 
coming in contact with it ignite, and the pressure produced drives 
it forward. 

This is the first instance of ignition by contact with red-hot 
metal ; the proposal has often been made since then in varying 
forms. 

Barsanti and Matteucci, 1857, No. 1655. — This is the first free 
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■piston engine ever proposed ; instead of allowing the explosion to act 
directly upon the motive power shaft through a connecting rod, 
at the moment of explosion the piston is perfectly free The 
cj'linder is very long, and is placed vertically. When the explosion 
occurs, it expends its power in giving the piston velocity ; the 
expansion therefore takes place with considerable rapidity, and 
the piston, gaining speed until the pressure upon it fails to atmo- 
sphere, moves on, till the energy of motion is absorbed doing work 
on the external air, lifting the piston and in friction. When the 
energy is all absorbed in this manner it stois ; it has reached the 
top of its stroke. A partial vacuum has been formed in the cylinder, 
and the weight has been raised through the stroke. It now 
returns under the pressure of the atmosphere and its own weight ; 
in returning, a rack attached to the piston engages the motive shaft 
and drives it. The cooling of the gases as the piston descends 
continues and helps to keep up the vacuum. 

The method although indirect is economical. Three advantages 
are gained by it — rapid expansion, considerable expansion {an ex- 
pansion of six times is common in these engines), and also some 
of the advantages of a condensor. 

Fig. 6 shows a vertical section of their best modification. The 
motor piston A working in the tall vertical cylinder b is attached to 
the rack c, which works into the toothed wheel d. The motor 
shaft E revolves in the direction of the arrow, and it is provided 
with a ratchet ; a pall upon the wheel d engages the ratchet on the 
down stroke of the piston only, on the up stroke it slips freely 
past the ratchet. The piston a is therefore quite free to move 
without the shaft on the up stroke, but it engages on the down 
stroke. The cams f and g are arranged to strike projections 
upon the rack, and so raise or lower the piston. It is raised when 
the charge is to be taken in, and lowered when it has completed 
its working stroke and the exhaust gases have to be discharged. 
When raised the valve h is in the position shown. Air first enters 
the cylinder through the port i, which also serves to discharge the 
exhaust. After the piston has uncovered the port k the valve H 
shuts on I, opening at the same time on k ; the gas supply then 
enters and mixes more or less perfectly with the air previoisV^ 
introduced. 
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A small further movement of the piston now closes the valve, 
and the explosion is caused by the passage of the electric spark in 
the position indicated upon the drawing. The piston shoots up 




Ylii. 6.— Barsanli and Matteiicci Engine, 1857. 
freely to the topof its stroke, to give oi]t the work stored up usefully 
upon its return. 

As the next engine to be described marks the beginning of the 
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practicable stage of gas engine development, it is advisable to 
summarise before proceeding. 

Previous to i860 the gas engine was entirely in the experimental 
stage. Many attempts were made, but none of the inventors 
sufficiently overcame the practical difficulties to make any of their 
engines commercially successful This was mostly due to the 
very serious nature of the difficulties themselves, but it was also 
due to too great ambition of the inventors ; they wished not only 
to compete with the steam engine for small powers, but for large 
powers. They thought in fact more to displace the steam engine 
than to compete with it 

This is clearly shown in many of their descriptions of the appli- 
cations of their inventions. 

The greatest credit is due to Wright and Barnett. Wright 
very closely proposed the modern non-compression system, Barnett 
the modem compression system. Barnett is also the originator of 
one of the modern flame systems for ignition. Barsanti and 
Matteucci follow in order of merit as the inventors of the free-piston 
■ gas engine. 

M. Lenoir occupies the honourable position of the inventor 
of the first gas engine ever actually introduced to public use. The 
engine was not strikingly novel ; nothing was done in it which had 
not been proposed before, but its details were thoroughly and 
carefully worked out. It was in fact the first to emerge from the 
purely experimental stage. Lenoir's real credit consists in over- 
coming the practical difficulties sufficiently to make previous 
proposals fairly workable. 

The principle is exceedingly simple and evident. The piston 
moves forward for a portion of its stroke, by the energy stored in 
the fly wheel, and takes into the cylinder a charge of gas and air 
at the ordinary atmosi)heric pressure. The valves cut off" com- 
munication, and the explosion is occasioned by the electric spark ; 
this propels the piston to the end of the stroke. Exhausting is 
done precisely as in the steam engine. 

The engine is simply an ordinary high-pressure steam, engine with 
valves arranged to admit gas and air and discharge the products 
of combustion. Fig. 7 is an external elevation of a three-horse 
engine. It was first constructed in Pans m i^^o Xs^ "^^ Yi^v^^"^^ 
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In Moigno's ' Cosmos ' of that year it is slated that two 
engines were in course of manufacture, one of six horse-power, ihe 
other of twenty. 

The early statements of its economy were ludicrously inaccurate. 
A one horse-power engine consumed, it was said, but 3 cubic metres 
(106 cubic fl:, nearly) of coal gas in twelve hours' work, and therefore 
cost for fuel not more than one-half of what a steam engine would 

The actual consumption was speedily shown to be much nearer 
3 cubic metres per effective horse-power per hour. 

Notwithstanding the high consumption, the engine had many 
good points ; its action was exceedingly smooth ; no shock whatever 
was heard from the explosion. Indeed it is quite impossible when 
watching the engine in motion to realise that regular explosions 
are occurring. The motion is as smooth and silent as in the best 
steam engines. 

In the 'Practical Mechanics' Journal' of August 1865, there 
is an article describing the progress made by the engine since the 
date of its introduction, from which it appears that in I'aris and 
France from 300 to 400 engines were then at work, the power ranging 
from half horse to three horse. 

The Reading Iron Works Company, Limited, at Reading, un- 
dertook the manufacture for this country. One hundred engines 
were made and delivered by them : several of them have continued 
at work till now. Notably one engine inspected by the author at 
Petworth House, Petworth, worked for twentyyears pumping water, 
and is even yet in good condition. 

The work performed by the engines was multifarious in its 
character — printing, pumping water, driving lathes, cutting chaff, 
sawing stone, polishing marble, in fact, wherever from one-half to 
three horse-power was sufficient. 

Lenoir's patent in this country was obtained by J. H. Johnson, 
i860, No. 335. It describes very closely the engine as manu- 
factured both in France and England. The subsequent patent, 
i86i, No. 107, does not seem to have been carried into effect. 

These specifications contain many erroneous ideas, showing 
the notions then prevalent among inventors of the nature of 
gaseous explosions. Lenoir erroneously suppcised xW'i.&e e.^LQ\Y(iw.-i 
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of his engine would be improved if lie could obtain a slower 
explosion. He evidentiy thought that the power imparted lo the 
piston by explosion was similar in nature to a sudden blow- 
rapid rise of pressure, and a fall nearly as rapid. He therefore 
attempted to avoid explosion by such expedients as stratiRcation 
and injection of steam or water spray. The stratification idea he 
very clearly expressed in his second specification, stating that ' the 
object of preventing the admixture of air and gas is to avoid 
explosion.' It is somewhat extraordinary to find notions ! 
erroneous common at a time when Bunsen's work had clearly; 
proved the continuous nature of the combustion in gaseous explo- 
sions, and when Him had made experiments which showed thafe 
the heat evolved by explosion in a gas engine was only a 
|)art of the total heat of the combustion, the heat which did not 
appear during explosion being produced during expansion. 

Other speculations on the cause of the uneconomical working 
of the engine were frequent, but the true reason was fully explained 
by Gustav Schmidt in a paper read before ' The Society of Ger 
man Engineers' in 1861. He states : 'The results would be £ 
more favourable if compression pumps, worked from the engine 
compressed the cold air and cold gas to three atmospheres befon 
entrance into the cylinder ; by this a greater expansion and trans 
formation of heat is 

This opinion became common at this time. Compressioi 
engines were proposed with great clearness and a full undeRtand 
ing of the advantages to be gained. 

Million, i86i, iVo. 1840.— This Frenchman had exceedingl 
clear ideas of the advantages of compression ; he evidently cx)n- 
siders himself as the first to propose its use in a gas engin^. 
apparently unaware of the existence of Barnett's engine already 
described. He claims the exclusive right to use compression is 
the most emphatic language. 

The first engine described is exactly what Schmidt asks for, 
Separate pumps compress the air and gas Into a 
which the movement of the motor piston, during a portion of thi^ 
stroke, withdraws its charge under compression. Ignitio 
complished by the electric spark, and the piston moves forwarc 
under tiie high pressure produced. He states ; 
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■ In ordinary air engines the operation of the motive cylinders 
is analogous to that of the pumps, the result being that there are 
two cylinders, which act in directions contrary to each other, and 
that the pump, which is an organ of resistance, even works at a 
greater pressure than that of the motive cylinder, which is an 
organ of power. Thus these engines are very large in proportion to 
their power. On the contrary by employing gases under the con- 
ditions above explained, these engines will exert great power in 
proportion to their dimensions. The sudden ignition of the gases 
in the motive cylinder caiises the latter to work at an operative 
pressure much greater than that of the pumps.' 

The advantage of compression in a gas engine could not be 
more fully and clearly stated. But he goes even a step further ; 
he sees that the portion of the motor piston stroke spent in taking 
in the charge under compression, is a disadvantage, and he pro- 
poses to make the whole stroke available for power by providing a 
spaceat the end of the cylinder in which the gases are compressed. 

'Instead of introducing the cold gases into the cylinders, 
during a portion of the stroke and igniting them afterwards, when 
the induction ceases . . . another arrangement might be adopted. 
The motive cylinder might be made longer than necessary, in 
order that the piston should always leave between it and the end 
of the cylinder a greater or less space, according to the pleasure 
' of the constructor, such as one-fourth or one-third, more or less, 
of the volume generated by the motive piston. This space is 
called by the inventor a cartridge. On opening the slide valvo 
the gases could be allowed to enter suddenly from the pressure 
reservoir into this cartridge towards the dead point, and this induc- 
tion having ceased, an electric spark would ignite the gases in 
the cartridge by which the driving piston would be set in motion.' 

Such an engine would resemble in its action the best modern 
compression engines. The difficulties of ignition however are too 
considerable to be overcome without further detail. 

The compression idea at this date was evidently widely 
spread, because it again crops up in a remarkably clever pamphlet 
by M. Alph. Beau de Rochas, published at Paris in i86j. He 
advances a step further than Million, and inv^y.\^'i\fi,^ \?c\a cqvi- 
ditions of greatest economy in gas ei^gine's utm^ c.Q\1^vte.'='H'«^■l 
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with reference lo volume of hot gases and surfaces exposed. He 
states that to obtain economy w,-ith an explosion engine, four con- 
ditions are requisite : 

1. The greatest possible cylinder volume with the least pos- 
sible cooling surface. 

2. The greatest possible rapidity of expansion. 

3- The greatest possible expansion ; and 

4- The greatest possible pressure at the commencement of the 
expansion. 

In using boiler tubes, he states, the eiSciency of the heat 
transmitted increases with reduction in ihe diameter of the tubes. 
In the case of engine cylinders, therefore, the loss of heat of explo- 
sion would be in inverse ratio to the diameter of the cylinders. 

Therefore, he reasons, an arrangement which for a given coii' 
sumption of gas, gives cylinders of the greatest diameters, 
give the best economy, or least loss of heat to the cylinder. Oi 
cylinder only must be employed in such an engine. 

But loss of heat depends also upon time ; cooling, therefore, 
will be proportionately greater as the working speed is slower. 

Thesole arrangement capable of combining these conditions, he 
states, consists in using the largest possible cylinder, and reducing 
the resistance of the gases to a minimum. This leads, he states, 
to the following series of oiierations. 

1. Suction during an entire outstroke of the piston. 

2. Compression during the following instroke. 

3. Ignition at the dead point and expansion during the third 
stroke. 

4. Forcing out of the burned gases from the cylinder on the 
fourth and last return stroke. 

The ignition he proposes to accomplish by the increase of 
temperature due to compression. This he expects to do by 
compressing to one-fourth of the original volume. 

In our own country the late Sir C. W. Siemens proposed com- 
pression in i86z. The idea was exceedingly widely spread, as is 
evident from those numerous and independent inventions. The 
practical experience to enable it to be successfully effected had 
yet to be created, however, and this took many years of patient 
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Hugotis engine, produced in 1S65, was similar to Lenoir's ;J 
but the ignitmg was accomplished by flame, a niodificacion of 
Barnett's, 1838, using a slide valve instead of a lighting cock. 
The flame ignition was certain and easily kept in order. In 
other points the engine was a great improvement upon its prede- ' 
cesser. Tiie lubrication was improved by irijecling water into the j 
cylinder and the cooling water jacket was better arranged. As a J 
result the consumption of gas was reduced. j 

Fig. 8 is an external elevation of the Hugon engine. I 

Mr. Otto now apjiears upon the scene. Before him much hadl 
been done in inventing and studying engines, but it remained for ' 
him by sheer perseverance and determination of character, to 
overcome all difficulties and reduce to successful practice the 
theories of his predecessors. 

[n 1867 Messrs. Olto and Langen exhibited at the Paris exhibi- J 
tion of that year, their free piston engine, exterior elevation showo'J 
at fig. g. It was absolutely identical in principle with the previous 
invention of Barsanti and Matteucci, but the details were com- 
pletely and successfully carried out The Germans succeeded 
commercially and scientifically when the Italians completely 
failed. 

Flame ignition was used and great economy was obtained, a half- j 
horse engine, according to Professor Tresca, giving over half- horse] 
power effective, on a gas consumption at the rate of 44 cubic feet 
per effective horse-power per hour. This is less than half the 
consumption of Lenoir or Hugon ; accordingly the prejudice ex- 
cited by the strange appearance and noisy action of the engine 
did not prevent its sale in large numbers. It completely crushed 
Lenoir and Hugon, and held almost sole command of the market 
for ten years, several thousands being constructed in that period. 

The Brayton gas engine appeared in America in 1873, but 
although more mechanical than any free piston engine, its economy 
was insufficient to enable it to compete. It was better than Lenoir 
or Hugon, but not nearly so good as Otto and Langen. 

Other inventors attempted free piston engines, but with small 

In 187G Mr. Otto superseded his former invention by the 
production of the ' Otto Silent ' engine, now known all over the 
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^obe. It is a compression engine, using the precise cycle described 
in i86z by Beau de Rochas, but carried out in a most perfect 
manner and using a good form of flame ignition, amodified Otto and 

I valve in fact. The economy is greater than that of any 
1 

Fig. 9.— Oito and Langen Free Piston Engine. 

previous engine, one indicated horse being obtained upon ao cubic 
feet of gas, or one effecrive horee upon 24 to 30 cubic feet per 
hour. 

This engine has established gas engines upon a firm commercial 
basis, i5,acjo having been sold since its invention ■, this ie,v^iiws*s. 
at least an efTectJre power of 90,000 horses. 
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Strangely enough, although Mr. Otto is the greatest and most 
successful gas engine inventor who has yet appeared, he adheres 
to Lenoir's erroneous ideas, and in his specification 2081 of 1876 
he attributes the economy of his machine to a slow explosion caused 
by arrangement of gases within the cylinder. 

The compression, which is the real cause of the economy and 
efficiency of the machine, he seems to consider as an accidental and 
unessential feature of his invention. 

The gas engine, like all great inventions, is the result of the 
long-continued labour of many minds ; it is a gradual growth due 
to the united labours of many inventors. In the earlier days of 
motive power, explosion was as much in the minds of the inventors, 
Huyghens and Papin, as steam, but the mechanical difficulties 
proved too great The constructive skill of the time was heavily 
taxed by the rude steam engine of Newcomen, and still more 
unequal to the invention of James Watt ; it was in 1774 that Watt 
ran his first successful steam engine at Soho Works, Birmingham. 
Twenty years later, 1794, Street's gas engine patent indicated the 
direction of men's minds, seeking a rival for steam before steam had 
been completely introduced. The experience and skill accumulating 
in the construction of the steam engine made the gas engine more 
and more possible. 

The proposals of Brown, 1823 ; Wright, 1833 ; Barnett, ^^38 ; 
Barsanti and Matteucci, 1857, show gradually increasing knowledge 
of detail and the difficulties to be overcome, all leading to the first 
practicable engine in i860, the Lenoir. 

Since that date till now, twenty-five years, great advances have 
been made, and at present the gas engine is the only real rival to 
steam. 
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CHAPTER I. 

THE GAS ENGINE METHOD. 

Gas engines, while differing widely in theory of action and 
mechanical construction, possess one feature in common which 
distinguishes them from other heat engines : that feature is the 
method of heating the working fluid. 

The working fluid is atmospheric air, and the fuel required to 
heat it is inflammable gas. In all gas engines yet produced, the 
air and gas are mixed intimately with each other before introduc- 
tion to the motive cylinder ; that is, the working fluid and the 
fuel to supply it with heat are mixed with each other before the 
combustion of the fuel. 

The fuel, which, in the steam and in most hot-air engines, is 
burned in a separate furnace, is, in the gas engine, introduced 
dire^y to the motive cylinder and burned there. It is indeed 
part of the working fluid. 

This method of heating may be called the gas-engine method, 
and from it arises at once the great advantages and also the great 
difficulties of these motors. 

Compare first with the steam engine. In it there exist two 
great causes of loss : water is converted into steam, absorbing a 
great amount of heat in passing from the liquid to the gaseous 
state ; after it has been used in the engine it is lejected into the 
atmosphere or the condenser, still existing as sfeam. The heat 
necessary to convert it from the liquid to the gas is consequently 
in most part rejected with it. Loss, occurring in this way, would 
be small if high temperatures could be used ; but this is the point 
where steam fails. High temperatures cannot be obtained without 
pressure so great as to be quite unmanageable. The attempt to obtain 
high temperatures by super-heating has often been made^ bwtm^W 
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out any substantial success. Although the difficulty of excessive 
pressure is avoided, another set of troubles are introduced. All the 
heat to be given to the gaseous steam must pass through the iron 
plates forming the boiler or super-heater, which plates will only 
stand a comparatively low temperature, certainly not exceed- 
ing that of a low red heat, or about 600° to 700° C. Steam, 
being a gas, is much more difficult to heat than water ; it follows 
that even these temperatures cannot be attained without enormous 
addition to the heating surface. The difficulties of making a 
workable engine using high temperature steam are so great that 
even so distinguished an engineer and physicist as the late Sir 
C W. Siemens failed in his attempts, which extended over many 
years. It may be taken then that low temperature is the natural 
and unavoidable accompaniment of the steam method, arising 
from the necessary change of the physical state of the working 
fluid, and the limited temperature which iron will safely bear. 
The originators of the science of thermodynamics have long 
taught that the maximum efficiency of a heat engine is obtained 
when there is the maximum difference between the highest and 
lowest temperatures of the working fluid. So long ago as 1854, 
Professor Rankine read a paper before the British Association, 
' On the means of realising the advantages of the Air Engine,' in 
which he expresses his belief that such engines will be found to be 
the most economical means of developing motive power by the 
agency of heat. In this opinion he stood by no means alone. 
Engineers so able as Stirling, Ericsson, and Siemens ; physicists 
so distinguished as Dr. Joule, and Sir Wm. Thomson, devoted 
much energy and study to their practice and theory. Notwith- 
standing all their efforts, aided by a host of less able inventors, 
the difficulties proved too formidable ; and although more than 
thirty years have now passed since Rankine announced his belief, 
the hot-air engine proper, has made no real advance. Similar 
causes to those acting in the steam engine impose a limit here. 
It is true the complication of changing physical state is avoided, 
but the limited resistance of iron to heat acts as powerfully 
as ever. Air is much more difficult to heat than water, and, there- 
fore, requires a much larger surface per unit of heat absorbed. 
In the larger hot-air engines, accordingly, the furnaces and heating 
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stirfaces gave great trouble. Very low maximum temperatures 
were attained in practice. In a Stirling engine giving out thirty- 
seven brake horse-power, the maximum temperature was only 
343° C. ; in the engines of the ship * Ericsson/ the maximum was 
only about 212° C, according to Rankine, the indicated power 
being about 300 horses. These figures show that the heating 
surfaces were insufficient, as in both cases the furnaces were pushed 
to heat the metal to a good red. A method of internal firing was 
proposed, first by Sir George Cayley and afterwards carried out 
with some success by others ; the furnace was contained in a 
completely closed vessel, and the air to be heated was forced 
through it before passing to the motor cylinder. The plan gave 
better results, but the temperature of 700° C. was still the limit, as 
the strength of the iron reservoir had to be considered, and the 
hot gases had to pass through valves. Wenham's engine, described 
in a paper read before the Institution of Mechanical Engineers in 
1873, is a good example of this class. In it the highest temperature 
of the working fluid, as measured by a pyrometer, was 608° C. ; 
higher temperatures could easily have been got but the safety of 
the engine did not permit it. Professor Rankine in his work on 
the steam engine has very fully discussed the disadvantages arising 
from low maximum temperatures. He calculates that in a perfect 
air engine without regenerator an average pressure of 8*3 lbs. 
per square inch would only be attained with a maximum of 
2i6'6 lbs. per square inch, thus necessitating great strength of 
cylinder and working parts for a very small return in effective 
power. In the * Ericsson,' the average effective pressure was less 
than this, being only about 2 lbs. per square inch ; it had four air 
cylinders each of 14 feet diameter, and only indicated 300 horse- 
power. Stirling's motor cylinder did not give a true idea of the 
bulk of the engine, as the real air-displacer was separate. Even 
with Wenham's machine the bulk was excessive, an engine of 
24 inches diameter cylinder and 12 inches stroke giving 4 horse- 
power. 

Those facts sufficiently illustrate the practical difficulties which 
prevented the development of the hot-air engine proper. All flow 
from the method of heating. Low temperatuie \s tv^cj^'s&'^x^ \.^ 
secure durability of the iron. 
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All hot-air engines are, therefore, very large and very heavy 
for the power they are cajiable of exerting. 

The friction of the parts is so great that although the theoreti- 
cal efficiency of the working fluid is higher than in the best steam 
engines, the practical efficiency or result per horse available for 
external work is not nearly so great The best result ever claimed 
for Stirling's engine is 27 lbs. of coal per bk. horse-powei 
hour, probably under the truth, but even allowing it, a first cbss 
sieani engine of to-day will do much better. According to Prof. 
Norton, the engines of the * Ericsson ' used i'87 lbs. of anthracite 
per indicated horse-power per hour ; but the friction must have been 
enormous. Compared with the steam engine, the practical disadvan- 
tages of the hot-air engine are much greater than its advantage of 
theor)'. Owing to the great inferiority of air to boiling water as a 
medium for the convection of heat, the efficiency of the furnace is 
much lower ; owing to ihe high maximum and low available pres- 
sure, the friction is much greater— which disadvantages in practice 
more than extinguish the higher theoretical efficiency. 

The gas engine method of heating by combustion or explosion 
at once disposes of those troubles ; it not only widens the limits 
of the temperatures at command almost indefinitely, but the causes 
of failure with the old method become the very causes of success 
with the new method. 

The difficulty of heating even the greatest masses t 
quite abolished. The rapidly moving flash of chemical action 
makes it easy to heat any mass, however great, in a minute fraaion 
of a second ; when once heated the comparatively gradual con- 
vection makes the cooling a very slow matter. The conductivity 
of air for heat is but slight, and both losing and receiving heat 
from enclosing walls are carried on by the process of convection, 
ihe larger the mass of air the smaller the cooling surface relatively. 
Therefore the larger the volumes of ait used, the more economical 
the new method, the more difficult the old. The low conductivity 
for heat, the cause of great trouble in hot-air machines, becomes 
the unexpected cause of economy in gas engines. If air were a 
rapid carrier of heat, cold cylinder gas engines would be impos- 
_sible. The loss to the sides of the enclosing cylinders would be 
great that but litde useful effect could be obtained. 
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it is, present loss from this cause is sufficiently heavy. In the 
earlier engines as much as three-fourths of the whole heat of the 
combustion was lost in this way ; in the best modern engines so 
much as one-half is still lost. 

A little consideration of what is occurring in the gas engine 
cylinder at each explosion will show that this is not surprising. 
Platinum, the most infusible of metals, melts at about 1700° C; 
the ordinary temperature of cast iron flowing from a cupola is 
about 1 200° C. ; a temperature very usual in a gas engine cylinder 
is 1600° C, a dazzling white-heat. The whole of the gases filling 
the cylinder are at this high temperature. If one could see the 
interior it would appear to be filled with a blinding glare of light 
This experiment the writer has tried by means of a small aperture 
covered with a heavy glass plate, carefully protected from the 
heat of the explosion by a long cold tube. On looking through 
this window while the engine is at work, a continuous glare of 
white light is observed. A look into the interior of a boiler 
furnace gives a good notion of the flame filling the cylinder of 
a gas engine. 

At first sight it seems strange that such temperature can be 
used with impunity in a working cylinder ; here the convenience 
of the method becomes evident. The heating being quite inde- 
pendent of the temperature of the walls of the cylinder, by the use 
of a water-jacket they can be kept at any desired temperature. 
The same property of rapid convection of heat, so useful for 
generating steam from water, is essential in the gas engine to keep 
the rubbing surfaces at a reasonable working temperature. In 
this there is no difficulty, and notwithstanding the high tempera- 
ture of the gases, the metal itself never exceeds the boiling j)oint 
of water. 

So good a result cannot of course be obtained without careful 
proportioning of the cooling surfaces for the amount of heat to be 
carried away ; in all modern engines this is carefully attended to, 
with the gratifying result that the cylinders take and retain a 
polished surface for years of work just as in a good steam engine. 

The gas engine method gives the advantage of higher tempera- 
ture of working fluid than is attainable in any other heat engine, 
at the same time the working cylinder metal may be kept as cool 
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as in the steam engine. It also allows of any desired rate of heat- 
ing the working fluid in any required volumes. 

In consequence of high temperatures the available pressures 
are high, and therefore the bulk of the engine is small for the 
power obtained. 

It realises all the thermodynamic advantages claimed for the 
hot-air engine without sacrificing the high available pressures and 
rapid rate of the generation of power which is the characteristic of 
the steam engine. 

For rapid convection of heat existing in the steam boiler is 
substituted the still more rapid heating by explosion or combustion, 
a rapidity so superior that the power is generated for each stroke 
separately as required, there being no necessity to collect a great 
magazine of energy. 

The only item to the debtor side of the gas engine account 
is the flow of heat through the cylinder walls, which disadvantage 
is far more than paid for by the advantages. 
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CHAPTER II. 

GAS ENGINES CLASSIFIED. 

Although the gas engine patents now in existence number many 
hundreds, the essential differences between the inventions are not 
great. In their working process they may be divided into a few 
well-defined types : 

1. Engines igniting at constant volume, but without previous 
compression. 

2. Engines igniting at constant pressure, with previous com- 
pression. 

3. Engines igniting at constant volume, with previous com- 
pression. 

The first type is the simplest in idea ; it is the most apparent 
method of obtaining power from an explosion. 

In it the engine draws into its cylinder gas and air at atmos- 
pheric pressure, for a part of its stroke, in proportions suitable for 
explosion ; then a valve closes the cylinder, and the mixture is 
ignited. The pressure produced pushes forward the piston for 
the remainder of its travel, and upon the return stroke the pro- 
ducts of the combustion are expelled exactly as the exhaust of a 
steam engina By repeating the same process on the other side 
of the piston, a kind of double-acting engine is obtained. It is 
not truly double-acting, as the motive impulse is not applied 
during the whole stroke, but only during that portion of it left 
free after performing the necessary function of charging with the 
explosive mixture. 

The working cycle of the engine consists of four operations : 

1. Charging the cylinder with explosive mixture. 

2. Exploding the charge. 

3. Expanding after explosion. 

4. Expelling the burned gases. 
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To carry it out in a perfect manner, the mechanism musi 
so arranged that liuring the charging, the pressure of the gases in 
the cylinder does not fall below atmosphere ; there must be no 
throttling of the entering gases. The cut-off and the explosion 
must be absolutely simultaneous and also instantaneous, so that 
the heat may be applied without change of volume, and thereby 
produce the highest pressure which the mixture used is capable 
of giving. The expansion will be carried fai enough to reduce 
the prt-ssure of the explosion to atmosphere ; and the exhaust 
Stroke will be accomplished without back pressure. The charge 
in entenng must not be heated by the walls of the cylinder, but 
should remain at the temperature of the atmosphere till the very 
moment previous to ignition. At the same time, the cylinder 
should not cool the gases after the explosion, no heat should dis- 
appear except through expansion doing work. 

Although all these conditions are necessary to the perfect 
cycle, it is evident that no actual engine is capable of combining, 
them. Some throttling at the admission of the mixture, and a' 
little back pressure during the exhausting are unavoidable ; some 
time must elapse between the closing of the inlet valve and the. 
explosion, in addition to the time taken by the explosion itsei£ 
Heat will be communicated to the entering gases and lost by the 
exploded gases to the walls of the cylinder. 

The actual diagram taken from an engine will therefore differ 
■considerably from the theoretic one. 

The theoretical conditions are to a great extent contradictory. 

The idea of the type, however, is easily comprehensible, and '■ 
evidendy suggested by the common knowledge of the destructive ■ 
effect of accidental coal gas explosions which occurred soon after 
ihe introduction of gas into general use. 'The power is there, let 
us use it like steam in the cylinder of a steam engine,' said the 
early inventors. 

The two most successful engines of this type were Lenoir's 
and, later, Hugon's, for very small powers ranging from one man 
to half-horse. Simple forms of this type are still in extensive use. 
The most widely known of these is the Bisschof, a French in' 
tion. 

The second type is not so simple in its ra:iin idea, and required 
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much greater knowledge of detail, both mechanical and theoretical. 
As a hot-air engine its theory was originally proposed by Sir Geo. 
Cayley, and, later, by Dr. Joule and Sir Wm. Thomson. As a 
hot-air engine it failed for the reasons discussed in the previous 
chapter. 

In it the engine is provided with two cylinders of unequal 
capacity ; the smaller serves as a pump for receiving the charge 
and compressing it, the larger is the motor cylinder, in which the 
charge is expanded during ignition and subsequent to it. 

The pump piston, in moving forward, takes in the charge at 
atmospheric pressure, in returning compresses it into an inter- 
mediate receiver, from which it passes into the motor cylinder in 
a compressed state. A contrivance similar to the wire gauze in a 
Davy lamp commaiids the passage between the receiver and the 
. cyhnder, and permits the mixture to be ignited on the cylinder 
side as it flows in without the flame passing back into the 
receiver. ^ ' 

The motor cylinder thus receives its working fluid in the state 
of flame, at a pressure equal to, but never greater than, the 
pressure of compression. At the proper time, the valve between 
the motor and the receiver is shut, and the piston expands the 
ignited gases till it reaches the end of its stroke, when the exhaust 
valve is opened, and the return expels the burned gases. 

The ignition here does not increase the pressure, but increases 
the volume. The pump, say, puts one volume or cubic foot into 
the receiver ; the flame causes it to expand while entering the 
cylinder to two cubic feet. It does the work of two cubic feet in 
the motor cylinder, so that, though there is no increase of pres- 
sure, there is nevertheless an excess of power over that spent in 
compressing. 

In the first type of engine the heat is given to the working 
fluid at constant volume, in the second type the heat is given to 
the working fluid at constant pressure during change of volume. 

The working cycle of the engine consists of ^^^ operations : 

1. Charging the pump cylinder with gas and air mixture. 

2. Compressing the charge into an intermediate receiver. 

3. Admitting the charge to the motor cylinder in the state of 
flame, at the pressure of compression. 
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4. Expanding after admission. 

5. Expelling the burned gases. 

To carry out the process perfectly the following conditioa^ 
would be required. 

No throttling during admission of the charge to the pump. 

No heating of the charge as it enters the pump from the 
atmosphere. 

No loss of the heat of compression to the pump and receivei 
walls. 

No throttling as the charge enters the motor cylinder from the 
receiver. 

No loss of heat by the flame to the sides of the motor cylinder 
and piston. 

And last, No back pressure during the exhaust stroke. 

The exhaust gases also must be completely expelled by the 
motor piston ; that is, the motor cylinder should have no clear- 
ance. 

The requirements of this type, although sufficiently numerous 
and exacting, are not so contradictory among themselves as in the 
first. 

Although every engine of the kind yet made fails to fulfil them, 
it is quite possible that a machine very closely approximating may 
be yet constructed. 

The most successful engines of this kind have been Brayton's 
and Simon's, the first an American invention, and the second 
an English adaptation of it Sir C. W. Siemens proposed such 
an engine in 1861, but does not seem to have been successful in 
carrying it out. In i860 it was also proposed by F. Million, but 
without a sufficient understanding of the mechanical detail neces- 
sary for a working machine. 

Brayton's engine was made in considerable numbers in America, 
and was applied by him to drive a good-sized launch, petroleum 
being used as the fuel instead of gas. It was exhibited at the Cen- 
tennial Exhibition in Philadelphia ; at the Paris exhibition of 1878 
by Simon. 

The third type is the best kind of compression engine yet 
introduced ; by far the largest number of gas engines in every day 
use throughout the world are made in accordance with its require- 
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ments. In theory it is more easily understood as requiring two 
cylinders, compression and power. 

The leading idea, compression and ignition at constant volume, 
was first proposed by Barnett in 1838, then by Schmidt in more 
general terms, very fully by Beau de Rochas in 1 860 and also by 
F. Million in the same year. Otto, however, was the first to suc- 
cessfully apply it, which he did in 1876. 

The compression cylinder may be supposed to take in the 
charge of gas and air at atmospheric temperature and pressure ; 
compress it into a receiver from which the motor cylinder is sup- 
plied ; the motor piston to take in its charge from the reservoir in 
a compressed state ; and then communication to be cut off and 
the compressed charge ignited. 

Here ignition is supposed to occur at constant volume, that is, 
the whole volume of mixture is first introduced and then fired ; 
the pressure therefore increases. The power is obtained by 
igniting while the volume remains stationary and the pressure in- 
creases. 

Under the pressure so produced, the piston completes its 
stroke, and upon the return stroke the products of the combus- 
tion are expelled. 

In this case the working cycle of the engine consists of six 
operations : 

1. Charging the pump cylinder with gas and air mixture. 

2. Compressing the charge into an intermediate receiver. 

3. Admitting the charge to the motor cyhnder under com- 
pressioa 

4. Igniting the mixture after admission to the motor. 

5. Expanding the hot gases after ignition. 

6. Expelling the burned gases. 

To carry out the process perfectly, similar conditions are neces- 
sary to those in the second type. But the conditions are more 
contradictory. The gases entering the cylinder under pressure must 
not be heated by its walls ; no heat should be added till the igni- 
tion ; then, after ignition the gases must not lose heat to the 
cylinder— conditions which it is impossible for the same cylinder 
to fulfil simultaneously. 

In the engines constructed the receiver is dispensed with, for 
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reasons which will be explained in discussing the practical difficul- 
ties of construction ; but this does not in any way modify the 
theory, which shall first be discussed. 

The most considerably used engine of this kind is the Otto, 
next to it coming Clerk's engine, then Robson's by the Messrs. 
Tang)'e, and Andrews' Stockport compression engine. In none 
of these types does any part of the working cycle require either 
the heating or the cooling of the working fluid by the relatively 
slow processes of convection and conduction. 

Heating is accomplished by the rapid method of explosion or, 
if the term be preferred, combustion, and for the cooling neces- 
sary in all heat engines is substituted the complete rejection of 
the working fluid with the heat it contains and its replacement by 
a fresh portion taken from the atmosphere at the atmospheric 
temperature, which is the lower limit of the engines. 

This is the reason why those cycles can be repeated with 
almost indefinite rapidity, and why gas engines can be run at 
speeds equal to steam engines, while the old hot-air engines could 
not be run fast, because of the very slow rate at which air could be 
heated and cooled by contact. 

There still remains one important type of gas engine not 
included in this classification ; in it part of the efficiency is de- 
pendent on cooling by contact, and consequently only a slow rate 
of working stroke can be obtained. It is the kind of engine 
known as the free piston or atmospheric gas engine. It may be 
regarded as a modification of the first type. The first part of its 
action is precisely similar, the latter part differs considerably. 

It may be called Type One A. In it the piston moves for- 
ward, taking in its charge of gas and air from the atmosphere at 
the atmospheric pressure and temperature. When cut off" it is 
ignited instantaneously, the volume being constant and the 
pressure increasing ; the piston is not connected directly to the 
motor shaft, but is free to move under the pressure of the explo- 
sion, like the ball in a cannon. It is shot forward in the cylinder 
(which is made purposely very long) ; the energy of the explosion 
gives the piston velocity ; it therefore continues to move conr 
siderably after the pressure has fallen by expansion to atmos- 
phere ; a partial vacuum forms under the piston till its whole 
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energy of motion is absorbed in doing work upon the exterior 
air. It then stops, and the external pressure causes it to perform 
its instroke, during which a clutch arrangement yokes it to the 
motor shaft, giving the shaft an impulse. The explosion is made 
to give its equivalent in work upon the external air, in forming a 
vacuum in fact ; the vacuum is increased by the cooling of the 
hot gases during the return of the piston. The piston proceeds 
completely to the bottom of the cylinder, expelling the products 
of combustion. So far as the working fluid of the engine is con- 
cerned the cycle consists of five operations : 

1. Charging the cylinder with explosive mixture. 

2. Exploding the charge. 

3. Expanding after explosion. 

4. Compressing the burned gases after some cooling. 

5. Expelling the burned gases. 

To carry it out perfectly, in addition to the requirements of the 
first type, the expansion should be carried far enough to lower the 
temperature of the working fluid to the temperature of the atmos- 
phere, and the compression to atmospheric pressure again should 
be conducted at that temperature ; that is, the compression line 
should be an isothermal 

This kind of engine was proposed first by Barsanti and Mat- 
teucci in 1854, by F. H. Wenham in 1864, and then by Otto and 
Langen in 1866. The last named inventoirs were successful in 
overcoming the practical difficulties, and many engines were 
made and sold by them. Their engine, although cumbrous and 
noisy, was a good and economical worker ; many are still in use. 
The next best known engine of the kind was Gillies's, of which a 
considerable number were constructed and sold. 
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CHAPTER III. 

THERMODYNAMICS OF THE GAS ENGINE, 

Beginning with Professor Rankine, able writers have so hilly 
treated the thermodynamics of the air engine that but little can 
be added to the knowledge of the subject now in existence. The 
gas engine method of heating, however, introduces limits of 
temperature so extended and cycles of action so different from 
those possible in the air engine proper, that something remains to 
be done in applying the existing data. So far as the author is 
aware, this has been previously attempted by three writers only-^ 
Prof. R. Schottler, Dr. A. Witz, and himself. 

Before proceeding with the special consideration of the sub- 
ject, it is advisable for the sake of completeness to state briefly 
the general laws. In doing so Rankine will be followed as closely 
as possible. 

Thermodynamics Defined. 

* It is a matter of ordinary observation that heat, by expanding 
bodies, is a source of mechanical energy, and conversely, that 
mechanical energy, being expended either in compressing bodies 
or in friction, is a source of heat. 

* The reduction of the laws according to which such phenomena 
take place to a physical theory or connected system of principles 
constitutes what is called the science of thermodynamics.' 

First Law of Thermodynamics. 

Heat and mechanical energy are mutually convertible, and 
heat requires for its production, and produces by its disappear- 
ance, mechanical energy in the proportion of 1,390 footpounds 
for each centigrade heat unit, a heat unit being the amount of 
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heat necessary to heat one pound weight of water through 1° C. 
This is Joule's law, having been first determined by him in 1843. 
It holds with equal truth for other forms of energy, and is a 
general statement of the great truth, that in the universe, energy is 
as incapable of creation or destruction as matter. Energy may 
change its form indefinitely while passing from a higher to a 
lower level, but it can neither be created nor destroyed. The 
energy of outward and visible movement of matter may be 
arrested and caused to disappear as movement of the whole mass 
in one direction, but its equivalent reappears as internal move- 
ment or agitation of the particles or molecules composing the 
body. Energy assumes many forms, but the sum of all remains 
a constant quantity, incapable of change of quantity, but capable 
of disappearing in one form and reappearing in another. 

Second Law of Thermodynamics. 

Although heat and work are mutually convertible and in 
definite and invariable proportions, yet no conceivable heat 
engine is able to convert all the heat given to it into work. 

Apart altogether from practical limitations, a certain portion 
of the heat must be passed from the hot body to the cold body in 
order that the remainder may assume the form of mechanical 
energy. To get a continuous supply of mechanical energy from 
heat depends upon getting a continuous supply of hot and cold 
substances : it is' by the alternate expansion and contraction of 
some substance, usually steam -or air,^that heat is converted into 
mechanical energy. 

Perfect heat engines are ideal conceptions of machines which 
are practically impossible, but whose operations are so arranged 
that, if possible, they would convert the greatest conceivable 
proportion of the heat given to them into mechanical work. 

Efficiency,— liYit efficiency of a heat engine is the ratio of the 
heat converted into mechanical work to the total amount of heat 
which enters the engine. 

In this work the word Efficiency^ when used without qualifica- 
tion, bears this meaning only. 

The efficiency of a perfect heat engine depends upon two 
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things alone : these are, the temperature of the source of heat and 
the temperature of the source of cold (allowing the expression). 
Ihe greater the difference between these temperatures the greater 
the efficiency. That is, the greater will be the proportion of the 
total heat converted into mechanical energy, and the smaller the 
proportion of the total heat which necessarily passes by conduction 
from the hot to the cold body. 

Properties of Gases, — Gases are the most suitable bodies for 
use in heat engines ; they are almost perfectly elastic, and they ex- 
pand largely under the influence of heat 

A gas is said to be perfect when it completely obeys two 

laws : 

1. Boyle's law. 

2. Charles's law. 

Boyle's Law. — Suppose unit volume of gas to be contained in. 
a cylinder fitted with a piston which is perfectly tight at unit 
pressure. Suppose the temperature to be kept perfectly constant. 
Then, according to Boyle's law, however the volume may be 
changed by moving the piston, the pressure is always inversely 
proportional to volume, that is, if volume becomes two, pressure 
becomes one-half; volume becomes three, pressure becomes 
one-third. 

The product of pressure and volume is always constant. 

Denoting pressure by /, and volume by 7', 

Boyle's law is, / z/ = constant. 

Charleys Law, — If a gas kept at constant volume is heated, 
the pressure increases. If a gas is kept behind a piston which 
moves without friction so that the pi essure upon the gas is always 
constant, the heat applied will cause it to expand. 

One volume of gas at o° C, if heated through i° C. will expand 
^1^, and become \^\^ volume, if the pressure is constant. If the 
volume is constant, then its pressure will increase by ^1^^, that is, 
its pressure will become Itj^j^ of the original. In the same way 
if cooled 1° C. below o° C, it will contract or diminish in pressure 
by 7j|^, its volume or pressure becoming | j| of what it is at o° C. 

For every degree t)f heat or cold above or below o° C. a perfect 
gas expands or contracts by ^j^ of its volume at o® C 
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From this it is evident that a perfect gas, if cooled to 273° C. 
below 0° C. will have neither volume nor pressure. 

This originally gave rise to the conception of absolute zero of 
temperature. The absolute temperature of a body is ordinary 
temperature Centigrade 4- 273, just as the absolute pressure of any 
gas is its pressure above atmosphere plus atmospheric pressure. The 
absolute temperature of a body is its temperature above Centigrade 
zero 4-273. 

The pressure or volume of a gas is therefore directly propor- 
tional to its absolute temperature. 

If ^=: pressure for absolute temperature /, and p^ pressure for 
/* temperature, also absolute, 

then ^-^ = ^ ; 

or if V be the volume at absolute temperature / and v^ at /^ 

^ then 'L = t 

The Second Law {quantitative). — If heat be supplied to a perfect 
heat engine at the absolute temperature t', and the absolute tem- 
perature of the source of cold is t, then the efficiency of that 
engine is, denoting it by e, 

rpl __ rp rp . 

'pl rp I 

It is unity minus the lower temperature divided by the upper 
temperature. The efficiency is greater or less as the fraction — ^ 

is less or greater. This fraction may be diminished either by 
reducing t or by increasing t^ The lowest available temperature 
is not capable of great variation, being in our climate about 290® 
absolute. It therefore follows that efficiency could only be in- 
creased by increasing t^ 

Suppose T=29o° absolute and t^=58o° absolute. 

Then E=i-ft^=i-4= 0*5. 

Suppose T=29o°, and t* = i45o°, a temperature common in 
gas engines, then 

^ T 200 — T .1. — r>*8 
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^^^T The efficiency increases with increase of ihe maximum tempe- 
rature. The second law, in its quaniiutive form, is the statement 
of the efficiency of any perfect heat engine in terms of absolute 
' temperatures of the source of heat and the source of cold. 

Thermal Lines.— U a volume of air is contained in a cylinder 
having a piston and filled with an indicator, the piston, if moved 
10 and fro. will alternalely compress and expand the air, and the 
indicator pencil will trace a line or lines upon the card, which lines 
register the change of pressure and volume occurring in the cylinder. 
If the piston is perfectly free from leakage, and it be supposed that 
the temperature of the air is kept quite constant, then the line sq 
traced is called an Isothermal line, and the pressure at any point 
when multiplied by the volume is a constant according to Boyle's 
law, 
^H pv = a constant. 

^^B If, however, the piston is moved in very rapidly, the air will not 
^Hnmain at constant temperature, but the temperature will increase 
^^Kbecause work has been done upon the air, and the heat has no 
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^^^ time to escape by conduction. I 
cause, the line will be traced over 
pencil, the cooling by expansion 
the heating by compression. Th 
of heat, therefore, known as Adia 


no heat whatever is lost by any 
and over again by the indicator 
doing work precisely equalling 
s is the line of no transmission 
baiie. Fig. lo shows these two 
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lines for air starting from atmospheric pressure and tempera- 
ture. 

The pressures at different points of the curve are related by the 

equation ^ 

pv^ = constant. 

The pressure when multiplied by the volume raised to the^ power 
is always constant. 

The power _y is the ratio between the specific heat of the air at 
constant pressure and its specific heat at constant volume. Ac- 
cording to Rankine 

y = 1*408 for air. 

Imperfect Heat Engines. — For a complete description of the 
working cycle of perfect heat engines, the reader is referred to 
works upon the steam engine, which contain the fullest possible 
details both of reasoning and results. 

The working cycles of practicable heat engines are always im- 
perfect, that is, the operations are such that, although perfectly 
carried out, the maximum efficiency possible by the second law of 
thermodynamics could not be attained by them. Each cycle has 
a maximum efficiency peculiar to itself, which is invariably less 

than J— , but which does not necessarily vary with T* and T. 

It does not always follow that increase of the higher tempera- 
ture causes increase of efficiency ; conversely, it does not always 
follow that diminution of the upper temperature causes diminution 
of efficiency. Under some circumstances, indeed, the opposite 
effect is produced— increase of the upper temperature diminishes 
efficiency, while its diminution increases it, of course within certain 
limits. 

All the gas engine cycles described in the previous chapter are 
imperfect in this sense, but all are practicable. It follows that if 
any one of them gives a higher efficiency than another in theory, 
it will also do so in practice, provided the practical losses do not in- 
crease with improved theory. 

It is necessary before discussing the practical losses to see how 
the cycles compare with each other, if each be perfectly carried 
out The results obtained can then be modified by examination 
of the way in which unavoidable practical losses affect each cycle. 
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Efficiency Formul/E. 

If H is the quantity of heat given to an engine, and H* the 
amount of heat discharged by it after performing work, then, the 
portion which has disappeared in performing work is H — H', 
supposing no loss of heat by conduction or other cause, and the 
efficiency of the engine is 



E = 



H — H* 



H 



Type I. — A perfect indicator diagram of an engine of this kind 
is shown at fig. ii : the line abc'\^ the atmospheric line, represent- 
ing volume swept by the piston, the line ad\s the line of pressures. 
From a io b the piston moves forward, taking in its charge, at 
atmospheric temperature and pressure; at b communication is in- 
stantaneously cut off, and heat instantaneously supplied, raising 
the temperature to the maximum, before the movement of the pis- 
ton has time to change the volume. From ^, the point of maxi- 
mum temperature and pressure, the gases expand without loss of 
heat, the temperature only falling by reason of work performed 
till the pressure again reaches atmosphere. The curve ^ ^ is 
therefore adiabatic. In all cases let 

/ be the initial temperature of the air in absolute degrees Centi- 
grade. 

T the absolute temperature after explosion or heating. 

T ^ the absolute temperature of the gases after adiabatic ex- 
pansion. 

p the atmospheric pressure. 

Po the absolute pressure of the explosion. 

v^ the volume at atmospheric temperature and pressure. 

V the volume at the termination of adiabatic expansion. 

In the particular case of diagram fig. ii, where the expansion 
is continued to the atmospheric Hne, the formula expressing the 
efficiency is very simple. Calling k^ the specific heat of air at 
constant volume, and k^ the sp. heat at constant pressure, then 
the heat supplied to the engine is 
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and the heat discharged from it is 

therefore efficiency is 

E= k.(t-/)-k^( t'-/) 



K.(T-./) 



and -l^y 



therefore e= i — ^ ( j. (i) 

It is evident that for every value of x there is a corresponding 
value of T*, which increases with the increase of t. If t* is 
known in teims of t, then the calculation of efficiency is very 
rapid, as all that is required is a knowledge of the maximum 
temperature of the explosion to calculate the efficiency of an 
engine using that maximum temperature, and perfectly fulfilling 
this cycle. 

For any adiabatic curve, the pressure multiplied by volume 
which has been raised to the j'th power is a constant; there- 
fore 

^o ^'/ ^po'^^ (see diagram, fig. 1 1), (a) 

1 T P • P 

and T = — which, as / = A, is the same as — ; 

* P Po 

also Il = ll. 



7' 
* 



/. in equation (a) x may be substituted for P^, / for/^, / for v^^ and 
r' for z', giving 



tI 



= / (-f ) > (3) 



In most engines of this type the expansion is not great enough 
to reduce the pressure to atmosphere before opening the exhaust 
valve ; it is therefore necessary to give formulae where the best 
condition is not carried out. Fig. 1 2 is a diagram of a case of 

this kind. 

The pressure at the termination of the stroke has fallen to/^ 
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and the temperature to t^ The heat supplied to the engine is 
the same as in the first case 

h = k^(t-/). 

The heat discharged by it cannot be so simply expressed. 
Suppose the hot gases at the pressure p^ to be allowed to cool by 
contact with the sides of the cylinder at constant volume till the 
atmospheric pressure/ is reached, then the temperature 

/» = T» ^ 
A' 

or in terms of volume and / /* = - / 

and the heat lost is k^ (t* — /* ). 

The heat to be still abstracted before the air returns to its 
original condition at /, and pressure / is 

Total heat discharged by exhaust, therefore, 

The efficiency consequently is 

E ^ K. (T ~ /)- {K, (T^ - /I) + K, (/'-/)} 

^v (T - /) 

T - / ^^^ 

In this case there is no fixed relationship between t the tempera- 
ture of the explosion, and t^ the temperature of the gases at the 
termination of adiabatic expansion. As the expansion is more or 
less complete, so does t and t^ change. In no case, however, 
can the efficiency be so great as that in the first case. 

Type 2. — A perfect indicated diagram of an engine of this type 
is shown at fig. 13. Although the cycle requires two cylinders, 
producing two diagrams, ihey are better compared when super- 
posed. The whole diagram may be supposed to come from the 
motor cylinder, the shaded portion of it representing the available 
work of the cycle, and the unshaded part, the part done by the 
compressing pump. The atmospheric line is abc. The pump 
volume is a by the motor volume is a c. The pump takes in the 
volume ab zX atmospheric pressure ; it compresses it into aj\ 
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intermediate receiver, the compression line (adiabatic) is bf^ 
passing into receiver, line fe. From the receiver it enters the 
c)'iinder at the constant pressure of compression on the line efg^ 
supply of heat cut off at g. Then expansion (adiabatic) to the 
point c atmospheric pressure. The part hfgc is the part avail' 
able for work, the part bfea representing the work of the com- 
pressing pump, which is deducted from the total motor cylinder, 
diagram aegc. 

The total volume of air passed through the pump is v^ volume 
swept by motor cylinder, v. So far as the heat operations are 
concerned, the part of the diagram to volume Vc may be disre- 
garded ; it represents the pressing of the compressed charge into 
the reservoir after reaching the maximum pressure of compression 
(it is called Vc because it is volume of compression). The admis- 
sion to the motor cylinder is identical, so that work done in pump 
in that part equals w^ork done upon the motor piston. 

In addition to the letters used in type i, 

7\ is volume of compression. 
Vp volume at point g on diagram. 
pc is pressure of compression. 
tc is temperature of compression. 

The temperature, volume, and pressure letters are figured 
below the diagram to make matters clear. Compression is carried 
on from volume v^ at atmospheric pressure and temperature to 
volume Vc at pressure p^ and temperature t^ the curve being 
adiabatic. 

After compression, heat is added without allowing the pres*- 
sure to increase, but the piston moves out till the maximum tem- 
perature T is attained, and the supply of heat being completely cut 
off, adiabatic expansion follows till the atmospheric pressure is 
reached ; the exhaust valve is then opened, and the hot gases dis- 
charged. 

It is evident that as the pressure is constant, while heat is 
being given, the amount of heat given to the engine in all is 

H = K^ (t - /,), 

and the heat discharged from it is also at constant pressure, 

H» ?= K^ (T> - /). 



T/urmodynantics of tlie Gas Engine 



47 



• 












uo 

• 












• 












'P 












• 












• 












jn 












• 












»4 












• 










• 













e 


— 'm 










o 


OS 










c 


' 










C4 


oo 


t v»\-* 


v»V 


^0 




fv 


14 








o 


• 
• 


2 = =a 








JJ 


y> 


ft> V 








'S, 


■<• 


i i 


«k 


» 


^ 




• 


S . . o 








u 


CO 


2 " '^ 










• 


"o 










• 










• 

S 


M 

• 


g -e^^g 


i) 


fc^ 


^ 


2 


ct 


s 

3 










o* 


o-^S«^w 








^ 


• 


> % 








4>> 


00 


• 








1> 




V .... 

•> * * 










• 


a 








C^ 


^ 


1 










y> 


S = :. : 








• 


^ 


9 








1> 


• 


J 








>> 


f> 


I^Hh 








H 


• 








1 


M 










• 


• 










k4 


_.o 












¥4 










c5 


• 













■ 

CO 

C4 




P 



00 



O 

.2 

'35 

G 



•C \» 'v^*^ *- S ^ ^ 



— -1 ir> 



I I I I I 'I 



iL 



ro 



« 



2 : ^rt 

I 1 

2 . -•? 



= 8 



W -^-i^-^^t. »i J- i? 
-J . 

• 

u 

d = = ' 
S 

V 

g » " " 



s 

C3 






in 



fO" 



I 



H 

I 






ooooocooow 
cSoo t>-vo lo •^ m w M 



MR£S>«9»8S» 



48 Tlu Gas EHgitu 

The efficiency is therefore 

e- K,(t-0-k,(t'-/) 
K, (T - /,) 

= I - (4) 

The compression and expansion curves being adiabatic, 

Compression p^ vf =/ r'/, 
Expansion /^ v/ =? p^v^; 






;--5^'.b"A=/, 



SO that -^ = ^ (a) 

and ^-V = ^ also - = -^ . 

V^ T f^ T* 

Substituting in equation (a) 

^£ = 1 

T T*' 

and — = - . 
T /, 

As the efficiency is 

T» - / 
E = I -, 

it may be either = i - or = i — (5) 

That is, when expansion is carried to the same pressure as existed 
before compression, the efficiency depends upon the compression 
alone, / being the temperature before compression, and /^ the tem- 
perature of compression. The efficiency being i — -, the greater 

the temperature t, the less is the fraction -, and the more nearly 

does E approach unity. 

In most working engines of this kind, the expansion is not 
continued long enough to make the pressure after expanding f^U 
to atmosphere ; so that the efficiency is never so great, as when that 
is done, a greater portion ^f ^he heat is discharged than need be. 
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The modification of the formulae is precisely as in type i for 
similar circumstances. A diagram of the kind is shown at fig. 14. 
The temperature /* is found as before : 

A 
The heat supplied to the cycle is as before : 

h = k^(t-/,), 
and the heat discharged is 

H^ = K^ (t» - /') + K^ (/* - /). 
The efficiency is 

.^.^y- — ---^-^-^ (6) 

Although there is no fixed proportion between the efficiency and 
the temperature of adiabatic compression, it is evident that e in- 
creases with increase of t^ 

^yP^ 3* — ^ perfect indicator diagram of an engine of this type 
is shown at fig. 15. As in type 2, the diagrams of pump and 
motor are combined, the whole diagram being that given in the 
motor cylinder, but the shaded portion only represents the avail- 
able work. The atmospheric line \^ ab c. The pump volume is 
a by the motor cylinder volume is a c. The pump takes in the 
volume ^2! ^ at atmospheric pressure, compresses it on the adiabatic 
line bf and into a receiver on the line/^. The compressed gases 
enter the motor cylinder on the line gf heat is added instantane- 
ously, and the pressure rises on the line f e. Supply of heat cut 
off at e and the expansion line ^ ^ is adiabatic. The total diagram 
in the motor cylinder is a g f e c^ but the portion agfb is 
common to motor and pump ; the available work is therefore 
bfe c. 

The total volume of air passed through the pump is v^ ; the 
volume after adiabatic compression, from atmospheric pressure / 
and temperature / to pressure of compression p^ ^^^ temperature 
/^ is Vc. Heat is supplied at constant volume v^ till the maximum 
temperature of the explosion t is attained. The piston then 
expands the hot gases adiabatically from temperature t to t* 
and pressure p^ to pressure /^, which in this case \s eo^'a^ x^ 
atmosphere. 



so 
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The heat is discharged in passing from volume t' to v. at con- 
stant pressure of atmosphere. The part of the diagram from 
\'olume %', to zeTo may be disregarded as it is common to both 
pump and motor. 

The heat supplied to the cycle is 
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Heat discharged 
The efficiency is 

^ (t - 
= I — y — - . (7) 

It is evident that for any maximum temperature t and com- 
pression temperature /^ there is a temperature t* at which the 
expansion adiabatic Hne falls to atmosphere. It will much sim- 
plify subsequent calculations to establish the relations between t, 
/^, / and T^ 

^J^c ^Pof}" and/^/ =/z'/ and as/^=/, 

but ^=1* so that -^^ = ? 

V, t p, r 

and -£ = — so that ~ = ( — ) . 

T* in terms of t, t^ and / is therefore 

(8) 



'-'©' 



Although this is the best case for the third type it is not the 
one commonly occurring in practice ; no engine has as yet been 
arranged to expand the gases after explosion to the atmospheric 
pressure. 

Fig. 16 is a perfect diagram of the most common case, namely, 
when the expansion is carried only so fa,r that the heat is dis- 
charged when the volume is the same as that existing before com- 
pression. The formula of efficiency is exceedingly simple, and 
leads to a very apparent and nevertheless somewhat paradoxical 
result. 

The heat supplied to the cycle is 

H = K^ (t - /,), 
and the heat discharged is 

H» = K^ (T» "• /), 



'e.a 
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because the volume of the air is the same as that existing before 
compression, and therefore the heat necessary to bring the fluid 
back to its original state can be abstracted at constant volume. 



-. « 

-I . I 



FIG. 1 6. 
Type 3. Perfect diBgram. Expansion lo same vol. as before compression. 

The efficiency is 

_ K„ (t — /t) - K„ ( t' - t') 



As both curves are adiabatic, and pass through the same volume 
change, 



so that 
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T - /c T tg 

The efficiency may therefore be expressed 



E=i— - or I (10) 

T 4 



or 



- ©'"■■ 



That is, the efficiency depends upon the ratio between the 
initial temperature and the temperature of adiabatic compression 
only. T, the temperature of explosion, may be any value greater 
than /^ without either increasing or diminishing the efficiency. 
In this case 

There is still another case of this type of cycle to be con- 
sidered, when the expansion is continued beyond* the original 
volume before compression, but not carried far enough to reach 
atmospheric pressure. Fig. 1 7 is a diagram of the kind. 

The heat supplied to the cycle is still 

H = K^ (t - /,). 

The heat discharged may be found as in a similar case with 
types I and 2. 

Total heat discharged is 

h1=k^(t' -/») -I- K^(/i-/). 
The efficiency is 

^ ^ K, (T ~ /,) - {K , (t ^ - /Q + K^ (/^ - /)} 

K. (T - /,) 

T — /^ ^ ' 

Here then is no constant relationship between t^ and t ; 
the value of the cycle lies between cases ist and 2nd. The 
efficiency is less than in the first case, but greater than in the 
second. 

Type I A. — In this type of engine the efficiency cannot be 
stated in terms of temperature directly because of the nature of the 
perfect cycle. 
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Fig. 17.— Type 3. Perfect diagrim. Incomplele expansion. 
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The expansion line is adiabatic, and the compression line 
whereby all the heat is discharged is isothermal.* 

Fig. 18 is the theoretical diagram of such an engine. The 
scale is altered from previous diagrams because of the great ex- 
pansion. 

There is no compression previous to the addition of heat, the 
heat is added at constant volume t/^ which is the volume of the 
charge. The pressure rises with the temperature from atmos- 
pheric pressure / and temperature / to maximum pressure p^ and 
temperature t. From t the expansion line is adiabatic, and is 
continued far enough to reduce the temperature again to /. The 
piston then returns, compressing the gases at the temperature / till 
the original volume v^ and pressure / are attained. 

For any two temperatures / and t there is evidently a 
constant relationship between the available work and work dis- 
charged as heat. As in expanding from highest to lowest tem- 
perature the temperature falls from t to /, the whole area of 
the diagram x v^ v /, may be taken as the heat supplied to the 
cycle. 

The heat rejected is discharged at constant temperature /, and 
is equivalent to the area v^ vtt 

For any adiabatic curve the area Tv^vtis 

area = — ? — (p^ v^ — po v), (12) 

y — I 
For any isothermal 

areaz/.z/// = pzL Log. c -. (13) 

The efficiency is therefore — 

±--(F.V,'-A^) - {P^o Log. e|) 



E=^- 



y - I 



(p, V, - p;o) 






(7-l)(/^^Log.ey 



Po'Vo -poV 



(14) 



1 In Dr. A. Witzs able work. Etudes sur Us moteurs a gaz tonnant. he falls 
into the error of supposing both expanding and compression lines oi tms type adi- 
abatic, and he accordingly greatly over-estimates the efficiency propyl ^o\\. 
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but, as the line of compression discharging heat is an isothermal, 
that is, the temperature is kept constant at / during compression 
from the lowest pressure to atmosphere, 
pi)^ = pjii (Boyle's law). 

The efficiency may therefore be written 

E = I 5^ "^ 

= 1 " \ 

K-P 

then ^ = ?^ = f^y"^ .^fl.);... 

The efficiency can therefore be given entirely in terms of t and / : 

{y - i) /Log. ^fy)^ 

E=I- ^^ ^ . (15) 

In the case where the expansion is not carried far enough to 
bring the temperature of explosion down to the temperature of the 
atmosphere, the efficiency can be found by using the formulae 
12 and 13 to get proportions of available and total work, and then 
get from the nature of the compression curve the total heat dis- 
charged. As this is variable it will be better to study it from a 
numerical example later on. 

The diagram given is the best possible for this kind of cycle. 

Efficiency Formulae for the Different Types. 

The general formulae for efficiency of the four kinds of cycle 

are as follows. 

Type i, ij/ Case : 

T^ — / 
E = i-^— -^. (16) 

t' in terms of t and /: 
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2nd Case : 

E=i - (-^'^.n + y {'"i^zJ) 

T-r • (17) 



Type 2, u/ Case : 










E = I 


T - 


- 1 

• 






also E = I 
2nd Case : 










E = I 


^-yi-^' 




(/•- 


- • 


Type 3, isf Case : 










E = I 




- / 






1 


r* in terms of t and / : 






T» = / 


' (;-) ' 






2nd Case : 




\tj 






E = I 


t1 - 

T — 


t 






also E = I 
^rd Case : 

E = I 


_ (t' - 


1- t. 


(''- 




Type i A : 










F = T . 


i(J- 


- i) I-og. 


•c: 


)'- 



(18) 



(19) 



(20) 



(21) 



(22) 



T - / ' ' (23) 

Those formulse will be found very convenient in rapidly calcu- 
lating the theoretical efficiency for any kind of diagram, but they 
do not throw much light upon the relative advantage of the differ- 
ent types. In type i, for instance, it is apparent that efficiency 

increases with increase of temperature because the fraction ^ "" ^ 
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becomes less with increase of t, but it does not rapidly become 
less because t* also increases with increase of t. 

In type 2, ist case, the efficiency is quite independent of t, 
and is dependent only on the ratio between / and t^ or i^^ and v^. 
Increase of t (maximum temperature) increases the available 
portion of the engine diagram, and therefore the average pressure, 
but without altering the efficiency. 

Type 3. — With this type it is easy to see (ist case) that the 
efficiency is greater than in type i, but only a numerical example 
will show the proportion. 

In the second case it may be greater or less than in type i, 
depending altogether on the amount of the compression. 

To obtain a clear idea of the relative values of the efficiencies, 
it is necessary to calculate a few numerical examples. 

Calculated Examples of Efficiency of the Types. 

Numerical Examples, — Using air as the working fluid, the 
value oiy^ the ratio of specific heat at constant volume to specific 
heat at constant pressure is i '408. 

JS/ =^ = 1.408. 

The gaseous mixture used in a gas engine differs considerably 
from pure air in its composition, and consequently in the ratio 
between specific heat at constant volume, and specific heat at con- 
stant pressure, but it is advisable in the first place to consider the 
cycle as using air pure and simple. So many circumstances 
modify the theoretic efficiency in actual practice that they can be 
best considered after studying the simpler cases. 

The temperature 1600° C. is a very usual one in the cylinder 
of a gas engine, and it will be calculated in each instance as the 
maximum, 17° C. being taken as atmospheric temperature. 

A similar set with 1000° C. as the maximum will be calcu- 
lated to show in each case the change of efficiency, if any, with 
change of maximum temperature. 

Type i. — \st Case, The expansion is continued to atmos- 
pheric pressure. 

Taking t = 1600° C. = 1873° absolute. 
/= i7°C. = 290° „ 
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Then t* = the temperature after adiabatic expansion to 

atmospheric pressure. 

T> = /(J)> (2) 

T^ = 290 f L13jrb = 1090** absolute. 
The efficiency is 

E = I - ^ II^ =1-1 .408 ^^90 " 290 ^ 

T - / ^ 1873 — 290 ^ 

E = 0-29 with maximum temperature of 1600° C. 
Taking the maximum temperature of explosion as 1000° C. 

Absolute 
T= 1273° = 1000** C 

/= 290°= 17° c. 
then T^ = 829°. 

E = I- 1-408 ^^9^L^^ = 0-23. 

1273 — 290 

E = 0*23 with maximum temperature of explosion as 1000° C. 

In this cycle the efficiency evidently increases with increase of 
the temperature of the explosion, but not in proportion to the 
increase of temperature ; a change of maximum temperature from 
1000° to 1600° C. only causing the efficiency to rise from 0*23 
to 0-29. That is, at the first temperature, 23 heat units out of 
every 100 given to the cycle will be converted into work, 
while with the second much higher temperature, only 29 units of 
100 will be converted into work. 

The second case of this type is the one most commonly occur- 
ring in practice. The cylinder is so arranged that the charge is 
taken in for half-stroke, the explosion then occurs, and the piston 
completes its stroke, expanding the heated gases from one volume 
to two volumes. . , 

In the diagram, fig. i^, suppose volume v to be equal to 

2 v„ and 

T = 1873° absolute. 

/ = 290° 



To get 1', A'A'" 
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/ , \ o-40i 

T* = 1873 ( J = 141 1** absolute. 

To calculate efficiency /' is still required ; it is, in terms of 
volume and /, 

/> = - / = ?29o = 580** absolute. 
The efficiency can now be obtained from formula (17). 

T — / 

= I .('-^^L^S^o) + ^ 408 (58o_--29o) 

1873 - 290 

1583 ^ 

For this case e = 0*22, 

showing the effect of limiting the expansion and discharging at a 

pressure above atmosphere. 

Taking the same ratio of expansion and the lower maximum 

temperature of 1000° C. 

T = 1273° absolute. 
/ = 290^ „ 

_ J = 1273 ( I = 959° absolute, 

and /^ is still 290 x 2 = 580° absolute. 

Therefore e = 0*20. 

Here the diminution of efficiency due to diminished expan- 
sion is not so great as in the first, or rather the higher, tempera- 
ture, 

with complete expansion 1000° C. giving 0*23, 
„ limited „ 1000° C. „ 0*20 ; 

with the higher temperature of 1600° C, 

with complete expansion 1600° C. giving 0*29, 
„ limited „ 1600° C. „ 0*22. 

It is evident from these results that where the amount of ex- 
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pansion is from one volume to two volumes, as in the Lenoir and 
Hugon engines, the efficiency does not substantially improve with 
increasing temperature. 

TvpE 2. — \st Case, Where the expansion is carried far enough 
to reduce the working pressure to atmosphere, the efficiency of 
this kind of engine is quite independent of the temperature of 
combustion. This is shown by Professor Rankine * in his work on 
the steam engine. Whether the heat added after compression 
be great or small in amount, the proportion of it which is con- 
verted into work is stationary. 

The compression most commonly used in this kind of engine 
is 60 lbs. per sq. in. above atmosphere, 75 lbs. per sq. in. absolute, 
taking the atmospheric pressure as 15 lbs. per sq. in. 

The compression is, as before stated, adiabatic ; no heat is 
lost or gained. The temperature rises simply because of work 
performed upon the air. 

Let 

Atmospheric temperature and pressure (absolute) /,/ = 290° — 15 
Compression, „ „ „ /.,A= "75 

4 = 290 ( ^ J =462-5° absolute, 

2QO 
E = I — — ^ — = 0-57 

E = 0-37. 

This result is much better than any obtained with the first 
type. It holds equally good for all combustion temperatures ; 
with either 1000° C. or 1600° C. the efficiency would still be 
0*37, so long as that degree of compression was used. With a 
higher compression the efficiency increases ; 100 lbs. per sq. in. 
above atmosphere is quite a workable degree of compression. It 
is instructive to calculate the efficiency with this pressure : 

1 The Steam Engine, Prof. Rankine, p. 373, "Fcttk\3\;x VJ^. 
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t =z 290® absolute. 

/ = 15 lbs. per sq. in. absolute. 

P< ^^ ^^5 i> i> >i II 

tg = 290 C^ ) =524** nearly. 

E = I - *5^ «= 0-45. 
524 

E = 0-45. 

This t)'pe is evidently much superior to the first type, as it is 
capable of greatly increased efficiency by the mere increase of 
compression. 

In the engines in practice expansion has not been carried far 
enough to give the results calculated above. It has been usual to 
construct the engine so that the compression pump is one-half of 
the volume of the motor cylinder, that is, the ratio of the expan 
sion is from one volume to two volumes at atmosphere. Talcing 
first a compression of 60 lbs. per sq. in. above atmosphere with this 
proportion between the volumes at atmosphere, and the highest 
temperature as 1600° C, then (diagram, fig. 13) 

T = 1873** absolute 
/ = 290° „ 
/, = 462-5° • 
/* = 290 X 2 = 580. 

Before getting t^ it is necessary to get the volume z> at the 
highest temperature. It is 

T 



tc 



and Vc'=-Vo ( — j-^ = i j llV.^ ^Q.^^g 

/. Vp = 0-318 ifZi — 1-20 

and Ti = T r^)"^' = '^^nippj'^ = 1566° absolute. ^ 
The efficiency can now be found by formula (19) 

-M - i') + (/>-/) ;(i566-58o) + (58o-.29o) 

E= I — -^ ^=1 _•£ . 

T — /c 1873 — 462-5 
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071 (986) 4- 200 

= 1 — ^-^ — '—^ — ^ = I — 0-70 = 0.30 

1410-5 

E =. 0*30. 

Here the insufficient expansion has caused the efficiency possible 
from the compression to fall from 0*37 to 0*30, 

Calculating in the same way for the greater compression of 
100 lbs. per sq. in. above atmosphere, with expansion ratio between 
compression and motor cylinders of two, it is found that the result 
is improved. 

Here v^ = 0-235 vol. 

and Vp = 0*841 vol. 

t1 = T {^\ "" = 1873 (?i^) '"^ = 1318° absolute. 

T = 1873° 
/ = 290° 
/»= 580° 

The efficiency is therefore 
. 3;(^'"^')-^(^''-^ )^ ^ o>yi (i3i8-58o) + (58o-29o) 

T-<, 1873 — 524 

■- I _ 071 X 738 + 290 ^^_ 814 _^.^^ 

1349 ^349 

E = 0*40. 

The greater compression has greatly increased the efficiency 
while leaving the proportion of the two cylinders unaltered. 

Still using the same cylinders, the efficiency with compression 
of 60 lbs. above atmosphere and a maximum temperature of 
1000° C, is 

E = 0*28 nearly. 



the data being 




T^ = 892° 


T = 1273^ 


/» = 580° 


/ = 290° 




/, = 462°, 


volumes 




Z^=: I 


z; = 2 


7V= 0-318 


Vp^ 0*8^. 
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Using the higher compression 100 lbs. above atmosphere with 
looo** C. as highest temi)erature 

E = o'44. 

Data: t'= 763*" t = 1273° 

/» = 580** / = 290^ 

^. = 524^ 
Vol. : 7v = I 7' = 2 

7V= 0-235 t>= 0-57 

In this kind of engine the best result is always obtained when 
the expansion is carried to atmospheric pressure. The necessar}' 
proportion between the two cylinders, to accomplish this, depends 
on two things : the temperature of compression, and the tempera- 
ture of combustion. The ratio between the cylinders should be 

T 



ic 



With a temperature of compression of 462°, for instance, 
and a maximum of 1873° absolute f -^•^ = 4*05) the volume of 

the motor cylinder would require to be 4*05 times that of the 
pump. With the increased compression giving 524° absolute 

J — ^ =3-571 ratio of motor to pump 3*57 to i. 

With the lower maximum temperature of 1273® the ratios for 
the two compression values are 

L^7? = 2'7t; -^'^^ = 2*43 nearly. 

462 '^ 524 ^^ ^ 

These figures explain why the efficiency varies so much with 
two cylinders of ratio i to 2 with change of maximum temperature 
and compression. 

Type 3. — 1st Case. In this case expansion is carried to atmo- 
sphere. It is evident from the formulae that efficiency varies to 
some extent with maximum temperature of the explosion. 

Taking first a maximum temperature of 1600'' C, as in the last 
type calculated, with a pressure of compression 60 lbs. above 
atmosphere. 

The data are as follows : 

Temperatures t=i873*' /=29o 

t. = 462. 
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t' in terms of t and /, /, is (see p. 57) 

T.=/G7)^-^9o(^).-=783'' 

T' = 783». 
The efficiency therefore 

T - /, ^ 1873 - 4(^2 

E = 0-51. 

With compression 100 lbs. above atmosphere, 

^c = 524" 
and T^ is therefore t^ = 290 (1-Z.3\i'^ = ^^^o 

and E = I - 1-408 5/5 -J9g 

1873 - 524 
E = 073. 

Taking, next, 1000° C. as the highest temperature, first with 
the lower compression, and after with the higher compression, 
with 60 lbs. compression t^ is 595° absolute 
with 100 „ T* is 545° 

E = 0-47 at 60 lbs., E = 0*52 at 100 lbs., with 1000° C. 

In this case the efficiency varies both with the maximum tem- 
perature of the explosion and the compression temperature previous 
to explosion. A glance at the numbers placed together will show 
clearly the relationship. 

Max. temps, in °C. . . . 1600° 1600^ icxx>^ 1000^ 
Pressure of compression above atmo- 
sphere 60 lbs. ICO lbs. 60 lbs. 100 lbs. 

Efficiency . . . . * . o'5i 073 0*47 052 

2nd Case. — Here the expansion after explosion is not carried 
on far enough to reduce the pressure to atmosphere. It terminates 
when the volume is the same as existed before compression, that is, 
the volume swept by the motor piston in expanding doing work is 
identical with that swept by the pump piston in compressing up to 
maximum pressure. Pump and motor are equal in volume. To this 
case of type 3 belong all compression engines in which the motor 
piston compresses its charge into a space at the end of the c^l\v\dQ.\ . 
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In this case, as in case i, type 2, the theoretic efficiency of the 
en^^ine is i)uite independent of the maximum temperature of the 
explosion. So long as the volume after expansion is the same as 
that before compression, it does not matter in the least how much 
heat is added at constant volume of compression ; whether only a 
few degrees rise occurs or 1000° or 2000°, it is all the same so 
far as the proportion of added heat converted into work is con- 
cerned. That proix)rtion depends solely upon the amount of 
( ompression. 

For 60 lbs. adiabatic compression, temperature 462° absolute, 
the efficiency is 0*37 ; for 100 lbs. above atmosphere it is 0*45. Given 

by the formula e = i — -- . (See p. 57.) 

E depends absolutely upon the temperature of the atmosphere 
and the temperature of compression / and /^* If the relative 
volumes of space swept by piston and compression space be known, 
then the efficiency can be at once calculated. 

T,rd Case. — Here the expansion is carried further than the 
original volume before compression, but not far enough to reduce 
the pressure to atmosphere. Efficiency is always less than in the 
first case with corresponding temperature of explosion and compres 
sion, but greater than in the second case. It is found by the 
formula : 

T - /, 

f" depends on the relationship between the volumes v^, and v the 
volume at atmosphere and the volume of discharge after expansion, 
it is always : 



V 



t' is also found by the same method as in types i and 2. It is 
better to postpone calculating any particular case of this at present, 
as no engine doing this has yet got into public use, and it can be 
considered further on in discussing the effect of increased expan- 
sion in the actual engines. 

Type I A. — The efficiency of this tyi^e of heat cycle depends 
to a considerable extent upon cooling during the return stroke ; 
in its best form, cooling at the lowest temperature during isother- 
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mal compression, it cannot be carried out without introducing the 
very disadvantages with which the hot-air engine was saddled, 
namely, a dependence upon the slow convection of air for the 
discharge of the heat necessarily rejected from the cycle. The 
rapid performance of this operation is impossible, and accordingly 
it is hardly fair to compare this type with those preceding ; they 
could all of them be greatly improved in theory by introducing 
greater expansions and cooling by convection at the lowest tempe- 
rature, but all at the expense of rate of working. The efficiency 
of type I A, will be found to be high ; but it is to be kept con- 
stantly in mind that the penalty of slow rate of work was fully 
exacted in the practical examples of the kind in public use. They 
are exceedingly cumbrous, and give but a trifling power in com- 
parison with their bulk and weight The efficiency in this type is 
dependent upon x and / only. 

T- / 

Take first t = 1873° 

/= 290° 

0-408/ X 4'57 
jj, ^ 1 

1583 
E = 0-66. 

This is a very high efficiency, but it is obtained by using an 
enormous expansion. 

The piston must move through nearly 100 times the original 
volume of the charge before the temperature is reduced to the 
temperature existing before igniting ; in passing back to unit 
volume the gases must be supposed to keep at / by the cooling 
effect of the cylinder walls. 

When T = 1000° C. = 1273** absolute, 

/= i7°C. = 290° „ 
the efficiency is 

E = 0-56, 

and the expansion required is not so great, being 3 7 '5 volumes. 



68 



Tlu Gas Engine 



The actual ratios of expansion used in practice have not ap- 
proached those proix)rtions, and will be considered while discuss- 
ing the diagrams taken from engines of this type. 



Comparison of Results. 

The two maximum temperatures used, 1600** C. and 1000** C, 
with the lowest temperature, 17° C, give in a perfect heat-engine, 
efficiencies 

1600° C. = 085 nearly, 

1000° C. = 077 „ 

One case in tjrpe 3 comes nearer to a perfect heat-engine than 
any of the others. To compare easily the following table will be 
useful. 

Table of Theoretic Efficiency. 



Type I. 
Expanding to atmosphere 

Expanding to twice volume 
existing before ignition 

Type 2. 
Expanding to atmosphere 



*i 



II 



Expanding to twice volume 
existing before compression 

Type 3. 
Expanding to atmosphere 



•I 
1 1 
• I 



ti 
It 



II 



Expanding to the same 
volume as existed before 
compressing 

Expanding to greater volume 
than existed before com- 
pressing, but not enough 
to reach atmosphere 

Type I A. 

Expanding from max. temp, 
to lowest temperature 



Max. temp. °C. 


Compression 


Efficiency 




Temp. Pre<isure 
abs.^C. above atmos. 








1600° 


— 


— 


0'29 


1000° 




— 


0*23 


[ 1600^ 
f 1000° 


— 


— 


0*22 


^■~ 


•^ 


0'20 


^^^ 


462° 


60 lbs. 


o*37 


— 


524° 


100 lbs. 


045 


/ 1600° 


462° 


60 lbs. 


0-30 


1600° 


524° 


100 lbs. 


0*40 


1 1000^ 


462^ 


60 lbs. 


0-28 


V 1000° 


524° 


100 lbs. 


044 


1600° 


462° 


60 lbs. 


0*51 


1600° 


524° 


100 lbs. 


073 


1000° 


462° 


60 lbs. 


0-47 


1000^ 


524° 


100 lbs. 


o'sa 


- { 


462° 


60 lbs. 


0-37 


524° 


100 lbs. 


0-45 



f Efficiency between ist and 2nd cases of this type 
r depending on ratio of expansion. 



leoo** 
1000' 



0-66 
0*56 
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Comparing first the best results of each type, it is evident that 
type I is the least perfect as a heat-engine, giving back only 0*29 
of the total heat entrusted to it as mechanical work, and rejecting 
the rest of the heat Type 2 is distinctly better, giving a maximum 
efficiency of 0*45, or nearly half the heat converted into work. 

Type I A, with a heat conversion of o-66, is still better ; but 
'yP^ 3> with 073 efficiency, is best of all, coming very closely 
indeed to what a perfect cycle is capable of giving. 

It cannot be too constantly kept in mind that it by no means 
follows that the best theoretic efficiency will give the best result in 
practice. If gained at the expense of great volume or an imprac- 
ticable process, it may not be worth so much as a worse cycle 
where small volume of cylinder and an easy process make it more 
easily attainable. Type i A is at a great disadvantage in the 
matter of expansion ; it requires, as has been shown, expansion of 
967 and 37*5 volumes respectively, so great that it is practically 
out of comparison as a workable cycle with the others. The 
other cycles vary in this respect also, but the variation will fall 
under the consideration of mechanical efficiency at a later stage. 
Type I A is so much out that it was necessary to mention it here. 

In type i, the efficiency varies with the temperature of explo- 
sion, especially where the expansion is carried to atmosphere ; the 
difference, however, is not great, a very large increase of maximum 
temperature but slightly increasing the efficiency, 1000° C. giving 
0*23, and 1600° C. only 0*29, of heat conversion. When the 
expansion is limited to twice the volume at the moment of heat- 
ing, the effect of increasing temperature in increasing the efficiency 
is almost nil, 1000° C. giving 0*20 efficiencyj and 1600° C. only 
o'22 efficiency. The conclusion to be drawn from the fact is this : 
in engines of the Lenoir or Hugon kind, with limited expansion, 
the economy is not increased by using high temperatures ; a weak 
mixture will give as good an indicated efficiency as a strong one. 

With type 2, the maximum efficiency is obtained by expand- 
ing to atmospheric pressure, and in this case it is quite independent 
of the temperature of combustion; it does not matter whether a great 
or small increase of temperature occurs at the pressure of compres- 
sion, the efficiency remains the same. That is, whether much heat 
be added or little heat, the proportion converted into work depends 
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en one thing only, that is, the amount of compression — the 
greater the compression the greater the efficiency of the engine. 
The pressures of compression which have been calculated, are 
pressures which have been used for the kind of cycle in practice. 
The only limits to increasing compression are the practical ones of 
strength of engine and leakage of piston. The difference between 
efficien(7 at 60 lbs. and 100 lbs. compression above atmosphere is 
( onsiderable, the first giving e = 0*37, the second e = 0-45. 

When the expansion is limited to twice the volume existing 
before compression the maximum temperature then affects the effi- 
ciency, but not to such an extent as the compression. 

Typf 3. — This is the best type of all from the point under con- 
sideration. The efficiency in the best form of it varies both with 
maximum tcmi>erature and pressure of compression. At 1600° C 
maximum tem[)erature and compression 60 lbs. per square inch 
above atmosi)here, e = 0*51. At the same maximum tempera- 
ture but the higher compression of 100 lbs. above atmosphere, 
it rises to the high efficiency of 073, which is very nearly what a 
l>erfect heat-engine using 1600° C. and atmospheric temperature 
< ould give. With maximum temperature of 1000° C. for these 
two compression pressures the efficiencies are e = 0*47 and e = 
05 2. The best case of this type is not the one occurring in 
practice, in fact no compression engine of this kind has ever been 
much which expands to atmosphere Usually expansion is only 
carried to the same volume as existed before compression, and 
there the efficiency is quite independent of the maximum tempera- 
ture; it is determined by compression solely as in type 2. 

Yox compression 60 lbs. per square inch above atmosphere it 
is o'37, and for 100 lbs. per square inch above atmosphere it is 
o*45, the difference between types 2 and 3 in this case being, 
that type 2 expands its working fluid at the pressure of compres- 
sion, which remains constant, and the pressure falls to the pressure 
of atmosphere by the movement of the piston doing work; in 
type 3 the heat is added to the working fluid at constant volume, 
pressure increasing, then expansion doing work, till volume 
before compression is attained. The one acts by increase of the 
volume of the working fluid by heat, the other by increase of 
pressure of the working fluid bv heat. The one engine gives 
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large volumes, low pressures; the other small volumes, high 
pressures. 

In type i A, the change of volume required is so great that its 
efficiency cannot be fairly compared with the others. 

Conclusions, — The best cycle for great efficiency is produced 
by using compression in the manner of type 3 

In any cycle with any definite expansion, increase of compression 
previous to heating produces increase of the proportion of heat 
converted into work. In some cases of compression cycles, increase 
of the highest temperature does not increase the efficiency; 
it may even diminish it 

There are cases in types 2 and 3 when the efficiency is quite 
independent of the maximum temperature, depending solely on 
the amount of compression employed 
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CHAPTER IV. 

THE CAUSES OF LOSS IN GAS ENGINES. 

In calculating the efficiency of the different kinds of engines, it 
has been assumed that the conditions peculiar to each cycle 
have been perfectly complied with. In actual engines this is 
impossible ; it is therefore necessary to discover in what manner 
practice fails in performing the operations required by theory. 

The actual engines differ from the ideal ones in several 
ways : 

1. The working fluid loses heat to the walls enclosing it after 
its temperature has been raised to the highest point ; 

2. The working fluid often gains heat when entering the 
cylinder at a time when it should remain at the lowest tempera- 
ture; 

3. The supply of heat is never added instantaneously as is re- 
quired in some types ; 

4. The working fluid does not behave as a perfect gas ; owing 
to the complex phenomena of combustion, to some extent its 
physical state is changed during the addition of heat ; 

5. The admission, transfer and expulsion of the working fluid 
are not accomplished without some resistance, wire-drawing during 
admission, back-pressure during exhaust. 

The first cause of loss is by far the most considerable and will 
be considered first. 

Loss OF Heat to the Cylinder and Piston. 

Although this is the most considerable source of loss in all 
gas engines, the stock of information in existence upon the subject 
is quite insufficient to justify any attempt to state a general law. 
So far as the author is aware, no experiments have yet been made 
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to determine the rate at whcha mass of heated air, at from 1000® 
to 1600° C. loses heat to the comparatively cool metal surfaces 
which enclose it. That the rate of flow is rapid is quite evident. 
Otherwise, it would be impossible to raise steam with the relati\ely 
small heating surfaces generally used in boilers. Before applying 
the efficiency values obtained to actual practice it is necessary to 
know at what rate a cubic foot of air at about 1600° C. in contact 
with metal walls at from 17° C. to 100° C. will lose heat; also to 
know how that rate changes with change of temperature and 
density. Much is known of the laws of cooling at lower tem- 
peratures, but little positive data exist for temperatures so high 
as those occurring in the gas engine. A hot gas loses heat to the 
colder walls enclosing it mainly by circulation or convection. The 
conductivity of gases for heat is very slight, and unless in some 
way a large surface of the gas is exposed to the cooling surface, 
practically no heat would escape from the working fluid in the short 
time during which it is exposed in gas engines. Any arrangement 
which favours or hastens convection will therefore increase loss by 
increasing the extent of hot gaseous surface exposed to the walls. 
The smaller the surface to which a given volume of working fluid 
is exposed the less heat will it lose in a given time. So far as 
loss of heat is concerned then, the best type of engine is that 
which exposes a given volume of working fluid to the smallest 
surface in performing its cycle. Suppose that in the three types 
the pistons move at the same velocity, then that which requires to 
move through the smallest volume, the areas of the pistons being 
supposed equal, will take the shortest time to perform its cycle. In 
the first engine the piston moves through 27 vols., with the hot air 
filling the cyhnder; the second, through 37 vols.; and the third, 
through 2*4 vols, (see diagrams n, 13 and 15). As the volumes 
are proportional to the time taken to perform each cycle the 
third type has the best of it, the time of exposure of the hot 
working fluid being the least ; the second type is worse than 
the first. There is still another circumstance in addition to 
surface exposed and time of exposure, that is, the average 
temperature of the hot gas which is exposed. If the average 
temperature is lower in one type than in another during ex- 
posure to a given surface for a certain time, then obviously 
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less heat will l)e lost in the one than in the other. Comparing 
the average temperatures it is found, that in the first the tempera- 
ture ranges from 1600° C. to 817® C. ; in the second from 1600° C 
to 901^ C. ; and in the third from 1600° C. to 510** C. The 
third will therefore show a lower average temperature than the 
others. Three conditions are requisite in the engine which is to 
lose the minimum of heat from its working fluid : 

1. In performing its cycle it should expose a given volume of 

its working fluid to the least possible cooling surface ; 

2. It should expose it for the shortest possible time ; 

3. The average temperature during the time of exposure should 

be as low as possible — 
which conditions are best fulfilled by the third type. In ad- 
dition to its advantage in theoretic efficiency it possesses the 
further good points in practice of proportionally small cooling 
surfaces, short time of exposure, and rapid depression of tempera- 
ture due to work done, consequently small loss of heat to the 
cylinder and piston. 

The diagrams, figs, n, 13 and 15, have been selected from the 
others belonging to each t}'pe because the pressures, temperatures, 
and relative volumes closely correspond with those which would 
be best and at the same time readily practicable. 

The flow of heat really occurring in the gas engine cylinder 
will be discussed when the actual diagrams come under considera- 
tion ; meantime, it is sufficient to have proved that the third type 
will in practice give results more closely approaching its theory 
than the others: If in each case a constant proportion of the 
heat supplied were lost to the cylinder and piston, the ratio of the 
efficiencies would remain constant, and although it would be im- 
possible from present data to predict the actual values, yet 
the relative values would be known. 

Gain of Heat by the working Fluid when entering 

THE Engine. 

In all types of gas engine it is found most economical to keep 
the motor cylinders as hot as possible ; they are generally worked 
at a temperature close upon the temperature of boiling water. 
This is done to diminish the loss of heat from the explosion. It 
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follows that if the working fluid is introduced at a lower temperature 
it becomes heated. In the first type, the charge should be admitted 
and remain at the lowest temperature until the moment of explosion, 
which is of coiwse impossible if the cyhnder is at 100** C. As the 
piston itself is hotter than that, it may be supposed that the charge 
is heated to that point. 

Taking an extreme case and calculating the effect of having 
an absolute temperature of 390® for the lower limit, it will be 
found that the efficiency is diminished. In case i, t}'pe i, where 
the expansion is carried to atmosphere with a maximum tem- 
perature of 1873° absolute = 1600° C, the value becomes reduced 
to 0*23. 

With a maximum temperature of 1 2 7 3° absolute = 1 000° C the 
efficiency is o'i6. 

Type I. 



Initial temp, of wwldng 
fluid 




17° c. 

II70C. 

17 c. 

117^ c. 





Max. temp. Efficiency 



1600® C. i 0*29 

1600° C. I 023 

1000° C. i 023 

1000° C. 016 



Here heating, while introducing the charge will always cause 
diminution in efficiency, the proportion of loss being greater with 
the lower maximum temperature. At 1600° C. the loss is nearly 
one-fifth, while at 1000® C. it is close upon one-fourth. 

It is very difficult to say whether it is better to work with the 
cylinder hot or cold. The constructor finds himself in a dilemma 
if the cylinder is kept as cold as the surrounding air ; then the 
hot gases cool more rapidly. If he keeps the cylinder hot to diminish 
this, the efficiency falls also. Experiment alone can decide the 
question. 

In engines of type 2 it is a usual proceeding to leave the 
compression cylinder entirely without water- jacketing, under the 
impression that heat is thereby saved; the temperature consequently 
rises to very nearly that of compression, and the entering charge 
becomes considerably heated before compression. This is especi- 
ally the case if the admission area is small, and throttling occurs \ ^.11 
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the cncrg>- of velocity of the entering gas becomes transformed into 
heat. As in the previous case the charge may be considered to rise 
to 117° C. before compression. 

Where expansion is carried to atmosphere it has been shown 
that the efficiency is quite independent of the maximum tempera- 
ture, but is determined by one circumstance only — the amount of 

the compression. As 

/I 
r = I * and / is the temperature absolute before compressing 

*c 

*c »» >» >» » alter ^ 

and as '^ = ( Aj ~> , it follows that with a constant ratio between 

the pressures before and after compression, the ratio of temperature 
before and after compressing will also remain constant ; that is, 
the efficiency is not in any way affected by heating the working 
fluid, provided the same degree of compression is used. Increase 
of temperature previous to compression causes a proportional in- 
crease of temperature after compressing without in any way disturb- 
ing the ratio between them. 

This is an important, if in appearance a somewhat paradoxical 
fact, and it may be stated in another way : 

If an engine receives all its supply of heat at one pressure, 
and rejects all its w^aste heat at another pressure, after falling 
from the higher to the lower pressure by expansion doing work, 
the efficiency is constant for all maximum temperatures of the 
working fluid. 

The proportion of heat converted into work is not changed in 
any way by increasing the temperature before compressing, and 
if only one degree of heat be added after compressing, the same 
proportion of that one degree is converted into work, as would be 
done with any addition of heat however great. 

Where the expansion is not continued enough to reduce the 
pressure after heating, to atmosphere, as in the cases of this type 
which occur in practice, this is not quite true ; the compression 
still remains the most powerful element of efficiency, but heating 
before compression produces some change, just as increase of 
temperature after compression produces change. The change is 

* Sec p. £7. 
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not great, and it is always in the direction of improvement with a 
limited expansion. If the lower temperature / is increased, the 
compression temperature /^ increases in proportion, and is ac- 
cordingly nearer the maximum temperature. The volume increases 
less on heating, so that the effect upon efficiency is the same as if 
the expansion had been increased ; the terminal pressure will more 
closely approach atmosphere, and therefore come nearer to the 
Condition of maximum efficiency. 

In engines of type 3 the compression and expansion are often 
performed in the same cylinder. For this purpose it is necessary 
to leave at the end of the cylinder a space into which the charge 
is to be compressed. As the piston does not enter this space, a 
considerable volume of exhaust gases remains to mix with the fresh 
cold charge. Partly from this and partly from the heating effect 
of the cylinder and piston, the charge becomes considerably heated 
before compression. The temperature of 200° C. is not unusual. 
Here the simplest case is that where the expansion is continued 
to the same volume as existed before compression. The efficiency 
depends solely upon the amount of the compression ; for any 
given degree of compression it is constant, whether the addition 
of heat at constant volume after compression be great or small. 

The efficiency is e=i — as in type 2 (see p. 57); and the two 

absolute temperatures vary in the same ratio, that is, if the charge 
is heated before compression, the temperature after compression will 
be increased in the same ratio. The two temperatures will therefore 
bear a constant ratio to each other, whatever the initial temperature 
may be, provided the compression is constant. Heating the charge 
before compression will consequently have no disturbing effect upon 
the theoretical efficiency.* 

Where the expansion is carried to atmosphere the case is 
different. The diagram (fig. 15) may be considered to be made up 
of two parts giving two different efficiencies, the sum of which in 
this case is 0*51. In expanding from the compression volume v^ 
to the original volume v (compression 75 lbs. per square inch) 

* It is here necessary to distinguish between theoretical and practical efficiency. 
Heating before compression diminishes efficiency in practice by increasing max- 
imum temperature, and therefore loss of heat. 
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the total efficienqr is 0*37, and from that volume to v and atmos- 
pheric pressure, 0*14. The latter portion still obeys the same law 
as in a similar case of type i ; so that if the initial temperature at 
volume V be supposed 117^ C it will lose efficiency in a similar 
way. The temperature 901^ C will still exist at that point of the 
expanding line, so that it may be taken as similar to the case 
calculated on p. 75, where 1000° C. is the maximum. The loss 
of efficiency there b from 0*23 to 0*16 for an initial temperature 
of 117^ C, which makes 0*14 become nearly o'lo. The total 
efficiency would therefore be 0*47 instead of 0*51 without previous 
heating. 

Efficiency diminishes with increased temperature of working 
fluid before compressing, if the expansion is carried to atmosphere, 
but does not change where the expansion is limited to the initial 
volume. 

Other causes of Loss. 

The third, fourth, and fifth causes of loss require for their ex- 
amination a comparison of the actual diagrams, and a knowledge 
of the phenomena of explosion and combustion, and so cannot be 

discussed at this stage. 
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CHAPTER V. 

COMBUSTION AND EXPLOSION. 

In the preceding chapters the gas engine has been considered 
simply as a heat engine using air as its working fluid ; it has been 
assumed that in the different cycles, the engineer is able to give 
the supply of heat either instantaneously, or slowly, at will ; and 
also that he can command temperatures so high as 1000° C. or 
1600° C. It is now necessary to study the properties of gaseous 
explosive mixtures in order to understand how far these assump- 
tions are true. 

On true Explosive Mixtures. 

When an inflammable gas is mixed with oxygen gas in certain 
proportions, the mixture is found to be explosive : a flame ap- 
proached to even a small volume contained in a vessel open to the 
air will produce a sharp detonation. Variation of the proportions 
will cause change in the sharpness of the explosion. There is a 
point where the mixture is most explosive ; at that point the in- 
flammable gas and the oxygen are present in the quantities 
requisite for complete combination. After explosion the vessel 
will contain the product or products of combustion only, no 
inflammable gas remaining unconsumed, or oxygen uncombined, 
both having quite disappeared in forming new chemical com- 
pounds. 

That mixture may be called the true explosive mixture. 

Definition, — When an inflammable gas is mixed with oxygen 
in the proportion required for the complete combination of both 
gases, the mixture formed is the true explosive mixture. 

If the chemical formula of an inflammable gas is known, the 
volume of oxygen necessary for the true explosive mixture can 
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be at once calculated. Elementary substances combine chemi- 
cally with each other in certain weights known as the atomic or 
combining weights: chemical symbols are always taken as repre- 
senting those weights of the elements indicated. In dealing with 
inflammable gases used in the gas engine it is convenient to 
reniemher the following symbols and weights : 



r.Ietnent 



Symbol 



< )\yi»«'n ...... O 

Hydrojjt'n ...... H 

• Niiro.'cn ...... N 

Carl>«>n C 

I Sulphur S 



Combining weight 



i6 

I 

14 
12 

32 



In c.itcring or leaving any compound the elements invariably 
enter or leave in weights proportional to those numbers or 
multiples of them. Thus hydrogen and oxygen combine with 
each other, forming water ; the formula of the compound is 
H.2O, meaning that 18 parts by weight contain 16 parts of O and 
2 parts of H. Similarly when carbon combines with oxygen two 
compounds may be formed, according to the conditions, carbonic 
oxide or carbonic acid, formulae CO and CO 2, the former containing 
in 28 parts by weight, 12 parts of carbon and 16 parts of oxygen ; 
the latter in 44 parts by weight containing 12 parts of carbon and 
32 parts of oxygen. 

The formula of a compound therefore not only indicates its 
nature qualitatively, but it also indicates its quantitative composition. 

H2O not only tells the nature of water, but it represents 18 
parts by weight ; CO means 28 parts by weight of carbonic oxide : 
CO2 means 44 parts by weight of carbonic acid. The numbers 18, 
28 and 44 are know as the molecular weights of the three com- 
pounds in question. 

When dealing with gases it is more convenient to think in 
volumes than in weights. It is easier, for instance, to measure the 
proportions of explosive mixtures by volume and to say this mix- 
ture contains one cubic inch, one cubic foot or one volume of 
inflammablegastosomanycubic inches, feet or volumes of oxygen. 

P^ortunately there exists a simple relationship between the 
volumes of elementary gases and their combining weights, and 



Combustion and Explosion 8 1 

also between the volumes of compounds and their molecular 
weights. 

If equal volumes of the elementary gases are weighed, under 
similar conditions of temperature and pressure, it is found that 
their weights are proportional to the combining weights. Taking' 
the weight of the hydrogen as i, then the weights of equal 
volumes of nitrogen and oxygen are 14 and 16 respectively. If 
then it is wished to make a mixture of hydrogen and oxygen gases 
in the proportion of 2 parts by weight of the former to 16 parts by 
weight of the latter, it is only necessary to take 2 vols. H and 

1 vol. O. The law may be stated in two ways, as follows : 

Taking hydrogen as unity the specific gravity of the elementary 
gases is the same as their combining weights ; or 

The combining volumes of the elementary gases are equal. 

Instead of troubling to weigh out portions of the gases it is 
at once known that one volume of nitrogen weighs 14 parts, the 
same volume of hydrogen weighing one part, oxygen 16 parts, and 
so on through all the gaseous elements, under the same tempera- 
tures and pressures. 

Knowing that water is the compound formed by the combus- 
tion of hydrogen and oxygen, and that its formula is H2O, it is at 
once apparent that the true explosive mixture of these gases is 

2 vols. H and i vol. O. By experiment it is found that the volume 
of the water produced is less (of course in the gaseous state) tl.an 
the volume of the mixed gases before combination. 

The measurement requires to be made at a temperature high 
enough to keep the steam formed in the gaseous state. Measure 
2 vols. H and i vol. O into a strong glass vessel heated to 130° C. ; 
the total is 3 vols. ; fire by the electric spark over mercury. It 
will be found that the steam formed when it has cooled to 1 30° C 
after the explosion, measures 2 vols. It has been found to be 
true for all gaseous compounds, that however many volumes of 
elementary gases combine to form them the product is always two 
volumes. In elementary gases, one volume always contains the 
combining weight ; in compound gases, two volumes always con- 
tain the molecular weight. Compared with hydrogen, therefore, 
the specific gravity of a gaseous compound is always one-half of 
the molecular weight 



^H^Z Tlte Uas Jtngine 

^^ft As Ijcfore. the law may be stated in two ways : 

^^H Taking hydrogen as unity, the speciHc gravity of a compound 

^^B|^ is half its molecular weight ; or 

^H The combining volume of a compound gas is always equal ffl 

^^Bdouble that of an elementary gas. 

^H These laws are known as Gay-Lussac's laws, and form part of 

^^F"^e very basis of modern chemistry. 

Using them, the true explosive mixtures by volume and tbe 
volumes of the products of the combination can be found for any 
gas or mixture of gases, whether elementary or compound. 

^H I'he inflammable compound gases, used in the gas engine, 

^Mlforming some of the constituents of coal gas are ; 


■ " '' ' 




MoWubcHCighl MDlWulHtuL ifl 


1 


Mwshgos .... CH, 
Ethrime .... C,H, 
Cariionic oiide ... CO 


16 


: 1 


■ 

1 


Applying Gay-Lussac's laws, the oxygen required for true 
explosive mixtures and the volumes of the products of combus- 
tion are as follows for all the inflammable gases used in the gas 

"'^•"'- ££. ca. 

avols. hydrogen (H) require 1 vol. ovygen(0)toniiinE . . a vols. — 
a vols, marsh gfla(CHi) require 4 vols, oxygen (0) forming . 4 vols. a vols, 
a vols, ethylene (CjHJ require 6 vols. OKygen (0) forming . 4 vols. 4 vols, 
a vo's. carbonic oxida (CO) require i vol. oxygen (O) forming — 2 vols. 
a vols, lelrylene (CjHa) require la vols, oxygen (O) forming . B vols. 8 vols. 

With hydrogen and oxygen 3 volumes before combination 
jecome 2 volumes after combination. CH, and 0, also CjH, and 
0, the volumes of the products of combustion, are eqt:al to the 
Tplumes of mixture. With carbonic oxide and oxygen 3 volumes 
aefore become z volumes after combination. 

On Inkl.vmmabilitv. 

Previous to 1817, Sir Humphry Davy made the admirable 

researches which led him to the invention of the safety lamp. He 

then made experimenls upon different explosive mixtures, and 

"ound ihat under certain conditions they lost the capability of 



Ignition by the electric spark. True explosive mixtures, he ob- 
served, may lose inflammability in two ways ; by the addition of 
excess of either ot the gases or of any inert gas such as nitrogen, 
and by rarefaction. The hydrogen explosive mixture, if reduced lo 
one-eighteenth of ordinary atmospheric pressure, cannot be in- 
flamed by the spark. Heated to dull redness at this pressure it 
will recover its inflammability and the spark will cause combination. 

One volume of the mixture to which has been added nine 
volumes of oxygen is uninflammable, but if the density is increased 
or the temperature raised, it recovers its inflammability. 

Eight volumes of hydrogen added, produces the same effect as 
the nine volumes of oxygen, but only one volume of marsh gas 
or half a volume of ethylene is required The excess which destroys 
inflammability varies with the temperature, increasing with increase 
of temperature. Heating the mixture widens the range, both of 
dilution with excess or inert gas and reduciion of pressure. 

The point where inflammability ceases by diluting is very 
abrupt and sharply defined. The author has found that a coal 
gas which will inflame by the spark in a mixture of i gas and 
14 air will not inflame with 15 of air. If the experiment be re 
peated on a warmer day it may inflame with 15 of air, but will not 
with 16 air. As the proportion is fixed for any given temperature 
it will be convenient to call that proportion for any mixture the 
'critical proportion.' Any mixture in the critical proportion be- 
comes inflammable by a very small increase of temperature or 
pressure. The exact limits of dilution temperature and pressure 
have yet to be discovered. 

Passing from any true explosive mixture by dilution to the 
mixture in the critical proportion, the inflammability slowly 
diminishes, the explosion becoming less and less violent, till at last 
no report whatever is produced, and the progress of the flame (if 
a glass tube is used) is easily followed by the eye. 

In his great work on gas analysis, Professor Bunsen confirms 
Davy's observations in every particular, proving loss of inflam- 
mability by dilution and reduction of pressure as well as ils 
restoration by heating, increase of pressure and slight addition of 
the inflammable gas, His work, however, was not published till 
1857- 



''*4 The Gas Engine 



On the Rate of Fijvme-Propagation. 

The sharp explosion of a true explosive mixture is due to the 
ver\- rapid rate at which a flame, initiated at one point, travels 
through the entire miss and thereby causes the maximum pressure 
to l>e rapidly attained. With a diluted mixture the flame travels 
more slowly. Dilution therefore diminishes explosiveness in two 
ways— by increasing the time of getting the highest pressure and 
also by diminishing the highest pressure which can be got 
Professor Bunsen's exi)eriments are the earliest attempts to 
measure the velocity of flame movement in explosive mixtures. 
His method is as follows : 

The explosive mixture is allowed to burn from a fine orifice of 
known diameter, and the rate of the current of the issuing gas 
carefully regulated by diminishing the pressure to the point at 
which the flame passes back through the orifice and inflames the 
explosive mixture below it This passing back of the flame occurs 
when the velocity with which the gaseous mixtures issue from the 
orifice is inappreciably less than the velocity with which the in- 
flammation of the upper layers of burning gas is propagated to the 
lower and unignited layers. Knowing then the volume of mixture 
passing through the orifice and its diameter, the rate of flow at 
the moment of back ignition is known. It is identical with the rate 
of flame propagation through the mixture. 

Eunsen made determinations for the true explosive mixtures 
of hydrogen and carbonic oxide. 

Velocity of Flame in true explosive Mixtures. {Bunsen.) 

Hydrogen mixture (2 vols. H and i vol. O). -34 metres per sec. 
Carbonic oxide mixture (i vol. CO and i vol. O) . i metre per sec nearly. 

The method is a singularly simple and beautiful one and 
answered thoroughly for Professor Bunsen's purpose at the time 
he devised it. Several objections, however, may be brought against 
it. The mixture in issuing from the jet into the air as flame, 
becomes mixed to some extent with the air and so cools down ; 
the metal plate also, pierced with the orifice, exercises a great 
cooling effect. If the hole were made small enough the flame 
could not pass back at all, how*»vM» much the flow is reduced, 
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because the heat would be conducted away so rapidly as to 
extinguish the flame. This had been shown by Davy in 181 7; 
indeed it is the principle of the safety lamp. These causes prob- 
ably make Bunsen's velocities too low. MM. Mallard and Le; 
Chatelier have made velocity determinations by a method designed 
to obviate those sources of error. 

The explosive mixture is contained in a long tube of considerable 
diameter, closed at one end, open to the atmosphere at the other. 
At each end a short rubber tube terminates in a cylindrical space 
closed by a flexible diaphragm. A light style is fixed upon the 
diaphragms. A drum revolves close to each style, both drums 
upon the same shaft A tuning fork, vibrating while the experi- 
ment is being made, traces a sinuous line upon the drum and so 
the rate of revolution is known. The mixture is ignited at the 
open end, and the flame in passing the lateral opening leading to 
the first diaphragm ignites the mixture there, and so moves the 
style and marks the drum; the arrival of the flame is signalled at 
the other end in the same way. The drums revolving together, 
the distance between the two style markings measured by the 
vibration marks of the tuning fork gives the time taken by the 
flame to move between the two points. The numbers got in this 
way are the rates of the communication of the flame through the 
mixture, back into the tube, while the flame can freely expand to the 
air; when both ends are closed the velocity is much greater. Then, 
not only does the flame spread from particle to particle of the 
explosive mixture at the rate due to contact of the inflamed particles 
with the uninflamedones, but the expansion produced by the inflam- 
mation projects the flame mechanically into the other part and so 
produces an ignition, which does not travel at a uniform rate, but at a 
continually accelerating one. In the same way, using the open tube 
but firing at the closed end, the expansion of the first portion adds 
to the apparent velocity of propagation, and projects the last 
portion of the mixture into the atmosphere. The true velocity of 
the propagation is the rate at which the flame proceeds from particle 
of inflamed mixture to uninflamed particle by simple contact ; the 
true velocity depends upon inflammability alone, the rate under 
other conditions depends also upon heat evolved, and therefore 
inovement due to expansion, mechanical disturbance of the unig- 
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J by the projfclion of the ignited portion into its midst. These 
i conditions may varj- much ; the inflammability remains constant. 

Mallard and I^ Chatelier's results for the true velocity of pro- 
[pjgatjom are : 

VELOCITV or FLAMK IK TKUK EXPLOSIVK MrXTVkEa. 
{MalUrd amd UCh.iltUtr.\ 



Bunsen's rate for hydrogen mixture seems to have been too 
incat, and for carbonic oxide mixture loo little. The rate for a true 
and «ery explosive mixture such as hydrogen is liable to be inac- 
curately determined, as temperature variation makes a great 
change, and it is difficult even with Mallard and Le Chatelier's 
method to obtain concordant experiments. With less inflammable 
mixtures the difficulty disappears. As true explosive mixtures are 
never used in the gas engine, their properties concern the engineer 
on^ as a preliminary to the study of diluted mijitures. The most 
explosive mixture which can be made with air contains a large' 
volume of nitrogen inevitably present as diluent 

The following are some of their results with diluted mixture^ 
which are stated to be correct within lo per cent, error of experi- 
ment : 
^^H Velocitv of Flame tn diluted Mixtures. [iftilLu-d ond Lt Chalelier.) 



I vol. hydrogen miilure + i vol. oxygen 

T- ivol. tiydro£cn . 



hese rates show that the true explosive mixture of hydrogen 
and oxygen when diluted with its own volume of oxygen falls from 
20 metres per second to 10 metres, that is, it becomes one-half 
as inflammable ; when its own volume of hydrogen is the diluent, 
the velocity only falls to ii'g metres per second. Hydrogen there- 
fore has less effect in diminishing inflammability than oxygen. 

Remembering the fact that the atmosphere contains one-fifth 
of its volume of oxygen, the remaining four-fifths being nearly ali 
nitrogen, it is easy to get the proportions for the strongest explosive 
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mixture possible with air. Two volumes hydrogen require i volume 
oxygen, and therefore 5 volumes air. The strongest possible mixture 
with air is two-sevenths hydrogen, five-sevenths air. The following 
experiments are for hydrogen and air in different proportions : 

Velocity of Flame in diluted Mixtures. {Mallard and Le Chatdier.) 



Mixture, 



vol. H and 4 vols, air 



per sec 
2 metres. 



. 2-8 ,. 

. 3'4 M 

. 4*1 .. 

• 4*4 i» 

. .^'8 „ 

. 2-3 ,, 

when there is an excess 



, , H and 3 vols, air 

,, H and 2^ vols, air . 

,, H and if vols, air • 

,, H and i^ vols, air . 

,, H and i vol. air 

,, H and ^ vol. air 

Very strangely the velocity is greates 
of hydrogen present. To get just enough of oxygen for complete 
burning i volume H requires 2\ volumes air, which would be 
naturally supposed to be the most inflammable mixture, as it gives 
out the greatest heat, but for some reason it is not. When the 
hydrogen is increased beyond that point the velocity again falls off. 
A determination for coal gas and air gave i volume gas, 5 
volumes air a velocity of loi metres per second, and i volume gas, 
6 volumes air 0*285 nietres per second. With coal gas also the 
maximum velocity is got with the gas slightly in excess. 

So far, these rates of ignition or inflammation are measures of 
inflammability, and are the rates for constant pressure; the rates for 
constant volume are very different, and the problem is a more 
complex one. Inflaming at the closed end of the tube, they found 
that even very dilute mixtures gave a sharp explosion, and in the 
case of hydrogen true explosive mixture, the velocity became 1000 
metres per second instead of 20. With hydrogen and air 300 
metres per second were obtained. 

MM. Berthelot and Vieille have proved that under certain con- 
ditions even greater velocities than these are possible. The con- 
ditions, however, are abnormal, and the generation of M, Berthelot's 
explosive wave is exceedingly undesirable in a gas engine. It is 
generated by inflaming a considerable portion of the mixture at 
once, and so causing the transmission of a shock from molecule 
to molecule of the uninflamed mixture: this shock causes an 
ignition velocity nearly as rapid as the actual mean velocity of 
movement of the gaseous molecules at the high temperature's, c^^ 
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( oinbustion. The difference bi'tween this almost instantaneous 
detonation and the ordinary flame propagation may be compared 
to similar differences in the explosion of gun cotton discovered 
by Sir Frederic Abel Gun cotton lying loosely, and open to the 
air, will burn harmlessly if ignited by a flame; indeed, a consider- 
able portion may be laid upon the open hand and ignited by a 
ilame without the smallest danger. The same quantity in the 
same j)osiiion, if fired by a percussive detonator, will occasion 
tiie most violent explosion, the nature of the shock given to the 
gun cotton by the detonator causing a transmission of the kind of 
vibration necessary to cause its almost instantaneous resolution 
into its component gases. 

The exjilosive wave in gases seems to originate in like con- 
ditions. Its velocity for the true explosive mixture of hydrogen 
and oxygen is 2841 metres per second, and for carbonic oxide 
mixture, 1089 metres per second. The velocity is independent of 
pressure between half an atmosphere and one and a half atmo- 
sphere. It is independent, too, of the diameter of the tube used, 
within considerable limits, or of the material of the tube, rubber 
and lead tubes giving similar results. Diluting the mixtures di- 
minishes, and heating increases it. The experiments are very 
interesting and important, from a physicist's standpoint, but, 
fortunately for the inventor dealing with gas engines, the explosive 
wave is not easily generated in a gas engine cylinder; if it were, 
it would be impossible to run the engines without shock and 
hammering. 

The velocity which really concerns the engineer is that due 
to inflammability, and expansion produced by inflaming — the 
velocity, in fact, with which the inflammation spreads through a 
closed vessel. As it cannot be discussed without considering 
other matters — heat evolved by combustion, and temperatures and 
pressures produced — it will be advisable first to give the heat 
evolved by combustion, and then devote a complete chapter to 
explosion in a closed vessel. 

Heat evolved by Combustion. 

Careful experiments upon the heat evolved by the combustion 
of gases in oxygen have been made by Favre and Silberman, and 
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also by Professor Andrews. The physicists first named burned 
the gases at constant pressure in a specially devised calorimeter. 
Professor Andrews mixed the gases in a thin spherical copper 
vessel, closed it, and exploded by the spark: the vessel being sur- 
rounded by water gave up its heat to the water, the weight of which 
being known, the rise of temperature gave the heat evolved. 

Quantities of heat are measured by taking water as the unit. 
In this work, a heat unit always means the amount of heat neces- 
sary to raise unit weight of water through 1° C. 

Taking an average of Favre and Silberman and Andrews's 
results, the inflammable gases used in gas engines evolve upon com- 
plete combustion the following amounts of heat : 

Heat units. 
Unit weight of hydrogen completely burned to H2O evolves . . 34,170 
Unit weight of carbon completely burned to CO2 evolves . . . 8,000 
Unit weight of carbonic oxide completely burned to COj evolves . 2,400 
Unit weight of marsh gas completely burned to CO.2 and H.^O evolves 13,080 
Unit weight of ethylene completely burned to CO2 and H.^O evolves 11,900 

That is, one pound weight of hydrogen burned completely to 
water will evolve as much heat as would raise 34,170 lbs. of water 
through 1° C, or the converse. One pound of carbon in burning 
to carbonic acid evolves as much heat as w^ould raise 8,000 lbs. of 
water through i® C. These numbers give the amount or quantity 
of heat evolved The intensity or temperature of the combustion 
may be calculated on the assumption that the whole heat is evolved 
under such conditions that no heat is lost, or is applied to any- 
thing else but the products of combustion. To make the calcu- 
lation it is necessary to know the specific heat of the products. 

The amount of heat required to heat unit weight of water 
through one degree is i heat unit, the specific heat of any other 
body is the number of heat units required to heat unit weight of the 
body through one degree. Gases have two different specific heats 
depending upon whether heat is applied while the gas is kept at con- 
stant volume, or at constant pressure; both are required in dealing 
with gas engine problems. The specific heat at constant volume 
is sometimes known as the true specific heat; in taking the specific 
heat at constant pressure the gas necessarily expands, and so does 
work on the external air; this specific heat is therefore greater 
than the former by the amount of work done. For the gases used 
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D (he gas engine tlie two values are as follows. The ralio be- 
tween the two is also giveti, as it is frequently required in efficiency 
calculations. The experimental nunil>ers are Regtiault's, the 
calculated specific heat at constant volume, Clausius. 



Specinc Heats d 



\ — 


Sp.imua 


CDOUuit volume 1 Sp. heat oca. nL 


Alf . . . 

Oxypn 

NiliDgen 

Si^K : : 

Elhylene 

CaiboDic oxidE . 
Siram . 

Carbonic acid 




o-»37 

0-J44 

ii 

o-ai6 


0-I6B I -+.3 
0-155 '-403 

ii '« 

0-333 I -144 
0-173 1-416 
0369 i-soa 
o-i7r l-i6s 



I It is conve 
])ining or atom 
Petit's law. T 
Dianent elemen 
almost absolute 



It is convenient to remember that the specific heats of 
lining or atomic weights of the elements are equal — Dulong and 
Petit's law. To this law there are few exceptions, and the per- 
.tnanent elementary gases, oxygen, nitrogen, and hydrogen, obey it 
almost absolutely. As equal volumes of these gases represent the 
combining weights, it follows that equal volumes of these gases 
have the same specific heat. Taking the specific heat of air as 
the unit, the specific heat of hydrogen and oxygen gases is also 
unity. The compound gases do not obey the law so closely. 
The calculation of temperature of combustion can now be made. 
The amount of heat evolved from unit weight of a combustible is 
usually said to measure its calorific power, that amoanl divided by 
the specific heat of the products of the combustion is said to be the 
measure of its calorific intensity. The calorific intensity is indeed 
the theoretica! temperature of the combustion : taking hydrogen 
first, unit weight evolves 34,170 heat units. But the water fomted 
weighs 9 units (from formula HjO), and if its specific heat in the 
gaseous state were unity, the supposed maximum temperature of 
combustion would be 3il'° = 3796-6. But the specific heal is 
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less than unity ; therefore the theoretical maximum will be greater. 

It is — ^^ ' , — = 70097. For certain reasons to be considered 
9 X 0-480 

later, no such enonnous temperatures are ever attained by com- 
bustion. In the above calculation the latent heat of steam should 
first have been deducted, as it is included in the total heat evolved 
as measured by the calorimeter : it is 5 37 heat units. 34, 1 70 — 5 3 7 
gives the total heat available for increasing the temperature, the 

amended calculation is 34^70 "^ 537 =7 785 -4, still an exceedingly 

9 X 0-480 " ^ **' fe -^ 

high temperature. 

Calculating the heat evolved by burning carbon in the same 
way, but omitting any deduction for the latent heat of carbonic 
acid (it does not affect the calorimeter, as it does not condense), 
the theoretical temperature produced by burning in oxygen is 
still higher, being 10,174° C. Burning in air the theoretical 
temperatures are lower as the nitrogen present acts as a diluent, 
and must necessarily be heated to the same temperature as the 
products of the combustion. They are given as follows in * Watts' 
Dictionary.' 

Temperature produced 

Calorific power ^ ^ -^ 

In oxygen In air 

Carbon .... 8080 10174° C. 271 C. 

Hydrogen .... 34462 6930° C. 2741° C. 

These are the supposed temperatures burning in the open 
atmosphere, and therefore at constant pressure, the gases expand- 
ing doing work upon the air. At constant volume, that is, 
burning in a closed vessel so that the volume cannot increase but 
only the pressure, the temperature should be greater as the 
specific heat at constant volume is less. Allowing for that, the 
numbers become 

Theoretical Temps, of Combustion at Constant Volume. 

Temperature produced 

In oxygen In air 
Carbon .... 12820 — 

Hydrogen . . . 9010 41 19 

Such temperatures have never been produced by combustion, 
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for many reasons, of which all save the most potent have been 
discussed by the earlier \iTiters on heat This is Dissociation. 



Dissociation. 

Most chemical combinations, while in the act of formation 
from their constituent elements, evolve heat, and as a general 
rule, the greater the heat evolved the more stable is the com- 
ix)und formed. The comix)und after formation may generally be 
decomjKJsed by heating to a high enough temperature, heat being 
one of the most powerful splitting up agencies known to the chemist 
The nature of the decomposition varies with the compound In 
many cases the process is irreversible, that is, although heating up 
will cause decomposition, cooling down again, however slowly, 
will not cause recombination. In some compounds, however, under 
certain conditions the process is reversible, and recombination 
occurs on slow cooling. 

Definition, — Dissociation may be defined as a chemical 
decomposition by the agency of heat, occurring under such con- 
ditions that upon lowering the temperature the constituents 
recombine. 

Groves found long ago that water begins to split up into 
oxygen and hydrogen gases at temperatures low compared to that 
produced by combustion. Deville made a careful study of the 
phenomena, and found that decomposition commences at 960° to 
1000° C. and proceeds to a limited extent : raising the temperature 
to 1200° C. increases it, but a limit is readied. The amount of 
decomposition depending upon the temperature, for each tempe- 
rature there is a certain proportion between the amount of steam 
and the amount of free oxygen and hydrogen gases present If 
the temperature is increased, the proportion of free gases also 
increases : if temperature is diminished, the proportion of free 
gases diminishes. If the temperature be raised beyond a certain 
intensity, the water is completely decomposed : if lowered beyond 
a certain temperature, complete combination results. The same 
thing happens with carbonic acid, the temperature of decomposition 
is lower. 

It is quite evident, then, tha* temperatures pro- 
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duced by combustion, the product cannot exist in the state of 
complete combination. It will be mixed to a certain extent with 
the free constituents which cannot combine further until the tem- 
perature falls; as the temperature falls, combustion will continue 
till all the free gases are combined. The subject,. from its nature, 
is a difficult one in experiment, and accordingly different observers 
do not quite agree upon temperatures and percentages of dissocia- 
tion, but all are agreed that dissociation places a rigid barrier in 
the way of combustion at high temperatures, and prevents the 
attainment of temperatures, by combustion, which are otherwise 
quite possible. With no dissociation, hydrogen burning in oxygen 
should be able under favourable circumstances to give a tempera- 
ture of over 6000° C, as has been shown. Devil le's experiments 
upon the temperature of the oxyhydrogen flame, at constant 
pressure of the atmosphere, gave under 2500° C The estimate 
was made by melting platinum in a lime crucible, with the oxy- 
hydrogen flame playing upon the platinum, the crucible being 
well protected against loss of heat by lime blocks, so that the 
platinum could really attain the temperature of the flame; when 
at the highest temperature, the molten platinum was rapidly 
poured into a weighed calorimeter, and the rise in temperature 
noted. From this was calculated the temperature of the platinum. 
The experiment was dangerous and inaccurate, but it is the only 
serious attempt which has been made to determine the temperature 
of the oxyhydrogen flame at constant pressure. 

The highest temperature produced by hydrogen burning in 
oxygen has been determined by Bunsen, and also Mallard and 
La Chatelier, for combustion at constant volume, that is, ex- 
plosion. 

As the theoretic calculation shows, with no dissociation a 
temperature of 9000° C is possible. The highest maximum it 
is possible to assume from' Bunsen's experiments is 3800° C. ; 
from Mallard and Le Chatelier's, 3500° C. The two sets of ex- 
periments are concordant. It is true the latter physicists do not 
attribute the difference wholly to dissociation, but they ag^e that 
part is due to this cause; and that there is an enormous difference 
between heat temperature actually got and that whicn should be 
possible if no limit existed all are agreed, ^^ith air, bunsen's 
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figures show a maximum of about 2000^ C, Mallard and Le 
Chatelier say 1830° C; the present writer has also made experi- 
ments with hydrogen in air, and finds the highest possible tem- 
perature to be 1900° C. The calculated maximum is 3800° C. 
The dilTerence is not so great as with the true explosive mixture, 
which is to be expected, but all experiments agree in proving that 
there is a considerable difference. 
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CHAPTER VI. 

EXPLOSION IN A CLOSED VESSEL. 

The value of any inflammable gas for the production of power 
by explosion, can be determined apart altogether from theoretical 
considerations by direct experiment. It is evident that the gas 
which for a given volume causes the greatest increase in pressure, 
will give the greatest power for every cubic foot used, provided 
that the pressure does not fall so suddenly that it is gone before it 
can be utilised by the piston. 

Two qualities will be possessed by the best explosive mixture : 
(i) greatest pressure per unit volume of gas: (2) longest time of 
maximum pressure when exposed to cooling. 

In the gas engine itself the conditions are so complex that the 
problem is best studied in the first instance under simplified con- 
ditions. The author has made a set of experiments upon many 
samples of coal gas mixed with air in varying proportions, to find 
the pressures produced, and the duration of those pressures; 
igniting mixtures at atmospheric pressures and temperature, and 
also at higher temperature and initial pressures. He has made 
some experiments upon pure hydrogen and air mixtures m the 
same apparatus for comparison. 

The experimental apparatus is shown at fig- '|'g 1 [^^^"^^ ^^^^ ""^ 
a closed cylindrical vessel 7 inches diameter an t es ong, 
internal measurement, and therefore of 3^7^^ ^^^^ ^^^ intT^^^'i 
It is truly bored, and the end covers turned^^^ ^ ^^^ ^^^^^^ nal 
surface is similar to that of an engine cyi ^^.es. Upon th^ 
bolted strongly so as to withstand ^.^^ ^.^j., in which the re * 
upper cover is placed a Richards i^^^^^^jngone; the rate of ^^" 
procating drum has been replaced by f^^^^^d gear giving the poJ^ 
volution is adjusted by a small fan, a weig^^ ' ^^- 
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The cylinder is filled with the explosive mixture to lie teste(i 
the drum is set revolving, the pencil of the indicator pressel 
gently against it, and the electric spark is passed between f 
points placed at the bottom of the space. The drnm is enamelle4 
and the peticil is a black-lead one. The pressure of the explc»B 
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tion acts upon the mdicator piston and i Une is traced upon the I 
drum, which shows the nse and fill of pressure The rising 1' 
traces the progress ol the explosion the falling hne the f 
of the loss of pressure b) cooling The rate of the revolution ( 
the drum being known, the interval of time elapsing betn-een an^ 

3 points of the explosion or cooling curve is also known, 
i% the curve shows the maximum pressure attained, the time o 
ind Ihe time of cooling. Line h on fi;:. 
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kof [he curve produced by the explosion of a mtxtiire » 



Each revolution of tlit- 
that e.ich tenth of a nvohi 



\ ^ 3. % 'i. ■ 



uining I voL hydrogen and 4 vols, 
dmm was accomplished in 0-33 sec., s 
Iwn takes o'033 sec. The vertical 
divisions give time; the horizontal, 
I>ressure5. In this experiment the 
raasimLm pressure produced by the 
<;*plosion is 68 lbs. per square inch 
above atmosphere, and it is attained 
i" 0026 second. Compared with 
'he rate of increase the subsequent 
fall is very slow. The rise occurs in 
o'oi6 second; the fall to atmo- 
sphere again takes 1-5 second, or 
nearly sixty times the other. It is 
in fact an indicator diagram from an 
explosion where the volume is con- 
stant, the motor piston being absent, 
and the only cause of loss of pres- 
sjre is cooling by the enclosing 
walls. The exact composition of 
the mixture, its uniform admixture, 
the temperature and pressure before 
ignition, are all accurately known. 
After studying explosions under 
these known conditions, it becomes 
eas'.er to understand what occurs 
under more complex conditions, 
where the moving piston makes the 
coolingsurface change, and where th'^' 
expansion doing work also requires 
consideration. As the rapidity 
of the increase of pressure measures 
the explosiveness of a mixture, the 
time occupied from the commence- 
ment of increase to maximum pres- 
sure will be called the time of explosion. The explosion is com- 
n pressure is attained. U does t\o\. IcftciNi ^m^ 
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this that the combustion is complete; that is another matter. The 
explosion arises from the rapid spreading of the flame throughout the 
whole mass of the mixture, which may be called the inflammation of 
the mixture. More or less rapid inflammation means more or 
less explosive effect, but not complete combustion. The complete 
burning of the gases present does not occur till long after com- 
plete inflammation. 

The terms combustion^ explosion y and inflammation will be used 
in this sense alone : 

Combustion, burning ; complete combustion, the complete 
burning of the carbon of the combustible gas to carbonic acid, and 
the hydrogen to water. So long as any portion of the combustible 
remains uncombined with oxygen the combustion is incomplete. 

Complete explosion, the attainment of maximum pressure. 

Time of explosion; the time elapsing between beginning ot 
increase and maximum pressure. 

Complete inflammation, the complete spreading of the flame 
throughout the mass of the mixture. 

Confusion has arisen through the indifferent use of these terms, 
which are really distinct and are not synonymous. 

With mixtures made with Glasgow coal gas the author has 
obtained the following maximum pressures and times of explosion. 

Explosion in a Closed Vessel. {Clerk.) 
Mixtures of air and Glasgow coal gas. 

Temp, before explosion i8^ C. 

Pressure before explosion atn.ospheric. 



Mixture 



Gas. 


Air. 


I vol. 


13 vols. 


I vol. 


II vols. 


I vol. 


9 vols. 


I vol. 


7 vols. 


I vol. 


5 vols. 



Max. press, above atmos. 
in pounds per sq. in. 



52 

03 
69 

89 

96 



Time of explosion 



0*28 sec 
018 sec. 
0*13 sec 
0*07 sec 
0*05 sec 



The highest pressure which any mixture 01 coal gas and air 
is capable of producing without compression is only 96 lbs. per 
sq. in. above atmosphere and the most rapid increase is not more 
rapid than aijra/s occurs in a steam cylinder al adm\ssvoxi* "^-axc^ 

'AT. 
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nre still prejudiced against gas, compared with steam, because c 
the so-called explosive effect, and the fear that gas explosion 
may occasion pressures quite beyond control, like solid explosives. 
The fear is quite unfounded ; the pressure produced by the 
strongest possible mixture of coal gas and air is strictly limited 
by the pressure before ignition,and can always be accurately known ; 
and so provided for by a proper margin of safety in the cylinders 
and other parts subject to it. 

The most dilute mixture of air and Glasgow gas which can be 
ignited at atmospheric pressure and temperature contains ^^ of 
its volume of gas, and the pressure produced is 52 lbs. above 
atmosphere. The time of explosion is 0*28 second; so slow is 
the rise that it cannot with justice be termed an explosion. It is 
too slow to be of any use in an engine running at any reasonable 
si)eed ; the stroke would be almost complete before the pressure 
had risen. The mixture containing 6 volumes of gas is that 
with just enough oxygen to burn the gas. It is anomalous that 
the highest pressure is given with excess of coal gas. The rate of 
ignition also is greatest with that mixture. This agrees with the 
results obtained by Mallard and Le Chatelier, excess of hydrogen 
giving the highest rate of inflammation. 

Similar experiments were made with air and Oldham coal gas. 



Explosion in a Closed Vessel. {Clerk.) 

Mixtures of air and Oldham codl gas. 

'I'cmp. before explosion 

Pressure before explosion ..... 



17^ C. 
atmospheric. 



Mixture 



Cias. 


I vol. 


I vol. 


I vol. 


I vol. 


I vol. 


I vol. 


I vol. 


1 vol. 


I vol. 



Air. 
14 vols. 
13 vols. 

12 vols. 

II vols. 
9 vols. 
7 vols. 
6 vols. 
5 vols. 
4 vols. 



Max. press, above atmos. 
in pounds per sq. in. 



40 

51 '5 
60 

61 

78 

87 
90 

91 
»o 



Time of explosion 



o'45 sec. 
03 1 sec. 
0*24 sec. 
o'»7 sec.' 
o*o8 s c. 
o"o6 se;;. 
004 sec. 
o"055 seo. 
o'i6 sec. 



The highest pressure in this case is 91 lbs. per square inch 
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above atmosphere, but the most rapid explosion is 0*04 second 
and 90 lbs. pressure, a little less pressure than is given by Glasgow 
gas but a slightly more rapid ignition. The mixtures are evidently 
more inflammable, as the criiical mixture is -j^y volume of ^as 
instead of ^ as with Glasgow gas. Although repeatedly tried, 
a mixture of i volume gas 15 volumes air failed to inflame with 
the spark. 

Hydrogen and air mixtures were also tested as follows : 

Explosion in a Closed Vessel. (Clerk,) 

Mixtures of air and hydrogen. 

Temp, before explosion 16° C. 

Pressure before explosion atmospheric. 



Mixture 



Hyd. 
I vol. 
I vol. 

2 vols. 



Air. 
6 vols. 

4 vols. 

5 vols. 



Max. press, above atmos. 
in pounds per sq. in. 



41 
68 

80 



Time of explosion 



0*15 sec. 
0026 sec. 
o'oi sec. 



The inferiority of hydrogen to coal gas, volume for volume, is 
very Evident ; the highest pressure is only 80 lbs. above atmosphere, 
and the mixture requires \ of its volume of hydrogen to give it, 
while coal gas gives the same pressure with about -^ volume. The 
hydrogen mixture, too, ignites so rapidly that it would occasion 
shock in practice, the strongest mixture having an explosion time 
of one-hundredth of a second. With gas the most rapid is four- 
hundredths of a second. 



The Best Mixture for use in non-compression Engines. 

From these tables can be ascertained the best gas and the best 
mixture for use in non-compression engines with cylinders kept 
cold. Take first Glasgow gas, and determine which mixture gives 
the best result. 

(i) Power of producing pressure. 

Suppose one cubic inch of Glasgow coal gas to be used in each of 
the five mixtures, whose maximum pressures and times of explo- 
sion are given in the table on p. 99, the mixlui^s ^wovX^ xcifc-^^xici^ 



rcsptrtivdy 14, 11, to, 8, and 6 cubic inches. I^t tliem be placi 
in cylinders of 14, it, 10, 8 and 6 square inches piston area ; 
f>islon will in each case be raised one inch from ihe bottom erf I 
cylinder. If the pressures upon the piston were the same, equi 
movements of piston would give equal power ; if therefore t 
mixtures gave equally good results the maximum pressure multiplied 
by the piston area will in all cases be the same. 

Multiplying 14, 12, 10, 8 and 6 by their corresponding pres-1 
sures 52, 63, 69, 89, and 96 respectively, the products are 7z8j 
756, 690, 711, and 576. These numbers are the pressures i 
pounds which each mixture is capable of producing with one I 
cubic inch of Glasgow coal gas, cylinders of such area being used 1 
that the depth of mixture is in every case one inch. 



Propsnion of Gfasgow gns m mivnire y'^, ^, 
rr«.u« produced upon pistons by , 
one cuUc inch . . _ j / 'J 



h 



The best mixture is seen at a glance ; it is that containing 
one-twelfth of gas. The pressure produced by one cubic inch of 
gas is at its highest value 756 pounds, in a cylinder of 12 inches 
piston area, and containing 12 cubic inches of mixture. 

In modern gas engines the time taken by the piston to make 
the working part of its stroke is generally about one-fifth of a 
second. If the pressure in one mixture has fallen more, proportioa- 
ally in that lime, then although it may give the highest maximum, , 
it may lose too rapidly to give the highest mean pressure. To find' 
this cooling effect, find the pressure to which each mixture falls 
at the end of o'z second after maximum pressure ; it is in the 
differeni cases : 



Mixture containing gu 
Time after beginning eKploai. 

src after max. pressure) 
Pressure in lbs. per sq, in . 
Press, respecliveiy by 14. 12, 



■ {-.- i^. A. i. J- 

f 0-48, 0-38. 0-33, o'aj, o-a 

- 43. 48, 47. 55. 57- 

[ 602, 576, 4,-0, ^40, 343. 



The lower row expresses the relative pressures still remaining 
after allowing each explosion to cool for one-fifth of a second 
from complete explosion ; they express the resistance to cooling 
possessed by the mixtures. It is evident at once that the 
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strongest mixtures cool most rapidly ; a higher temperature being 
produced, more of the heat of the explosion is lost in a given time. 

(2) Power of producing pressure and resisting cooling. 

To find the best mixture for producing pressure and resisting 
cooling, those numbers are to be added to the corresponding ones 
for maximum pressure : 

Proportion of Glasgow gas in mixture i^, ^, ^u^ ^^ i 

Pressure produced upon pistons by, ^ 

one cubic inch gas . . . ) 

Pressure remaining upon pistons o'2i >. ^ ^^ 

» 1 • - 002, 576, 470, 440, 342. 

sec. after complete explosion . * » o/ • t/ . t^ . c>^ 

Mean pressure 665, 666, 580, 576, 459. 

The mean of the two sets gives numbers expressing the 
relative values of the mixture for producing pressure, and at the 
same time resisting cooling. The two weakest mixtures are best 
in both respects, the low result given by the strongest mixture is 
due to the fact that excess of gas is present and it remains unburned, 
it proves how easily the consumption of an engine may be increased 
by even a slight excess of gas in the mixture. 

The two best mixtures ignite too slowly, but in the actual 
engine that is easily controlled, as will be explained later. 
The best mixtures are i vol. gas 13 volumes air, and i vol. 
gas II volumes air. With more gas the economy will rapidly 
diminish. 

The experiments with Oldham gas treated in the same way 
give the following results : 



f tV- iV' T*J« I'a. i\j' i. i. 0. ^• 



Proportion of Oldham gas in ) 

mixture .... 

Pressure produced upon pistons ) ,. _ o ^ ^ ^ ^ 

by one cubic inch ^ . . \ '^'^"' 7«-- 73'. 78o. 696 630. 546. 400. 

Pressure remaining upon p'stons 

o*2 sec. after compleie explo- • 31, 40, 4 , 44» 44. 47t 52» S^- 4^. 

sion per sq. inch ... 
Pressure per piston .465 S^o, 546. 528. 440, 376. 564. 300, 230. 

Mean pressure upon piston . . 532, 640, 663, 630, 610, 536, 497, 423, 315. 

Here, too, the best mixture lies between one-twelfth and one- 
fourteenth of gas ; with less and more gas the result becomes worse 
and worse Glasgow and Oldham gases seem to be very nearly 
equal in value per cubic foot for the ptoducX\OTv o^ ^q^^\^'^*5»'^^ 
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; produced from one cubic inch in the best 
each is very simitar. The average pressures during o'z second 
from complete explosion are exceedingly close, Glasgow gas 
mixture containing one-twelfth gas giving 666 lbs. pressure per 
cubic inch of gas, and Oidham gas for the same mixture and the 
same quantity giving 630 lbs.: Glasgow gas one- fourteenth mixture 
665 lbs. pressure, Oldham gas 640 lbs. The hydrogen experiments 
t'ive as follows : 



l'to{>OFIi(>n or lijiIroKqn gns in mixiuri 
Pressure produced upon pitlons by 01 

ci^c inch hydrogen . 
Pressure Rmaining upon pistons o 

SK. afler complele eipl>i^iaii per s 

Pressure per piston 



t- 1. 



The best mixture with i cubic inch of hydrogen only gives a 
pressure of 167 lbs. available for o-a second, so that its capaci^ 
for producing power, compared with Glasgow and Oldham gas, is 
as 267 is lo 665 and 640 respectively. To produce equal power 
with Glasgow gas nearly two-and a-half times its volume of hydrogen 
is required. The idea is very prevalent among inventors that if 
pure hydrogen and air could he used, greater power and economy 
would be obtained ; these experiments prove the fallacy of the 
notion. Hydrogen is the very worst gas which could be used in 
the cylinder of a gas engine, it is useful in conferring inflamma- 
bility upon dilute mixtures of other gases, but when present in 
large quantity in coal gas it diminishes its value per cubic foot for 



Pressures PRonrc 



^n IF NO Loss OR Suppression 
Heat Existed. 



From the fact already mentioned in the last chapter, that the 
theoretical temperatures of combustion are never attained in 
reality, it will naturally be expected that the pressures produced 
by explosions in closed vessels will also fall short of theory. 
This is found to he the case. It has been obser\-ed by every 
■experimenter upon the subject, beginning with Him in 1861, 
Fho determined the pressures produced by the explosion of coal 
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gas and air, and hydrogen and air. He used two explosion vessels 
of 3 and 36 litres capacity ; they were copper cylinders with dia- 
meters equal to their length. He used a Bourdon spring mano- 
meter to register the pressure. He states that : 

(i) With 10 per cent hydrogen introduced the results were : 
according to experiment, 3*25 atmospheres ; according to calcu- 
lation, 5*8 atmospheres. 

(2) With 20 per cent, of hydrogen, the results were : according 
to experiment, 7 atmospheres, which is very much below the cal- 
culation. 

(3) With 10 per cent, of lighting gas introduced the results 
were : according to experiment, 5 atmospheres, i.e, much more 
than with the introduction of an equal volume of pure hydrogen. 

He notices especially the low pressure produced by hydrogen 
as compared with lighting gases, but observes truly that this should 
not excite surprise — although the heat value of hydrogen is great, 
yet it is so when compared with equal weights of other substances — 
and that coal gas being four or five times as heavy as hydrogen, 
quantity is balanced against quality ; therefore volume for volume 
it gives out more heat. 

He considers that there is no difficulty in explaining the very 
considerable difference found between calculation and experiment, 
as the metal sides are at so low a temperature compared with the 
explosion, that the heat is rapidly conducted away, and the 
attainment of the highest temperature is impossible. Bunsen, in 
his experiments, observed the same difference, and so later did 
Mallard and I^ Chatelier. The author's experiments fully 
confirm the accuracy of those observers. In no case, whether 
with weak or strong mixtures of coal gas and air, or hydrogen 
and air, is the pressure produced which should follow the com- 
plete evolution of heat. 

Thus, with hydrogen mixtures {Clerks experiments) : 

Per sq. in. 
I vol. H 6 vol*?, air gives by experiment . . 41 lbs. above atmosphere. 

The calculated pressure is . . 88 "3 , , 

1 vol. H 4 vols, air experiment gives . .68 ,, 

Calculated pressure is 124 ,, 

a vols. H 5 vols, air experiment gives . .80 ,. 

Calculated pressure is 176 ,, 
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Wiihoul exception the actual pressure falls far short of the 
calculated pressure ; in some manner the heat is suppressed 
lost. That the difference cannot altogether be accounted for by 
loss of heat is easily proved ; the fall of pressure is so slow from 
the maximum that it is impossible that any considerable proportion 
of heat can be lost in the short time of explosion. If so large a 
proportion were lost on the rising curve, it could not fail to show 
ui>on the filling cur\-e ; it would fall in fact as quickly as it rose. 
Again, the increase of pressure would be less in a small than in a 
large vessel, as the small vessel exposes the larger surface pro- 
]>ortionally to the gas present. It is found that this is not so. 
bunsen used a vessel of a few cubic centimetres capacity, and got 
wiih carbonic oxide and oxygen true explosive mixture lo'z atmo- 
spheres maximum pressure ; Berthelot with a vessel 4000 cK 
rapacity got lo'i atmospheres ; with hydrogen true explosive 
mixture Bunsen 9-5 atmospheres, Berthelot, 9-9 atmospheres. All 
the difference, therefore, cannot be accounted for by loss before 

Iunplete explosion. 
Mixtures of air and coal gas give similar results. 
The following are the observed and calculated pressi 
Idham coal gas. {Clerk's txferimints.) 

The results with Glasgow gas are so similar that it is unneces- 
sary to give a table ; in no case does the maximum pressure 
account for much more than one-half of the total heat 
sent. As all of the deficit cannot have disappeared previous 
lo complete explosion, it follows that the gases 
on the falling curve, that is, the taWing cmve dw:7, ■aijt -wv*? 



1 vol gas 14 vols, a 

Calculaled pressure Is . 
iri. g[is 13 vols, air, eitperii 

Calculaled prrssure is . 
I vol gas ij vols, air, cxperii 

Calculaled pressure is . 



enperimeol give 



Calculaled pressure is . 
Fol. gas 9 vols, air, espfirimenl give 

Calculated pressure is . 
idi. gas 7 vols, air, eiperiraenl give 

Calculated pressure is . 
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represent the rate of cooling of air heated to the maximum tem- 
perature, because heat is being rontinually added by the continued 
combustion of the mixture. This will be fully proved by a study 
of the curves. 

It may, however, be taken as compSetely proved by tlie 
complete accord of all physicists who have experimented on the 
subject, that for some reason nearly one-half of ihe heat present 
as inflammable gas in any explosive mixture, true or dilute, is 
kept back and pievented from causing the increase of ptessure 10 
be expected from it. Although differences of opinion exist on the 
cause, all are agreed on the fact ; they also agree in considering 
that inflammation is complete when the highest pressure is 
attained. 

Temperatures of Explosion. 
With a mass of any perfect gas confined in a closed vessel the 
absolute teraperaturesand pressures arealways proportional ; double 
temperature means double pressure Temperatures t;, / (absolute), 

pressurescorrespondingp,/; then - = - (Charles's law). If ex- 
plosive mixtures behaved as perfect gases, the pressure before 
explosion and temperature being known, the pressure of ex- 
plosion at once gives the corresponding temperature. It has 
been shown at page 82 that explosive mixtures do not fulfil 
this condition, but change in volume from chemical causes 
quite apart from physical ones. It follows, therefore, that these 
changes must be known before the temperature of the explosion 
can be calculated from the pressure. In the cases of hydrogen 
and carbonic oxide true explosive mixtures with oxygen, a 
contraction of volume is the resuh of combination. It comes to 
the same thing as if a portion of the perfect gas in the closed 
vessel was lost during heating ; the temperature then could not 
be known at the higher pressure unlet:; the volume lost is also 
known. 

Suppose one-third of the volume lo disappear, upon cooling 
to the original temperature, the pressure would be reduced to 
two-thirds of the original pressure, and this fraction of the 
oxi^nal pressure must be taken as ^i=-io, Ks\io\.\\ ^\.ii'a,TO 's.tvi. 



m 



carbonic acid at lempeTaiutes liigh enough to vaake ihem 

fectly gaseous occupy two-thirds of the volume of their 

constituents, it follows that />, must be taken as f /, wherever 

I the temperatures are such that rombinalion is complete. 

I h-jre another difficulty occurs. Bunsen found that hydro 

and oxygen in true explosive mixtures gave an explosion pressurt: 
I of 9'S atmospheres. The calculated pressure for complete combus- 
* don, and allowing for chemical contraction is 2 1 '3 atmospheres, H 
is evident enough that complete combustion has not occurred, bu' 
; is difficult to say what fraction remains uncombined. Ytf 
unless the fraction in combination be known the contraction cann<7 
be known, and therefore the temperature corresijonding to tlrt 
pressure cannot be known. 

Berthelot has pointed out that in a case of this kind the tnu 

temperature cannot be calculated, but it may be shown to til 

Ijvtween two extreme assumptions, both of which are erroneous 

(i) Temperature calculated on assumption of no contraction. 

(2) Temperature calculated on assumption of the complete' 

contraction. 

Let the two temperatures be (i) t' and (2) t. 



avois. ^u. iTOi. u. explosion pcssure, ,fi,,3,- .,,n°C 

(absolute) lo'B fllmospheres . .f =""='- ^H" ^■ 

The lower temperature could only be true if no combination 
hatever had occurred, which is impossible, as then no heat at all 
I could be evolved; the higher temperature could only be true if 1 
i plete combination, and therefore complete contraction, occuiredj 
The truth is somewhere between these numbers. 

When the explosive mixture is dilute, the limits of possibh 
ror are narrower, because the possible proportion of contractioi 
I is less ; with hydrogen and air mixture in proportion for complete 
I combination, 2 volumes of hydrogen requite 5 volumes of aaJ 
I The greatest possible contraction of the 7 volumes is therefore s 
■ volume. If all the hydrogen burned to steam, the 7 volumes 
I contract to 6 volumes. With more dilute mixtures the pro. 
I.portioti diminishes. 

\yiCh a mixture containing ■!. of its volume 't\'jdT'a%Btt, 14 
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826- C. 


909=^0 


135S' c 


1 5. '9^0 


1615 c. 


1929OC 



volumes can only suffer contraction to 9 volumes. With j volume 
hydrogen, 14 volumes can contract to 13 volumes. 

The limits of maximum temperatures for those mixtures are as 
follows (Clerk) : 

1 vol. H, 6 vols, air, explosi )n pressure , 
(absolute), 557 lbs. per sq. in. . . » 

1 voL H, 4 vols, air, explosion pressure , 
(absolute), 827 lbs. j)er sq. in. . . » 

2 vols. H, 5 vols, air, explosion pressure 1 

(absolute), 947 ILs. per sq. in. . . » 

The possible error is here much less than with true explosive 
mixtures ; coal gas is of such a composition that some of its 
constituents expand upon decomposition previous to burning, and 
so to some extent balance the contraction produced by the 
burning of the others. The possible error is therefore still further 
reduced The composition of Manchester coal gas as determined 
by Bunsen and Roscoe is as below. The oxygen required for the 
complete combustion of each constituent is also given, and the 
volumes of products formed. 



Analysis of Manchester Coal Gas. {Bunsen and Roscoe.) 







Amount required 








lor complete 


Products 




vols. 


combustion 






vols. 


vols. 


Hydrogen, H . , . 


45-53 


2279 


45-58. H,0 


Marsh gas, CH4 . 


34*9 


69-8 


IU47, C0.2 & H.,0 


Carbonic oxide, CO . 


6-64 


3*32 


6-64, CO.2 


Ethylene. C^H^ . 


4 -08 


12 24 


16-32, CO.2&H 


Teirylene, C4HH. 


2-38 


14-28 


19-04, C02&H.(» 


Sulphuretted hydrogen, H.,S 


0*29 


043 


0-58, H,,0&SO... 


Nitrogen, N . . . 


2-46 


— 


2-46 


Carbonic acid, CO.i . 


367 


— — 


3'^7 


Toul .... 


10 ^00 


122-86 


198-99, CO., H2O& SO, 



When burned in oxygen 100 volumes of this sample of gas 
require 122*86 volumes of oxygen, total mixture 222'86 volumes ; 
the products of the combustion measure 1 98 -99 volumes. Calcula- 
ting to percentage, 100 volumes of the mixture will contract to Sc^\ 
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volumes of the products. As loo volumes ol the mixture w 
contain gs'i volumes of oxygen, it follows that if air be used, four 
times that volume of nitrogen will be associated with it, that is, 
55-1 X 4 = 2Jo-4- The strongest possible explosive mixture oJ 
this coal gas with air containing 100 volumes of the true explosive 
mixture will be 320-4 volumes, and it will contract upon complete 
combustion to 3o9'8 volumes. 

One volume of this gas requires 6'i4 volumes air for complete 
combustion, and 100 volumes of the mixture contract to 96-6 
volumes of products and diluent. A contraction of 34 per cent. 
Dilution still further diminishes the change ; thus a mixture, i 
volume gas 1 3-28 volumes air, will have only half that contraction, 
or 17 percent. 

From these figures it is evident that the limits of possible 
error in calculating temperature from pressure of explosion does 
not exceed, in the worst case, with coal gas and air 34 per cent., 
and in weaker mixtures half that number. The fact that the whole 
heat is not evolved at the explosion pressure, and that therefore 
the whole contraction does not occur then, further reduces the 
error. It is then nearly correct to calculate temperature from 
pressure without deduction for contraction. This has been done 
for Glasgow gas and for the Oldham gas experiments by the 
author. 

Explosion (n a Closed Vessel. {C/eit.) 

Milium of air and Glasgaoi coal gas. 



). before 



Pressure i. 


Sure esplosion 




almos. 147 lbs. 


„; 


„„ 


in pQunds i«r aj. in. 


DbiirvEd preuure 


Gu. 


Air, 






l»Oi. 


13 vols. 
















9 vols. 
















5 vols. 


96 


1913 C. 
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Mixtures of air and Oldham coal gas. 
Temp, before explosion 17'' C. 





Max. press, above 


Mixture 


atmos. in pounds 




per sq. ui. 


Gas. 


Air. 




1 vol. 


14 vols. 


40 


I vol. 


13 vols. 


5^*5 


I vol. 


12 vols. 


60 


1 vol. 


II vols. 


61 


I vol. 


9 vols. 


78 


I voL 


7 vols. 


87 


I vol. 


6 vols. 


90 


I vol. 


5 vols. 


91 


I vol. 


4 vols. 


80 



calculated from 
obiierved pressure 



806° C. 

1033° c. 

1202" C. 
1220° c. 

1557° c. 
1733'^'- 

I7w2^ C. 
1812 C. 

1595° c. 



Theoretical temp, 
of explosion if all 
heat were evolved 



1786° C. 
19 12 C. 
2058 c. 
2228' c. 
2670° c. 

3334 <-• 
3808 C. 



Those temperatures calculated from maximum pressuie, 
although not quite true are very nearly so, whatever be the theory 
adopted to explain the great deficit of pressure. It does not follow, 
however, that they are the highest temperatures existing at the 
moment of explosion ; they are merely averages. The existence of 
such an intensely heated mass of gas in a cold cylinder causes 
intense currents, so that the portion in close contact with the 
cold walls will be colder than that existing at the centre. There 
will be a hot nucleus of considerably higher temperature than 
that outside, but whatever that temperature may be, the increase 
of pressure gives a true average. It may be taken, then, that 
coal gas mixtures with air give upon explosion temperatures 
ranging from 800° C to nearly 2000° C, depending on the dilution 
of the mixture. The more dilute the mixture the lower the 
maximum temperature ; increase of gas increases maximum tempe- 
rature at the same time as it increases inflammability. 

The author has made explosion experiments in the same 
vessel with mixtures previously compressed, and finds that the 
pressures produced with any given mixture are proportional to 
the pressure before ignition, that is, with a mixture of constant 
composition, double the pressure before explosion, keeping tempe- 
rature constant at 18° C, doubles the pressure of explosion. The 
experiments are laborious, and they are not yet complete for pub- 
lication, but the general principles already developed are true for 
compressed mixtures also. 



Efficiency of Gas in Explosive Mixtures. 

Rankine defines available heat as follows : 

'The available heat of combustion of one pound of a given { 
sort of fuel is that jjart of the total heat of combustion which i) 
communicated to the body to heat which the iae\ is burned ; 
and the efficiency of a given furnace, for a given sort of fuel, is the j 
proportion which the available heat hears lo the total heaL' 

The gas engine contains furnace and motor cylinder in one; 
nevertheless ibe efficiency of the working fluid is quite as distinct*! 
from the furnace efficiency as in the steam engine. Rankine's de- 
finition is quite true for the gas engine. 

The fuel being gas, the working fluid consists of air and its fuel 
and their combinations ; the available heat is that part of the 
lieat of combustion which serves to raise the temperature of the 
working fluid ; the part which flows into it to make up for loss t-:> 
the cold cylinder walls cannot be considered available. To be 
truly ava'lable it must either increase temperature, or keep it 
from falling by expansion. The heat flowing through the 
cylinder walls is a furnace loss, incident to the explosion method J 
of iieating. I 

The experiments upon explosion in a closed vessel providej 
data for determining the furnace efficiency as distinguished from I 
that of the working fluid. The proportion of heat flowing from i 
an explosion to the walls in unit time will depend upon the 
surface of the waUs for any given volume. The smaller the 
cooling surface in proportion to volume of heated gases, the J 
slower will be the rate of cooling. Therefore to be applicable ml 
any engine, the explosion vessel in which the esiierimenis are'J 
made should have the same capacity and surface as the explosior^ 
.space of the engine. I 

The author's experiments are therefore only strictly applicable 
10 engines with cylinders similar to his explosion vessel. WithigB 
certain limits, however, the error introduced by appljing them to9 
other engines is inconsiderable ■ 

Assuming the stroke of a gas engine {after explosion) to tak^^ 
o'2 second, this may be takun as the time during which the! 
pres.sure of explosion must la^^t if it is to be utilised by the] 
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engine. In a closed vessel the pressure falls considerably in 0*2 
second, the average pressure may be taken as nearly indicating 
the available pressure during that time. The heat necessary to 
produce that pressure is the available heat ; and its proportion to 
the total heat which the gas present in the mixture can evolve is 
the efficiency of the gas in that explosive mixture. 

With Oldham gas the best mixture is (table, p. 103) i volume 
gas 12 volumes air; the average pressure during the first fifth of 
a second is 51 lbs. per square inch above atmosphere. If all 
the heat present heated the air, the pressure should be 103 lbs. 
effective, so that the efficiency of the heating method is yV^ = 
0-49. 

The strongest mixture which still contains oxygen in excess 
is I volume gas 7 volumes air, the average available pressure is 
67 lbs. per square inch (all heat evolved would give 168 lbs.), the 
efficiency is y^^ = 0*40 nearly. 

Calculated in this way the efficiency values for Oldham gas 
mixtures are : 

Prop, of Oldham gas in mixture . jV- tV- tV. tV. to» i- f 
Heating efficiency . . , 040, 048, 050, o"43, 0*46, 040, oyj. 

The furnace efficiency plainly diminishes with increased 
richness of the mixture in gas. 

Time of Explosion in Closed Vessels. 

The rates of the propagation of flame in explosive mixtures 
given in tables, pages 86 and 87, are true only where the 
inflamed portion is free to expand without projecting itself into 
the unignited portion. They are the rates proper for constant 
pressure. 

Where the volume is constant, in a closed vessel, the part first 
inflamed instantly expands and so projects the flame surface into 
the mass, compressing what remains into smaller space. 

To the rate of inflammation at constant pressure are added 
the projection of the flame into the mass by its expansion 
and also the increased rate of propagation in the unignited 
portion by the heating due to its compression by portion fihst 
inflamed. 

Y 
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It follows that the rate continually increases, as the inflamniar | 
lion proceeds untii it fills the vessel. 

This is evident from all the explosion curves. The pressurci-l 
rises slowly at first, then with ever increasing rale till the explos" 
is complete ; thus the explosion curve for hydrogen mixture with 
air { - H ], shows an increase of 17 pound:; in the first 0-005 
second, the maximum pressure of So pounds being attained in the 
next 0005 second. With the weaker mixtures the same thing 
occurs, rise of pressure, slow at first, then more rapid, and in 
some cases becoming slow again before maximum pressure. The 
time taken to f et maximum pressure varies much with the circum- 
stances attending ihe beginning of the ignition. If a considerable 
mass he ignited at once, by a long and powerful spark, or by a 
large Game, the ignition of the weakest mixture may be made 
almost indefinitely rapid. Something very like Berthelot's explo- 
sive wave may result. This is due to the great mechanical 
disturbance caused by the rapid expansion of the portion first 
ignited ; the smaller that portion is the more gently does the 
flame spread. A small separate chamber connected with the 
main vessel, if filled with explosive mixtitre and ignited, will 
|iroject a rush of flame into the main vessel and cause almost 
instantaneous ignition. The shape of the vessel, too, has a great 
effect upon the rate. Where it is cylindrical and large in diameter 
proportional to its axial length, ignidon is extremely rapid, the 
flame is confined at starting, and is rapidly deflected by the 
i-ylindcr ends, and so shoots through the whole mass. 

By so airanging the explosion space of a gas engine that some ■ 
mechanical disturbance is permitted, it is easy to get any required J 
rate of ignition even with the weakest mixtures. 

The maximum pressure is not increased by rapid ignition. 

Starting the ignition from a small spark, the time taken t 
ignite increases with the volume of the vessel, 

Berthelot has e.vperimented upon this point with explosion^ 
vessels of three capacities, 300 cubic centimetres, 1500 
centimetres, and 4000 cubic centimetres. He finds time ( 
explosion (he also takes maximum pressure to indicate comple'c! 
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explosion) of mixture 2 vols. H, i vol. O, and 2 vola N, in 300 
cubic centimetre vessel, 0*0026 second; and in 4000 cubic 
centimetre vessel, o*oo68 second. 

With mixture of carbonic oxide and oxygen, 2 vols. CO, i vol. 
0, smaller vessel, 0*0128 second; larger vessel, 0*0155 second. 
Mixtures with air were much slower. The conclusion then is 
obvious, that in large engines the time of explosion will be longer 
than in small ones. 
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CHAPTER Vn. 

THE r,AS ENGINES Q\' THE DIFFEREST TVPE3 [N PRACTICE, 

Having now studied the theoretic efficiency of the dilTerent 
kinds of engine and the mechanism of the heating method— that 
is the jjroperties of gaseous explosions^ the way is clear for 
the study of the results obtained from the engines in practice. 

It is quite evident that no practicable engine can give an 
efficiency at all approaching theory from the use of gaseous 
explosions ; the temperatures and therefore pressures produced 
fall far short of that due to the complete evolution of the heat 
present in the mixture as combustible gas. All the heat of 
tlie gas does not go to increase the temperature of the working 
fluid ; a large proixirtion of it is rendered latent in some way 
wlien the maximum temperature is attained. 

The appearance of the diagrams from the explosion of mixtures 
commonly used in gas engines, shows at first a very rapid increase 
of pressure and temperature, which terminates abruptly and is 4 
immediately succeeded by a fall which is relatively a slow o 

It was formerly supposed that the completion of the explosion;"! 
was coincident with the completion of the combustion, and there- \ 
fore of the evolution of heat. This, however, was shown by I 
Bunsen and those who have followed him, to be untrue ; although J 
the temperature ceases to rise, and fall sets in, the gas presentT 
lias in few explosions been more than half-burned at the moments 
of maximum temperature. The causes which suppress the heat o 
the explosion and prevent it from being evolved at once are coro^ - 
jilex and have occasioned different explanations which will be fully i 
discussed in a subsequent chapter. Meantime, it is sufficient ' 
to recognise the fact and to understand its bearing upon the 
economy of gas engines. 
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Gas Engines of Different Types in Practice \ ij 

It is a phenomenon common to all gas engines which have 
ever been constructed, whether using compression previous to ig- 
nition or not. The heat so suppressed appears when cooling sets In, 
and consequenily explosive mixtures cool more slowly in appear- 
ance Chan would a mass of air heated to similar temperatures and 
exposed to similarly cold enclosing walls. 

In many gas engines the indicator diagrams are apparently 
almost perfect, thai is, the lines of falling temperatures are 
almost true adiahatics. So far as the diagram yields in(orma- 
ijon, the gases in expanding are losing no heat whatever to (he 
cylinder, but the temperature is fallmg apparently only by work done 
upon the piston. This supposidon is known to be untrue, because 
the gases are at a temperature often as high as the hottest of 
blast-furnaces, and the walls enclosing are at most at the boilinj^ 
point of water. It is the suppressed heat which is being evolved 
during fall of temperature which sustains the temperature and 
makes tlie diagram appear as if no loss or but iiltle was going on. 
An actual engine therefore may give a diagram which is the exact 
theoretical one, and yet the efficiency of the engine be much 
below theory. The author's experiments upon explosive mixtures 
were undertaken to get the data necessary for the interpretation of 
the diagram, and the rising and falling curves, shouing times of 
rise and fall of pressure, give the efficiency of coal gas in the 
different mixtures, apart altogether from theoretic considerations. 
AVhatever the opinions held regarding the cause or causes of the 
suppression of heat, the experiments with carefully proportioned 
explosive mixtures, at known temperatures and pressures, deter- 
mine absolutely the capability of gas for producing pressure and 
for sust lining it under cooling. 

As the efficiency may be very different from that shown by 
the indicator, it is advisable to distinguish between the real and 
apparent efficiency. Call the one apparent indicated efficiency, 
and the other actual indicated efficiency. 

The apparent indicated efficiency, when multiplied by the effi- 
ciency of the gas in the particular mJMure used, will givethe actual 
indicated efficiency. For instance, if the diagram gave the efficiency 
cf an engine as 0-29 and the efficiency of the mixture was 0-48, then 
ihe actual indicated efficiency is o'Z9xo'48=o'ii. TVv3.\ \s, civ\'^ 
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o'48 of the gas present when the diagram is laken really acts 
in producing elevation of lemperature; the remaining o'SJ is sup- 
pressed and keeps up the temperature, which would otherwise fall 
by cooling. The diagram alone can never tell accurately the 
losses which are taking place unless the heat is allevol 
and appears in temperature; then, but not till then, will the lines 
traced by the indicator tell the loss of heat. Some previous 
writers have misinterpreted their indicator diagrams through 
neglect of this fact. 

Some others, notably Dr. Slaby, of Berlin, have assumed that 
the phenomenon of retarded combustion is produced by invention 
and occurs only in the Otto engine, Thisis a mislake. AUengines 
using explosion necessarily exhibit it ; in fact, as it is an accom- 
l>aninient of all explosions, it is impossible to make an engine in 
which it is avoided. 

In the following examination of the performances of the 
various engines in practice the importance of the phi 
appear. 

Type I. — The most important engines of this typewhich have 
yet been in public use are those of Lenoir, Hugon, and Bisschoff. 
Many others have been made and sold in some numbers, but as 
these three present fully all the peculiarities of the type, it would 
only waste time to describe the varied mechanical details consti- 
tuting the sole novel points in the others. 

Lenoir Engine. 

The I*noir engine as made differs considerably from that 
described in his specifications. As a rule of almost general appli 
cation, specifications are untrustworthy as accurate descriptions c 
working machines ; the author has been careful to describe no 
engine which he has not examined. 

Fig. 22 is a section of the cylinder of a half-horse powi 
I.,enoir engine. The engine in the Patent Office Museum, South 
Kensington, is well made and in external appearance closely re- 
sembles an ordinary high-pressure steam engine. 

The cylinder is 5^ inches diameter, and the stroke is 8^ inches. 

cylinder is provided with two valves ■, botK are slides, working 
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Ween the cylinder faces and covers, which are held down lo the 
slides by adjusting screws. One vaKe controls the discharge 
of the products of combustion, the other, the admission and 
mixing of the inilammable gas and air. The ignition is effected 
by the electric sparL The working cycle of the engine is as 
follows : 

When the piston is at the end of its stroke, the gas and air ad- 
mission valve is open ; the main port in it opens to the atmt-sphere. 




lional plan) 

L smaller port leads from the main port to the gas supply. 
'I'he forward movement of the pibton draws into the cjhnder the 
air and the gas, which mix as thej entei the main vaheport and the 
engine admission port. At about half-stroke the supply of mixed 
gases is cut off, so that the cylinder is completely closed off from 
the atmosphere and from the gas supply ; an electric spark now 
passed into the explosive mixture from abattecv andv'^d\l«.\QW■i^i\^=, 
'■auses explosion and the pressure rapidly 'c\5&5. T\vfc T^\'s«i^\'!« 



Tlu Gas Engine 

fncoming air stream, the gas flows too much in mass into the air 
in mass. The igniting points were invariably placed at ihe upper 
|iart of the cylinder in the cylinder covers. The cylinder and coven 
arc waierjacketed, the water is kept continuously flowing through, 
so ihal ihe temperature may not become so high as to injure the 
cylinder. This is a most necessary precaution in any gas engine 
of even moderate power ; the elTect of neglect in a Lenoir engine 
is ver^' soon observed in complete cutting up of the cylinder ; it 
speedily becomes red-hot if allowed to run without water. In- 
deed, even with an adetjuate water supply, the larger engines gave 
great troubii.' ; although the cylinder could be kept cool the piston 
roiild not. It was proportioned too much on steam engine lines, 
and when norking at full power tiie incessant explosions upon both 
sides cnuscii so rapid a flow of heat into it that the small surface 
e.\posed to the water jacket by the circumference was insufficient 
to carry away the heat absorbed by the whole piston area. 'JTie 
pwtons often became red-hot. 

The exhaust slide also bad rather bard work, and required 
delicate adjustment, as the exhaust gases were very hot, ofttn 
8oa° C; the expansion of the slide was therefore considerable, 
and in order to be pressure tight when hot, the adjusting screws 
had to be kept rather easy when cold. The engine when 
starting, therefore, always leaked a little at the exhaust valve. 
The same thing happened with the admission slide, but to a lesser, 
degree. 

Notwithstanding the large area of the admission port and the 
lead given to the admission valve, the closing motion was too 
slow to prevent throttling ; accordingly the pressure fell some- 
what below atmosphere, while the valve was cutting off preparatory 
to explosion. After cutting ofl" a slight delay occurred between the 
passing of the spark and the commencement of the explosion ; 
the explosion itself took some time to complete ; it was by no 
means instantaneous ; the diagram produced was consequently 
imperfect. In addition to al! this, the piston being so hot, heated 
the charge while it was entering, and so occasioned further 

The lubricating arrangements also were primitive. The 
steam engine requiring but little care in lubricating, the gas fl 
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engine was not supposed to require more ; and the ordinary lubri- 
cating cock was deemed sufficient. All these sources of loss, 
inevitable in a first attempt, made the engine comparatively in- 
efficient. Notwithstanding all its defects, the Lenoir engine at the 
time of its production was the best the world had yet seen, and in 
careful hands it did good work and created a widespread interest. 
The engine in South Kensington Museum, under the skilful care of 
Mr. S. Ford, worked for many years supplying all the power required 
for the repair department of the Patent Office Museum. It runs with 
perfect smoothness, nothing whatever in its action would enable 
one standing beside it to imagine for a moment that the motive 
power was explosive. The popular notion of an explosion is always 
associated with the idea of a great noise. This, of course, physicists 
have always known to be a fallacy, as no explosion makes noise 
unless it has access to the atmosphere. An explosion in a closed 
vessel makes no sound unless the vessel bursts. In a gas engine 
it is only necessary to see that the explosion is not too rapid, but 
that time is allowed for the slack of the connecting rod and crank 
connections to take up. The explosions used by Lenoir were 
seldom more rapid in rise of pressure than is common with all 
steam engines. A i -horse Lenoir engine inspected lately by the 
author at Petworth House, Petworth, had been at work for the 
past twenty years pumping water for the town and is still at work. 
It works with smoothness and is altogether more silent initsactiou 
than most modern gas engines. The author finds that many Lenoir 
engines are still at work after twenty years' continuous use, notably 
two I -horse power engines at the Brewery of Messrs. Trueman, 
Hanbury and Buxton, London, and one i -horse power at the 
establishment of Messrs. Day, Son and Hewitt, Dorset Street, 
London, all doing hard work with great regularity. 

Diagrams and Gas consumption, — Prof. Tresca of Paris has made 
experiments with a ^-horse Lenoir engine, and found that it con- 
sumed 95 cb. ft. of Paris gas per indicated horse power per hour. The 
diagrams from so small an engine hardly do justice to the method, 
and as it is desirable to compare the engine with modern engines 
using similar volumes of charge the author has taken a diagram from 
a paper by Mr. Slade, published in the Journal of the F^o.wk\\.v\ 
\n%i)tute, PhiJadelphia, The engine had a c^Wivdti oi ^\^\.'vw^^'^ 
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' dbmclcr and sixteen litrolce. Ihe explosion space corresponds I 
closely to lliat of the authors opcrimenial explosion vessel. 

The diagram, lig. 34, at once shows the truth of the preceding I 
discussion of the artion ofihc engine. 

AB is the ainiospheric line, traced upon the indicator card I 
by the pencd before opening the indicator cock to communicate I 
with ihe interior of ihe cjlinder ; ic is the neutral position of the J 
indicator piston while the pressure on both ^ides of it is at atmo- I 
sphere ; any pressure from within the cylinder pushes up the piston J 
and therefore the indicator jtenril. Pressure above atmosphere I 
if^ registered by line* above that line, pressure below atniospher 
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Flu. 24. — Lenoir Engine Diagram. 

is registered by tines below that line. The card shows three dis- 
tinct tracings, each corresponding to one stroke of the engine : 
admission of the charge, explosion, expansion and return expel- 
ling the products of the combusrion. If the cycle is carried 
out in a mechanically perfect manner the admission of the charge 
should be accomplished without loss by throttling. This is not so. 
From the point a to the point b the valve is open enough to give 
free access to the cylinder, and accordingly the pressure within the 
cylinder is not appreciably lower than that without ; but here the 
valve begins to contract its opening at the very moment that 
the piston is moving most rapidly, the pressure falls and is a couple 
of pounds per square inch below atmosphere when it closes. 
When closed, the spark does not at once take effect, so that the 
pressure has become 1 1 lbs. per sq. in. total before the igni- 
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tion begins to cause a rise. Then the ignition itself takes some 
time to be completed, here about ^ second ; tlie piston lias, 
therefore, moved through a further one -and-a-half- tenth of its 
stroke and the heat given by the explosion is not added at strictly 
constant volume, as required by theory. Apart altogether from 
loss of heat to the cylinder walls, this diagram is mechanically im- 
perfect. The valve arrangements should be such that no loss is 
incurred in charging and that the explosion follows so rapidly that 
the pressure in the cylinder has no time to fall by exiiansion, 
after closing the admission ; the explosion, indeed, should at once 
follow the cut-off. In the best of the three lines the pressure has 




Fig. 25.- I.enoir iLngini; Diagram. 

iallen to nearly 11 lbs. total, and the maximum pressure of the 
explosion is 48 lbs. per square inch total. The average of the 
three lines gives a pressure divided over the whole stroke of only 
8-3 lbs. per square inch, which, assuming the diagram from the 
other end of the cylinder to give similar results, gives a total ot 
2 indicated horse power at 50 revolutions per minute. This is 
an exceedingly poor result for so large an engine. The apparent 
indicated efficiency is much below that of a theoretical diagram 
using the same expansion. Fig. 25 shows in dotted lines a 
diagram which will have the same efficiency as the actual diagram 
(best of the three lines). If the temperature of the entering 
charge has been raised to 100° C, as stated by Mr. Slade, then 
the point c upon the diagram corresponds to that tempera- 
ture; the point d will correspond to a temperature of 2055° C. 
absolute, as the volume has increased from 0-4 id o-=j atvi 'Jcie 
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1534" 
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623^ 
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l^ressure from 1 1 lbs. to 147 lbs. per square inch total at the point 
e, I'he area of the part of the explosion curve ^^/may be taken 
as equal to the part of the diagram cfg which is resistance due to 
the valve action ; the work done upon the piston by the one part 
balances the loss by the other ; both portions may therefore be 
neglected, the dotted lines representing the apparent diagram 
efficiency. 

The temperatuies for calculating maximum possible efficiency 
are as follows — they are also marked upon the diagram 

X . • • • 

X • • • ■ 

» • • • • 

/I 

w • • • • 

Calculating e from formula (17) p. 57 

T-/ 

= I - (1534- 12 46) r 1408 (1246 - 623 ) 

2035-623 

= 0-175. 

The apparent indicated efficiency for the best of the three 
lines is 01 75. If it were constantly repeated, the actual indicated 
efficiency may be obtained by multiplying by the efficiency of the 
gas in the mixture used to get the explosion. The numbers got 
from explosion in a closed vessel do not quite represent the con- 
ditions of loss in a cylinder with a moving piston. In the first 
case the loss ot pressure and temperature is due solely to the 
cooling effect of the vessel's walls; in the second the moving 
piston reduces pressure and temperature by expansion, and at the 
same time increases the surface exposed. The increased surface, 
however, will not increase the rate of cooling, as the volume is at 
the same time increased in a greater proportion. It has been 
already shown that cooling of a heated mass of gas is indepen- 
dent of the pressure, and depends on the ratio of surface to 
volume. 

In the engine the volume of the hot gases becomes doubled by 
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expansion, but the surface exposed does not double; the cylinder 
surface increases with the volume, but the piston area and cylinder- 
cover area remain the same, so that the proportion of surface to 
volume diminishes instead of increasing. The heat lost to the 
cylinder and piston and cover in the engine will therefore be no 
greater than that lost to the enclosing wall of the experimental 
explosion vessel in a similar time. It will indeed be somewhat 
less, as in the time taken doing work the temperature will fall by 
heat disappearing as work. With the closed vessel the fall is due 
solely to cooling, so that the average temperature during the time of 
exposure is higher. More w^ork is urgently required by careful 
physicists to get accurate data. At present the approximation to 
the efficiency of the gas in different mixtures by closed vessel 
experiments is the best that can be had; it cannot be greatly in 
error. The efficiencies obtained from the indicator diagram and 
the author's experiments will be lower than the truth, the more so 
the greater the expansion. With engines as at present constructed 
the difference is but small. 

The mixture requiied to give a temperature of 2035° C. absolute 
is, for Oldham gas, i gas 6 air, and the average pressure during 
o*3 sec. from complete explosion is 63 lbs. per square inch above 
atmosphere, nearly. The time taken to expand in the engine 
after explosion is 0*3 sec. ; the pressure which should be produced 
by the explosion of this mixture, if all the heat of the gas went 
to heat the air and products, 192 lbs. per square inch above atmo- 
sphere. That is, the difference between 192 and 63 has gone in 
heat suppressed at the moment of complete explosion and heat 
lost while exposed to the influence of the vessel walls during the 
same period as the effective stroke of the engine. 

The efficiency of the gas in the mixture is therefore 

--^- = 0*33 nearly, 

that is, only one-third is really effective in raising temperature. 
The actual indicated efficiency will, therefore, be only one -third 
of the apparent. Three times the amount of heat accounted for 
by the diagram is required to make the gases used in the explosion 
show the temperatures and curve of the diagram. 
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A|)]urent indicated efficiency X efficiency of gas -= actual 
indicated efficiency ; 

o-i7S X 033 = 0058 

The actual indicated efficiency uf the engine is o'o58 or 5S 
[>er cent, if this diagram be constantly repeated; but as it is the 
best ofthe three hnes it recjuires correction. Taking the worst of the 
three diagrams, fig. 14 shows the temperature as follows : t, 2035'' 
absolute; i', 1697° absolute ; ',797°; /', i!43° absolute. 

The apparent indicated efficiency is e = 0'i26, 

The actual indicated efficiency is o'i26 x 0-33 = 0-0495 "'' 
4-95 per cent, of the total heat given to the engine. 

Tresca calculates the heat transformed into work by the Lenoir 
tested by him as 4 per cent. 
I The mean of the best and worst of these diagrams is 

which is higher than the result obtained by this distinguished physi- 
cist ; but the difTerence is sufficiently accounted for by the differ- 
ence in the dimensions of the engines, Tresca's was only half- 
horse, Slade's nas two horse. 

The Lenoir engine used mixtures ranging in composition from 
I gas and 6 vols, air to i vol. gas and 12 vols, air, depending upotti 
the amount of work upon the engine; when there was little work 
the governor was arranged to throttle the gas and so diminish the 
proportion present. This was a bad plan, as will be explained in the 
chapter upon governing. But the effect was to make the engine 
use all grades of ignitable mixtures from the strongest to the 
weakest. Apart, however, from all intentional arrangements for 
governing, these engines tended to govern themselves. An increase 
of speed always causes the proportion of gas in the mixture to 
diminish, because the resistance of the small gas port to flow 
increases more rapidly than the larger air port It follows that if 
the ports are proportioned to pass certain volumes at a low rate of 
speed, at a higher rate the proportion is disturbed, the smaller 
port giving a greater proportional resistance. The effect is seen 
in all the diagrams, the ignitions become later and later as the 
mixture diminishes in inflammability, and after attaining a certain 
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dilution, ignition ceases altogether, or becomes too slow to be of 
any practical use. In the Lenoir type of engine too slow ignition 
is an unmixed evil, as the theory of the engine requires rapid igni- 
tion. In it the loss of efficiency due to valve and igniling arrange- 
nients is considerable. The electric ignition is very delicate and 
troublesome. To overcome the defects of the Lenoir, Hugon 
introduced his engine, which in some respects was a considerable 
advance. 

HucoN Engine. 
The Hugon engine, like the Lenoir, exploded the charge drawn 
into the cylinder by the piston at atmospheric pressure : in it, 
however, greater expansion and more dilute mixtures were used. 




Kugon Engine Cj-lindtr, 



Fig 26 IS a sectional plan showing valves, passages and the 
cyLnder and piston Fig. 27 is a transverse vertical section 
through the cylinder at the line ab. The admission of the charge 
and the enpellmg of the exhaust are accomplished through the 
same passage so that the cylinder has only two ports, as in the 
steam engine two \alves are used, one working outside the other. 
The inner vaht has hve ports, two for admitting the charge, ore 
for exhausting, and two for carrying the igniting flame, The 
Ignition by flame nas first accomplished in a workable manner by 
Hugon, although it had been described in several patents long 
b( fore his time 

Ihe ports marltJ j i in the inner slide a. ate a>duC\s^\QW, *i& 
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ports marked 2 2 in the inner slide are igniting, ports ; the port 3 
is the exhaust passage, alternately communicating with each end 
of the cylinder by ihe long ports 4 4 to the exhaust port 5, pre- 
cisely as in a steam enfjine. The action of the admission ports 
is somewhat novel The object is to secure a rapid opening and 
cut-off, bringing the igniting flame on immediately after closing 
the cylinder. The valve Js actuated from a cam. When the 
piston is at the end of its stroke and is moving forward, the 
valve A is moving in the same direction, the jjort 3 is allowing 
the exhaust gases to escape from the other side of the piston, the 
port I is open to the cylmder and is communicating through the 
port 6 or 6, in the outer slide b, with the air and also with 
the gas supply. When the piston has taken in sufficient charge, 
the cam moves the shde a suddenly forward, so causing the |wrt i 
to close on the outer side but not on the inner ; the igniting 
port comes on and llie flame burning in it inflames the mixture, 
ftliing the engme port, from whence it spreads into the cylinder 
itself. As the inner valve cuts off when moving in the same 
direction as it does «hen o|>ening, it is evident that it must cross 
back again, to be in the position required to commence opening 
at the correct lime. While crossing, unless the communication 
with the atmosphere and gas supply is stopped in some other way, 
it will open at the wrong time ; to prevent this, the outer valve 11 
is provided. It is actuated from a pin projecting from the main 
valve A ; this pin 7 works in the slot 8, and while the main valve 
is moving forward after cutting off, the pin strikes the end of the 
slot and carries the outer valve with it, causing it to close the port 
in the cover which it commands. A small plate and spring give 
friction enough to keep the valve in position till it is moved in 
the other direction. When ths main valve returns, although its 
ports open on the engine ports, the outer ends are blinded by the 
outside valve which is not again opened till the main valve has 
r.insed. By this ingenious contrivance, a rapid admission and 
cut-off are secured with one cam and the main and auxiliary 
slides. The engine from which these details are taken is in South 
Kensington Museum- and is rated at J-horse power. The valves 
are arranged lo cut off at about one-third stroke. 

The cylinder is 8i\ diameter and 10 in. f^troke. The clearance 
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spaces due to the long ports 4 4, the v'alve ports open to the 
cylinder at the moment of explosion, and the space into which the 
piston does not enter, make up in all a proportion of products of 
combustion equivalent to nearly thirty per cent, of the entire charge. 
The effect of this is to cause a considerable difference between 
the nature of the mixture in the port and that in the cylinder 
itself, the port mixture being much more inflamiiiable than that 
in the cylinder. As a consequence the ignition is more rapid 
with weak mixtures than in the Lenoir. The gas is supplied to 
the air port in regulated amount by means of a bellows pump 
worked from an eccentric on the crank shaft ; it mixes with the air 
in passing through the valves and port ; the products of combustion 
are therefore completely expelled from the port, and nothing but 
pure mixture left to be inflamed by the igniting arrangement. 
The gas for the internal igniting flame is supplied also from a 
bellows pump under slight pressure. This flame is extinguished 
by each explosion, and is relighted when the port opens again to 
the air by a constant external flame. The action of the exhaust 
port in the main slide is so evident as to require no other 
explanation than that aiforded by the drawing. 

The engine works very smoothly, and is a great improvement 
upon Lenoir in certainty of action ; all the trouble with the 
battery and coit is very simply a(oided. To prevent overheat- 
ing of the piston, water is injected by means of a tap ; it is 
adjusted so that each suck of the engine drawing in mixture also 
takes in enough water to keep the piston at a reasonable tempe- 
rature. In this the engine was successful ; it was capable of 
harder and more continuous work than the I-enoir, and was in 
every way more certain in its action even with a considerable 
variation in the composition of the explosive mixture used. The 
only parts which gave trouble were the bellows pumps controlling 
the gas supply to cylinder and igniting port ; these were made of 
rubber, and deteriorating after some use gave trouble by leaking 
and occasional bursting. In some of the engines Ln use they 
were replaced by metal pumps and a mixing valve. With these 
additions the engine in the Patent OflSce Museum ran for many 

Diagrams ani Gas Consu7iipticn.—Kzza\^\x\% to Professot 
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liTresca, the gas consumed by a Hugon engine of a-horse powa 
IS 85 cubic feet per indicated horse per hour. 

Fig. 28 is a diagram taken from 
a i-horse engine by the author. 
The engine was indicating 078 
horse power, the average pressure 
J being 3-9 lbs., and the maximum 
^ 25 lbs. per sq. in. The card shovrs 
" considerable delay in explosion after 
= cut-off, notwithstanding the rapid 
^ movement of the igniting slide. 
1 
g BiscHOFF Engine. . 

'^ The consumption of the non- 

compression type of engine is too 
^ high to permit of its use in any but 
g the very smallest machines ; accord- 
g ingly the Lenoir and Hugon engines 
^ have long disappeared from the 
market, and the type survives 
a mainly in -the Bischoff, which is 
" specially designed for small powers, 
S mostly under half-horse. It is an 
5 exceedingly ingenious httle engine, 
a, and presents many interesting pe- 
3 culiarities. 

\ Fig. 29 is a side elevatioij, part 

3 in section ; fig. 30 a section arranged 
i to explain the valve action. In both 
figures the similar parts are marked 
with similar letters. There is no at- 
tempt to gain economy by attention 
to theory ; the aim is to get a small 
Viworkable engine with the least possible complication. In this it is 
! successful. To avoid the complication of a water-jacke^ 
fte cylinder and piston are so arranged that healing is allowable. 
Tie engine is upright and very peculiar in appearance, the 
^linder has cast on it a number of radiating ribs, which by 
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contact with the air cause conduction of the heat more rapidly 

than would otherwise occur. The temperature, however, becomes 

very high, and provision is made to prevent injury to the piston. 

I It is fitted loosely to the cylinder and has no rings, the connecting 




Biscliofr Engine. 



rod arrangement is seen in the figure (29) ; it takes the thrust of the 

explosion in tension, and almost without side pressure upon the 

guide. Any side pressure upon the guide is quite prevented from 

I reaching the piston, and it consequently is never rubbed against 
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ihe cylinder. The pressure of the explosion is so slight that the 
leakage is not serious even without rine;s. The piston moves up, 
taking in the charge, the air through the valve i, fig. 30, which is 
simply a piece of sheet rubber backed by a thin iron disc The 
pressure of the air opens, and the explosion closes it ; the valve a, 
fig. 39, similarly made but smaller, admits the gas; the mixture 
does not form till the gases have passed the point 3, fig, 30; 
therefore the explosion does not spread back to the valves 
\Vhen the piston gels to the point 4, it crosses a small aperture 5 
covered by a light hjnging valve ; a flame burning outside in the 
flame chamber is drawn in. The explosion then occurs, and the 
pressure at once closes all valves and propels the piston. On the 
return stroke, the piston valve 7 opens to the exhaust pipe 8, at the 
same time closing the passage to the air admission valves. 1116 
cylinder proper requires no lubrication ; the guide requires a 
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little, but the projection of the cover and a draining hole prevetit 
accumulation and overflow of oil into the cylinder, This pre- 
caution is very necessary, because of the high temperature of both 
piston and cylinder; without it speedy charring and choking 
up of the cylinder would result The arrangements are crude 
and the engine is somewhat noisy, but it is very reliable, and suits 
the purpose for which it is designed exceedingly well 

Diagrams and Gas Consumption. — The diagram is very similar 
to the Lenoir. Fig. 31 is a diagram taken from a i-man power 
engine by the author. 

The consumption is, as might be expected, rather higher than 
Lenoir. According to tests made at the Stockport Exhibition it 
D cubic feet per actual horse power per hour. 




n power Bischoff Engii 
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^^ses 120 cubii 
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TvPL {Is). 
Free Piston Fiipnes.^'Yhe very hij^h consumption of gas 
common to the engines described prevented their extended use, 
and set inventors to work to produce some method which would 
give better results. It was very obvious that there was a large 
loss of heat; the trouble with cylinders and pistons made this 
abundantly evident Devices proposed for increasing power by 
the injection of water spray, and steam, in various ways failed 
to produce good effect except in aiding lubrication. The inventors 
nf the day seem to have reasoned somewhat in this fashion. The 
force generated by an explosion of gas and air is an exceedingly 
evanescent one, a high pressure is produced, but it lasts only for 
a very short time ; if work is to be obtained before loss by 
cooling absorbs all the heat, it must be done rapidly. The 
reason why the Lenoir and Hugon engines give so poor a result 
is a too slow movement of iiiston after the explosion. Therefore, 
if a method can be devised permitting greater piston velocity, 
better economy will be obtained. In this reasoning there was 
considerable truth. It has been already proved that the shorter 
the time of contact between the charge after explosion and the 
enclosing walls, the greater will be the efficiency of the gas in the 
mixture. But this only holds within certain limits. If the expan- 
sion is too rapid before explosion is complete, then a loss instead 
of a gain will occur; the expansion should not commence till 
maximum pressure is attained or it will cause a loss of pressure. 
Indeed, it is quite conceivable that in engines of the Lenoir type, 
the expansion might be so rapid, relatively to the rate of explosion, 
that no increase of pressure at all resulted; in which case no power 
whatever would be obtained. The gain then to be expected 
arises from rapid expansion after complete explosion. This has 
been carried out by several inventors by the free piston method. 
Instead of expending the force of the explosion upon a piston 
rigidly connected to a crank, the piston is allowed free movement. 
The explosion launches it against the atmosphere ; it acquires 
considerable velocity, which is expended in compressing the 
exterior atmosphere, that is, in producing a vacuum in the cylinder. 
When all the ener^ of motion is expended, the piston comes to 
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rest, and ihc aimospheric pressure forces it back again. So soon 
as the return movement commences, a clutch contrivance engages 
thesbaft and drives Jl. Engines of iy]je lAmay bedescribedas— ' 

Engines using a gaseous explosive mixture at atmospheric 
pressure before explosion ; the explosion acting on a piston free to 
move without connection with the crank shaft, the velocity being 
absorbed by the formation of a vacuum. The power is given to 
the shaft on the return stroke under the pressure of the atmo- 
sphere. 

As has been stated in the historical sketch, the first to propose 
this kind of engine were Barsantt and Matteucci, 1857, but the 
difficulties were not sufficiently overcome until the invention of 
Otto and Langen, 1866. 

Ot(o and Lanj;cn £npiie. — This engine consists of a tall vertical 
cylinder surrounded by a water jacket ; in it works a piston which 
tarries a rack instead of a piston rod ; the mouth of the cylinder is 
o]ien to the atmosphere. Across the top of the c\ Under is carried 
the fly-wheel shaft ; it cannot be called the ciank shaft because 
there is no crank. On the shaft there is a toothed wheel which 
engages the teeth of the rack ; it runs freely on the shaft while the 
piston is on its upward stroke, but by an ingenious clutch arrange- 
ment it grips theshaft when the piston moves down. The shaft is 
therefore free to rotate in one direction and the piston is free to 
move up without restraint, but in moving down it gives the impulse 
The shaft is carried on bearings bolted to the top of tht cylinder, 
which forms a strong and convenient column for nrrjing the 
mechanism required to accomplish the c\rle of the engine, 
the lower end of the column is phced a slide valve which perlorms 
the treble duty of admitting, igniting and discharging It is driven 
from an intermediate shaft, intermittently as determined by the 
governor of the engine. When working at full load the move- 
ment of a small crank actuated from the shaft lifts the rack and 
piston through some inches, taking m tht. charge through the slide 
valve, which then moves further and br ngs in the igniting flame. 
The explosion ensues and shonts up the piston with consider- 
able velocity, the pressure rapidly falls b\ expansion and soon 
gets to atmosphere. The piston hone\er his been n ov ntj freely 
and therefore has done no work all the tncr;,) of the i.\[lusion, 
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i5wever,has been given toil. Thepiston has ihe energy of explosion 
in the form of velocity ; it moves on, the pressure beneath il falling 
below atmosphere unlii all its energy of motion is absorbed in 
forming the vacuum. When this occurs it ceases its upward flight 
and returns, the outer atmosphere driving it back, and as the clutch 
>ias engaged the shaft, an impulse is gnen. The actual work is 




therefore done by the atmosphere on the down stroke, the explosion 
being spent in obtaining energy in a form conveniently applic- 
able. If no cooling of the hot gases occurred upon the down 
stroke the compression line would return to the point where the 
expansion line touched atmosphere ; then the exhaust valve would 
open and ihe gases would be discharged al aVKios^Va-nt ijx^^os.^ 
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In ihal rase llie work done by the atmosphere and weight of pislon 
on the downward stroke would exactly equal the energy of the ex. 
[ilosiun while tailing Ijy expansion to atmospheric pressure. Butthe 
cylinder dues cool the gases while on the upward and downward 
stroke, so that the expansion line does not return upon itself ; the , 
amount of full below the expansion line is gain and is added to the ' 
energy of the explosion just as the condenser adds to the efficiency 
of the expansion of sieam. The exhaust gases are expelled by the 
piston and a new stroke is commenced. At full power the piston 
makes about 30 strokes per minute, the shaft rotating about 90 
revolutions [)er minute. The governor of the engine is so arranged 
that when the speed becomes too great, a lever disengages a pawl 
from a ratchet and disconnects the small crank lifting the piston. 
The charge is not taken in till the speed falls, and then the pawl 
Lib again allowed to connect the small crank to the main shafL 
BThe ignition slide gets its motion from the small crank shaft, so that 
. arrested or moved along with the piston. The piston 
lins at the bottom of the stroke till it is wanted for another 
Explosion. 

Fig. 9, p. 21, shows the general arrangement of the engine, and 
iflg 3* isa vertical section showing the clutch and section of the slide 
Fig. 33 is an elevation, part in section, 
s the cylinder ; b is the piston to which is attached the 
rack c ; D the toothed wheel containing the clutch engaging 

■ the rack to the power shaft. The rack is strongly guided. e is 
I'the fly-wheel shaft on which is keyed the fly wheel f and ihc 

■ driving pulley G ; h water jacket ; 1 the port for inlet of the 

■ explosive mixture and discharge of the products of combustion ; 
\%. the slide valve serving lo admit, to ignite the charge and to dis- 
fcharge the products of combustion ; it is actuated from the small 

shaft I- by the pin m ; the ratchet n and the pawl o connect the 
small shaft to the main shaft when requisite, as determined by the 
governor lever p. 

This engine is the result of great care and labour on the part 
of the inventors; it is greatly superior in economy and efficiency 
to any preceding it, and its only fault is its excessive bulk and 
weight and the great noise made by it when in action. The whole 
of the energy of the explosion being expended in giving the piston 
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velocity, just as in a cannon, the recoil is considerable. So 
serious is it that none but the very smallest engines can be iitaced 
upon upper floois without special strengthening. The author has 
seen an engine at work where the vibration produced was so great 
that props were put under the engine from floor to floor through 
four floors to get a solid resistance in the basement. 




Fig. 33.--Olto and Langen Engine (clev.ilion). 



In olher cases strong iron beams placed diagonally at the angle 
of a stone wall carried the engine; notwithstanding these precau- 
tions much vibration was caused. These difficulties did not 
seriously affect the sale of the engine for small powers, but they 
quite prevented it being made for powers above 3-horse. The 
■ dutch also is a matter of great dif&cuUy, t\\e ^Uo\ft yi-«w <il ^wi 
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engine passes ihrougli it and it must aci freely and instantaneously. I 
The faintest bacic lash would allow the accumulation of so much I 
velocity by the return that even a strong arrangement would be I 
dcBiroyed. For this reason the pawl and ratchet of Barsanti and ] 
Matte uccj failed completely- 




Messrs. Otto and Langen's clutch is one of the main points of 
* their invention and is excellent. It is shown in detail at fig. 34. 
The part a is keyed to the shaft; on it runs the part, b cMrying 
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the teeth engaging the rack. So long as b moves in the direction 
of the arrow 1, or is stationary, a revolves freely with the shaft in 
the direction 2. The steel slips r,r,r,r are wedge-shaped on the 
back, so is the interior of the part b at the positions d^ d, d, d. 
So long as the rack is stationary or ascending, the steel rollers 
^, ^, ^, e, run freely clear of the inclined surfaces ; immediately the 
rack moves down at a rate greater than the movement at a, then 
the rollers are firmly wedged between the two inclined surfaces 
and the steel slips <r, <r, <r, c grip the part a firmly and drive the 
shaft When the bottom of the stroke is reached the wedges loose 
again and the piston is free. 

Diagrams and Gas Consumption. — The author has made a set 
of experiments upon an engine of 2-horse power working with 
Oldham coal gas. 

The cylinder is 12*5 inches diameter and the longest stroke 
observed was 40*5 inches. Working at the rate of 28 ignitions 
per minute, the indicated power was 2*9 horse, and the gas was 
consumed at the rate of 246 cubic feet per i.h.p. per hour. The 
brake power is 2 horse, so that the brake consumption is at the 
rate of 36 cubic feet per horse power per hour. This does not 
include the consumption of the side lights which is in all 12 cubic 
feet per hour. 

Fig. 35 is a diagram from the engine when at full power. 

The full line is that traced by the indicator, and the dotted 
line is the real line of pressures marred by the oscillation of the 
indicator pencil. 

Professor Tresca tested a half-horse engine at the Paris Ex- 
hibition of 1867; it gave 0-456 brake horse, and consumed gas at 
the rate of 44 cubic feet per brake horse power per hour. This es- 
timate did not include the side lights. The author's test gives a 
better result than that of M. Tresca, but this is due to the fact of 
the larger engine being used. It is probable that a 3-horse engine 
would give a consumption of about 30 cubic feet per brake horse 
power per hour. 

The interest excited by the engine at the time of its first trial 
was naturally great, and many explanations were advanced of the 
cause of its superiority over the Lenoir and Hugon engines. 
Strangely enough the theory of the engine has b^tw ^.t b^^\. V^vjS;. 
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imperfectly stated by previous writers; some indeed have falleh 
into grave error respecting its action. It is therefore essential 
that it should be somewhat fully considered here. 
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The name by which it is most widely known is in itself mis- 
leading. Atmospheric gas engine at once suggests the Newcomen 
steam engine and further suggests the substitution of flame for 
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steam, vacuum in both cases being supposed to be produced by 
condensation. In the steam engine the name truly describes the 
action : the piston is drawn up, the cylinder filled with steam at 
atmospheric pressure and the steam condensed by a water jet ; 
then the atmosphere presses the piston down and gives the power. 

In the gas engine cooling has little to do with the production 
of the vacuum ; the vacuum would be produced and the engine 
would act efficiently without any cooling action of the cylinder 
whatever. The diagram fig. 35 proves this very clearly. While 
the piston is moving from the point ^7 to ^ by the energy stored 
up in the fly wheel, the charge enters the cylinder; at b the piston 
pauses, and, the igniting flame being introduced, the charge ex- 
plodes, the pressure rises to 54 lbs. per square inch above atmo- 
sphere. The appearance of the explosion curve does not indicate 
truly the rate of increase, because the piston is completely at rest 
till the pressure puts it in motion. The piston moves up impelled 
by the pressure of the explosion; as it moves the gases beneath it 
expand and therefore the pressure falls. At the point d the pres- 
sure is again level with that of the outside atmosphere; here the 
explosion ceases to impel the piston and, the pressure in the cy- 
linder falling, the atmosphere presents a continually increasing 
resistance. But while the piston is passing from the point b to dj 
the pressure has been falling from 54 lbs. above atmosphere to 
atmosphere; the average pressure upon it through this distance is 
12*6 lbs. per square inch; as the distance is 1*3 feet and the piston 
area'is 1227 inches, 2010 ft pounds have been expended upon it. 
What becomes of this work ? In an ordinary engine it would be 
communicated to the crank, and if no load were on, the crank 
would give it to the fly wheel. Here there is no crank and the 
piston is perfectly free, the piston alone contains the energy- ; its 
weight has been raised through i '3 feet and the balance of the 
energy is stored in it as velocity of upward movement. 

It must therefore continue to move up till its energy of motion 
is expended in compressing the atmosphere, in raising the piston, 
and in friction. If friction did not exist and the piston was indefi- 
nitely light, then the portion of the diagram bed would be equal 
in area to the portion def^ that is, the work expended by the ex- 
plosion in giving the piston velocity would be ec\ual to tKe H(Ck\VL 
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expended by the atmosphere in bringing it to rest again. Once 
at rest the vacuum produced allows the piston to be driven down 
again, this time to give up its energy to the motor shaft. 

As the piston in this engine weighs ii6 lbs. the work spent in 
raising it through i*3ft. is ii6 x 1*3 = 1 50*8 ft. pounds; deduct 
this from the totil work; and 2010 — 151 = 1859 ft. lbs. is the 
energy of motion of the piston. 

The relation between energy, mass and velocity is 



E = 



MZ/« 



E = energy in absolute units. One foot pound = 32 absolute 
units. 

M = mass in pounds. 

V = velocity in feet per second. 

The velocity is therefore t' = a /?5 

and 

£=1859x32 = 59488 absolute units. 



M= 116 



^^ = A / 5^ — = 32 nearly. 



The velocity of the piston at the moment when the explosion 
pressure has been expended and the internal and external pressures 
exactly balance is 32 ft. per second or 1560 ft. per minute; at no 
point of the stroke in any ordinary engine, steam or gas, is such a 
high piston speed possible. This explains the recoil of the engine. 
But this is not the average. The piston has attained 32 feet per 
second after moving through i '3 feet ; the time taken to move that 

distance is / = ^ / ?_ when / = time in seconds. 

s = space passed through. 
V = velocity, 
and J = 1*3 feet z; = 32 feet. 

^ = A / ^ = 0*28 second. 

V 32 

The piston has taken 0*28 second to move through the 1*3 
feet ; its average velocity during the action of the explosion is 
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therefore 4*64 feet per second or 278 feet per minute. This, 
although high, is not greatly in excess of that used in the Lenoir 
and Hugon engines. It is less, indeed, than the average piston 
speed now used in modem compression engines, 300 to 400 feet 
per minute being common. If no cooling by the cylinder occurred, 
the line c df would be adiabatic, and the return line fg would 
coincide with the expansion line df\ the portion of the vacuum 
diagram defxs due solely to the energy of the explosion, the part 
dfg is due to the cooling of the gases. If cooling did not act at 
all, the area ^r^/ would be greater, and therefore def which is its 
equivalent, would also be greater, that is, the vacuum produced 
would be greater if no cooling whatever existed. 

The theory of its action generally held at the time of M. Tre sea's 
exj^eriments seems to have been as follows : 

The work of fhe explosion consists simply in pushing up the 
piston and filling the space behind it with flame, which flame is 
cooled by contact with the cylinder, and a vacuum results. The 
flame is considered as analogous to steam, and the cooling as 
similar to condensation as in the Newcomen engine. The inven- 
tors of the engine seem to share this erroneous idea ; certainly 
M. Tresca did, as in his report upon the engine he says : * There 
is, therefore, between the older machines and the new one this 
difference of principle, that the pressure in the cylinder can never 
descend below the atmospheric during the upward stroke. The 
negative force of the atmospheric pressure, useless as it was, be- 
comes utilisable. . . .' He clearly considered that the pressure 
during the upward stroke was expended only in lifting the pistcn 
through a certain height, and as soon as it fell to atmosphere the 
piston stopped and the cooling caused a vacuum, the work being done 
by the falling of the piston and the pressure of the exterior air. 
If the cooling really caused the vacuum, the diagram would be 
quite different ; instead of the pressure touching atmosphere at the 
point d^ it would not touch till the point e at the end of the stroke. 
The pressure would then abruptly fall to / and the piston would 
returns M. Tresca observed that the pressure did fall below 
atmo&phere before the end of the stroke, but he considered it as a 
defect. * In reality the piston rises in virtue of the swiftness ac- 
quired to beyond the position at which there would b^ ^Q^\\fev\N\\xv 



I 145 Tke Cos Engine 

\ bitwccr (lie interior and exterior pressure. Bui ihal one sr 
I loss of power is amply compensated for by the atmospheric pa 
I vf the downward stroke.' 

I The i-cry principle of the engine really depends u|Kin this 

I of pressure which was considered by M. Tresca a defect ; it is 
I only way to store up the power of the explosion so that it maybe 
I Available on the downward stroke. If the pressure did not fall, 
I the jiiston would require to be projected io'5 feet into the air to 
I absorb the energy of the explosion in its mass alone ; by the fall 
I of pressure it is absorbed with the smaller movement of r'8 feet 
I The only part of the diagram due to cooling is the part dfg, not 
more than one fifth of the total area representing «ork done by 
the engine. 

L The superior economy, it is evident, cannot be altogether due to 

I greater piston velocity ; thepiston velocity, although considerable, 
I is not superior enough to that of Lenoir and Hugon to account 
I for all the difference. There must exist other points of dissimi- 
I larity. In the Lenoir type of engine the strokes were numerous 
\ and the gas consumed per stroke on the whole smaller than in 
I Otto and Langen engines of equal power : the latier used fevr 
[ strokes but large cylinders ; proportionally the cooling surline 
I exposed was thus diminished. Then the piston is at rest ureII 
I the explosion puts it in motion ; the pressure gets time to lise to 
1 its maximum before the piston moves and expands the space. 
I Maximum pressure is attained at constant volume as required by 
I theory ; at the same time the piston and cylinder remain cool be- 
\ cause of the infrequency of the strokes. The entering chaise is 
\ therefore but slightly heated before explosion, and the explosion 
I gives a better pressure for a smaller elevation of temperature. 

The most potent cause of improvement, however, is great eS' 

pansion : ihe large cylinders allow an expansion of to limes the 

volume existing before explosion, and so gain, first by expanding 

10 atmosphere, and second by the cooling which lollows the furthei 

expansion. A comparison of the actual diagram with the theo- 

treiical reveals some interesting peculiarities which seem hitheito 

Etc have escaped observation. The maximum pressure on the 

fdiagram, which is above the true pressure, fig. 35, is 54 lbs. above 

Jaimosphere, corresponding to a temperature of 1355° absoluie. 
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The mixture exploded contains i volume gas and 7 volumes air 
(Oldham gas) ; if all the heat present had been evolved by the 
explosion the pressure should have been 168 lbs. above atmo- 
sphere. At the maximum pressure only 32 per cent, of the heat has 
been evolved, leaving 68 per cent to be evolved during the ex- 
pansion. The line ^^ is very much above the adiabatic, so much 
so that the curve ^ ^ is nearly isothermal, the temperature at d only 
becoming 1305° absolute instead of 733°, which it should be if adia- 
batic The heated gases are therefore gaining heat from c to d^ and 
as the only source is combustion, it follows that the combination 
is not nearly complete at the maximum pressure. The 68 per cent. 
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Scale I in. =34 lbs. Diluted mixture, gas x vol., air 12 vols. 
Fig, 36. — Diagram from 2 h. p. Otto and Langen Engine (Clerk). 

of the total heat which has not appeared at the maximum pressure 
is scppeaaing during the expansion. The combustion seems to be 
nearly complete at the point d as the line de behaves as if cooling ; 
if adiabatic, the temperature at/should be 96 1 ° — it is 870°. During 
compression to atmosphere again, the temperature remains con- 
stant at 870° ; the cooling power of the cylinder is equal only to 
preventing increase which would otherwise occur. 

This effect is more evident with a more dilute mixture. Fig. 36 
is a diagram taken by the author from the same engine, but using 

L8 
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a mbcture containing i volume of gas and 1 1 votumes of air. Here, 
ihe nuuimum pressure is only 1 7 lbs. per square inch above atmo 
sphere. With complete evolution of heat it should be 103 lbs. ; tht 
maximum pressure in this case only accounts for 24 per cent, of the 
heat known to be present, leaving 76 per cent to be evolved durifj- 
expansion. The diagram affords the most ample proof that ^ 




' combustion is proceeding, the falling line shows a steady increase 
of temperature to the very end of the stroke. The temperatures 
are marked upon the diagram at the successive points ; taking tht 
temperature at the point i as 290° absolute, the points r,rf, e,/,gj\ 
are respectively 780°, 936°, 1092", 1107°, 1160", and 1225°, showi 
; ibroughout the whole expansion line, riglt 
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le end of the stroke. The consumption of gas per indicated 
HP rises very much in consequence, amounting to about 37 cubic 
feet per IHP hour. The power at ihe same time falls, so that 
t^ 30 explosions per minute are required to keep the engine going 
without load at 53 revolutions per minute. The cooling during 
compression is so slow that the temperature falis only from 1115" 
to 967°, from the point h to k. All the published diagrams examined 
'le author show this peculiar effect. Fig. 37 is a diagram |)ub- 
" by Mr. F. W. Crossley. Taking 80 lbs. as the maximum pres- 
;, which seems somewhat higher than is warranted by the dia- 
Bram, the oscillation of the indicator has been so excessive, thecor- 
fHponding temperature is 1873° absolute ; the expansion line cd if 
"diabatic would give at the point d a temperature of 1090°, the 
*<^a! temperature is 1044°. Within the hmits of error ihey may 
l*^ considered the same ; there is therefore combustion going on 
ffom e to d also. At the point e the temperature is 788° ; if adia- 
"3tic it should be 667°. It is quite evident that the whole of ihis 
Mpansion curve is above the adiabatic ; in the earlier part of the 
'diagram the oscillation causes uncertainty, but in the latter part 
"le measurement is true enough. 

The compression line ^^ is almost isothermal, 788''at «, cooling 
to 737= at ^. 

Fig. 38 is a diagram by Releaux taken from Schottler. 
It is manifesdy wrong, as the vacuum part is much too small 
and the maximum temperature is higher than has ever been ob- 
tained by any explosion of gas and air, but if taken as relatively 
correct the expansion line is much above the adiabatic 

From his study upon the explosion of gas and air mixtures in 
dosed vessels, the reader will be prepared to find that only a 
portion of the total heal present is evolved by explosion in any 
gas engine. That is, the explosion maximum pressure never accounts 
for the whole heat present as inflammable gas ; a portion is in some 
manner suppressed and is not evolved till long after the moment 
of complete explosion. Combustion is not completed till con- 
siderably after the completion of explosion. 

He will be unprepared, however, for such diagrams as figs. 35 
and 36, where the maximum pressure represents only o'jz and 0-24 
of the heat jffesent, and o-68 and 076 are evolved diHvn^ttiafawwi 
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stroke while Ihe pressure is falling. The explanation is simple. 
The case is quite different from that of the closed vessel or where 
the piston is connected to a crank. As soon as the pressure of 
Ihe explosion becomes great enough, the piston at once moves out 
and prevents further increase of pressure. The slower the rate ai 
which the mixture inflames, the greater will be the apparent sup- 
pression of heat ; thus the mixture i volume gas 7 air takes, in the 
closed vessel, o-o6 second to complete the explosion, but before this 
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Fig. 38.— 0«o and Langen. 

time has elapsed the piston is in rapid motion reducing the pressure 
before complete explosion. To get the maximum pressure i 
(vould be necessary to prevent it from moving till the explosion 
was complete. The weaker mixture takes 0-25 second to complete 
the explosion, and so in diagram, fig. 36, the temperature actually 1 
rises throughout the whole stroke. 

A heavier piston would be longer in starting tinder the pressure 
of ihe explosion and would so allow a.h\^h 'jtessute to be attained 
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n mixture. This explains Mr. Crossley's remark in reading 
e economical result than 
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with a 

his paper, that heavy pistons gave 
light ones. 

Giiies Engine. — The great 
success of the Otto and Lan- 
gen engine occasioned many 
attempts to improve upon 
it. Its merits and its faults 
were equally evident The 
recoil of the engine at every 
stroke was exceedingly trouble- 
some, and the noise of the rack 
and clutch could be heard at 
a long distance. Gilles of Co- 
logne invented an engine in- 
tended to retain the economy 
while reducing the noise. In 
it there are two pistons, one 
free, the other connected to the 
crank in the usual way. The 
free piston being at the bottom 
of its stroke and close to the 
crank piston, the latter moves 
a portion of ils stroke, taking 
in the explosive charge ; at a 
suitable position ignition oc- 
curs and the free piston is 
driven in one direction while 
the other completes its out- 
stroke. A vacuum is pro- 
duced between the pistons, 
and the free piston rod being 
gripped by a clutch is kept in 
its extreme position till the 
piston returns under the 
pressure of the atmcsphere. 
The clutch is then released and 
the free pistoa falls, expelling the exhaust gaae^. "^v^. -^-^ '^s. a. 
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section of the engine. Il is unnecessary to give further <iescri[>- 
lion, as the engine was not so economical or so simple as ihe 
eitrlier one. 

Type II. 

In engines of this kind compression is used previous to 
ignitioti, but the ignition is so arranged that the pressure in the 
motor cylinder does not become greater than that in the 
compressing pump. The power is generated by increasing 
volume at a constant pressure. Engines of Type II. are there- 
fore : 

Engines using a mixture of inflammable gas and air compressed 
before ignition and ignited in such a manner that the pressure 
does not increase, the power being generated by increasing 
volume. 

These engines are truly slow combustion engines ; in them there 
is no explosion. 

The most successful engine of the kind is an American invention; 
although proposed in i86a by the late Sir ^\'illiam Siemens, it was 
never put into practicable workable shape till 1873, when the 
American, Brajlon of Philadelphia, produced his well-known 
machine. 

MessHi. Simon of Nottingham introduced it into this country in 
1878. They added one thing only of doubtful utility — that is, the 
use of steam raised in the water jacket as auxiliary to the flame in 
the motor cylinder, 

Brayten E^nt. — In this engine there are two cylinders, com- 
pressing pump and motor. The charge of gas and air is drawn 
into the pump on the out-stroke and compressed on the return 
into a receiver ; the pressure usual in the receiver varies from 60 
to 80 lbs. per square inch above atmosphere. The motor cylinder 
lakes its supply from the receiver but the mixture is ignited as it 
enters, a grating arrangement preventing the flame from passing 
back; the mixture, in fact, does not enter the motor cylinder at all; 
what enters it, is a continuous flame. At a certain point the supply 
ofdame is cut off and the piston, moving on to the end of its stroke, 
expands the volume of hot gases to nearly atmospheric pressure 
before discliarge. 
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Fig. 40 is an external view of the engine Figs. 41 and 41 are 
sections of the motor and pump cjlinders The action is as fol- 
lows : — The engine is single acting, rece» ing one impulse for every 
revolution ; like all gas engmes it depends upon the energy stored 
up in the fly wheel to nrrj it thruuch those parts of its cycle 
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diameter, but ihe pump is only half the stroke of the motor, The 
vah*s aie actuated from a shaft running at the same rate as the 
main shaft and driven from it by bevel wheels. There are four 
ralves, all of the conical seated kind— two upon the motot, 
admission and discharge, two upon the pump cylinder, admission 
and discharge. The admission and discharge valves upon the 
motor are actuated from the auxiliary shaft by levers and cams, so 
is ihc pump inlet The pump discharge valve is automatic, rising 
at the proper time by the pressure of compression. During the 
down-stroke the pump takes in the charge of gas and air, forcing; 
it on the up-siroke into the receiver. From the receiver it is led to 
the power cylinder, passing by the inlet valve through a pair of 
perforated brass plates with wire gauze placed between them. 
Through this diaphragm a small stream of mixture is constantly 
passing into the motor cylinder ; before the engine is started, a 
plug is withdrawn and the current lighted ; a constant flame is 
therefore burning under the diaphragm. The mixture enters the 
cylinder through this flame, lighting as it enters; at all times 
during the exhaust pan of the stroke, as well as the admission, the 
stream of entering mixture, from the receiver, keeps up a small 
constant flame which is augmented at the beginning of the stroke, 
so as to fill the cylinder entirely, when the admission valve is 
opened. When the admission valve is closed, the bye-pass keejis 
the flame fed with sufficient mbrture to keep it alight. The 
pressure in the cj-linder thus never c ceeds that in the reservoir 
and the mixture burns quietly without spreading back. 

Figs. 40, 41 and 42. — a is the motor cylinder ; b the pump ; 
the beam and connections require no lettering ; c is the pump 
inlet valve (the pump discharge, which is an ordinary lift valve, is 
not seen in fig. 42, but is lettered d in fig, 40) ; E the motor inlet ; 
F the igniting plug which is withdrawn when the flame is to be lit 
before starting the engine (see fig. 82) ; g is the grating in section 
(see fig. 41); H the exhaust valve; the levers and cams are 
sufficiently indicated on the drawing ; the small pipe and Stop- 
cock I (fig. 40) communicates at all times with the reservoir and 
, supplies the constant flame with mixture. The engine worked 
t well and smoothly ; the action of the flame in the cylinder could 
not be distinguished from that of steam, it was as much within 
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^control and produced diagrams quite similar to steam. The flame 

1 grating was the weak point ■ it stood exceedingly well for a time, but 

I if by any arcident the gauze was pierced in cleaning, the flame 

went back, into the reservoir and exploded all the mixture — the 

engine, of coune pulled up as the constant flame having no supply 



\ 




k 



Fig. 41, — Braylon Engine, Fig. 42.— Brayton Engine. 

Section of Motor Cylinder. Section of Pump Cylinder. 

was extinguished. This accident became so troublesome that 
Mr. Brayton discontinued the use of gas and converted his engine 
into a petroleum engine. The light petroleum was ^u'm^i -wjaiv 
the gracing into a groove, filled with [e\l, tVie com^T£?avn^ -^Vi-OTJ 



156 



The Gas Engine 



then charged ihe reservoir with nir alone. The air in passing 
through the grating carried with it the petroleum, partly in vapour, 
part in spray; the constant flame was fed by a small stream of air, 
The arratigements were, in fact, precisely similar to the gas engine, 
except in the addition of the small pump and the slight alteration 
in the valve arrangements, T!ie difficulty of explosion into the 
reservoir was thus overcome, but a new dilBcuky arose — the 
cylinder accumulates soot with great rapidity and the piston 
requires far too frequent removal for 
cleaning. The petroleum pump is an 
exceedingly clever litde contrivance ; 
fig. 43 shows its details. The amount 
of petroleum to be injected at each 
stroke is so small that an ordinary force 
pump with clack valves would be un- 
certam Eraylon gets over this difficulty 
by substituting a slide valve driven from 
tht eccentric 

1 he plunger of the pump is no larger 
thm a black lead pencil, yet it dis- 
charges anj quantity, from a single drop 
per stroke up to full throw, with un- 
errmg certamty The plunger also is 
dnven from an eccentric. Both eccen- 
trics are m one piece and rotate on the 
end of the auxiliary shaft, driven by a 
pawl when the engine is in motion ; to 
allow of starting, the pump can be j 
moied by a hand crank independently. 
To start, the air reservoir is filled, if not 
n Petrokam Pump, already full, by turning the engine round 
by hand ; the plug f Is then withdrawn 
and a little petroleum thrown upon the diaphragm by a few turns 
of the pump. The cock i on the small pipe is then opened and 
a stream of air flowing from the reservoir vaporises the petroleum ; 
it is lit at (J, and the flame having enough air for combustion retreats 
to the grating and remains bumingwithin the cylinder. The plug 
is then inserted, the starting cock opened, and the erv£ii\e starts. 




Brayton 
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The flame remains alight during the whole time the petroleum 
continues to be supplied. 

The valves act well and the motor cylinder does not suffer 
from the action of the flame so long as it is kept reasonably 
clean. If the soot, however, is allowed to accumulate, it speedily 
cuts up. 

Diagrams and Gas or Petroleum Consumption. — Prof. Thurston 
of the Stevens Institute of Technolog)' tested a Brayton gas engine 
in New York in the year 1873. 

The following extracts are from his report : 

* The operation of the engine is precisely similar in the action 
of the engine proper and in the distribution of pressure in its 
cylinder, to that of the steam engine. The action of the impelling 
fluid is not explosive as it is in every other form of gas engine of 
which I have knowledge. 

* Upon the opening of the induction valve, the mixed gases 
enter, steadily burning as they flow into the cylinder, and the 
pressure from the commencement of the stroke to the point of cut 
off, as is shown by the indicator diagrams, is as uniform as that 
observed in any steam engine cylinder. The maximum pressure 
exerted during my experimental trial, and while the engine was 
driving somewhat more than its full raced power, was about 75 lbs. 
per square inch at the beginning of the stroke, gradually dimin- 
ishing to 66 lbs. per square inch at the point of cut-off, where 
the speed of the piston was nearly at a maximum, and then de- 
clining in accordance with the law governing the expansion of 
gases. 

* Complete combustion is insured by thorough mixture. This 
is accomplished by taking the illuminating gas and air, in proper 
proportion, into the compressing pump together, and the mixture 
here made becomes more intimate in the reservoir, and in its pro- 
gress towards the point at which it does its work. The constantly 
burning jet already described insures prompt ignition on entering 
the cylinder. 

*. . . the engine rated at 5 HP developed, as a maximum, 
rather more than its rated power. Its mean power during the test, 
as determined by the dynamometer, was 3*986 HP, the indicator 
showmg at that time 8*62 HP developed in iVv^ c^YvcAfcx. 'W'i 
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L amount of gas consumed averaged %2'ob cubic feet per indicatecB 
I HP per hour. 

'The excess of indicated, over dynnmomeiric HP is to bAl 
attributed to ihe work of driving the compressing pump and to tha 9 
friction of the machine. , 

'The greater portion of this appears both in debit and credilJ 
side of the account, since, although expended in the compressingj 
pump, it is restored again in the driving cylinder.' 

The consumption of 32'o6 cubic feet per horse hour is incor.l 
\ rect ; it is obviously unfair to include the pump diagram t 

s power. The author has tested an engine of similar con-l 
f siruclion and diaiensions ; he finds the friction of the mechanisiaS 




Fii;. 45. Di.iErams from Braylon'n Gas Engine. 

to be about i-horse ; adding this number to the dynamometricS 

power of Prof. Thurston, the legitimate indicated power may bel 

f taken as 5 HP, the consumption is therefore — - "^^ ° - =_^_ _, 

indthe gas per brake HP per hour is ^^U^J*^ = 6q-x. These 
3986 

I numbers, although showing improvement upon the Lenoir andJ 
I Hugon, prove that the engine was much inferior in economy to I 
rthe Otto and Langen engines. 

Mr. H. McMutrie, Consulting Engineer at Boston, took dia- 1 
grams from an engine of similar dimensions which confirm these I 
results. Fig. 44 is the diagram taken with full load, fig. 45 the 1 
diagram from the motor with no load on, the power being ji 
sufficicpt to overcome friction and pump losses. 
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Full Load Diagram. 

Area of piston 5026 sq. ins. 

Speed of pi ton . . . ... . i3o ft. per min. 

Mean pressu e 33 lbs. per sq. in. 

Pressure in reservoir 75 '4 lbs. per sq. in. 

Initial pressure in cylinder 68 lbs. per sq. in. 

Gross power developed 9 HP. 

No Load Diagram. 

Speed of piston 180 ft. per niin. 

Mean pressure x8 lbs. per sq. in. 

Friction and other resistance . . . 4*87 HP. 

Net available power 9 — 4*87 = 4 '13 

This power agrees closely with the actual determination by 
dynamometer. 

The author has made a careful trial of a Brayton petroleum 
engine rated at 5 -horse. The engine was made by the * New York 
and New Jersey Ready Motor Company ; ' it was sent to Glasgow 
and the following test was made at the Crown Ironworks on the 
2ist and 22nd February, 1878. The motor cylinder is 8 inches 
in diameter and the stroke 12 inches ; the pump cylinder is also 
8 inches diameter but the stroke is 6 inches. 

Diagrams were taken from both pump and motor by a well- 
naade Richards' indicator. At the same time the dynamometer 
was applied to the fly wheel fully loading the engine, readings were 
taken at regular intervals. The revolutions were recorded by a 
counter. The petroleum used was measured in a graduated glass 
vessel. 

The results are as follows : 

Test of Brayton Petroleum Fngine. {Clerk.) 

Petroleum consumed during one hour . . i '378 gallons. 

Mean speed of engine 201 revs, per min. 

Mean dynamometer reading 4 '26 HP. 

Mean pressure, power cylindt r .... 31 lbs. per sq. in. 

Mean pressure, air pump 27 6 lbs. per sq. in. 

Piston speed, motor 201 ft. per min. 

Piston speed, punrp 100*5 ft- P^r n^'in. 

Power indicated in motor 9*49 HP. 

Power indicated in pump 4*10 HP. 

Available indicated power , . . . . S'39 
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The power by the dynamometer is 4*26-horse-; therefore the 
mechanical friction of the engine is 5'39— 4-26=ii3 horse. 



Consumption of petroleum 
Consumption of petroleum 



0*255 galls, per IHP per hr. 
0323 galls, per actual HP per hr. 



Figs. 46 and 47 are diagrams from the motor and pump, which 
are fair samples of these taken. It will be observed that consider- 
able throttling occurs in entering the motor cylinder ; the pump 
pressure is higher than the reservoir pressure, and the motor pres- 
sure is lower, so that a double loss has been incurred. The prin- 
ciple of the engine is so good that the author anticipated better 
results, (ireat improvement could be obtained by reproportioning 




Mean pressure 30*2 lbs. per sq. in. 8 ins. dia. c^'Iinder. Stroke 12 ins. 200 revs, per min. 
Fig. 45. — Brayion Petroleum Engine. Motor Cylinder. 




T I I 

Mean pressure 27*6 lbs. per sq, in. 8 ins. dia. cylinder. Stroke 6 ins. 200 revs. p)er min. 

Fi(J. 47.— Bray ton Petroleum Engine. Pump Cylinder. 

the valves and air passages ; they are in this engine much too small 
and cause needless resistance and loss. The maximum pressure 
in the motor cylinder is 48 lbs. per square inch, which remains 
steadily till the inlet valve shuts at four-tenths ot the stroke : the 
pressure then slowly falls as the gases expand, the exhaust valve 
opening at about ten pounds per square inch above atmosphere. 
The average available pressure upon this diagram is 30*2 Ib.s. 
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per square inch. The air pump shows a maximum pressure of 
65 lbs. per square inch, the reservoir pressure being 60 lbs. The 
average resistance is 27*6 lbs. per square inch ; as the pump is half 
the stroke of the motor and equal to it in area, the pressure to be 

2 7 *6 

deducted is -^— = 13*8 and 30*2 — 13*8= 16*4. The actual 

2 

available pressure actuating the engine is therefore only 16*4 lbs. 

per square inch. The effect of the clearance in the pump cylinder 

is noticeable upon the diagram ; the air inlet valve does not open 

till one-tenth of the down stroke is completed. 

The theoretic efficiency of this type, with a maximum tempera- 
ture of 1600° C, compression of 60 lbs. per square inch above 
atmosphere, and motor cylinder of twice the pump volume, is 030 ; 
the efficiency of the gas in the mixture commonly used, i volume gas 
7 volumes of air, is 0*40 (p. 113) ; so that if the conditions of loss 
by cooling are no worse than in the author's explosion exi)eriments, 
and the diagram appeared perfect, the actual indicated efficiency 
would be 0*30 X 0*40 = o*i2. That is, the engine should convert 
1 2 per cent of the heat it gets as gas or petroleum into indicated 
work. But the diagram is imperfect in many ways. Using the mix- 
ture it does, the diagram should show a maximum temperature of 
1600° C. at least ; in reality the highest temperature is only 840° C. 
The flame is entering the cylinder at an actual temperature of 
1600" C. during the whole period of admission, but the convec- 
tion has so greatly increased by the mixing effect of the entering 
current that greatly increased cooling results ; accordingly, when the 
gases are fully admitted and the inlet valve is closed, the gases have 
only a temperature of 840° C. instead of 1600'' C. After admis- 
sion ceases, the expansion line from 45 lbs. to 10 lbs. pressure is far 
above the adiabatic, indeed it is isothermal, the combustion is 
proceeding and the small igniting flame also is helping to sustain 
the temperature. 

It is therefore quite evident that the loss of heat is much greater 
than that occurring during explosion in equal time. The correction 
of the theoretic efficiency indicated by the author's closed vessel 
experiments is insufficient, 0*12 is much above the actual effici- 
ency. Taking the heating value of the American coal gas used 
in Prof. Thurston's experiments as 10,900 heat units ijeiuwkv(^\^\t 
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of gas bumed, and one pound of il as measuring 30 cubic fee',, 
then as the engine used 55 cubic feel per IHP per hour, i 
etficienry is 007 1 ; that is, it converts 7 "i per cent, of the heal given 
to il into work. 

This is a poor result for a cycle having so high a theoretic 
efficieiKy, and in the author's experiments with pt;tToleiim it U 
n worse. 

The sp. gravity of the petroleum was 0-85, therefore the weight 
|flf one gallon is 8-5 lbs. As 0-255 gallons are burned per indi- 
'tfaled horse power per hour, this amounts toS's xo'z5S = zT61bs. 
of liquid fuel per IHP per hour. One pound gives out i 
heat units, and for one horse power for one hour 1424 units arft 
required ; the aitual indicated efficiency is therefore 

__ = ■* ■* = o'o6 nearly: that is, 6 per cent, of the 

iJ-i6xuooo 23760 

fhole heat given 10 the engine is accounted for by the power 
developed in the motor cylinder. 

If there were no losses of heat to the cylinder, or losses by 
throitling during the inlet and transfer of the air from the pump 
to the motor or loss of heat from the reservoir to the atmosphere, 
then the efficiency of this type of engine would be 30 per cent 
These losses in practice reduce it lo 6 per cent. The cycle \. 
good one, and under other circumstances is capable of better 
things, but it is quite unsuitable for a cold cylinder engine. Cool- 
and undue resistance are the main causes of the great deficit. J 
The gases entering the cylinder as flame, in passing throt 
Uie inlet chamber expose a lai^e surface to the action of the » 
jacket ; the entering currents also impinge against the pJsC 
causing more rapid circulation than ordinary convectioa 
causes intensify the cooling action of the cylinder walls. I 
engine tested by the author the communicating pipes and t 
motor admission vatve were much too small ; a considerable k 
of pressure resulted ; although the reservoir pressure was 60 lbs.J 
that in the c; Under never exceeded 48 lbs. above atmosphere,"! 
showing a loss of 12 lbs. per square inch from undue resistance. 1 
To enable this engine to realise the advantages of its theory con-J^ 
siderable modifications in its arrangements are required. Notwith-( 
itanding all difficulties it has done much useful work, not the least J 
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notable being the assistance it rendered to Prof. Draper during his 
investigation on the existence of non-metallic bodies in the sun's 
atmosphere. He used a Brayton petroleuui engine for driving his 
dynamo machine, and he stated in his paper that its ease of starting 
and almost absolute steadiness in driving were of the greatest ser- 
vice to him. In steadiness he states that ' it acted like an instru- 
ment of precision.' 




Simon .£^«^/«f.— Messrs. Simon, of Nottingham, introduced the 
Brayton engine to England in a slightly altered form as a gas 
engine. In addition to the ordinary arrangements of the engine 
they attempted to gain increased economy, by causing the waste 
heat passing into the water jacket, and the \ieaX ot l.\\£ fc'A\'»&^. 
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gases, lo be utilised in raising steam. They would undoubtedljd 
have increased the economy of the engine in this mai 
ihej' not turned the steam so raised into the motor cylinder alonl 
with the flame. The cooling of ihe fiame which was 
enough in the original was thus made worse, and but slight g; 
could result, the loss by cooling being slightly exceeded by t 
increase of volume due to the steam. Fig. 48 is an external y. 
of the engine as exhibited at the Paris Exhibition of 1878. 
the motor, b the pump, and C the added boiler ; the steam n 
raised in it and the water jacket. With a suitable arrangemed 
using the steam in a separate cylinder, doubtless 6 per cent, raigi 



7 ii.,. Ji.i. of cylindti ; i.o fi. permit., pkion ^peed. Scidt i^ In. 
FiC. 49. — DiaEraiu from Simon Engine. 

be added to the indicated efficiency of the engine, but it is very 
(]uestionable if the increased complexity does not entirely destroy 
any advantage gained ; it certainly does so in small engines. When 
very lai^e engines come to be constructed the complexity would 
not be so great and it would be well worth while to use waste heat 
in steam raising. The engine, although instructive, did not sus 
cessfully overcome the difficulties which caused the abandonmei 
of the Brayton as a gas engine. Fig. 49 is a diagram from t 
engine which forcibly illustrates the effect of the cooling. 
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Type III. ^ 

Engines of this kind resemble those just discussed, in ihe use 
of compression previous to ignition, but differ from them in ignit- 
ing ai constant volume instead of constant pressure ; that is, ihe 
whole volume of mixture used for one stroke is ignited in a mass 
instead of in successive portions. 

The whole body of mixture to be used is introduced before 
Einy portion of it is ignited ; in the previous type the mixture is 
ignited as it enters the cylinder, no mixture being allowed to entiT 
except as flame. In Type III. the ignition occurs while the volume 
is constant ; the pressure therefore rises ; it is an explosion engine 
in fact, like the first type, but with a more intense explosion due 
lo the use of mixture at a pressure exceeding atmosphere. 

The most obvious means of applying the method is that sug- 
gested by the Lenoir engine. The addition of a pump taking 
mixture at atmospheric pressure, compressing it into a reservoir 
from which it passes to the motor cylinder at the increased pres- 
sure, seems a simple matter. The igniting arrangements would 
act as in the original. As the gases are under pressure, the piston 
would take its charge into the cylinder in a smaller proportion of 
the forward stroke, and so more of the motor stroke would be 
available for useful effect. The diagram such an engine should 
produce is seen at fig. 15, p. 50 ; the shaded part is the available 
portion, the other part is the pum]) diagram. The theoretic eflii- 
ciency of such an engine is as good as the type can give. The 
patent list shows that it was the first proposed after Lenoir. Many 
such engines have been attempted and have given very good re- 
sults economically, but the difficulties of detail are considerable, 
the greatest being the necessity for the intermediate reservoir. 
Million's patent 1861 proposes to do this, the present author also 
constructed one of this kind in 1878, and later one was made by 
Mr. Atkinson. The difficulties, however, are too great to allow the 
success of small motors on the plan. 

Mr. Otto, the first to succeed with the free piston engine, was 
also the first to succeed in adapting compression in a reliable 
form. 
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In the third i>-pe are included at! engines having the following 
characteristics, however widely the mechanical cycle may vary : 

Engines using a gaseous explosive mixture, compressed before 
ignition, and ignited in a body, so that the pressure increases while 
the volume remains constant. The power is obtained by expan^ 

I after the increase of pressure, 

Otto Enprif. — In this gas engine, the first to combine the 
compression principle with a simple and thoroughly efficient work- 
ing cycle, the difficulties of compression are overcome in a strikingly 
original manner. To the engineer accustomed to the 
engine, [he main idea seems a bold and indeed a retrograde step. 
The early gas engines were moulded more ujjon the steam engine 
model and were to some extent double acting. The Lenoir and 
Hugon boih received two impulses for every revolutior 
Itraylon was single acting, and ihe Otto is only half single actir^. 
The steam engine in its advance passed from single to doi 
acting, and then to four and even more impulses per revolution. 
The gas engine in its progress has in this respect moved backwards, 
beginning with double action and then going back. The gain of 
this arrangement, however, has completely justified the i 
gression. 

In external appearance the engine closely resembles a modem 
high pressure steam engine, the working parts of which are of 
somewhat excessive strength ; its motor and only cylinder is hori- 
zontal and open ended ; in it works a long trunk piston, the front 
end of which serves as a guide'and does not enter the cylinder' 
proper ; the connecting rod communicates between the guide and 
the crank shaft, the side thrust is thus kept off the piston and' 
cylinder proper, which become hot The crank shaft is heavy and. 
the fly-wheel a large one ; considerable energy being required to 
take the piston through the negative part of the cycle, 
cylinder is considerably longer than the piston stroke, so that the 
piston when full in leaves a considerable space into which it doeft 

Outside the cylinder, running across it at the end of the space,, 
works a large slide valve ; it is held against the cylinder face by 
a cover plate and strong spiral springs ; it is driven to and fro by 
, a. small crank, on the end of a shaft parallel to the cylinder axis» 



Tilt GasEngme 

and rotating at half the rate of the crank shaft, from wbicli l^B 
receives its motion by bevel or skew gearing. 

An exhaust valve, leading into the space by a port, is al'O 
actuated at suitable times from the secondary shaft ; bo a; 
governing and oihng gear. 

The single cylinder serves alternately the purposes of motor I 
and pump ; during the first forward stroke of the piston, the slide 1 
vali-c is in such position that gas and air stream into the cylinder 1 
from the beginning to the end of the stroke, the charjje mixing as 1 
it enters with whatever gases the sjjace may contain ; the return ' 
stroke then compresses the uniform mixture into the space, and 
when the piston is full In, the pressure has increased to an amount 
determined by the relative capacity of the space. Meantime 
slide valve has moved to another |>osition, first closing the admiss 
gas and air ports, to permit of the compression, then bringing o 
cavity in the valve which isfilled with flame, when the compression 
is completed. The compressed charge therefore ignites and the 
pressure rists so rapidly that maximum is attained before the piston 
has moved appreciably on its forward stroke (second stroke) ; 
the piston is thus under the highest pressure al the beginning of 
Its stroke and the whole stroke is available for tlie expansioa 

'i'his is the motive stroke. At the end of it, the exhaust valve 
opens and the return stroke is occupied in driving out the burned 
gases, except that portion remaining in the space which cannot be 
entered by the piston. These operations form a complete cycle, i 
and the piston is again in the position to take in the charge re- I 
([uired for the next impulse. I 

The tjtie requires two complete revolutions, or four single 1 
strokes. I 

First out stroke. Charging cylinder with gas and air. I 

., in „ Compressing the charge into the space, I 

Second out stroke. Explosion impelling piston, I 

„ in „ Discharging burned gases into atmosphere. I 

The regulation of the speed of the engine is accomplished by J 
a centrifugal governor, which is arranged to close a gas suppljrl 
valve whenever the speed increases. An explosion is therebyl 
missed, and the engine goes through its cycle as usual, but as no ^ 
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gas is mixed with the air, there is no explosion when the flame ' 
enters, the compressed air merely expanding, giving back to the 
piston the energy taken during compression. 

When running without load, 8 or even more revolutions may be 

made between the impulses, at fall load 2 revolutions are made per 

impulse. Notwithstanding this irregularity the fly-wheel is so 

large that no variation observab'e by the eye can be seen while 

» watching the engine. 

I Fig. 50 is an external eleva.tion of an Otlo engine. 
^ Fig. 51 is a sectional plan, and fig. 52 an end elevation showing'^ 
exhaust valve lever, k is the water-jacketed cylinder, b the piston 
shown full in, c is the compression space or cartridge space as it 
is called by Million; i the admission and ignition port, communi- 
cating alternately with the gas and air admission port k, and the 
flame port l in the slide m ; n is the cover holding the slide to thC' 
cyhnder face and carrying in it the external flame for lighting ihft 
movable one in flame port L. The exhaustvalve is of the conicjl 
_ seated lift type and is seen at o; it is driven from the shaft p by 
I the cam q and the lever r. The other details are clearly shown 
I upon the drawing. The ignition valve and governing arrangement 
I will be described in a subsequent chapter; here it is sufficient 
I to state that the governor withdraws a cam actuating the ga: 
1 valve s, fig. 52, and so prevents it opening when the piston t 
I taking in air. When open, the gas passes the valve, then througH 
I a row of holes in the valve port k, streaming into the ai 
I ing thoroughly with it as it enters the cylinder. To start the 
I engine, the flame at t is lighted ; the cock commanding the internal 
I flame being properiy adjusted, and the gas turned on, a couple ol 
I turns at the fly-wheel should cause ignition and set the engine 
in motion. 'I'he larger engines are provided with a second cam, 
which keeps the exhaust valve openduringhalf of the compresskdl 
stroke and so diminishes thework required to turn round the enginft 
by hand. When the engine is started the wheel upon the lever 1' 
shifted to the normal cam and the compression then returns to il 
usual intensity. 

Diagrams and Gas Consumption. — Dr. Slaby, of Berlin, ha 
made a very careful trial of a four-horse power Otto engine i 
Mr. Otlo's works, Dculr, in August 1881. 
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Fig. 52.— Oito Engine (End elevation). 



172 TJu Gas Engine 

The dimensions of the engine are : 

Diameter of cylinder i7X'9inflliiiietie3. 

Stroke 340 milliiiietres. 

Coropresiioo space 4770 cb. centimetres. 

Volume displaced by piston .... 7888 cb; centimetres. 

The compression space is therefore 0*6 of the volume displaced by 
the pistoa The results are briefly as follows : 

Average revolutions during test • . 1567 per minute. 

Power indicated in cylinder .... 5XH boise. 

Power by dynamometer 4*4 horse; 

Gas consumed in one hour .... 142*67 d>. ft. 

Gas consumed in one hour by igniting flames . 3*75 cb. ft. 

Gas consumption per IHP per hour . . 38*3 cb. ft. 

Gas consumption per efTective HP hour . . 33*4 cb. ft. 

The composition of the gas used at the Gasmotoren-Fabrik, 
Deutz, is given as — 

Volumes. 

Marsh gas, CH4 34*4 

Ethylene, C2H4 3*5 

Hydrogen, H 56*9 

Carbonic oxide, CO . ... . . . 5*3 

100*0 

and I cubic metre of it weighs 0*404 kilograms. One pound 
weight of it therefore measures 39*6 cubic feet. Deducting the 
latent heat of steam produced, i pound weight evolves heat enough 
to raise 1 2,094 lbs. of water, through one degree Centigrade. It 
evolves 12,094 heat units. From this value, and the experimental 
determination of the heat leaving the engine by way of the water 
jacket. Dr. Slaby calculates the disposition of 100 heat units given 
to the engine as follows : 

Work indicated in cylinder 16 'o 

Heat lost to cylinder walls 510 

Heat carried away by exhaust 31*0 

Heat lost from engine by conduction and radiation . . .2*0 

100*0 

The actual indicated efficiency of the engine is therefore 16 
per cent, or o*i6. 

The temperature of the gases expelled during the exhaust 
stroke was determined by carefully protecting the exhaust pipe 
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from loss of heat by non-conducting material, and then seeing 
whether zinc or antimony would melt in it. Zinc melted but 
antimony did not; as the melting point of zinc is 423° C, and the 
antimony melting point is 432° C, the temperature of the exhaust 
gases is given with great accuracy as between these two tempera 
tures. The average composition of the mixture is given as i vol. 
coal gas to 1373 vols, of air and other gases. Here Dr. Slaby is 
plainly in error, as his own figures conclusively show. The volume 
of coal gas taken into the engine at each stroke as measured 
by the gas meter is given as 859 cubic centimetres, the total 
volume swept by the piston of the engine per stroke is 7888 cubic 
centimetres, the volume of the compression space 4770 cubic 
centimetres. Now if the gas be introduced into the cylinder 
while it is filled completely, space included, with cold gases, at 
the same temperature as the gases when measured by the meter, 
this figure is correct enough. But the gases are not so introduced, 
the space is already filled with exhaust gases at a temperature of 
about 400° C by Dr. Slaby 's own determination ; this volume 
must therefore be calculated to atmospheric temperature before 
an approach to the true ratio can be obtained. Taking atmo- 
spheric temperature at 17° C, then 4770 cubic centimetres of 
burned gases at 400° C. becomes reduced to 2055 cubic centi- 
metres at 17° C; that is, the total charge will consist of 859 cubic 
centimetres of coal gas, 7029 cubic centimetres of air, and 2055 
cubic centimetres of burned gases from the previous explosion. 

The ratio is 

coal gas 859 I 

air and burned gases 7029 + 2055 "~ 105 

The composition of the charge is more correctly represented 
as I vol. of gas to 10*5 vols, of air and other gases. Even here, 
however, the dilution is overstated, as it is assumed that the 
piston has taken in the charge at full atmospheric temperature 
and pressure. But there is some throttling in passing through the 
admission valve and port, and also some heating of the air by 
striking the piston and cylinder walls. Professor Thurston, in 
experiments to be described later on, proves this to be the case, 
and shows that the charge is even stronger than has been 
calculated. 



The Gas Engine 

It has been already proved thai in ihis type of engine, ex- 
jKinding after compression and explosion to the same volume as 
existed before compression, the theoretic efficiency is independent 
(if ihe temperature of the explosion or the temperature existing 
befi>re compression, and depends only upon the volume before and 
after complete compression. As the ratio of compression space 
to volume swept by the piston is o'6 to i, the volume before 
compression is i-6, volume after compression o-6. 

The theoretic efficiency is (p. 53) e = i — (^'\ ' 
and v^ is the compression volume, and v, the volume before com- 
pression ; in this case e = i — I '^ 1 or 1 — I ^^1 ' 

here E = o-^.v 

That is, if all tlie heat were given to the engine at the moment 
of complete explosion at the beginning of the stroke, and no heat 
were lost to the cylinder during the expansion to the original 
volume, then 33 per cent, of that heat would be converted into 
indicated work. But the author's explosion experiments give the 
factor necessary for correcting this theoretical number (p. 113). 
Taking the mixture of 1 gas to 10 vols, air as nearest, the 
efficiency of the g,is in it is 0-46 ; that is, during the time of the 
forward stroke, taken as 0-2 sec, 1 vol. of gas is required to pro- 
duce and keep up a pressure which o'46 vol. would suffice for if 
it was all applied to heating and no loss by cooling. 

The actual indicated efficiency of the engine using this 
mixture and this expansion and compression should be 0-33 x 
046^o-i5z nearly. That is, the engine should convert ij'a per 
cent, of the heat given to it into work. Dr. Slaby's number, found 
by experiment, is 16 per cent. The numbers are exceedingly 

The mechanical efficiency of the engine is high, the ratio of 
dynamometric to indicated power being 87 to 100, and the friction 
of the engine only 064 horse 
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Professor Thurston's Experiments on a 6 HP Oito 

Engine. 

Dr. Slaby's experiments are exceedingly complete, but Pro- 
fessor Thurston in America has made even more extended 
measurements. 

Messrs. Brooks and Steward made the trials under the direc- 
tion of Professor Thurston, at the Stevens Institute of Technology, 
Hoboken. The dimensions of the engine are as follows : 

Diameter of cylindsr 85 ins. 

Stroke 14 ins. 

Capacity of compression space 38 per cent, of total cylinder 
volume. 

Not only was the gas entering the engine measured, but at the 
same time the air required was measured through a 300 light 
meter. So far as the author is aware, this is the only set of 
experiments in which this was done ; it is by far the most accurate 
way of gettmg the true proportions of the explosive mixture. 

The temperature of the exhaust was measured by a pyrometer, 
and the power determined, both by indicator and dynamometer ; 
at the same time the heat passing into the walls of the cylinder 
was determined by measuring the water heated and estimating 
the loss by radiation and conduction. 

The total number of revolutions during the various tests were 
taken by a counter. Many trials were made under varying con- 
ditions of load and mixture used The following is the best full- 
power trial, giving the most economical results : 

Average revolutions during test 158 per minute. 

Power indicated in cylinder 96 horse. 

Power by dynamometer 8'i horse. 

Gas consumed in one hour 235 cb. it. 

Gas consumption per IHP p2r horr . . . 24*5 cb. ft. 

Gas consumption per effective HP per hour . . 29'i cb. ft. 

An analysis of the gas used during the trials made by Thomas 
B. Stillman, Ph.D., is as follows : 
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H)drogen. H d9'$ 

Marsh sas.CH« 37*3 

Nitrogen. N «« 

Heavy hydrocarbon*, QH^ &c. 6*6 

Carbonic oxide, CO 4*3 

Oxygen, O '*4 

Water vapour and impurities (H^, COj. H^S) . • ay 

lOO'O 

One cubic metre of this gas weighs 0*606 kilograms. One 
pound weight of it therefore measures 26*43 cubic feet One 
I)ound when completely burned evolves heat enough to raise 9070 
lbs. water through 1° C 

The air necessary to supply just enough oxygen for the 
complete combustion of i vol. of this gas is 5-94 vols. 

From these values and experiments upon temperature of the 
exhaust gases, Professor Thurston estimates the disposition of 100 
heat units by the engine as follows : 

Work indicated in cylinder 17*0 

Heat lost to cylinder walls . . . . .52*0 

Heat carried away by exhaust gases 15*5 

Heat lost from engine by conduction and radiation 15*5 

100 "O 

The actual indicated efficiency is therefore 17 per cent. 

The number showing the proportion of heat passing into the 
water jacket is also very nearly Slaby's, but the amount expelled 
with the exhaust is much understated. The amount lost by radi- 
ation is overstated. 

The temperature of the exhaust gases, as determined by a 
pyrometer placed in the exhaust pipe, varies in the experiments at 
full load from 399° C. to 432° C, thus practically coinciding with 
Slaby. The ratio of air to gas was found, by actual measurement 
of both, to be about 7 to i when the engine was working most 
economically. Although with better gas the ratio would be 
slightly increased, yet it could not equal that usually given for the 
Otto engine, 10 to i or thereabouts. 

The ratio is commonly obtained from a measurement of the 
gas consumption alone, the air being reckoned as the volume of 
the piston displacement, less the measured amount of gas. This 
is not an accurate method, for the reason already stated. 
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If the mixture filling the cylinder mingles with the burned 
g^ases filling the compression space, then the average composition 
ot the charge is i vol coal gas to 91 vols, of other gases. 
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Fig* 53 is a fair sample of the diagrams obtained during Pro- 
fessor Thurston's tests while the engine was giving full power. 
The piston while moving from the point i to the point 2 takes 
in the charge; the pressure in the cylinder falls below atmo- 
sohere as the piston approaches the end of its stroke. This is 
due to the resistance of the valve port to entering air and 
gas. The piston returns from 2 to 5 (ist in-stroke) compress- 
ing the charge, the pressure increasing to atmosphere at the 
point 3, the compression being complete at the point 5 ; the 
ignition then occurs, and the pressure and temperature rapidly 
rises as the explosion progresses; the temperature does not 
attain its maximum till the piston has moved forward a little and 
has reached the point 6. From that point to 7, when the ex- 
haust valve opens, the expanding line is as nearly as possible 
adiabatic The temperatures are marked at each point of the 
diagram. The return stroke from 2 to i discharges the products 
of combustion. This is the second in-stroke, completing the 
cycle and leaving the engine in position to again take in the 
charge. 

The diagram shows the whole changes occurring during two 
complete revolutions of the machine while fully loaded. Fig. 54 
shows what occurs when the governor acts, when the. engine is at 
less than full load. The smaller diagram, b, is the normal one, 
and the larger, a, the intermittent one ; the gas has been com- 
pletely cut off for several strokes, and so the hot burned gases in 
the compression space have been completely discharged and re- 
placed by pure air at a temperature not far removed from atmo- 
spheric ; the explosion then causes a higher pressure by nearly half 
an atmosphere, although the maximum temperature is less than in 
the usual case. 

The temperature of the charge before explosion being less, a 
smaller increase is required to produce a given increase of pressure. 
Professor Thurston calculates that the heat accounted for by the 
diagram is 60 per cent, of the total heat supplied to the engine ; 
the deficiency he attributes to the phenomena of dissociation, 
which prevents the complete evolution of the heat at the highest 
temperature, but permits further combustion when the temperature 
falls. The amount of gas required to run at full speed, 166 revo- 
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s per minute without any load, was found to be from 50 to 
bic feet per hour. 




Wier tests of Otto Engine, — The experiments of Dr. Slaby and 
issor Thurston upon the Otto engine are by far the most 
)]ete which have yet been made to the auXhoi'^VxvsMfc^'^. 
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Some tests given in Schottler, however, will be quoted A four 
HP engine was found to consume as a best result 324 cubic 
feet of gas per brake HP per hour in Altona, giving at the time 
5-96 HP on the dynamometer. Another consumed 337 cubic 
feet per brake HP per hour in Hanover, giving 495 HP on 
the dynamometer; to drive the last engine at 160 revolutions per 
minute without load required 41*3 to 43*4 cubic feet of Hanover 
gas. 

A two-horse engine, tested by Erauer and Slaby, Berlin, gave 
2 28 brake HP, using 35*3 cubic feet per brake HP per hour. 

In this country the coal gas in common use is of higher heat- 
ing value than that used on the Continent and in America \ ac- 
cordingly the gas required per HP is less, but the eflficiency is 
almost identical. 

Experiments made upon an 8 HP Otto engine by the Philo- 
sophical Society of Glasgow in 1880, showed a consumption of 
22 cubic feet of Glasgow gas per indicated HP, giving 9 HP upon 
the dynamometer, and 28 cubic feet per dynomemetric horse. 

Experiments made at the Crystal Palace Electrical Exhibition, 
in 188 1, with a 12 HP engine gave a maximum brake power of 
18-3 HP, with a gas consumption of 237 cubic feet per I HP, and 
29 I cubic feet per brake HP. With a two-horse engine, 2*87 
brake horse was obtained upon 33*4 cubic feet per horse hour, 
and 27-9 cubic feet per indicated horse hour. 

The consumption running without load does not seem to have 
been taken in these tests. 

The author has taken the consumption of a two-horse engine 
running without load in London, at 160 revolutions per minute, as 
32 cubic feet per hour, and a 3*5 horse engine without load at 
166 revolutions per minute as 43 cubic feet per hour. 

The Messrs. Crossley give the following as the results with 
their new Otto twin engine rated at 12 HP : 

Power by dynamometer 23 horse. 

Power indicated in cylinders . . . .28 liorse. 

Gas consumption per indicated HP . . . 20 cb. ft. per hour. 

Gas consumption per effective HP . . . 24-3 cb. ft per hour. 

Tofal consumption at full power .... 560 cb. ft. per hour. 
Total consimiption when lunning without load at 

160 revs, per minute 100 cb. ft. per hour. 
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The Gas Engine 

These results are obtained using Manchester gas. 
Mr. U. H. Garrett has made a trial with an 8 HP Otto engine 
in Glasgow, the diagram and paniculars of which are given on 

fig- 55- 

SmHitary of Experiments. — From these ntimerous and careful 
experiments, conducted quite independently of each other by 
many observers, it may be taken as abundantly established that 
the Olio engine is a great advance in economy and certainty of 
action u[jon any gas engine preceding it. On the Continent and 
in America the consumption per horse power hour js, on the 
whole, greater than in Britain ; this is due not to any appreciable 
difference in the efficiency of the engines made here, but to the 
better gas common in this counir>'. 

Calculations of the efficiency attained in someof the later engines 
in England, show that as much as i8 per cent, of the heat is con- 
verted into work as shown by the indicalor. Dr. Slaby's value is 
16 per cent., and Professor Thurston's 17 per cent. All observers 
agree that the heat liberated at the moment of completed explosion, 
that is, of highest temperature, is roughly one-half of the total heat 
present as coal gas, the remaining half being evolved during the 
expansion period. Professor Thurston gives the heat of the ex- 
plosion as 60 per cent of the total heat present, Dr. Slaby as 55 
per cent The author's experiments upon the heat evolved by 
the explosion of different mixtures of gas and air, show heat 
accounted for by the explosion as ranging from 50 to 60 per cent^ 
agreeing with the determinations of Eunscn, Hirn, Mallard and 
Le Chatelier, and Berthelot and Vieille. It may therefore be 
considered as absolutely proved that this suppression of heat at 
explosion, and its evolution during expansion, is a phenomenon 
inherent in every explosive mixture, however made^a thing, in 
fact, from which there is no escape. In whatever way an engine 
be made, if it explodes or bums a mixture of any inflammable 
gas with any mixture of gases containing oxj'gen, then this slow 
combustion or, as the Germans have it, nachbrennen (after-burn- 
ing) is unavoidably occasioned. Knowing this, and knowing of 
Hirn, Bunsen, and Mallard and Le Chatelier's work long prece- 
dent to Dr. Slaby's report, it is surprising to find so able and 
learned a scientist quoted as stating that in the Lenoir engine 
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the whole heat was evolved at the moment of complete explosion. 
In the Lenoir, as in every other gas engine which has ever 
been constructed, not more than one-half of the whole heat of 
the gas present is then evolved, the remaining heat being evolved 
on the expanding stroke. 

Schottler falls into the same error, and, although mention! nir 
Wedding's statement of Bunsen's law of dissociation, shows that 
he rejects it when he assumes that the whole heat is evolved. A 
very cursory examination of the Lenoir diagram would at once 
prove to Prof. Schottler that Lenoir did not succeed in so 
escaping the laws of nature ; had he done so, there would have 
been no necessity for our modern improvements. 

The consumption of continental gas may be taken as var)'ing 
between 32 cb. ft. and 35 cb. ft. per effective HP per hour, and 
about 28 cb. ft per I HP per hour. 

In Britain it may be taken as ranging from 24 cb. ft. pei 
effective HP to 33 cb. ft., and 20 to 24 cb. ft per IHP per hour, 
depending upon the quality of gas used and on the dimensions 
of the engine tested. Other things being equal, better results 
are obtained with large engines. The theoretic efficiency is con- 
stant for both large and small engines where the same compression 
is in use, but the loss of heat from the explosion to the sides of 
the cylinder is less in the large engines, due to the diminished 
surface exposed in proportion to the volume used. The effect is 
to increase the efficiency of the gas in the mixture used, a 
smaller quantity being necessary to make up for the loss of 
heat. 

The indicator diagrams prove the very efficient nature of the 
Otto cycle. The great simplicity attained by the alternate use of 
the cylinder as pump and motor diminishes the number of valves 
necessary, and secures the minimum resistance to the entering 
gases, while entirely preventing any loss due to ports, in trans- 
ferring the gases from one cylinder to another. The carrying out 
of the cycle is mechanically almost perfect, no work being spent 
which is not included in the theory. Again, the piston is full in 
at the moment of ignition and is almost at rest ; the heat, pro- 
ducing maximum temperature, is therefore added at nearly 
constant volume. The highest pressure which the gas present is 
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capable of producing is therefore attained ai the beginning of the 
^Mrokc simultaneously with the highest temijerature ; the succeed- 
ing exi>ansion is then very Ta]>id, and so no unnecessary waste of 
heat occuri, the temperature being ra|)idly depressed by work 
being done. 'I'he united effect of all the arrangements is seen in 
R diagmm which is almost theoretically perfect ; the only de- 
duction from theory is due to the unfortuiuie property of explo- 
mixtures of continued combustion after explosion. And 
this reduces the theoretic efficiency to one-half in practice. The 
theoretic efficiency of all Otto engines, of whatever dimension, '•& 
o'33t as the compression space in all cases bears nearly the ratio 
tif 0*6 to fo wlien compared with the cylinder volume which is 
swept by the piston. The actual indicated efficiency is vety 
nearly one-half of that number. 

If combustion by any means could be made complete at the 

highest temperature and pressure at the beginning of the stroke, 

instead of continuing as it does well into the exjjansion stroke, 

ihen greatly increased economy would result, and in large engines 

ury might be very nL'arly approached. 

This point will receive further discussion later 

Clerk Engine.— Ono's method is probably tlie readiest and 

'Atsiest solution of the problem of attaining in a practicable 

the advantages oi compression ; in some points, however, 

le advantages are accompanied with compensating disadvantages. 

Only one impulse for every two revolutions is obtained ; tl 

Engine is therefore stronger and heavier than need be if impul; 

ivery revolution were possible. It is also more irregular in i 

ion than more frequent impulses would give. 

The Clerk engine was invented by the author with the view of 

tbtaining impulse at every revolution, while getting at the same 

e the economy due to compression. 

At first blush it seems a very simple matter to make a com- 

^iression gas engine to give an impulse for every revolution ; this 

was the author's opinion when he commenced work for the first 

time upon gas engines using compression in October 1876. Since 

then he has had occasion to modify the opinion : the difficulties 

very great ; any engineer who doubts this will speeddy be 

invinced \ipon nuking the attempt. 
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as not till the end of 1880 ihal the author succeeded in 
producing the present Clerk engine ; before that time he had 
several experimental engines under trial, one of which was ex- 
hibited at the Royal Agricultural Society's show at Kilbum jo 
July 1879. This engine was identical with ihe Lenoir in 
idea, but with separate compression and a novel system of 
^nition. 

The Clerk engine at present in the market was the first to 
sHcceed in introducing compression of this lype, combined wiih 




ignition at every revolution ; many attempts had previously been 
made by other inventors, including Mr. Olto and ihe Messrs. 
Crossley, but all had failed in producing a marketable engina 
It is only recently that the Messrs. Crossiey have made the Otto 
engine in its twin form and so succeeded in getting impulse at 
every tura 

In the Clerk engine the whole cycle is completed in one re- 
volution, and an impulse given to the crank on every forward 

)ke of the piston, when working at full power. 

"'he engine contains two cylinders, one for producing power, 
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ihf oihcr for taking in the combustible charge and transferring it 
lo the power cylinder. At the end of the motor cylinder is left 
a coin|)ri'ssion space of a conical shape, and communicating with 
the charging or displacing cylinder by a large automatic lift-valve 
o|)ening into the space ; at the oiher end of the cylinder are placed 
V-shai)cd ports oficning to the atmosphere by the exhaust pipe | 
the motor piston, when near its outer limit, overruns these ports 
nnd al1ov,-s the cylinder to discharge. The pistons are connected 
in the usual manner by connecting rods, the motor lo the main crank 
of the engine, the displacer to a crank pin in one of the arms of 
the fly-wheel; the displacer crank is in advance of the motor crank, 
in the direction of motion of the engine, by a right angle. The 
displacer piston on its forward movement takes in its charge of 
gas and aii, and has returned a fraction of its stroke when the 
motor piston uncovers the exhaust ports. While crossing the centre, 
opening and shutting these ports the displacer piston has moved 
in almost to ihe end of its cylinder, discharging its contents 
into the space and forcing out at the exhaust ports the products of 
the previous ignition. The proportions of the two cylinders are so 
arranged ihat the exhaust is as completely as possible expelled, 
and replaced by coo! explosive mixture, which thoroughly mixes 
with any e.xhaust remaining, cooling it also to a considerabli 
extent Care must be taken in the arrangement of the parts 
that an excessive volume is not sent from the displacer, 
otherwise it may reach the exhaust ports and gas discharge 
un burned. 

The return stroke of the motor piston now compresses the 
mixed gases, and wlien at the extreme end, the igniting valve fires 
the mixture, the piston moves forward under the pressure thereby 
produced, till the opening of the exhaust ports causes discharge 
and replacement as before. In this way an impulse is give) 
every revolution, and the motive power applied to greater advantage. 
THe motor cylinder is surrounded by water for cooling, but this 
is unnecessary with the displacer, as it uses only cool gases. The 
pressures used are high, so that both motor piston and i 
tions are made very strong ; the pressure on the displj 
is very little, so the connections are light. It is nut a compressing 
pump, and is not intended to compress before introduction into 
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the motor, but merely to exercise force enough to pass the gTse^ 
tlirough the hft valve into the motor cyhnder, and there disp'acL 
the burnt gases, dischaiging them into the e\haust ])i]>e The 
pressure to be overcome is only that due to resistance m the 
exhiust pipes and the lift valve. 

Ihe inlet valve for gas and air is also automatic , its seat is of 
the usual conical kmd but somewhat broad A gutter runs round 
the centre, having small holes bored through to a recess behind, 




Fio. 57.— Longitudinal Secli 



which communicates with the gas supply pipe. The suction lifts the 
valve to a certain height, and, as the gases enter, the air flows past 
the holes and becomes thoroughly impregnated with gas, the 
extent being determined by the number of holes and the propor- 
tion of their area to the total area of the valve opening. The 
upper valve is made heavy to withstand the maximum jiressure of 
the explosion ; both valves are arranged so lha.t the ^uvde fom^'!. 
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a piston working in an air cylinder, so arranged as to check 
the fall of the valve before touching the seat, and so prevent any 
disagreeable rattle. 

Description of the Drenvings, — Fig. 56 is a general view of the 
engine. Fig. 57 a longitudinal section. Fig. 58 a sectional plan. 
In these drawings all the essential parts of the engine are repre- 
sented ; the sectional plan (fig. 58) shows the two cylinders, 
motor A and displacer b, in which work the pistons c and d 
suitably connected to cranks not shown in the drawing, but on a 
common crank shaft. The motor crank is double and of great 
strength ; the displacer crank pin is fixed into an arm in the fly- 
N\heel, and in the direction of motion of the engine is a half right 
angle or quarter circle in advance. The motor piston is shown at 
its extreme out-stroke, having passed over the exhaust ports e e', 
the piston thus serving as its own exhaust valve, and dispensing 
with any other, as shown ; the displacer piston has moved half in 
and discharged a portion of the contents through the valve f 
(more distinctly seen in the other section, fig. 57) into the conical 
sjxice G, which is so proportioned that the entering gases push 
before them the burned gases through the ports referred to, but 
without following them into these ports. By the continued move- 
ment, all the gases in h pass into a and the space g; the capacities 
of the two cyhnders are so related that as much as possible of the 
burnt gases is discharged into the atmosphere, but without carrying 
away any of the fresh mixture containing unburned gas; this neces- 
sitates the mixture next the piston being somewhat more dilute 
than that next the inlet valve, but the commotion occasioned by 
compression so far equalises this undesirable state of things that at 
half in-stroke the mixture in its weakened portions is quite capable 
of inflammation by a light or the electric spark. The piston d 
having completed its in-stroke, c has passed over the discharge 
ports and compresses the contents of the cylinder into the space g; 
when full in and therefore completely compressed, the slide valve 
M has moved into such a position as to ignite the mixture ; the 
maximum pressure being attained very rapidly and before the 
piston can move appreciably on its out- stroke, the piston is impelled 
forward under the pressure produced until it reaches the ports e e^ 
\y\itn the contents are rapidly discharged, and the interior and 
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JXIcnor pressures equalistd. Meantime tlie piston d being in 
: of ihe motor has movt-d to the end of its stroke and is 
iig 10 return, it has charged llie cylinder n with a mixture 

f gas and air from the automatic valve h (fig. 57), the commu- 
n being made by the pii e w (fig, 58). In the seat of this 

alvc arc liored a number of small holes passing into the annular 

wee K k' (fig. 57), wliich communicates ^.-ith the gas cock l (fig. 

18} through the passage shown, in which is situated thelift-govera- 
K valve, not seen. Under the deficit of pressure caused by the 
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movement of the displacing or charging piston, tJie valve is liftec 
land the exterior atmosphere rushes through, at the same time th( 
s passing through the holes mixes wth it thoroughly, the pr< 
ttiortion being determined by the relative areas of the holes atui 
the space available for air by the lift of the valve. 

The gases in b are under some slight comi^ression before th( 
Itomplete discharge of a, but not sufficiently great to cause any 
pnaterial resistance ; so soon as the pressure under the valve f 
plightly in excess of that above it, then it lifts and the gases pass 
pilo a I'he passage firom the valve, which may be called ihi 
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upper lift valve, is more clearly seen in fig. 57 : the igniting hole 
is shown at n, and communicates at the proper time with flame in 
the cavity o, which has been ignited at the exterior flame p, from 
A Bunsen burner {^g. 58). 

The two automatic valves charging the displacer cylinder and 
discharging into the motor cylinder are provided with quieting 
pistons, cushioning the blow on the valve seat and preventing 
rattle ; they are similar to the dash pot contrivances used on 
Corliss' steam engines to check the snap of the steam valves, but, 
unlike them, are attached directly to the valve, instead of to the 
valve spindle and guide. The arrangement is very clearly seen at 
fig. 59 : the lower valve has no spring, it returns to its seat by its 
own weight ; but the upper valve requires to act more (luickly 
and is pulled down by a spring. 

The piston attached compresses the air before it, and the 
valve strikes its seat rapidly but without jar or recoil. 

The igniting slide, m, is diiven from an eccentric on the crank 
shaft through a bell crank and guide. 

Diagrams and Gas Consumption. — The following tests give 
the latest results from the Clerk engine ; they are the usual trials 

Tests of the Clerk Engines of various Powers. 



2 HP 4 HP 




Diameter of motor cylinder 

Stroke 

Diameter of displacer cylinder . 

Stroke 

Average revs, per min. during test 
Average pressure (available) in 

motor cylinder in lbs persq. in. 
Power indicated in motor cylinder 
Power by dynamometer . 
Gas consumption in cb. ft per 

IHP per hour 
Gas consumption per brake HP 

hour 

Max. pressure of explosion in lbs. 

per sq. in. above atmos. 
Pressure of compression in lbs. 

per sq. in. above atmos. 
Diaplacer resistance . 
Gas consumed per hour by each 

engine at spec J without load . 



5 ms. 

8 ins. 

6 ins. 

9 ins. 
212 

432 
3 62 
270 

298 

40*0 

155 lbs. 

38 lbs. 
040 

40 cb ft. 



6 i"is. 
10 ir.s 

7 ins. 
n ins. 

190 

63-9 
8 68 
5*63 

24-19 

37*3 
236 

55 
080 

58 cb. ft. 



, 7 ms. 
' 12 ins 
; 7\ ins. 
I 12 ins. 
146 

53*2 
9*05 
7 '23 

24'3 
3042 

195 

48 
o8j 

57 cb. ft. 



8 HP 12 HP 



8 ins. j 
16 ins. i 
ij ins. \ 
\ 13 ins. 
142 

60 '3 

17-38 
13-69 

20-94 



23 -jS 



195 

49 
1-50 



9 ms. 
20 ins. 
10 ins. 
20 ins. 



132 



64-8 

27-46 

2321 

20-39 

2412 

238 

57 
2 00 



70 cb. ft. 90 cb. ft. 
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made by Messrs. L. Sterne and Co. on all engines before leaving 
the works, and therefore represent fairly the economy to be 
expected from these engines in ordinary work. They are from 
2, 4, 6, 8, and 12 HP engines (nominal). The trials were made 
during 1885 at the Crown Iron Works, Glasgow, under the 
direction of Mr. G. H. Garrett. 

Figs. 60, 61, 62 are fair samples of the diagrams taken during 
the tests. Figs. 63 and 64 are diagrams from the displacers 
showing the displacer resistance. 




Nominal HP, 6 : diam. of cylinder, 7" ; length of stroke, 12" ; No. of revs. 146 ; in- 
dicated HP, 9 05 ; consumpt. per I HP, 24*30 cb. ft. ; consumpt. loose, 57 cb. ft. ; 
brake HP, 7*2^ ; consumpt. per BHP, 30*42 cb. ft. ; mean pressure, 53*2 lbs. : max. 
pressure, 195 lbs. ; press, before ignition, 48 lbs. ; scale of spring, -£^0'' per lb. 

Fig. 60. — Diagram from Clerk Gas Engine, 6 HP. 



Calculating from these diagrams the actual indicated efficiency 
it comes to 1 6 per cent of the total heat given to the engine. 

The compression space in the Clerk engines is as nearly as 
possible one-half of the volume swept by the piston from the 
exhaust port to the end of its stroke. The theoretic efficiency is 
therefore 
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I'he compression is higher, and therefore the tneoretic efficiency 



Gas Engines of Different Types in Practice 193 

)f this engine is higher than the Otto, but the difficulties of pro- 
)ortioning the two cylinders of the Clerk engine cause a small 
OSS of linburned gas at the exhaust ports, so that the actual 
ifficiency is similar to that of Otto. 

The mixture sent from the displacer cylinder into the motor 
md the space at the end of it, contains 8 vols, of air with 
t voL of coal gas, but on passing through the upper lift valve 
md mixing to some extent with the exhaust there contained, it 
s somewhat diluted; the heat acquired by contact with the 
Droducts of combustion and with the sides of the cylinder expands 
:he entering gases, and a temperature of not less than 100° C. is 




Nominal HP, 8; diam. of cyrmder, 8"; length of stroke, 16": No. of revs. 142: 
indicated HP, 17*38 ; consumpt. per IHP, 20*94 cb. ft. : consumpt. running light 
per hour, 70 cb. ft. ; brake HP, i3'69 I consumpt. per BHP, 26*58 cb. ft. ; mean 
pressure, 60*3 lbs. ; max. pressure, 195 lbs.; pressure before ignition, 49 lbs. ; scale 
of spring, yfi" per lb. 

Fig. 61.— Diagram from Clerk Gas Engine, 8 HP. 

attained before the compression commences. The result of this 
is, that the displacer gases, being expanded, expel more of the 
exhaust gases through the discharge ports than would appear 
from the volume swept by the displacer piston. This volume is 
equal to the volume swept by the motor piston, froni closing of 
the exhaust ports to complete in-stroke. If no expansion and no 
mixing occurred, the exhaust gases contained in the compression 
space would remain in front of the cooler explosive charge ; but 
the heat increases the volume at least one-third> so that tVsa 
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volume occupied wiU be i^ times the volume swept by nthci 
piston. The volume of cylinder ^us space is i^ vol of cylinder, 
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so that the actual exhaust gases present are ^ vol., or -ji^ of the 
total gases present But mixing must occur to a considerable 
extent and be made very complete on the letum stroke during 



Gas Engines of Different Types in Practice 195 

ipression. The result of all this is the production of an explosive 
ture which is explosive in every part of it, and of an average 
[position of one volume of coal gas in ten of the mixture, 
proportion of burned gases present is very slight ; the only 
on why any should be left is the necessity of preventing any 
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preciable discharge of unburned gas at the exhaust ports. The 
xture used is a comparatively rich one. 
Tangye Engine, — Messrs. Tangye, of Birmingham, have pro* 
ced an engine in which compression of the kind common to the 
rd type is used and an iemition is obtained foi ^vti^ itN^V>\\\(^tw 
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I when at full power. Il is Robson's patent and contains only 

■ cylinder. All the necessary operations of charging, compressii^ 

"«nd igniting are fulfilled with one r)lmder ; it is arranged as 

brdinar)' steam engine. The front end of the cylinder unlike tin 

Oho and Clerk engines is closed, the piston being provided with 

a piston rod, cylinder cover, and stuffing box, as in steam. Tlie 

from end of the cylinder serves for charging, the back end fot 

I comjiression and explosioa 

There is a compression space at the back end of the cylinder 
I in the other engines. 

The action is as follows. During the return stroke, gas a 
I air mixture is drawn into the front end of the cylinder at atn 
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1 1|>hcric pressure, through an aulomalic valve. The next out-strok 
rVv*>l**s^s '^^ mixture into a large intermediate chamber at ; 
rW^iukiie of not more than five lbs. per sq. in. above atmosphere 
I «ImMi full out and the e.\haust ports therefore open, this pressur 
1 l^lvt » valve leading into the compression space of the engine, diff 
|(ih.*mu>S liefore it the gases contained in the cylinder through t 
K'vjvvM'V vtilve and filling the cylinder and space nith explosiv 

*',\iimw- 'I'his reduces the pressure in the intermediate reservoi 
RIK: ■*iV«v«l'll«;i'e so that tlie next in-movement of the piston com 

|M\.v;i« >tw sXjJosive mixmre upon one side of the piston and take 

I ^\^ IHAIWV WO (he other side. 
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When compression is completed the igniting valve acts and ihe 
explosion impels the piston ; so soonas the exhaust ports open, the 
pressure falls to atmosphere, and then the reservoir pressure being 
superior to that in the cylinder, the automatic valve acts and the 
fresh charge enters. 

Thus an explosion is obtained at every revolution by using the 
front end of the cylinder as displacer and storing up the pressure 
in an intermediate reservoir. 

The governing is managed by cutting off gas supply, but is 
hampered considerably by the intermediate chamber. Fig. 65 
is an external view of the engine, which is exceedingly neat and 
of substantial workmanship. 

7Sc Stockport Eijgine. — This engine is similar to Robson's 




I 



in theory but the front end of the cylinder is not used for charg- 
inii, the piston being made a double trunk with the crank be- 
tween, and one end and one cylinder being motur, the other end 
and the other cylinder being displacer. Compression occurs in 
the motor cylinder. Fig. 66 shows the external appearance. The 
valve arrangements differ from those of Messrs. Tangye. It is 
made by Messrs. Andrew, of Stockport. 

Atkinson's Differential Engine. — The description of enginesof 
this type would be incomplete without mention of this engine, 
exhibited at the Inventions Exhibition for the first time in 18S5. 
It is exceedingly ingenious and quite novel. 



Tkt Gas Engine 



Fig- 67 is an ele^-atiQn. 
' The action is very clearly sei 



ig. 68 a section, and fig. 69 a plan. 
n from the dilTerent positions on Rg. 



Tlie same cjlindcr serves for all purposes of the cycle ; 1*0 
[ trunk pistons, working in opposite ends of it are connected to 




^Irms 



Fig. 67- — Atkinson's Differentia! Gas Engine. 

the connecting. 



^ ftom thence to the crank s 
tta short iwls cause the necessary , 
^ ' fcstpoanon, fig- 7°. t!ie pisto"^ 



■ at one extreme of 
The charge of gaZ| 
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^«ia air enters between them through the aulomaiic lift valve, and 
in position 2, the charge has entered and the further movement 
of the piston is about to dose the port leading to the admission 
and exhaust valves. The compression thus commences and in 
position 3 it is completed. The ignition occurs and ihe pistons 




Fic. 68.— Atkinson's Differenlial Gas Engine. 



now rapidly seiiarate, the exhaust port being uncovered and the 
discharge commencing in position 4. By this clever method 
the whole operations of admission, discharge, ignition, and expan- 
sion are performed in the single cylinder with only two automatic 
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valves which are never exposed to the pressure of explosion, the 
pistons acting in some part as valves and uncovering the exhaust 
and inlet ports when required In the other extreme position they 
also act as valves, the outside piston uncovering the igniting port 
at the correct time. Sufficient experience has not yet been accu- 
mulated with this engine to speak positively as to its jxirformance. 
To the author, the principal disadvantage appears to lie in a com- 
pression space of diameter so great, in proportion to depth, that the 
ratio of cooling surface to volume of hot gases is largely in excess 
of that common to other engines. This disadvantage will diminish 
the economy which the great expansion would otherwise give. 
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CHAPTER VIII. 

IGNITING ARRANGEMENTS. 

HowE\'ER perfecl the theoretic cycle of an engine, or however 
admiraltlc is its ronstruciion, in the absence of a good igniting 
valve ihc skill and energj- expended is of no avail. The engine 
is a useless ma-ss of metal requiring power to move itself rather 
than furnishing power to set other machines in motion. 

In the earlier stages of gas engine manufacture, the igniting 
method has been the most fruitful source of annoyance and diffi- 
culty ; even yet, after many yeare of engineering experience, the 
igniting valve is still the initial difficulty which the inventor must 
overcome before he gets the opportunitj- of testing his theories of 
heat and work in a moving machine. Quite a number of wit- 
nesses, in the shape of unworkable gas engines, in many engineers' 
workshops throughout Britain, attest silently but emphatically the 
difficulties of the igniting valve. 

The problem is by no means a simple one, and the care 
.lavished ufKin its solution would not be suspected on inspection 
of the igniting gear of any good modern engine. Much has been 
done, but much stiil remains yet to be accomplished before flame 
is as completely and effectively under control as steam. 

In the noncompression engines the problem is comparatively 
mple— to inflame a volume of explosive mixture enclosed \s 
a cylinder, so that the explosion is confined within the cylinder," 
and no communication is open to atmosphere. This is to be re-- 
peated regularly and with certainty at rales varying; from 6a to 150 
times per minute, depending upon the S[)eed of the engine. In 
the earlier trials, what may be called the touch hole method 
naturally suggested itself; the piston after taking in its charge, 
[Crossed a small hole and sucked a flame through it into the cylin- 
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der, the hole being either small enough to occasion no substantial 
loss of pressure upon explosion, or covered by a small valve closing 
with the pressure from the interior. This is the earliest flame 
method. Then comes the idea of using the electric spark, and so 
completely closing up the cylinder, and, later on, a return to flame, 
using a double flame, one to ignite an intermediate one, and 
the intermediate flame carried in a pocket or hollow cock to the 
mkture. Then the idea of spongy platinum suggested by the 
well-known Doberiner's Hydrogen lamp. Later on the heating of 
metal tubes or metal masses and the ignition of the gases by con- 
tact with them. Then electrical ignition again, but this time by 
heating a platinum wire to incandescence. All those methods were 
proposed and to some extent practised long before gas engines 
appeared in any commercially successful form. 

Ignition methods may be classed in four distinct groups, 
(i) Electrical methods. 

(2) Flame methods. 

(3) Incandescence methods. 

(4) Methods depending on * Catalytic * or chemical action. 

(i) Electrical Methods. 

Spark Method. — The use of the electric form of energy seems 
at first sight a very convenient and easy method of getting an in- 
tense heat at any desired time and in any desired spot in the 
interior of a cylinder. The electric spark has long been used by 
chemists to explode the contents of the eudiometer in which gas 
analysis is effected ; and the platinum wire rendered incandescent 
by the current from a battery has long been familiar to experi- 
menters and is used by them for many purposes. The spark 
method was used in the Lenoir engine. A Bunsen's battery, a 
Rumkorff induction coil, and a commutator or distributor, is 
required in addition to the insulated points between which the 
spark passes in the interior of the cylinder. 

Fig. 71 is drawn to show clearly the general arrangement. 
The Bunsen's battery a generates the current, which passes by the 
wires to the coil b, from which the intensity current passes to the 
insulated points d d by way of the distributor c. The negative 
pole of the coil is permanendy connected to any part of the metal 
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work of ihi; engine ; the igniting points D, D, consist of porcelain 
plugs seen on a laiger scale at e. The porcebio is firmly 
cemented into the brass nut i, and the wire 2 which passes through 
a bole in the plug terminates outside in the connecting screw 3 
and inside is bent over the end of the plug ; the other wire 4, 
passes through another hole in the plug, is bent over in the insid 
lying near the wire 3 but not touching it, it then passes tKrou{,h 
the side of the plug touching the metal of the nut. When the 
nut is screwed into position the one wire is in metallic connec- 
tion with the cylinder of the engine, and the other is insulated 
from it. 




FlO. 71. 



Lenoir Engine. 



The distributor c consists of an insulated metallic arm i rota- 
ting on the end of the crank shaft over the insulated ring 3, whicl' 
is connected to the positive pole of the coil. Two insulated seg- 
ments 3, 4, are connected by wires to the igniting plugs d, d ; in 
rotating, the arm i comes alternately over 3, 4, and it is within 
sparking distance of the ring 2 as well as the segments ; the sparks 
pass alternately to the segments and thence alternately to the 
opposite ends of the cylinder. The ebonite disc carrying the seg- 
ments and ring is so adjusted that the spark begins to pass at eithei 
end, just as the admission valve closes. IE it ^ssed too soon the 
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explosion would occur before the admission valve closed, and 
therefore would partly be lost, and at the same time would make a 
disagreeable noise. If it is passed too late, power is lost, because 
the piston is at its most rapid rate of movement and is reducing 
the pressure of the cylinder contents uselessly. 

Notwithstanding the most careful adjustment, some time 
elapses between the closing of the admission valve and the explo- 
sion. When all is in good order this arrangement works very well, 
but should the insulation be disturbed and any short circuiting 
occur, the spark fails to pass between the points in the interior of 
the cylinder and a missed or late ignition results. This often 
happens in starting the engine when it is cold ; the 'first few explo- 
sions cause a condensation of water upon the points and the spark 
then fails, the current passing through the water film from wire to 
wire without spark. The igniters then require to be uncoupled 
and dried. To reduce this trouble, the points are kept towards 
the top of the cylinder in the end covers so that any water or oil 
drainage may flow down and leave them dry. The difficulties of 
insulation, coil and battery, are so great that they did much to 
prevent the use of the Lenoir engine ; unless the machine fell into 
intelligent hands it was sure to go wrong and give trouble. 

The spark method has never been applied to compression 
engines as the compression increases all difficulties. The Lenoir 
igniting plug, or * inflamer ' as it was called, if put in a compression 
engine leaks badly and cannot be got to act efficiently. Many 
specifications of compression and other engines state that ignition 
is accomplished by the electrical spark, but the Lenoir engine alone 
attained any success. 

Incandescent Wire Method, — This method very naturally suggests 
itself as a solution of the difficulties of the high tension spark; the 
coil is dispensed with and the current from the battery is applied 
directly to heat a thin platinum wire. The difficulty of insulating is 
very slight. The tension being low it is a matter of indifference 
whether the insulating material is wetted or not. The wire being 
constantly at a red heat cannot remain at all times in the cylinder, 
but is put into communication with it at proper times by means of 
a slide valve. Fig. 72 is a drawing of an igniting slide of this kind, 
as used by the author in experiinental work. It acts very well in- 
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deed. The screw i carries the insulated rod a, insulated by means 
of asbestos card-board packed into the space and screwed down 
firmly by the screw 3. The other wire is screwed into the metal 
and so is in metallic connection with the metal work of the 
engine. One wire from the battery connects to any portion of the 
engine ; the othrr is insulated. 'I he platinum wire 4 is thus kept 
continually at a red heat, and the shde 5 moving at proper times 
causes the gases 10 be ignited to flow mto the chamber containing 
tlie platinum spiral, by the hole 6, and so causes the explosion. 




Fig. 72. — Electrical Igniling Valve (Cletk}. 
Incandescent riaiinum Wire. 

There is only one precaution required in using this. The batters' 
must not be too powerful ; if the wire is heated by it to near its 
fusing point, then the further heat supplied by successive explo- 
sions may cause its destruction. It requires to be kept at a good 
red heat and no more when open to the air : when closed up and 
in contact with the hot gases it will then become almost white hot ; 
anything above this may fuse it. The battery is of course at all 
times a source of care ; as it requires to be often renewed, it is only 
for experimental work that this arrangement answers welL In the 
hands of the general public it would come to grief. Hugon and 
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rcany others proposed similar arrangements, but they do not appear 
to have worked them out 

Arc Method. — There is another electrical method. A small 
dynamo attached to the engine keeps up a continuous current and 
heavy platinum points in communication with the cylinder carry 
the arc* This is difficult, however, as the points constantly volatilize 
and require frequent renewal. This method has never come into 
practical use ; it is described several times in specifications. 

(2) Flame Methods. 

The earliest really efficient igniting valv.e is that described by 
Barnett in his specification of 1838. It is the parent form of 
the most extensively used valve, the *Otto.' 

Barnetfs Igniting Valve, — Fig. 73 shows a vertical section and a 
plan of this valve. It consists of a conical stopcock with a hollow 
plug; the shell contains two ports, i and 2 — i open to the atmosphere 
and 2 communicating with the cylinder. The plug of the cock has 
one port, 3, so arranged that it may open on the atmosphere port or 
the cylinder port in the shell, but cover enough being left to pre- 
vent it opening to both at the same time. In turning round it 
closes on the atmosphere before opening to the cylinder. 

A gas jet burns at the bottom of the shell, and in the hollow 
of the plug, the ports 3 and i being long enough and wide enough 
to allow the air free circulation as shown by the arrows. The flame 
must not be too large or it will fill the whole mterior with gas and 
prevent air getting in; the flame will then burn at the port i in the 
air and will not enter the cock. Suppose it to be burning regu- 
larly in the cock as shown in the drawing, then if the plug is suddenly 
turned round so that port 3 closes upon the atmosphere port i, 
and opens upon the cylinder port 2, the air supply will be sufficient 
to keep the flame living till the mixture contained in 2 reaches it 
The explosion then occurs. The port 2 is of the same shape as i, 
so that the flame causes the gases to circulate the same as the air 
did when open to it ; the mixture comes in contact with the flame 
by circulating through the plug. If the port 2 is made so small 
that no circulation occurs, then the ignition will be a very uncer- 
tain matter ; as the gases will require to get at the flame by diflu- 
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non, which is a slow process, and the Itamc may be exting'jished. 
before they arrive ai il The explosion of course extinguishes the 
flame, but when the plug is again rotated to open to the air, the 
enema] flame relights it and it is ready for another ignition. 




Fjc. 73.-Bamcll's Igni ling Valve (flame). 
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Hu^on^s Igniting Valve, — In the small Hugon engine Barnett's 
method was first applied in a fairly successful manner. 

The valve is shown in section at fig. 74. 

The sectional plan, fig. 74, shows the internal flame lit and 
burning in the ignition port i ; the external flame 2 burns close to 
it in this position, so as to be ready to light it when wanted. The 
gas for the internal flame is supplied under higher pressure than 
that of the ordinary gas mains by a bellows pump and small 
reservoir through the flexible rubber pipe. For the external flame 
the gas is used at the ordinary pressure. 

When ignition is required, the valve moves rapidly forward 
causing the port i to close to atmosphere first, and then to open 
to the cylinder port 3, as shown at the other end of the slide. 

The explosive mixture which fills the port 3 is at once 
ignited and the flame finds its way from the port into the cylinder 
itself ; the port is necessarily filled with pure explosive mixture 
free from any admixture with exhaust gases, as all the mixture 
; before entering the cylinder must pass through it and so sweep 
before it any burned gases into the cylinder. Hence the mixture 
Hn the port will be more ignitable than that in the cylinder, as the 
■jnixture there is diluted in part with exhaust gases while that in 
the port is free from them. 

The explosion is thus exceedingly certain and regular ; when 
it occurs it extinguishes the internal flame and at the same time its 
superior pressure forces back the gas in the rubber pipe while the 
port I remains open to the cylinder. 

The return of the slide again opens it to the atmosphere, and here 
is seen the necessity of using the gas under some pressure. Before it 
can relight at the external flame, the products of combustion must be 
expelled from the gas pipe ; if the gas were under only the ordinary 
gas main pressure there would be no time for this, and tha valve 
would return to ignite without a flame. The expedient of increas- 
ing pressure is somewhat clumsy but it acts fairly well. The port i 
is made large to give space for the air necessary to support the 
flame while the ignition port is passing from atmosphere to 
cylinder port. At the moment of explosion, the cylinder is com- 
pletely closed from the air. 

p 
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The explosion is therefore compleicly contained Withb U 
cfUndcf and no sound is heard 
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In the engine at the Patent Office Museum Mr. S. Ford con- 
siderably improved the igniting arrangement by intercepting the 
rush back to the gas pipe by a light check valve ; he was thus able 
to use gas under the ordinary gas main's pressure and dispense 
entirely with Hugon's gas pump and reservoir. The explosion, in- 
stead of forcing a considerable volume of burned gases down the 
gas pipe, simply closed the check valve, which opened as soon as 
the igniting port reached the air again, and so gave the gas stream 
at once. 

Ottds Igniting Valve, — The igniting valve used in the Otto 
and Langen engines is a further development of Barnett and 
Hugon's igniting devices. 

As applied to the compression engine there is one alteration, 
very slight, but very essential. 

In the Lenoir and Hugon engines, as well as the Otto and 
Langen, the pressure in the cylinder is the same, or in some cases 
less than that of the external atmosphere, that is, before ignition. 
It is therefore an easier matter to transfer a flame burning quietly 
in the air to the cylinder without danger of extinction. When the 
gases to which the flame is to be transferred exist at a pressure 
some 40 to 50 lbs. per square inch superior to that of the flame 
itself, it is not so easily seen how the flame is to be transferred 
without extinction. Generally described the arrangement is as 
follows. A small quantity of coal gas is introduced into the 
upper part of a cavity in the ignition slide ; being lighter than air it 
remains separate from it and has no tendency to mix with the air 
beneath it, except by the slow process of gaseous difl'usion. At the 
surface of contact with the air, it is ignited and burns with a blue 
flickering flame. The movement of the slide cuts off" communica- 
tion with the outer atmosphere, and very shortly thereafter opens 
on the admission port of the engine, but before doing this it opens 
on a small hole communicating with the cylinder. This hole com- 
municates with the gas passage in the upper part of the slide, so 
that the gases under pressure enter and force the gas downwards, 
the pressure rising in the port more slowly than would occur if 
the main port opened at once. The pressure is therefore nearly 
level with that in the cylinder when the main port opens, and the 
flame still burning at the point or surface of junction between the 
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gu aud air, ignites ihe mixture. If the pressure was d 
in ihc igniting iwrt by pressing the gas dovv^nwards a. 
a\-oiding a rush past the flame portion, the rush < 
extinguish the flame and an ignition would 1 
apl«rcnt difficulty of transferring the flame from attno^ 
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don pressure comes oa It is cut off just before the valve 

flame port to atmosphere. 
75 is a vertical section showing the flame cavity in the slide, 
act of introducing coal gas at the upper part and inflaming 
point of junction, between gas and air. 
slide A contains a forked passage b communicating at the 
passage with the air inlet c, and at the upper passage with 
innel f, which are both in the valve cover d, which holds tl.e 
against the engine face. The jet c has a flame constantly 
ing into the funnel, which becomes heated, with the effect of 
ing a current of air through the forked passage when its ports 
in proper position ; the direction of the current is shown by 
arrows. The pipe j supplies coal gas which passes along the 
;r I, cut in the cover and valve faces, into the forked passage 
and thence to the funnel f where it is inflamed and burns as 
Lown. When the movement of the slide cuts off communication 
Ith the atmosphere, it also closes the gutter i and terminates the 
Lpply of coal gas from the pipe j, but the upper part of the forked 
Lge contains gas ; a flame therefore flickers as shown. Just 
ifore B opens on the port l, fig. 76, the hole k, fig. 75, opens and 
pressure from the explosion space causes a flow into b, forcing 
[before it the gas contained in the hole, thereby intensifying the 
.flame by making the gas pass more into the air and bringing about 
the equilibrium of the pressures. When b opens on l, the flame 
is a* vigorous one, and at once fires the whole charge in the explo- 
sion chamber. Fig. 76 shows the slide with the port b at the 
moment of opening on l. Fig. 77 is an end elevation of the 
valve and cover, showing the ports and gutters dotted and lettered, 
position same as in fig. 76. The method is carried out completely 
and is a very perfect one indeed \ it is somewhat slow in action, 
depending as it does on a proper ventilation of the forked passage 
and the complete replacement of the burned products by fresh air 
before the gas can burn properly in the cavity. If the engine be 
run more rapidly than the draught of the funnel can clear out the 
passage from the burned gases, then the flame cannot be lit in it 
and an ignition will be missed. 

It is a method exceedingly successful when ignition is not 
required too frequently, but very troublesome and uncertain for 
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rapid ignition. The Otto and Langen engine only made 30 ig 
I tions per minule, and the Olto compression engine makes but S 
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Ignitions per minute at full power ; its efficiency is good at these 
rates, but at 150 per minute it is too slow in action. 




Clerics Igniting Valve. — The method of igniting the chaise used 
by Clerk is quite different from the other flame methods already 
described ; the difference is necessitated by the greater rapidity of 
ignition in engines with an impulse for every revolution. 

To ventilate the igniting port in the Otto and Hugon slides 
requires time, which cannot be given when the frequency of the 
ignition approaches 150 to aoo per minute. 
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To meet this difficulty the author has invented several methods 
both flarae and incandescence, but the one to be described is 
that at piesent in use in his engines ; it is very reliable and rapid, 
as many as 500 ignitions per minute having been made with it 
ex per I men tally, or at the rate of 5 ignitions per second. 

A portion of the explosive charge is allowed to pass from the 
motor cylinder lhrouf!;h a regulated passage to a grating placed at 
the end of a cavity in the slide, and is there ignited by a Bunsen 
flame ; the grating prevents the passage back of the flame, and 
the mixture burns in the cavity without requiring the presence of 
the external atmosphere. At each end of the cavity there is a 
port opening to opposite sides of the valve, the one for hghting 
the gases streaming from the grating, the other for communicating 
with the interior of the cylinder at the proper lime. The com- 
munication whh the cyhnder is not made until the outer port cuts 
off from atmosphere, and the flow of the gases is so regulated that 
while this is being done, the flame still coniinues to be fed b 
fresh supplies. It is evident that if too great a current be sent it 
the pressure will soon become equal to that in the cylinder, and 
then the flow towards the cavity will cea.se and the flame become 
extinguished ; this is guarded against by proper proportioning oij 
the blow by the check pin. The pressure in the cavity when its 
port opens on the cylinder port is still slightly less than that ii 
cylinder, and the gases from the cylinder enter and are ign 
By using gas and air already mixed in proper proportion, the ne- 
cessity of ventilating is removed, and it is made possible to igniWt 
at the rate required by the system of impulse at every revolution. 
Without this it would be almost impossible to get a passage cleared 
out in lime to allow of so frequent ignition, by a coal gas flame 
burning simply in air. It was first used by Clerk in an engine work- 
ing in February 1878, and has subsequently been used by Wittig 
and Hees and by Robinson in the Tangye engine. In the form 
here described it was first used by Clerk in November 1880 

Fig. 78 is a sectional plan of the igniting slide and cover as 
well as the passage into the combustion space. The valve i co 
tains the cavity 2, furnished at the ends with the ports 3 and 4 ; 
the end 3 is placed the grating 5, communicating behind with 
:plosion port 6, by a small hole 7 and a gutter in the 
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valve face, showing at fig. 78. A long ptn 8 screwed into 
tlie end of the slide controls the gases entering the s|)ace behind 
the grating, and if need be can cut off communication altogether. 
When the valve is in the position shown in the drawing, the mix- 




FlG. 78.— Sectional Plan, Clerk lEiiilmg Valve. 

lure IB beginning to flow through the grating into the space 2, 
and is ignited by the Bunsen flame 9 lying up against the valve 
face. The Bunsen Bame lies so close to the grating that im- 
mediately inflammable mixture comes, it is lighted before it can 
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' get time to fill the cavity ; if allowed to accumulate in the cavity 
before lighting, a slight explosion ensues and a disagreeable report 
is produced. The flame at the grating bums in ihe cavity, dis- 
charging into the passage lo, and from thence to the atmo- 
^here. The movement of the slide 
e atmosphere, first an the Bunsen flame side, and then 




1 menial flame cuploding muitllre. 

Fig. 7g. - Soelional Plan, Cleik Igniling Valve. 

inside of the valve ; very shortly after, the port 4 opens on the port* 
6 leading to the cylinder, and the gases then taking fire communi- | 
cate the flame to the whole contents of the compression sp; 
fcin fig. 79 the flame port in the valve is full open on the explos 
t«D/f of the engine. The slide ihen moNca ■^^■oi. We \iOTt. wid ba.ck' fl 



Igniting Arrangements 



219 
repeated 



to the first position, where the operations described 
and igniting again occurs. 

This arrangement is very rapid in action, and is capable of 
igniting with the utmost regularity at a rate so high as 300 times 
per minute, which is far in excess of the requirements of the 
engine. Fig. 80 shows the Eunsen flame burning against the face 
of the valve, ready to ignite the gaseous mixture. 




Fig. 80. — End Elevation, Clerk Igniting Valve. 

Braytoris Flame Igttilien.—T'he. Brayton method of ignition 
has already been described shortly in the description of the engine. 
It is so beautiful and instructive that it merits further discussion. 

The action will be made clearer by describing a well-known 
laboratory experiment (fig. 81). 

A piece of wire gauze, a, held a few inches from the Bunseti 
lamp, b, ihegas being turned on, wiU pte\en\, x\& fta-ixi^ -^eivX-^- 
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alK)ve it from pasting back through the gauze to the burner. The 
gatize may be moved throuijh a considerable distance from the^ 
Bunsen tube without extinguishing the flame. The mixlure of gas 
and air streaming from the Bunsen passes through the gauze, and, 
although igniting above, the heat is so rapidly conducted away by 
the gauze, that the tiame cannot pass through its interstices back 

I to the lower side. If an explosive mixture be confined under say 
30 lbs. per square inch pressure in a vessel, and a pipe from it 
(fig. 8i) leads to a pair of perforated pktes with gauze between 
them, a, then the cock b being opened gently (the valve c being 
previously open), the mixture will stream through the plates into 




— BunscD Flame burning above Gauze. 



the atmosphere, and, if ignited, will burn at a without passing' 

back. If the cock b is opened suddenly a greater rush of flamC 

,__will occur, diminishing again if it is partly closed. 

So long as enough mixture passes to preserve alive the flame 

' at a, then any increased quantity passing from the reservoir wiH 

be burned ; the little flame increasing or diminishing a 

opening of the stop-cock valve is increased or diminished. 

The action of the ignition in the Brayton engine is exactljl 
The pressure on the flame side of the grating is slightlj 
eJow that existing on the tlhet side ■. the sweam of cold ; 
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entering the engine cylinder immediately becomes flame on the 
grating, and so expands, the volume of flame being changed as 
required by the valve action of the engine. 

This method is most successfully carried out in the Brayton 
engine. The lack of economy is not due to the ignition, but to 
the use of it under unsuitable circumstances. Without doubt this 




, in a better combination, will come largely into use in 
future and larger gas engines. It is unsuited for cold cylinder 
explosion engines, but admirably adapted for hot cylinder com- 
bustion engines of the second type. 
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(3) Incandescence Methods. 

The ignition of explosive mixtures by contact with heated 
melallic surfaces has often been proposed, first by the late Sir 
C. \V. Siemens, and after him by the American, Drake. Dr. 
Siemens, in one of his gas engine patents, proposes to ignite the 




Fig. 83. — Sectional Plan, Cltfik Incandescent Pklinuni Igniting Val 



mixture by passing it through an iron tube, which is heated to red- 
;ss by a flame outside of it. 
Drake constructed an engine in which the ignition was effected J 
1^0 a similar manner. The difficuU^ is tovind m the rapid oxidation J 
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of ihe tube, and the consequent necessity for frequent renewal. 
Frequent attempts have also been made to heat a portion of the 
interior surface of the cylinder, so that at a suitable time the mix- 
ture might be exposed to it and iired 

The first arrangement of incandescent ignition successfully 
applied to a compression engine is the invention of the author, 
and is described in his patent, No. 3045, 1878. It was used in an 
engine exhibited at the Royal Agricultural Society's Show, Kilbum, 
in 1879 (July). 

Clerk's Igniting Valve. — Fig. 83 is a sectional plan of this 
valve in position, Fig. 84 is a separate \-iew of the valve looking 
upon the face, and fig. 85 is the ])latinum cage, full size, taken out 
of the valve. 



mff 



I 



Flc. S4. - Face of Valve witli V\: 




Flc. Sj.^ Platinum Cage. 



The platinum cage consists of a box of platinum plate, with 
numerous platinum ribs running across it. They arc secured by 
rivets running completely through, small platinum washers serving 
to keep the plates at equal distances. The valve receives this 
cage in a cavity, and it is tightly packed in its place with asbestos 
and slate packing, a covering plate screwed down upon it securing 
the whole in position. To start the engine, the reservoir contain- 
ing gas and air under pressure is opened ; the small tap, i, then 
opened allows mixture to flow through the diaphragm 2 (made 
like the Brayton grating), and the mixture is ignited at the 
small door 3, which is then closed. T\ie ftame &ii"«% ■CKcwi.'^'fcie. 
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platinum cage, healing up its plates to a white heat in a few, 
seconds. On opening the starting cock of the engine, it moves,, 
and brings the igniting port 4, on the cylinder ports, at the same' 
lime opening on the port 6, in the cover, leading into the cavity 7. 
The mixture in the cylinder then rushes through the cage, hecora- 
ing ignited, and the explosion reaches the cylinder ; the cavity j 
is so proportioned that each igni- 
tion sends a measured quantity 
(1! F^ of flame through the cage into it; 

|j / K the heat of the explosion at eveiy 

V ' turn therefore supplies heat to* 

the platinum. This added heaE 
is sufficient to keep it at a white, 
heat. So long as the engine is 
supplied with gas it gets an i, 
nition at every revolution, and a 
portion of that heal goes to the 
platinum to make up for loss by 
conduciLoa The heating (ianie 
used in starting the engine i 
dispensed with immediately on' 
starting, and the engine rur 
tinuously without outside flame. 
This method is exceedingly reli- 
able and rapid, but is not suited 
for the governing arrangements 
of small engines. 

Siiinem' Tube Method.~Y\g.'i& 
is an arrangement of Siemens' 
method, as used by Mr. Atkinson 
in his 'Differential' engine, 
hibiled at the Inventions Exhibi- 
tion. The wrought iron tube 1 
heated by the Bunsen flame 2,. 
the non-conducting casing 3 pre-^ 
venting loss of heat ; the piston at the proper time uncovers the 
hole 4 into which the tube is screwed, and the mixture entering' 
under pressure becomes ignited. In other engines the tube iS; 




Fig. 3S.— Hot Tube Igniier 
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caused to communicate with the cylinder by a valve. This modi- 
fication is exceedingly simple and works well ; care must be taken 
to avoid overheating, or the explosion may rupture the tube. It 
is inexpensive and easily renewed when disabled by oxidation. 

(4) Methods depending on Catalytic and 

Chemical Action. 

The well- known property of spongy platinum of causing the 
spontaneous ignition of a stream of hydrogen or coal gas directed 
on it in air, has been proposed as a means of ignition by Barnett 
( 1838). In the arrangement he describes, the platinum is contained 
in a little cup screwed into the cylinder cover, and the compression 
of the mixture causes its ignition by contact. 

Platinum, however, soon loses this property, and the action is 
at best too slow for use. 

All flame methods of course depend on chemical action, but 
one proposal has been made, to use the property possessed by 
phosphorated hydrogen of igniting spontaneously in contact with 
air. ^^he phosphorated hydrogen is conducted in small quantity 
into the mixture to be exploded at every revolution, and its com- 
bustion causes ignition. 

This proposal has never been carried out in practice. 

Summary, — To the author's knowledge no other systems 
of ignition have been proposed ; the flame methods are best 
suited for small gas engines and will probably continue in use. 
Considerable improvements may still be effected in ignition valves, 
and it is possible that external flames may be entirely done 
away with in future engines. It is somewhat humiliating to .the 
inventor to watch a powerful gas engine at work, developing say 
30 horses, and to know that he can at once change the whole 
and make the engine powerless by blowing out the external flame. 

A combination of flame and incandescence methods will doubt- 
less overcome this difficulty, and make the gas engine act without 
visible flame and without the danger of extinction from draught, 
to which the present igniting flames are subject. 

It is improbable that either the first or fourth methods will 
again find favour, the electric methods give too much trouble axvd 
are at best uncertaia 
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CHAPTER IK- 
ON' SO\[E OTHER MECHANICAL DETAILS. 

r A GOOD working cycle and good ignJiing arrangemenls are the two 

) most important factors m the successful working of a gas engine, 

but there are other matters whose importance is only secondary 

to those. The governing gear, the oiling gear, and the starting 

gear, are of the greatest importance. 

These matters will now be described. 

The Governing Gear. — In the earlier gas engines, including 

Lenoir and Hugon, the governing was attempted precisely as 

done in the steam engine, the source of power being regulated 

by throttling. A centrifugal governor acted upon a throttle valve 

regulating the gas supply, diminishing it when the speed became 

loo great and increasing it when the speed fell. 

This was a very bad and wasteful method, as the engineer wiU 
at once recognise from his knowledge of the properties of exploslw 



The limits of change allowable in the proportions of gasec 
explosive miNtnres are very narrow, the gas present ranging froll 
■f to TB of the total volume. A mixture containing | of its volum 
of coal gas in air has just sufficient oxygen to burn it and r 
more ; any further increase of gas will pass away unburaed, thep 
being insufficient oxygen present for its combustion. 

This is therefore the richest mixture which can be used wi 
I any economy. 

A mixture of air and gas containing -^V of its volume of gas 
I in the critical proportion ; any further dilution, however slight, w 
L cause it to lose inflammability altogether. The governor m 
n changing the proportion of gas and air between those limit 
I that is, (he explosion maj be ao te4uce4 trj dilution chat it giw 
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only haif the power per impulse obtainable with the strongest 
inLxCure, 

Any further dilution causes the engine to miss ignition al- 
together, and discharge the gas it has taken into the exhaust pipe, 
without obtaining any power from it. If, therefore, the governor 
acts by throttling, the valve is only closed enough to cause the 
mixture to be so weak as to miss fire ; as soon as that point is 
reached the valve will be closed no further, because at that point 
the speed of the engine will cease to increase. Fig, 7, p. 14, shows 
the governor in action upon a Lenoir engine. 



Asm 




FjG. 87.— Si 



showing Olio and Langen Gov 



In modern compression engines the great loss of gas occasioned 
by throttling is avoided by never diluting the mixture. Instead of 
keeping up the same frequency of impulses but of less power, as 
done in the steam engine, the gas is either full on or full off, 
that is, the governing is effected by diminishing the frequency of 
the impulses instead of diminishing their power. 

In the specification of the Otto engine, 1876 (2081) the 
governing is described as being effected by reducing the 9qw« 
of the explosion. This is more impracUcab\e "ii^ fee. Ox'i.o eti'^v.* 
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" tlian in ihc Lenoir, because, owing to the dilution of the chaise by 
the exhaust gases or air, the range of change in mixture is smaller, 
The strongest mixture does not exceed i of coal gas in 8 of other 

lipases. 

G^'trning — Olio and Langen Rn^nt. — In this engine, in its 
hl»t and best form, the governing is effected by missing impulses. 
When the engine has received an impulse, the increase in speed 

Joiuses the governor to move a lever whicii disengages a pawl from 

%% ratchet, and so prevents the piston being raised and the charge 
fawn into the cjlinder. ^Vhen the speed has fallen sufficienily 




■IG. 8B.— Olio and Langen Governor, showing 



Pawl and RaLcliel. 



jVe \ci-er liberates the pawl, and the piston is then raised, taking 
Kn ihc charge and exploding it. Fig. 87 is a sectional elevation of 
Ithe Rovemii^ arrangements. The auxiliary shaft i is driven from 
T Ac rnun shaft = by the clutch 3, but the crank 4 and shaft i re- 
pe molion from z only by means of the pawl 5 falling into the 
Vn ■ W '°"S ^ '^^ governor lever 7 remains in the position 
' *" Ae pa«l "S ''^P' ^^°^ engaging and the piston and valve 
^"^ il ««". ^^ ^" ^'^ ^'^^ governor lever 7 liberates 
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auxiliary shaft receives one turn ; the crank 4, connected to the 
lever 8 (fig. 88), lifts the rack, and the piston takes in its charge ; 
at the same time the valve opens to gas and air, then, when 
the piston is full up, brings on the igniting flame. The ex- 
plosion occurs and shoots up the piston, wh^ch on its down stroke 
accelerates the motion of the power shaft, and if the limit of speed 
is exceeded, the governor lever again interposes and prevents the 
charge and explosion till the speed falls. 

When running without any load, the two horse engine tested 
at Manchester by Clerk required only 6 ignitions per minute, con- 
suming, including side lights, about 25 cubic feet per hour. The 
shaft therefore ran as many as 15 revolutions merely by the power 
stored in the fly-wheels. 

The governing is effective but irregular. 

Governing — Otto Engine. — The speed of the Otto compression 
engine is governed by diminishing the number of impulses given 
to the crank ; whenever the normal rate is exceeded, the governor 
so acts that the gas supply is completely cut off for one or more 
strokes of the engine, no impulse being given till it falls again. 

One arrangement very commonly in use is shown at fig. 89. 

The cam i upon the auxiliary shaft 2 is arranged to strike the 
wheel 3 upon the lever 4, opening the gas valve 5 at the begin- 
ning of the stroke and keeping it open till the end of the stroke 
of the piston ; the gas passes from the gas valve by a passage to the 
holes in the slide, when it streams into the air current entering the 
engine by the admission port Whenever the speed becomes high 
enough, the governor 6 by the lever 7 shifts the position of the cam 
I upon its shaft, so that the wheel 3 does not strike it; the gas valve 
5 therefore remains shut for that stroke, and the piston draws air 
alone into the cylinder. When the piston returns and compresses 
the charge, the igniting flame enters as usual, but there being 
no explosive mixture there, the piston moves out again without 
impulse, expanding and discharging, charging and compressing an 
uninflammable charge, till the reduction of speed calls again for an 
impulse ; the first ignition after the engine has made several re- 
volutions without gas is always more powerful than the normal 
one, because no exhaust gases being there the charge mixes in the 
space with pure air and is not heated previous to explosion. 
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it in difTerent Otto engines varies from this, but 
e priDCiplc b iXtny^ ths same 
Fig. 90 is a receot and very clever governing arrangement 
d m the smaller Otto engines. 




Fig, 89.— Olto Governor and Cc 
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The ordinary governor is entirely dispensed with, and the valve 
Itself carries a pendulum which governs. 

The pendulum i, hanging from the pin 2 in the slide valve 3, 
curries tlie long steel blade 4, which usually strilces the stem g, and 
opens the gas valve at the same time as the slide opens to the air. 
Vn'heaevei the speed is exceeded, however, the motion of the valve 
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■\ ai the arrow, exceeding a cerlain rate, the pendu- 
lam I is left beliind and depresses the steel blade 4, which therefore 
misses the gas valve stem and for that revolution no gas etiters. 
So long as the speed is sufficient to swing back the pendulum no 
gas enters ; as soon as it is insufficient to cause the pendulum to 
leave its resting position against the valve, then gas is admitted. 

As the pressure of the edge of the steel plate upon the valve 
stem is in direct hne with the centre of the pin upon which the 
pendulum hangs, there is no tendency to move it, that is, the 
governor does not furnish the power to open the gas valve. In 
all the Otto governing arrangements this principle is adhered to ; the 




governor never furnishes the power to move the gas valve, but 
only signals to the engine the proper time to give the motion, 
the motion being always taken from the engine itself. 

In electric light engines, which must give the impulse for every 
two revolutions with some change of power, the gear is modified ; 
instead of complete cut-off as first described, the cam upon the 
shaft is made in several steps, so that the wheel upon the gas lever 
is shifted from one to anotlier as shown in fig. 91, where 1 is the 
gas cam, and 2 is the wheel upon the gas lever. Those steps are 
made to diminish supply of gas as much as possible without miss- 
ing ignition, so that within narrow limits of changing, load^vVs. 
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gine may retain iis frequency of impulse. Whenever this 
range of permissible variation la exceeded, the wheel slips entirely 
oA ihe cam, and the engine then governs in the ordinary manner- 




Light Governor. 



G<n-erni»g—Brayfon and Simon. — In the Brayton gas engine 
the governing was effected precisely as in the best sleam engine?, 
by \-arying the point of cut-off". The entering flame was cut off, 
sooner or later, as determined by the governor of the engine ; and 
the admission of gas and air to the pump was simultaneously 
regulated, the amount entering being diminished to keep the 
pressure in the reservoir constant. The diagram, fig. 45, p. 158, 
shows that the variable cut-off acted well. 

Fig. 9? shows the governor of the petroleum engine. 

The cam i, which opens the admission air valve on the motor 
cylinder, is made tapering, so that the point of cut-off becomes 
earlier and earlier as it slides in the direction of the arrow. 

The supply of air was thus diminished. In this engine the 
supplyof petroleum could only be diminished by hand, two screws 
on ihe oil pump, when screwed upwards, altering the connecting 
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rod between the plunger and the eccentric, giving more or less 
iree movement, and thereby diminishing the throw of the pump. 

The air supply to the engine was not diminished, so that the 
pressure in the reservoir increased, and was blown off at a safety 
valve placed upon the engine. This was a wasteful method. 

The regularity of this engine in running was very great, being 
far superior to any of the modern compression engines. It was, 
however, not at all economical. 

Simon's engine presented no new feature in its governing 
arrangements. They were quite similar to Brayton. 




Fig. 92. — Brayton Governor. 



Governing — Clerk Engine. — The governing gear now used 
upon this engine is the design of Mr. G. H. Garrett, Messrs. 
L. Sterne & Co.'s works' manager. It is shown at figs. 93 and 94. 

It consists of a gridiron slide placed between the upper and 
lower lift valves. So long as the engine is at full power, the slide 
I, fig. 93, is moved by the lever 2, fig. 94, from the ignition slide 
of the engine already described, and remains open during the 
forward stroke of the displacer piston. 

The charge of gas and air therefore enters during the whole 
stroke, and is sent into the motor cylinder to be compressed and 
ignited at the proper moment. If, however, the load is lessened, 
and the speed increases, and the governor 3 acts, it moves the 
lever 4, which then catches the lever 2, and prevents the spring 5 
from taking the slide i back and opening it. The displacer then 
discharges its contents into the motor cylinder, but on its next 
out-stroke, the valve i being closed, it gets no charge bvit ibss. 
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Fis. 93-— Seclionsand Plan, Governor Slide, Clerk Engini 
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Fic. 94- — Clerk Engine showing Gairelt Governor Gea 
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piston moves out, forming a partial vacuum behind it. The motor 
cyhnder, therefore, receives no charge from the displacer cylinder, 
and the motor piston compresses and expands alternately the 
burned gases behind it, while the displacer piston moves out and 
in, expanding and compressing likewise. This goes on till the 
governor signals reduction of speed, and disengages the lever 2, 
by pushing down the lever 4, so that the spring 5 opens the slide 
I, and the engine gets a charge. 

This method works very well and economically ; it is necessi 
tated by the clearance space unavoidable in the Clerk engine 
between the motor and displacer cylinders. If gas were cut off as 
in the Otto, that space filled with mixture would be lost every time 
the governor acted. 

G^trning — Tangye Engine. — Messrs. Tangye's gas engine is 
now controlled by a very ingenious governor, the invention of 




Fig. 9S.— Governing— Tangye Engine. 

Mr. C. W. Pinkney. It is shown at fig 95. The rod 1 i, moved 
to and fro by an eccentric, carries with it the bracket 2, into 
which is fixed the pin 3 ; on this pin the lever 4 is swung, and 
moves to and fro with the bracket ; the lever is pressed gently 
downwards by the spring 5, and the lower part of the lever is 
formed into an incline at 6, so that as it moves the spring presses 
it against the toller 7. So long as the engine does not exceed its 
proper speed, the lever 4 does not rise above the positiorv sUo^Nn. 
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in the figure when it is moving in the direction of the arrow, and 
accordingly its knife edge end strikes the lever 8 and, acting 
through the iniermediale links, opens [he gas valve 9 The 
fngine gels its charge of gas ever)' time the gas valve opens. If 
ihc speed becomes too great, then the upward velocity given to 
the lever 4 by the stationary roller 7 forcing against the incline is 
such that the knife edge lever 4 rises above the end of the lever 
8, and the gas valve remains closed. When the speed falls 
sufficiently the lever 4 again strikes the lever 8 and opens the gas 
valve. 

The incline governor works well and is exceedingly sensitive 
to change in speed : by altering the compression upon the spring 
5 the speed of the engine can be varied. 

Oiling Gear.^-\n the steam engine the comparatively low 
lemperalure of the steam within the working cyhnder and the 
fact of its condensation upon the walls and piston renders the 
task of lubricating an easy one. The lubrication need not be 
absolutely continuous and the nature of the oil may vary much 
and no harm is done. 

With the gas engine, the intense flame filling the cylinder at 
every stroke quickly destroys the film of oil with which it is 
corered, and necessitates its continuous renewal. 

If animal oil be used, its decomposition leaves considerable 

chaned matter, which speedily coats the piston and cylinder, 

i::iusing friction and danger of cutting. A good hydrocarbon, on 

the other hand, even when subjected to intense heat, decomposes 

iniD gases without leaving any appreciable amount of carbon : 

WnernI oils should therefore alone be used for the cylinder and 

jiiiion slide. 

IV amount of oil required for these parts is small per day, 

Wrt it must be regularly applied ; the burned film removed from 

suifccc ot the cylinder at every explosion must be regularly 

Zlwed Ot abrasion of the surfaces would speedily ensue. 

"l^c On» engi"^ '^^ "'' ""eciuired is supplied during the whole* 

/* .^tnrioe ; it commences with the movement of theen- 

^^ *^* ■ ^^^Wiaasit is running, and stops when motion ceases. 

^^™ •■*'*"*f^^ d»e Otto oiling cup, one of which is placed, as 

^^^H Bfr^^ ^tartttififr 97 1 ''^ '''^ middle of the cylinder to 



the oil 
^^^lic 
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lubricate the piston and slide ; the pipes 4 and 5 lead to the 
piston and slide. 

The pulley i is driven slowly from the auxiliary shaft by a 
strap, and as it rotates it carries the wire 2 round on the pin 3, 




Fig. 96. — Illustration of action of Otto O.ler. 

fig. 96, alternately dipping into the oil and wiping it off to the 
pin, from whence it drops into the trough 4 and runs by a hole 
into the tubes. The amount of oil so discharged can be regulated 
by the diameter of the wire. The oil flows along the pipes 4 and 




Fig. 97. —Arrangement of Otto Oiler. 

5, fig. 97, and drops into holes at 6 and 7, the one oiling the piston 
every time the trunk comes forward, the other oiling the valve by 
suitable gutters. 

The Clerk oiling cup is shown at fig. 98 ; it is not automatic. 
The screw pin i is set in a position marked for each cup^ the 
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faofiaper minute, and the valve cup 



slide valves should be 

and ckamd cnce m «edL The chun-ed oil should be 

acnped out of the gas gutters and igniting potts ; the 

abo siiould be drawn occasionally, once in three tnontha 

nffibcnt. Tbe interior of the cylinder should then be 

especufly the explosion space. I'he Otto exhaust valve 

be ukcQ out every week and cleaned. The Clerk upper 




Fro. 9S.-aeikOilCup. 



and lower lift valves require cleaning once every month if the 
engine is hard worked. 

In working gas engines the two points requiring attention are 
oiling and cleaning. Never run the engine, without oil, and clean 
regularly. Never start without seeing that the water circulation 
IS open. 

Starting G<ar. — Till verv' lately, gas engines oi every power 
were started by manual labour ; in small machines the inconveni- 
ence is not great, but with large engines such as those giving 
from 20 to 50 indicated horses when at full power, the friction 
is so considerable that difficulties arise. It is difficult to reduce 
friction so much that a lat^e machine may be turned with suffi- 

it velocity by a couple of men, to get a sure and easy start. 

The Brayton petroleum engine was the first to use reserroirf; 
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ing sufficient air for starting, bi!t they were so faultily 
constructed, that leakage and loss were so frequent that the appa- 
ratus was of little use. Many arrangements have been described 
by inventors, but no starting gear found its way into public use 
till that invented by the present author in the end of 1883. The 
Clerk engine was the first to use starting gear in public, at ihc 




Fig. 99. — Clttk Starting Gea 



beginning of 1884. Since then over 100 engines have been fitted 
and are at daily work with it. 

The Otto engine speedily followed Clerk's in the application 
of gear, and after them came Tangye and Atkinson. 

Starting Gear-^Clerk Engine. — The starting gear used in the 
Clerk engine is shown at figs, gg and 100. \\SB.':.t\QTi.'\saE.\.^JJvc.-K'a- 
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e flap, valve i, in the communicating pipe between the dis])lacer 
i motor cylinders is closed, while the engine is running, by the 
EllWidle 2 i the fjases in Ihe displacer are thus prevented from 
kenicring ilie motor cjlinder, and are compressed through tlie 
which is an automatic lift, in'.o the reservoir 4, by theslop- 
Ivc s, which must of course be open. 
The ignition being stopped, the speed of the engine falls, and 
~ the flap is ojiened for a few strokes, to allow the speed to get up 
again. It is then closed again, this being repeated till the r^ervoir 
4 is charged with a mixture of gas and air at 60 lbs. per sc). in. 
■ >above atmosphere. Five minutes gives ample time to charge 




Clerk Slaiung \alTe 



from completely empty to 60 lbs. Three minutes sutBce if the 
charge has not been completely taken from the reservoir during 
the previous start The relief valve at 6 pre\ents chargmg abovi 
60 lbs. per sq. in., the excess blowmg mto the e\h<iust pipe. 
VVhen the reservoir is charged the stop valve 5 is screwed down 
and the charge is retained in the reservoir till wanted. The 
reservoir is made of steel, the sides being k in. thick and the ends 
f ; it is welded throughout, and is tested before leaving the works 
; 1000 lbs. per sq, in. 
The screw down valve 5 and the joint where it is screwed 
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into the end form the only joints for loss by leakage ; numerous 
joints must be avoided, as it is often necessary to leave the 
reservoir charged for weeks ; the faintest leakage would in so long 
a time lose the contents, and so the start would require to be 
made by hand. 

The reservoir is so pressure tight, when made as described, 




that the author has left 01 
engine with ease with whs 
The starting is effected 
The engine is placed 



—Otto Starling Gear. 

Standing for six weeks and started the 



t remained, 
s follows r 
n such position chat the motor crank is 
1 the full in centre. The displacer is therefore half forward, the 
reservoir stop valve is opened, the Bunsen burner is lit, and the 
gas cock of the engine set at the starting mark. The starting 
handle 7 is then moved in, opening the vaAve ^,ft^. looifee. 'Jjisrs. 
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nlcTiRR press forward ihe displacer piston and fill tlie compres- 

' Hon $|iace of the engine, pressing forward the motor piston when 

_ its (rank comes off ihc centre. The starling handle is then let 

Y>, and tiie motor piston runs over its ports discharging the c 

A both of motor and dispbcer to atmosphere. The engine has 

i received a double impulse, one in each cylinder; it is enough 

B bring round ihe piston, compress the mixture and get an igni 

One 0|:ientng or at most two openings of the starting valve aie 

jugh. The reservoir contains enough to give six successive st 

After starting, ihe reservoir should be again charged and closed 

so that il may be ready when required. 

The gear works very well and is easily handled. 
To those accustomed to see gas engines started by hand, it is 
somewhat asionishin/; for the first time to watch a large machine 
move away at once by a mere finger touch upon a valve. 

Sfarfing Gear — Otto Engine. — ^The starting gear used in the 

Olio engine is shown at fig. loi. It consists of the 

the charging and starling valve 2 and a stop valve. The charging 

valve is loaded so that it does not open with a pressure less than 

40 lbs. per square inch, as it communicates with the compres-, 

I sion space 4. It follows that the compression of the charge 11 

■ cylinder does not lift it, but as soon as the gases explode, the 

" pressure lifts the valve, and the reservoir gets filled slowly with 

burned gases. If the valve is left open long enough the pressure 

will rise to within 40 lbs. of the maximum explosion pressure, tliai 

is, about no lbs. per square inch above atmosphere. The stt^ 

I valve being screwed down, the gases are retained ready to start 
.■ engine when wanted. To start, the stop valve at tht 
is opened, and ihe engine crank placed in such jjosition that it 
«ff the centre and on its impulse stroke. The gases then pj 
through the valve 2 into the cylinder 4, and the valve 2 closes a£ 
the end of the stroke actuated by the cam 3. One impulse ij 
thus given and is repeated at the projier time by the action of the 
pam 3 upon 2, through the intermediate lever. The pressure re- 
quired is high, because only one forward movement of the piston 
is available for every two revolutions of the engine. The twia 
engine therefore starts more easily than the ordinary type of Otto. 

s gear also works well ; it was patented before the Clerk gea 
but was later in being introduced into publi-: use. 



'43 



CHAPTER X. 

THEORIES OF THE ACTION OF THE GASES IN THE MODERN 

GAS ENGINE. 

The general principles developed in this work explaining the 
causes of the economy of the modem gas engine were first enun- 
ciated by the author in a paper read before the Institution of 
^ivil Engineers in April 1882.* 

He then classified gas engines in three great groups : 

Type I. — Explosion, acting on piston connected to crank. (No 
compression.) 

Type 2. — Compression, with increase of volume after ignition, 
but at constant pressure. 

Type 3. — Compression, with increase in pressure after ignition, 
but at constant volume. 

It was proved that under comparable conditions the relative 
theoretic efficiencies of the three types were 

Type I = o*2i 
Type 2 = o'36 
Type 3 = o*45 

It was also shown that in the actual engines the real efficiency 
could not be so high as the theoretic, mainly because of the large 
proportion of heat lost through the sides of the cylinder, by the 
exposure of the flame which filled the cylinder to the comparatively 
cold enclosing walls. A balance sheet was given showing the 
disposal of 100 heat units by a compression engine. Of the 100 
heat units, 17*83 were converted into indicated work, 29*28 were 

1 The Theory of the Gas Engine/ by Dugald Clerk : Minutes, Institute Civil 
Engineers, London, Paper No. 1855. April x88a. 
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d with the exbaust gases, and 53*89 units passed throu^ 
B of Ihc cyliodeT imo ihe waier jacktt. 
; economy at the Otio engine over its predecessors, the 
ir and Hugon engines, was dearly proved to be due to the 
bet of its using compression previous lo explosion. 

These conclusions were \ety generally accepted by scientific 
and pnctical men who hod studied the subject, and in FebTuary 
18&1 the laie Prof. Fleeming Jcnkin, then Professor of Engineering 
at the Lniverat}- of Edinburgh, delivered a lecture at the Institu- 
Hoo 01 Civil Engineers in London, on ' Gas and Caloric Engines. 
He haa recalculated the efficiencies due to compression, with tfie 
rcsuh <rf corroborating the present writer's conclusions. 
states : 

'D I were to compress gas lo 40 lbs., a pressure which is used 
not nnfretfuently, the theoretical efficiency would be 45 per 
We acitulty get something like 24 or 23 per cent. ; we know that 
one-half of the heat is taken away by external cooling. Thus we 
Gad ■ veiy close coiiKidence between the calculated efficiency of 
dmoe tn^nes and that which we actually obtain, only we throw 
«w»jr •bout one-lulf of the heat in keeping the cylinder cool 
enough to pcmiit lubrication. If wc compress to 80 lbs. we have 
a theoretical etficiency of 53 per cent If we do not compress at 
all. u Wr. Ckfk has tcid you, we have a theoretical efficiency of 
vtAj *\ per cent, so that we have it in our power to increase the 
ibcotetioU efficiency rery greatly by increasing the pressure {if the 
ps and air lielore ignition. I ha\'e no doubt that the great gmn 
of eftktertcy in the Clerk and Otto engines is really due to the 
fibct 01' tlK coni(«ess)on ; this being done in a workmanuKe uay 
atiM earned to a very considerable point.' 

The adx'Wtta^ of coraptesston could not be stated with more 
cIcATttCK and tnitK 

t« (he same jwtr there was published in Paris an able work 
cnttiW ' Kt«*i« s«r Ics Moteurs S» Gaz Tonnant,' by Professor Dr. 
.\H«*\Vitt.vH lilW, ill «hii.-}) the theoretic efficiencies of the different 
tyi-e* w' c>vk *» cjilculaiwi for a maximum temperature of ex- 
plowi^n of iftco* C, and tcmperaiure before explosion of 15° C. 

' ' HnU m r> Xto:lHiil<:al .'\t>plKalii>ii6 ' ; Imlilult CHil Engineers' Lectarei. 
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He adopts the same classification as the present writer did in 
1882, and finds the efficiencies : 

Type I = 0*28 
Type 2 = 0-38 
Type 3 = o'44 

which are almost identical with the author's figures. 

He also arrives at the conclusion that compression is the great 
source of economy in the modem gas engine. At p. 53 he says : 
* I find myself again in agreement with Mr. Dugald Clerk when he 
affirms that the success of Otto is due to compression alone, and 
not to the extreme dilution of the explosive mixture in the pro- 
ducts of the combustion of a precedent explosion.* 

He then proceeds to quote from the present writer's paper, and 
adheres to the statement that — 

* Without compression previous to ignition an engine cannot 
be produced giving power economically and with small bulk.* 

Compression previous to ignition gives two great advantages : 

(i) A thermodynamic advantage (improved theory of the 
cycle) ; 

(2) Higher available pressures and smaller cooling surfaces 
— the joint result being an economy in practice nearly fourfold 
that of the old non-compression engines. 



Mr. Otto's Theory. 

Previous to 1882 the nature of the improvement obtained by 
compression was imperfectly understood, and this notwithstanding 
the very clear, though qualitative, statements of Schmidt, Million, 
and Beau de Rochas. ,^n erroneous theory of the cause of the 
economy of the Otto ehgine was widely circulated and gained 
considerable support. 

It was enunciated in Mr. Otto s specification of 1876, No. 2081, 
and it was and is still, so far as the author is aware, supported by 
men so distinguished as Sir Frederick Bramwell, Dr. Slaby of 
Berlin, Prof. Dewar of the Royal Institution, and Mr. John 
Imray. 
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According to Mr. Oilo, all gas engines, previous to his palent 
of 1876, obtained their power from the explosion of a homoge- 
Mom chaise of gas and air. By the explosion excessive heal was 
crolved, and the pressures i>roduced rapidly fell away ; the exces- 
&ii-e hc4t was rapidly absorbed by the enclosing cold walls. 

This caused great loss and gave very wasteful engines. Two 
methods were open to obtain belter economy : 

in, hv using a ver>- rapid expansion, so that the heat had but 
litUe time to be dissi{>ated ; 

2nd, b)- using slow combustion ; that is, by causing the in- 
I dammable mixture to evolve its heat slowly, so that the production 
■ of excessive temperatures and pressures was avoided, 
I By the firsi method all the heat was supposed to be evolved at 
' once, and a high temperature was produced : by the second 
method the heat was evolved gradually so as to give a low temper- 
ature and pressure which was sustained throughout the stroke, 
and which was advantageously utilised by the piston while movbg 
m a moderate speed. Mr. Otto states that this gradual evolution 
of heat may be produced by stratifying the charge of gas and air. 
Instead of using the homogeneous charge of Lenoir and Hugon, 
Mr. Otto uses a charge which he suites is not homogeneous but 
heterogeneous. He affirms that his invention lies in the method or 
process of forming this stratified charge in a gas-engine cylinder, 
and that, in addition to the e.vplosive mixture, there must be present 
in the cylinder a mass of inert gas which does not burn but which 
serves to absorb the heat of the explosion and prevent the loss 
which would otherwise occur by the cooling effect of the cylinder 
walls. 

The ' inert * gas may be either air alone which is capable of 
supporting combustion, or the products of combustion which are 
incapable of supporting combustion, or a mixture of both. It is 
not sufficient that a mere film of this inert gas be present ; there 
must be what is termed a ' notable ' quantity. 

Mr. Otto proposes to form this heterogeneous or stratified 
chaise by first drawing into the cylinder a charge of air alone ; 
and second, a charge of explosive mixture, or by leaving in the 
cylinder a sufficient quantity of the products of a previous com- 
bustion to form a 'notable' quantity of inert diluent. 
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The compression space in the Otto engine is supposed to con- 
tain a sufficient volume of burned gases to form the inert diluent, 
so that the whole stroke of the piston is available for taking in the 
explosive charge. 

Suppose the piston to begin its charging stroke : the coal-gas 
and air mixture flows into the cylinder through the inlet port and 
mixes to some extent with the inert gas already in the space ; but 
the mixing is incomplete, and at the piston itself the charge is 
supposed to consist entirely of exhaust gases. So that, while 
the charge at the igniting port is readily explosive, that af the 
piston is not explosive at all, and between the igniting port and 
the piston the composition of the charge varies from point to 
point. 

This * arrangement of the gases * is supposed to be retained 
during compression, and exist at the moment of explosion. The 
compression space contains a * packed charge,' which consists of 
an explosive mixture at the one end, and between the explosive 
mixture and the piston a cushion of inert fluid, which is uninflam- 
mable and serves the double purpose of relieving the piston from 
the shock of explosion and absorbing heat which would otherwise 
be lost by conduction. 

By this device, heat is gradually evolved. The flame originated 
in the port burns at first with great energy and spreads from one 
combustible particle to another, more and more slowly as it ap- 
proaches the piston, where the particles are dispersed more and 
more in the inert gas. The mixture is so arranged that this burn- 
ing lasts throughout the whole stroke, and is complete very shortly 
before the exhaust valve opens. 

The entire cylinder is never completely filled with flame, but 
the charge at one end has burned out before the flame arrives at 
the other end. 

Dr. Slaby comes forward in support of this hypothesis in an 
interesting report published as an Appendix to Prof. Fleeming 
Jenkins' lecture already referred to. 

Dr. Slaby states : ' The essence of Otto's invention consists in 
a definite arrangement of the explosive gaseous mixture, in con- 
junction with inert gas, so as to suppress explosion (and neverthe- 
less insure ignition). 
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At ihe louch hole, where the igniting flame is applitd, lies a 
strong combustible mixture which ignites with certainty. Tlie 
fUmc of iliis strong charge enters the cyhnder like a shot, and 
during the advance of the piston it effects the combustion of the 
farther layers of dis[)eised gaseous mixture, whilst Che shock is 
deadened by the cusiiion of inert gases interposed between the com- 
bustible charge and the piston. 

'The complete action takes place in a cycle of four piston 
strokes. The first serves for drawing in the gases in their proper 
arrangement and mixture ; the second compresses the chat^e ; 
during the ihird ihe gases are ignited and expand ; and finally, 
by the fourth the products of combustion are expelled. " The 
essential [jart of the working is p<;rf;imied by the first of these 
strokes, by which the charge is drawn in and arranged, first air, 
then dilute combustible mixture, and finally strong combustible 
mixture. This arrangement is obtained by the working of the 
adniission slide. Moreover, after discharge of the products of 
combustion, a portion remains in the clearance space of the 
cylinder, and this constitutes the inert layer next the piston. By 
this peculiar arrangement of the gases, the ignition and combus- 
tion above described are rendered possible, wliilst the products of 
previous combustion form a cushion, saving the piston from the 
shock of the explosion of the strongly combustible mixture at the 
farther end of the cylinder.' 

Having stated the essence of Otto's invention, Dr. Slaby pro- 
ceeds to compare the Otto and Lenoir indicator diagrams, to ^ow 
that the Otlo diagrams prove thai the above actions occur in the 
engine He finds that the Otto expansion line is somewhat above 
the adiabatic line, and that the I.*noir expansion line is below it. 
That is, the Otto diagram gives evidence of heat being added or 
combustion proceeding in the cylinder during the whole expansion 
stroke, and the Lenoir diagram gives evidence of loss of heat, not 
gain, during a similar period. If a mass of expanding gas traces 
on the diagram the adiabatic line, then it appears as if no loss of 
heat occurred ; but as the temperature of the flame filling the 
cylinder is knowTi to exceed laoo" C, it must be losing heat to 
jacket. To make the expansion line keep up to the 
iabatic a great flow of heat into the gas must be taking place, 
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and as the only source of heat is combustion, it follows that the 
gas is burning during the expansion period. 

Dr. Slaby calculates the proportion of heat evolved by the ex- 
plosion in the Otto engine as 55 per cent., leaving 45 per cent to 
be evolved during expansion. 

This he states is due to the portion of the charge which con- 
tinues to burn after the explosion. 

The curve differs from Lenoir's in this, that while in Lenoir's 
engine all the heat is ei'olved at the moment of explosion^ leaving 
none to be evolved during expansion, in Otto's only a part is 
evolved at first, and the reserved portion keeps up the temperature 
during expansion. 

He concludes from his experiments that the action of the 
Otto engine is truly as Mr. Otto states in his specification — 
explosion is suppressed and a slow evolution of heat is obtained, 
and this slow evolution of heat is the result of the invention and 
the cause of the economy of the engine. 

In addition to this indirect proof, experiments have been made 
at Deutz and elsewhere to show directly that stratification has a 
real existence in the Otto engine. 

An Otto engine was constructed, specially fitted with two igni 
ting valves ; one valve was placed on the side of the cylinder at 
the end of the explosion space next the piston, so that it could 
ignite the gases at the piston ; the other valve was the usual one 
at the end of the cylinder, igniting the gases in the admission 
port 

Experiments were made to discover if the side valve would 
fire the mixture at the piston ; it was found that it did so. Con- 
secutive ignitions were obtained there. 

Diagrams were taken for comparison, with the end and the 
side valves in alternate action, care being taken to keep the charge 
in the same proportions during the trials. It was found that 
although the side valve ignited as regularly as the end valve, yet 
the diagrams were different Instead of the usual rapid ascending 
explosion line, the explosion took place more slowly, and the 
maximum pressure was not attained till late in the stroke. 

The ignitions were slower from the side valve than from the 
end valve. If an uninfiammable cushion, such as Dr. Slaby so 
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dearijr describe, existed at the piston, one would expect that ihe 
ftide talt-tf would Tail entirely, but it ignited quite regularly although 
more slo'ly than the end valve. 

This experiment is considered to prove stratification. 

To make stratl&cation visible to the eye, a small glass mode 
was construded It consisted of a glass cylinder of about i^ ins. 
internal diameter, containing a lightly packed piston connected lo 
a crank ; the stroke was about 6 ins. ; when full back, the piston 
left a considerable space to represent ihe explosion space. A 
brass cowr was fitted lo the end of the tube, and in it was bored 
a hole of about '■\ in, diameter, representing the admission port; 
in this hole woi screwed a pet cock to which a cigarette was 
QtBxed 

On lighting the cigarette and then moving the piston forward 
by the crank, it was seen that ihe smoke of the cigarette which 
(Mssed in did not completely till ihe cylinder ; the smoke slowly 
ou«d iti and left a large clear space between it and the piston. 
The smoke was supposed to represent the charge of gas and air 
rushing in, and the clear air behind the piston the cushion which 
*as said to evist in the Oilo engine. It was supposed that in the 
gbss cylinder was repeated on a small scale the action of the gases 
occurring on a larfier scale in the Otto engine. In a recent paper 
in a (icrman engineering journal. Dr. Slaby recounts this experi- 
ment, and lays great weight upon it. He considers that it un- 
Joubledly proves the truth of the Otto theory. 

In discussion Mr, John Imray concisely states the Ono 
position as foUon-s : 

'The change which Mr. Otlo had introduced, and which 
tendered the engine a success was this : that instead of burning 
in the cylinder an explosive mixture of gas and air, he burned it 
ill company with, and arranged in a certain way in respect of, a 
large volume of incombustible gas which was heated by it, and 
which dmiinished the speed of combustion.' 

And Mr. Bousfield states it in similar terms ; 

'In the Otto gas engine the charge, varied from a cha:^e 

which was an explosive mixture at the point of ignition lo a charge 

^Tjtjuch was. merely an inert fluid near the piston. When ignition 

^^B^jilnce, there was an explosion close to the point of ignition 
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that was gradually communicated throughout the mass of the 
cylinder. As the ignition got further away from the primary point 
of ignition, the rate of transmission became slower, and if the 
engine were not worked too fast the ignition should gradually 
catch up the piston during its travel, all the combustible gas being 
thus consumed. When the engine was worked properly the rate 
of ignition and the speed of the engine ought to be so timed that 
the whole of the gaseous contents of the cylinder should have 
been burned out and have done their work some little time before 
the exhaust took place, so that their full effect could be seen in 
the working of the engine. This was the theory of the Otto engine.' 
From these quotations it will be seen that Mr. Otto's supporters 
agree that Mr. Otto has invented a means of suppressing explosion, 
and substituting for explosion a regulated combustion, and that 
this process is the cause of the economy of the engine. They 
are agreed that he has succeeded in preventing explosion, and 
that he does this by arranging or stratifying the charge which is 
to be used. They consider that engines previous to Mr. Otto's 
were wasteful because they used a homogeneous and therefore 
explosive charge, and that Mr. Otto's engine is economical be- 
cause it uses a heterogeneous or stratified charge, which is con- 
sequently non-explosive. 

Discussion of Mr, Otto^s Theory, 

The primary fallacy of Mr. Otto's theory lies in the assumption 
that previous engines were more explosive than his, and that in 
previous engines all the heat was evolved at once : as a plain 
matter of fact this is incorrect. In the Lenoir and Hugon engines, 
as in all explosive engines, little more than one-half of the total 
heat is evolved by the explosion, and the portion reserved is evolved 
during the stroke of the engine. 

The following test of a Lenoir engine, made by the author in 
London, very clearly shows the suppression of heat at first : 

Lenoir engine rated at one horse power. 
Cylinder 7^ inches diameter ; stroke 11 J inches. 
Average revolutions during test, 85 per minute. 
Gas consumed in one hour, 86 cubic feet 
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^L With fuU load, indicated horse power, i-i; {average of 9 

^ft du^niins). 

^1 Gas consumed per indicaied horse power per hour, 735 cubic 

H feet 

H Maximum lemperalures of explosion, 1100° to 1200° C. 

K Mixture in engine 1 vol coai gas, 11-5 vols, of air and other 

H gases. 

H Heat evolved by explosion, 60 per cent, of total lieat, 

V The proj>onion of the mixture was calculated from the points of 

^tnl-off on the di;^ram, and after malting allowance for the volume 
of burned gases in the clearances of the engine. It will be 
obsened that only 60 per cent of the gas is burned at first, leaving 
40 per cent to be burned during the stroke, and also that the 
temperature of the explosion never exceeds ijoo° C. Now in the 
Otto engine, according to Thurston, 60 per cent, of the heat is 
evolved at explosion, and 40 afterwards, and the usual maximum 
temperature is about 1600° C, So that, so far as the slowness of 
the explosion is concerned, there is no difference, and in the in- 
lensity of the temperature produced, the Otto exceeds the Lenoir. 
It is difficult to understand how Dr. Slaby could fall into so 
obvious an error as he did, and suppose that more heal was kept 
back in the case of the Otto explosion. At the time he wrote his 
report, accounts of Hirn's, Bunsen's, and Mallard's experiments 
on explosion were in existence, all of them agreeing on the fact 
of a large suppression of heat at tiie raaximiim temperature of the 
explosion, ahhough differing in the explanation of the fact. 

Hirn even stated that in the henoir engine the pressures fell ■ 
far short of what should be, if al! the heat were evolved at once. 
Yet Dr. Slaby, in the presence of all this definite and carefully 
ascertained knowledge, is astonished when he finds only 55 per ■ 
cent, of the total heat evolved by the explosion in the Otto engine, 
and the only explanation which occurs to him is that of stratifica- 
tion. 

If stratification exists at all in the engine, then it produces no 
measurable change in the explosion ; it neither retards the evolu- 
tion of heat, nor does it moderate the temperature. 

The explosion and expansion curves are precisely what they 
would have been with a homogeneous cliarge. 
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The mere fact that heat is suppressed in the Otto explosion 
proves nothing, because a precisely equivalent amount of heat is 
suppressed in all gaseous explosions, and Dr. Slaby's contention, 
based upon the supposed peculiarity of the Otto, falls to the 
ground. 

Dr. Slaby has been led into error by the fact that the expansion 
line of the Lenoir diagram falls below the adiabatic, while the 
expansion line of the Otto diagram remams slightly above it or 
upon it. He assumes that in the Lenoir no heat is being added 
during expansion, whereas just as much heat is being added, or 
just as much combustion ii; proceeding during the Lenoir stroke, 
only the cooling of the cylinder walls is greater, and the heat is 
abstracted so rapidly that the line falls below the adiabatic. This 
is due to two causes, (i) the greater proportional cooling surface 
exposed by the Lenoir engine, and (2) a longer time of exposure. 
The absence of compression and the slow piston speed makes the 
loss greater. 

Although quite as much heat is evolved during the stroke, it 
is overpowered by the greater cooling, and the line falls under the 
adiabatic. This fall is evidence of greater cooling, not of less 
evolution of heat. 

In a recent paper,* *Die Verbrennung in der Gasmaschine, 
Professor Schottler makes this explanation of the difference be- 
tween the lines, and states that * Whether stratification exists or 
does not exist in the Otto engine it is unnecessary, and is not the 
cause of the slow falling of the expansion line.' In all crucial 
points the Otto theory breaks down, as proved by diagrams taken 
from his engine. 

The explosion is not suppressed ; the maximum temperatures 
produced are not lower than those previously used ; the mixture 
used is not more diluted than in the previous engines, and the in- 
tensity of the pressures, as well as the rate of their application, is 
greater. 

The mixture in the engine from Slaby's figures is i vol. coal 
gas to 10 '5 vols, of other gases, and from Thurston's figures i 
vol. coal gas to 9*1 vols, of other gases, while Lenoir often used 
I vol. gas to 12 of air. 

1 Zeitschnft des Vereines deutscher Ingenieure, Baud xxx., S^\\fc icac^. 
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The engine instead oT using a less exjilosive power than the • 
I Ixnoir cn^nc uses one more intensely explosive. 

le clTeci of the reduction of coglLng surface and incre. 
pistoD velocity is to diminish the loss of heat to the cylinder 
I and the slowly descending line is not the cause of the economy, I 

but is the effect and evidence of it. 

StmtificatioH, — The inquiry into the existence or non-existe: 

*of «tratitication In the cylinder has no practical bearing on 
question of economy, as the ex|>losion curves act precisely as they 
would with homc^eneous mixtures. Scientifically, however, the 
qucuion is interesting and will be shortly considered. 

'i'he evidence which it is considered proves its existence in the 
Olio engine is in the authors opinion most unsatisfactory. I)r. 
Slaby distinctly asserts the existence of an inert stratum next the 
piston, 'interposed between the combustible charge and the piston,' 
and Mr. Imray speaks of the 'arrangement of thecharge in respect 
of a large volume of incombustible gases,' and Mr. Bousfield of 

»'« charge which was merely an inert fluid next the piston.' Vet 
all the evidence in support of these positive assertions is given by 
one experiment made with an Otlo engine, and one with a small 
glass model The evidence given by the experiment on the engine 
teelf, in the author's opinion, disproves stratification in the Olto 
tense altogether. If the inert stratum next to the piston had any 
real existence, then the side igniting va Ire m the experiment made 
by Mr. Otto, should not have ignited the mixture at all. The fact 
that it did ignite regularly and consecutively, proved most dis- 
tinctly that the gas next the piston was not inert but was explosive, 
and being explosive in itself it could not act as a cushion to 
absorb heat or shock. That experiment alone settles the ques- 
tion, and proves at once the visionary nature of the cushion of 
inert gas next the piston. 

The fact that the igniLions were slower than those from the end ' 
slide does not get rid of the fact that ignition did take place, and 
to those who understand the sensitive nature of any igniting valve, 
it will not be difficult to comprehend how small a difference ii 
adjustment will cause late and slow ignitions. At the very utmost 
the experiment points to a small difference in the dilution of the 
eA^jJosive iiiixlure at the piston and that at the end port. 
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Experiments made by the author also prove that the mixture 
in the Otto cylinder is present in explosive proportions close up to 
the piston. The piston of a 3^ HP Otto engine was bored and 
fitted with a screw plug, which carried a small spiral of platinum 
wire in electrical connection with a battery \ the platinum spiral 
projected from the inner surface of the piston by a quarter 
of an inch. When the engine was running in the usual way, the 
wire was made incandescent by the battery and the external light 
was put out. It was proved that by a little care in getting the 
platinum to a certain temperature, the engine worked as usual, 
igniting regularly and consecutively. The spiral was made just 
hot enough to ignite when compression was complete, but not hot 
enough to ignite before compressing. If an incombustible stratum 
had existed even so close to the piston as \ in. then the wire 
should never have been able to ignite the charge at all. If the 
wire was made too hot, then ignition often took place while the 
charge was still entering, proving that no stratification existed even 
while the charge was incomplete. A little consideration of the 
arrangement of the Otto engine will show that stratification can- 
not have any existence in it The end of the combustion space is 
usually flat, and sometimes the admission port projects slightly 
into it ; the area of the admission port is about ^^ of the piston 
area ; accordingly the entering gases flow into the cylinder at a 
velocity thirty times the piston velocity, or at the Otto piston 
speed, about 120 miles an hour. 

Great commotion inevitably occurs ; the entering jet projects 
itself through the gases right up against the piston, and then re- 
turns eddying and whirling till it mixes thoroughly with whatever 
may be in the cylinder. The mixture becomes practically homo- 
geneous even before compression commences. 

Experiments made by Dr. John Hopkinson and the author on 
full size glass models of the Otto cylinder show this mixing action 
very beautifully. A 3^ HP Otto cylinder was copied in every 
proportion in glass, and the valve was so arranged that it passed a 
charge of smoke at the proper time. The piston was placed at 
the end of its stroke, leaving the compression space filled with air. 
When pulled forward the valve opened to a chamber filled with 
smoke, and the smoke rushed through the port, projected right 
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thcough the air in the sjiace, simclc Ihe piston, and filled ihe 
cylinder unifonnly, much faster than the eye could follow it It 
mixed instantaneously with the air in the cylinder without evincing 
the slightest tendency to arrange itself in the manner imagined 
by Mr. Olto. Mr. Otto's experiment with a cigarette and glass 
cylinder does not. in the most remote degree, imitate the condi- 
tions occurring in his engine; the proportions are quite wrong. 
The model is much too small, and the glass cylinder is too long 
in proportion to its diameter ; then the gases are so badly throttled 
by passing through the cigarette, that when the piston is moved 
forward it leaves a partial vacuum behind it, and only a little 
smoke enters, not nearly enoujrh to follow up the piston, but 
only sufficieni to ooze into the back of the cylinder while the 
piston moves forward and expands the air which is already in the 
cylinder. It was ea>7 for Mr. Otto to have copied his cylinder 
and valve full size and imitated precisely (he conditions existing in 
his engines. 

Had he done this he would have proved complete mixing in- 
stead of stratification. Why did he refrain from doing this ? The 
question at issue is not. Can stratification be obtained by a sped 
ally devised form of apparatus -no one doubts that it can — but, 
Does stratification exist in the Otto engine? If it does not 
exist in the Otto engine then it is perfectly plain that it cannot be 
the cause of the economy of the motor, and it is quite certain that 
it cannot e\ist in the Otlo engl.^e. Prof. Schbttler, in the paper 
already referred to, also arrives at the conclusion that stratification 
has no existence in the Otto engine, and that Mr. Otto's small 
glass model does not truly represent the actions occurring in the 
engine. 

In all gas engines, when the charge enters the cylinder through 
a port the residual gases in the port are swept into the cylinder, 
and while the port itself is filled with gas and air mixture, free 
from admixture with residual gases, the cylinder contains the gas 
and air mixture diluted with whatever residual gases exist in 
the engine which have not been expelled by the piston, The 
mixture in the port is accordingly stronger and more inflammable 
than the mixture in the cylinder. 

In ibe Lenoir and Hugon engines this occurred to a marked 
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extent; in the Hugon engine as much as 30 per cent of the whok 
charge consisted of residual t,ases and the tharge in the cjhnder 
was considerably more dilute than that in the admission port In 
the Otto engine this also occurs, but it is not stratificatjon and it 
is not a new invention ; the cjlinder la hlted with explosive mix 
ture more dilute than that in the ignition port but still explosive 
throughout 



Causes of the Suppression of Heat at MAxiMu:t 
Temperature in Gaseous Explosions. 

Although experimenters are unanimously agreed upon the fact of 
the suppression of heat at the maximum temperatures produced by 
gaseous explosions, they differ widely in their explanation of the 
causes producing this suppression. 

Three princi[»al theories have been proposed — 

1. Theory of Limit by Cooling. — This is Hirn's theory, and it 
assumes that when explosion occurs, a point is reached when the 
cooling effect of the enclosing walls is so great that heat is 
abstracted more rapidly than it is evolved by the explosion, and 
accordingly the temperature ceases to increase and begins to fall. 

The maximum temperature falls short of what it would do if 
no heat were lost during the progress of the explosion to the walls. 
If it be true that the cold surface of the vessel is the limiting 
1 pressure produced in explodmg the 
1 vessels of different capacity, will greatly 
vary. When the vessel is small and the surface therefore re- 
latively large, more heat should be abstracted and lower pressure 
should be produced. This is not the case. The maximum tem- 
perature produced by an explosion is almost independent of the 
capacity of the vessel. Surface does not control maximum tem- 
perature, although increased surface increases the rapidity of the 
fall of temperature after the point of maximum temperature. 

2. Theory of Limit by Dissociation. — This is Bunsen's theory, 
and it is undoubtedly largely true. The fact that no unlimited 
teinperature can be attained by combustion, even when the use of 
non-conducting materials prevents cooling almost completely, is 
so conclusively established by science mmI ptwa.\K.£ •iia.i. 'p'a&».'^ 



combuslion due to dissociation may be safely laken as occurrit^ 
lo a considerable extent at the higher temperatures used in gai 
engines. But there is a difficultj- in Its application to all casea 
In experiments made with explosions in a closed vessel tbi 
suppression of heal is almost the same at low temperatures as a 
high temperatures ; thus with hydrogen mixtures— 

t evolulion of heat 55 per cenl. 
.. 5-i 

If dissociation were the sole cause, then as water must dissociati 
more at the higher temperature than at the lower, the apparent 
evolution of heat should be less at 1700° C. than at 900° C 
is not so. Some oiher cause than dissociation must therefore bo 
acting to check the increase of temperature so powerfully at 

3. Tlitory of Limit by the Increasing Specific Heat of the Heatea 
Gases. —Messrs. Mallard and 1^ Chatciier have advanced the theoqi 
that up to temperatures of about 1800" C. dissociation does d 
act at all or only to a trifling extent. They consider that the 
gases are completely combined or burned at the maximun 
temperature of the explosion. But the specific heat of uiCrogen 
oxygen, and the products of combustion increases with increasiiq 
temperature, becoming nearly doubled when approaching 2oo< 
The apparent limit is due, not to the suppression of combuslioo 
as required by the dissociation theory, nor to the loss of heat 
by the theory of cooling, but to the absorption of the heat which 
is completely evolved by the increasing capacity for heat of th< 
ignited gases. The same objeclion applies to this as to the 
dissociation theory. If it were entirely true that specific heirt 
increased with increasing temperature, a greater proportion t 
heat would apparently be evolved at the lower temperatures, whicli 
is not always the case. 

It is impossible lo discriminate between the effect produce^ 
by increased specific heat and the effect produced by dissociation 
on the explosion curves. 

Those are the three principal theories which have been pro 
posed, and in the author's opinion none of them completely explain^ 
the facts. The phenomena of explosion are very complex, and 
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no single cause explains the limit and other phenomena of 
gaseous explosion. These phenomena are more complex than 
have generally been supposed. In many chemical combina- 
tions it has been proved by Messrs. Vernon- Harcourt and 
Esson, and Dr. E. J, Mills and Dr. Gladstone, that the rate at 
which the reaction proceeds depends upon the proportions ex- 
isting between the masses of the acting substances present, and 
those neutral to the reaction, and that combination proceeds 
more slowly as dilution increases. From this it follows, that in a 
combination where no diluent is present, the first part of the 
action is more rapid than the last ; at first all the molecules in 
contact are active, but after some combination has occurred the 
product acts as a diluent. The last portion of the reaction, 
having to proceed in the presence of the greatest dilution, is 
comparatively slow. Such an action the author considers occurs 
in all gaseoui explosions, and is one of the causes preventing 
the complete evolution of all the heat present at the moment of 
the explosion. 

The subject is a difficult one, and more experiment is required 
for its complete settlement. 
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CHAPTER XL 

THE FUTURE OF THE GAS ENGINE. 

Since i860, when by the genius and perseverance of M. Lenoir 
the gas engine first emerged from the purely experimental stage, 
it has steadily and continually increased in public favour and use- 
fulness. At first more wasteful of heal than the steam enginej it 
is now more economical ; at first delicate and troublesome in the 
extreme, it is now firmly established as a convenient, safe and 
reliable motor ; at first only available for small and trifling powers, 
now really large and powerful motors are used in thousands. 
Many inventors have contributed to its progress, but its present 
position is in the main due to the patience, energy and command- 
ing ability of one man — Mr. Otta 

In i860, the efficiency of the gas engine was only 4 per cent.; in 
1886, the efficiency of the best compression engines is 18 percent. 

That is, at first a gas engine could only convert 4 out of every 
100 heat units given to it into mechanical work; as developed in 
the motor cylinder ; now it can give 18 out of every 100 units as 
indicated work. 

Having advanced in economy more than fourfold in the past 
twenty-five years, what limits exist to check its progress in the 
future ? 

Apart from the greater perfection of the mechanical arrange- 
ments of the gas engines of to-day, the great cause of improve- 
ment since i860 is the successful introduction of the compression 
principle. 

Can this principle be much further extended in its application? 
In the author's opinion, No. 

By undue increase of compression the negative work of the 
pne would he much increased, and the str&irvs would become 
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so great that heavier and more bulky engines would be required 
for any given power. Friction, due to this, increases more rapidly 
than efficiency ; consequently the gain in indicated efficiency 
would be more than compensated L>y loss of effective power. Im- 
provement must be sought elsewhere. 

The most obviously weak point of the present engine is insufR- 
cient expansion. In the Otto engine the exhaust valve opens 
while the gases in the cylinder are still at a pressure of 30 pounds 
per square inch above atmosphere ; in the Clerk engine the 
pressure is sometimes as high as 35 pounds per square inch above 
atmosphere at the moment of exhaust. 

The gas engines discharge pressures, without utilising them, 
with which many steam engines commence. 

There is evident waste here, which can be remedied by using 
further expansion. In continuing expansion the loss of heat to 
the cylinder would not be so great as in the earlier part of the 
diagram, because the temperature is greatly reduced ; it may 
therefore be supposed, without appreciable error, that the added 
portion of the diagram would give at least as good a result when 
compared with its theoretical efficiency as the earlier part. If the 
expansion be carried so far that the pressure falls to atmosphere, 
then the theoretical efficiency of an Otto engine would be 0-5 ; 
theoretically its cycle would then be able to convert 50 per cent. 
of the heat given to it into indicated work ; practically the com- 
pression gas engine at present converts one-half of what theory 
allows ; therefore with the greater expansion it may be expected 
to give one-half of 50 per cent — that is, expansion only will raise 
the practical efficiency from j8 per cent, to 25 per cent. 

By complete expansion to atmosphere, the gas consumption 
of an Otto or Clerk engine could be reduced from zo cubic feet 
per IHP hour, to 14-5 cubic feet per IHP hour. There are, 
of course, practical difficulties in the way of expanding, but they 
will be overcome in time. Mr. Otto has attempted greater ex- 
pansion in various ways, and so has the author, but as yet neither 
has succeeded in carrying it beyond the experimental stage. 

It must not be supposed, as it too often is, that a high 
exhaust pressure means an uneconomical engine, or that compari- 
sons of pressure of exhaust give the smallest clues to the relative 
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Monomy of engines. It b a ray common, but a ver^- erroneous, 
bebd* dut if Ibe pressure in the c)'linder of a gas engine is very 
Bcv stmospbok pressure when the exhaust valves open, that 
taa is a proof thai the engine is economical. 

This is not so — indeed, it may be the »ery reverse. 

In engines of type 3, for example, in which, as in the Otto and 
Clerk engirtes, the expansion after explosion is carried to the 
initial volume existing before explosion and no ftirther, it has 
already been shown that the actual indicated efficiency is quiia 
independent of the increase of temperature above the temperature 
of compression. That is, the temperature of the explosion maj 
be anything whatever above the temperature of compression with- 
out either increasing or diminishing the indicated economy. 

Suppose an Otto dii^ram with three expansion hnes, (i) max. 
temp. 600° C, (2) max, temp. 1000" C, and (3) max. temp. 
1600° C the maximum temjieraiures in the three cases bemg 
attained at the beginning of the stroke, the efficiency of these three 
lines is identical. Of course the total indicated power increases 
with increase of temperature, and diminishes with diminution of 
temperature, but the proportions of Ihe heat given by the engine 
as work in the three cases remain constant 

The same thing applies to any number of intermediate tem- 
peratures. 

It might be supposed that the line i by expanding more nearly 
to atmosphere would be the more economical, and that the line 3, 
because of the high pressure of exhaust, was the more ivastefuL 

It is a peculiarity of this cycle, with the expansion stated, 
|that the efficiency is absolutely dependent upon compression 
P'alone— that is, the ratio of volume before and after expansion — and 
I is quite independent of the maximum temperature. 

The case at once alters if expansion be carried to atmosphere. 
Here the line 3 would give far greater economy than the others, 
and efficiency would increase with increase of explosion tempera- 
ture. 

Suppose complete expansion successfully applied to the gas 
engine, and an actual indicated efficiency of 25 per cenL attained, 
can any further improvement be hoped for ? 

WhaX causes the difference still existing between theory, which 
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shows a possible 50 per cent., and practice, which may now realise 
25 per cent ? 

The great loss is heat flowing from the exploded gases through 
the cylinder walls. Dr. Slaby's balance-sheet of the Otto engine 
shows — 

Per cent. 

Work indicated in cylinder i6'o 

Heat lost to cylinder walls 51 'o 

Heat carried away by exhaust . . .31*0 

Heat lost by radiation, etc . . .2*0 

100 

By expandmg as described it would be altered as follows : 

Per cent. 

Work indicated in cylinder 25-0 

Heat lost to cylinder wall i 51-0 

Heat carried away by exhaust .22*0 
Radiated l*ss, etc. 20 

100 

The work done will be increased by diminishing the loss of 
heat with the exhaust gases, but the loss of heat to the cylinder 
walls will remain constant This assumes, of course, that the in- 
creased time of expansion is balanced in loss to cylinder walls by 
more rapid rate of fall ; if the piston velocity is not increased the 
result will not be quite so good. If, for instance, the piston 
velocity is constant, and the voluine to surface ratio is constant, 
the expansion will only give results as follows : 

Work indicated in cylinder 21 'o 

Heat lost to cylinder walls and radiated . .66*5 
Heat carried away by exhaust . . i2'5 



100 'o 



Expansion so arranged as to be equivalent to the same time of 
present piston stroke, 0*2 seconds, by increasing piston velocity and 
rearranging cooling surfaces, will give 25 per cent, of total heat in 
indicated work : if surfaces and piston speed remain unaltered, so 
that the time of exposure increases in same ratio as expansion, 
then 21 per cent, only will be attained. With proper expansion, 
the loss of heat by the exhaust gases discharging at a high temper- 
ature may be greatly diminished, and the efficiency would be 
increased, but the change would not affect the loss of heat to 
cylinder walls ; it would even increase it 
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How can this, the greatest loss in the gas engine, be reduced ? 
The loss depends, as has already been staled, upon the ratio of 
surface to volume of gases exposed to cooling, upon the time oi 
ei|x>sure, and upon the elevation of the temperature of the hot 
gas above the enclosing surfaces coohng iL 

It is evident that as engines increase in power, the capacity 
of cylinders of similar proportions increase as the cube of the 
diameter, while the area of the enclosing cold surfaces increases as 
the square of the diameter. As engines of greater and greater 
power are conslrucled, the surface exposed in proportion to volume 
becomes less and less ; the loss of heat from this cause will, there- 
fore, diminish 

Incireasein piston velocity will alsodiminishloss, by diminishing 
time of contact : 300 feet per minute is the usual speed at present, 
and it cannot be advantageously increased in small engines, as the 
Tecijirocations of the parts become too frequent for durability : but 
in large engines with diminishing reciprocation, the piston speed 
may be increased to 600 feet per minute, and still be within the 
limits practised in steam engines. 

Increase in temperature of cylinder walls is also advantageous 
within certain limits. The author has found a difference of as 
much as 10 per cent upon the consumption of gas of an Otto 
engine when at 1 7° C, and so hot that the water in the jacket was 
just short of boiling 96° C. It is probable tliat still higher 
temperature could be advantageously used, but there is a limit 
imposed both by theory and pracrice. 

However, the cycle could be modified to permit the use of 
very hot walls, enclosing the gases at 500° C. 

When alt these precautions against loss are practised in large 
engines, and the heat loss is greatly reduced, another complication 
steps in, which modifies the theory of the engine very considerably. 
That complication is the property possessed by all explosive 
gaseous mixtures of suppressing part of their heat— the phe- 
nomenon of Dissociation, the ' Nachbrennen ' of the Germans, or 
the apparent change of specific heat or continued combustion of 
the French and the English. 

Although a gaseous explosion expanding in a cold cylinder 
:hind a piston doing work very nearly follows the adiabatic line^ 
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y^t if expanded under such circumstances that the loss of heat 
was greatly diminished, it would no longer do so. 

In large engines the expansion curve is always above the adia.- 
batic ; in small engines it is below the adiabatic. 

In fig. 53, diagram taken by Professor Thurston, if all loss of 
heat to the cylinder could have been prevented, the expanding 
line would have been an isothermal, the maximum temperature of 
1657° would have been sustained to the end of the stroke, and the 
actual efficiency of the diagram would have been 0^40, that is, 
40 per cent. 

At the point 7 the temperature would be 1657°, and the gases 
would still contain 60 per cent of all the heat given to them, and if 
expanded to atmosphere adiabaticaJly, the combustion being sup- 
posed complete, then 13 per cent, would be added, making a 
total efficiency of 53 per cent. 

If the loss of heat through the cylinder could be totally sup- 
pressed, the possible efficiency, taking into consideration the 
properties of explosive gases is 53 per cent. It is impossible to 
completely avoid loss to the cylinder, but it will doubtless be 
greatly reduced. 

The united effect of expansion, greater piston speed and reduc- 
tion of loss of heat to the cyhnder by using hot liners, when carried 
out in an engine of considerable power, would cause the attainment 
of a practical heat efficiency of at least 40 per cent., and this with- 
out any great change in the construction of gas engines now made. 

Now, how do these efficiencies compare with those of the steam 
engine? It is generally admitted that the best steam engines 
of considerable powers and of the latest type, when in ordinary 
work do not give an efficiency greater than to per cent., that is, 
they do not convert more than 10 per cent of the heat given 10 
the boiler in the form of fuel, into indicated work. In small engines 
of such powers as are comparable with the largest gas engines yet 
constructed, the results are not nearly so good, an efficiency of 
4 per cent being a good result. 

The reader will remember that the term efficiency, as used in 
this work throughout, is defined to mean the proportion of heat 
converted into work, to total heat given to the heat engine. 

Efficiency is often used in another sense, and considerable 
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n b c mMC. of its nse ia diOcTenl senses by diffe- 
I diflenng in their nature, the 
E B the total heat or total fuel 
gnca U each cn^nc, aod the propartioo of total heat or total fuel 
vhkli ttttt ci^tae can <vnvt n into moA. The source of power is 
ahnjs eombrntioa, and the tetnpeiature or combustion may always 
be Mi p pOM d lo be dte svpeiiot limit of temperature whatever the 
wofkiag poocss, ■ b e tbu steam or air b the woiking Huid. From 
tbe ba of taking tbe total heat as die basis of comparison, the 
leader it not to mfer that it b possible even in theory to convert 
■B of it ioK vofc. Professor Osbome Reynolds, in a lecture be- 
ton die Insthotioo of CMI Engincets, staled that this seemed to 
be a befief popnlar among en^ocers ; the author does not think 
that tbis b sOi. 

Certatnty. the second law of Thermodynamics is not so widely 
■mdcntood atnong en^necn as it should be, but still, few suppose 
that it a even tbeofetically passible to convert all the heat given 
lo an engine into work. - 

In the discussion on the author s paper on ' The Theorj' of the 
Gas Engine,' at the Institution of Civil F-ngineera, considerable 
confusion arose from the term efficiency being used in different 
senses by different speakers. Professor Fleeming Jenkin in his 
J lecture very clearly defines the different legitimate uses of the 
term. 

Returning to the comparison of gas and steam engine heal 
efficiency, the lo per cent, of the steam engine is probably very 
nearly as much as can be ever attained ; it may be exceeded by 
using high pressures and great expansion, but it will never be pos- 
sible to attain anything like lo per cent. The Umits of tempera- 
ture are such that if the steam cycle were perfect, only 31 per cent. 
of the whole heal could be converted into work ; at the boiler 
pressures and condenser temperatures used, the theoretical effi- 
ciency of the steam engine cycle is within 80 per cent, of the c>-de 
of a perfect engine, that is, the efficiency theoretically possible 
32 X o-S = 25-6 per cent. In an experiment made by Messrs. 
B. Donkin & Co, on a 63 HP compound engine, the results a 
given by Professor Cotterill in his work on the steam engine ar 
ns follows : 
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Pirr ccnl. 

Ateolme ffficiency iii 

Efficiency of n prriecl engine .... aB*4 
Relative efficiency 39'i 

The engine received loo heal units from ihe boiler as dry 
steam, and it gave iit units as indicated work in the cylinder. 
With the pressures and temperatures given, the steam engine cycle, 
if perfectly carried out, falls short of the cycle of a perfect heat 
engine between the Umits, so that 227 per cent, is the maximum 
efficiency which could be obtained, supposing no other loss than 
that due to the imperfection of the cycle. The cyhnder losses, 
rondensation, incomplete expansion and misapplication of heat, 
make the actual indicated efficiency ii'r per cent, so that half 
has gone. The furnace loss diminishes the absolute efficiency to 
9'2 per cent., and it is extremely improbable that improvement 
can ever increase this to 18 per cenL, which is the indicated 
efficiency of the gas engine as at present 

It is impossible that the steam engine can ever offer an effi- 
ciency of 40 per cent., which is quite possible with the gas engine. 

What remains to be done, then, in order to make the gas 
engine compete with steam for really large powers ? At present 
the largest gas engines do not indicate more than 40 HP, and 
very few are in use so powerful. 

The gas engine, although superior in efficiency as a heat 
engine to the steam engine, is not superior in economy except for 
small powers, where steam engines are very wasteful and the cost 
of attendance relatively great. 

The unit of heat supplied in the form of coal gas is more 
costly than the unit of heat supplied in the form of coal. Gas 
producers are required which will convert the whole of the fuel 
into gas as readily as steam is produced, and with no greater loss 
of heat than a boiler has. 

Mr. J. E. Dowson's producer is the only one at present in 
existence giving suitable gas, and it requires the special fuel 
anthracite. 

The use of ordinary fuel has not yet succeeded. 

A good gas producer, giving gas usable and free from tar, is 
much n-anted. 
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But when all this is done, the gas engine remains in some 1 
respects inferior to the steam engine. It would then be a great I 
advance in economy, as it is at present much superior as a heat J 
engine, or machine for the conversion of heat into work. But I 
mechanically it would still be inferior to steam. I 

As a piece of mechanism, the steam engine is almost perfect : I 
it is started, stopped, and regulated in a very perfect manner. Its I 
motion is, In good examples, almost perfectly uniform under I 
variation of load, and but little fly-wheel power is required, be- 1 
cause there is little or no negative work. ' 

Its motion is perfectly under control. 

The gas engine itself requires much improvement in this re- 
spect ; it is a comparatively inferior machine ; at best it receives 
only one impulse every revolution when at full power, and when 
under light loads only an occasional impulse. 

Means must be found to make it double acting, and to 
diminish the power of the impulses instead of diminishing their 
frequency for governing. 

Means must also be found to start and stop as in steam 
engines ; the present starting gear is a step in this direction, but 
requires development 

All this can and will be done; it ts a matter of time and 
patience. It can and will be made as mechanically perfect and 
t»ntrollable as the steam engine. Flame and esplosion, seemingly 
so untaraeable and destructive, have been to a great extent tamed 
and harnessed in present engines. Experience is growing, by 
which it will be as easily and certainly directed in the cylinder of 
an engine as steam is at present. The furnace, at present sepa- 
rated from the engine, will be transferred to the engine itself, and 
the power required will be generated as required for each stroke, 
and the system of storing it up in enormous reservoirs— steam 
boilers — finally abandoned. 

The masses of smoke polluting our atmosphere will be entirely 
abolished so far as motive power is concerned. 

The author cannot do better in conclusion than quote the 
late Professor Fleeming Jenkin, expressing his belief in the future ■ 
of this form of motor. 

'Since that is the case now, and since theory shows that it is 
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pK)ssibIe to increase the efficiency of the actual gas engine two or 
even threefold, then the conclusion seems irresistible, that gas 
engines will ultimately supplant the steam engine. The steam 
engine has been improved nearly as far as possible, but the 
internal-combustion gas engine can undoubtedly be greatly im- 
proved, and must command a brilliant future. I feel it a ver}' 
great privilege to have been allowed to say this to you, and I say 
it with the strongest personal conviction.' 



APPENDIX. 



Adiabatic and Isothermal Compression of Dry Air. 
(Professor R, //. Thurston^ youjtta I of Franklin Institute^ 1884.) 

One hundred volumes of dry air at the atmospheric mean temperature 
of 15-5° C. and 147 lbs. per square inch undergo change of volume 
without loss or gain of heat. The temperatures and volumes corre- 
sponding to various pressures are given. Also the volumes at the 
various pressures if the temperature remained constant at 15*5° C. 



Absolute pressure in 
lbs. per sq. inch 


Temperature of 
compression in 


Volume at 
temperature and 


Volume if 
temperature constant 


Centigrade degrees 


pressures preceding 


at 15-5° 


147 


15*5 


100 -o 




150 


17-26 


98-58 


98 00 


20 'O 


42-60 


80-36 


73-50 


250 


6476 


68-59 


5880 


30*0 


82*10 


60*27 


4900 


35 "o 


98-38 


5401 


42 00 


40 "O 


113*86 


49*13 


3675 


45 'o 


12654 


4518 


3^*67 


50 'o 


138-96 


4193 


29-40 


55 'o 


150-53 


39*19 


26-73 


60 -o 


161-38 


36-84 


24*5^ 


65-0 


171 -61 


34-80 


22-02 


70-0 


181-29 


3302 


21-00 


7^-o 


190-49 


31*44 


19*60 


800 


199-26 


30*03 


1838 


850 


207*66 


28-77 


1729 


90*0 


214*71 


27-62 


1633 


95 'o 


223*45 


26*58 


15*47 


100 -o 


230*91 


25*63 


14*70 


125-0 


264*66 


21-88 


11-76 


150*0 


293-91 


19*22 


9-80 


175*0 


319-87 


17-23 


8*40 


'200*0 


34331 


15 67 


7*35 


2250 


36471 


14*41 


6*53 


250-0 


4" '57 


13*38 


588 


300-0 


420*34 


"75 


4*90 


400*0 


480*76 


9*.S8 


3"93 


5ro-0 


531*21 


8*17 


294 


600*0 


574*93 


718 


245 


700-0 


603*74 


6-44 


310 


800 -o 


648*80 


586 


1-84 


900-0 


680*86 


5*39 


1-63 


1000 


71049 


500 


1*47 


2000 


929-67 


3*06 
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Akaltsis or Coal Gas, 
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AnaltsiE of London Coal Gas. 





S»D|>k(A) 


Sample (B) 


Hydrogen, H 

Carbonie oxide, CO 

Olefines 

Niirogen. N 

Carbonic acid, CO, 


50-05 
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Analysis or Berlin and New York Coal Gas. 
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Oiygen, O 
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Analysis of Natural Gas prom Gas Wells in Pennsylvania. 
( Watts ' Diet, 0/ Chemistry,' Supp. 3, Part 2.) 





Bums Butler 


Lechburgh 


Harvey 
Butler Co. 




Ca's well 


Westmoreland Co. 




vols. 


vols. 


vols. 


Carbonic acid, CO.3 


o*34 


0"3S 


066 


Carbonic oxide, CO 


trace 


026 




Hydrogen, H . , . 


6-IO 


479 


13 'SO 


Marsh gas, CH4 . 


75*44 


89-65 


Soil 


Ethylene, C2H4 . 


1812 


4*39 


572 


Hydrocarbons composition 








not stated .... 


~~" 


0-56 
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With 37S Illustrations. Cr. Svo., laj. , 

Also in Three Volumes. ; 

Vol. I. B.C. 55— a.D. 1509. With 173 I 

Illustrations. Crown Svo. 4^. 1 

Vol. II. 1509-1689. With 96 Illustra- j 
tions. Crown Svo. 4J. ; 

Vol. IIL 1689-18S5. With 109 Illus- j 
tralions. Crown Svo. 4s. \ 



Hartpole Lecky. 

History of England in the Eigh- 
teenth Century. 

Library Edition. S vols. Svo., jfy 41. 

Cabinet Edition. England. 7 vols. 
Cr. Svo., 6j. each. Ireland. 5 
vols. Crown Svo., 6j. each. 

History of European Morals prom 
Augustus to Charlemagne. 9 
vols. Crown Svo. , idy. 

History of the Rise and Influbngb 
of the Spirit of Rationausm in 
"Em^cw^. ^Nols. CcQwn 8vo., 161. 
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The ElMPiRE : its Value and its Growth, 
An Inaugural Address delivered at the 
Imperial Institute, November 20, 1893, 
under the Presidency of H.R.H. the 
Prince of Wales. Crown 8vo. is. 6d. 

iCacaulay. — Works by Lord Mac- 

AULAY. 

Complete Works. 

Cabinet Ed. 16 vols. Pt. 8vo. , £/\. 16s. 
Library Edition. 8 vols. 8vo.,;^5 sj. 

History of England from the Ac- 
cession OF James the Second. 

Popular Edition. 2 vols. Cr. 8vo. , 5s, 
Student's Edition. 2 vols. Cr. 8vo.,i2j. 
People's Edition. 4 vols. Cr. 8vo. , 16s. 
Cabinet Edition. 8 vols. Pt. 8vo. , 48J. 
Library Edition. 5 vols. 8vo., ^4. 

Critical and Historical Essays, 
WITH Lays of Ancient Rome, in 1 
volume. 

Popular Edition. Crown 8vo., 2J. 6d. 
Authorised Edition. Crown 8vo., 

2J. 6d. , or y, 6d. , gilt edges. 
Silver Library Edition. Crown 8vo., 

3J. 6d, 

Critical and Historical Essays. 

Student's Edition, i vol. Cr. 8vo. , 6s. 
People's Edition. 2 vols. Cr. 8vo. , 8j. 
Trevelyan Edition. 2 vols. Cr. 8vo.,9j 
Cabinet Edition. 4 vols. Post8vo.,24.v 
Library Edition. 3 vols. 8vo. , 365. 

Essays which may bt- had separately, 
price 6d. each sewed, is. each cloth. 



Historyy Politios, Polity, Politioal Hemoirs, tLo.-'-continued. 

Iiecky.— Works by William Edward | Macaulay.— Works by Lord Mac- 
Haktfole Lecky — continued. AULAY. — continued. 

Miscellaneous Writings. 

People's Ed. i vol. Cr. 8vo., 4J. 6d. 

Library Edition. 2 vols. 8vo., 21J. 

Selections from the Writings of 
Lord Macaulay. Edited, with 
Occasional Notes, by the Right Hon. 
Sir G. O. Trevelyan, Bart. Crown 
8vo., 6s. 

I May.— The Constitutional History 
OK England since the Accession of 
George III. 1760-1870. By Sir Thomas 
Erskine May, K.C.B. (I^rd Fam- 
borough). 3 vols. Crown 8vo. , i&s. 

Merivale.— Works by the Very Rev. 
Charles Merivale, late Dean of Ely. 

History of the Romans under the 
Em p IKK. 

Cabinet Edition. 8 vols. Cr. 8vo. , 48J. 
Silver Library Edition. 8 vols. Cr. 
8vo., 3J. 6d. each. 

The Fall of the Roman Republic : 
a Short History of the Last Century 
of the Commonwealth. lamo. , 7s. 6d, 

Montagu.— The Elements op Eng- 
lish Constitutional History, from 
the Earliest Time to the Present Day. 
By F. C. Montagu, M.A. Crown 8vo.. 
3J. 6d. 

O'Brien.— Irish Ideas. Reprinted 
Addresses. By William O'Brien, 
M.P. Cr. 8vo. 2j. 6d. 

Prendergast.- Ireland from the 
Restoration to the Revolution, 
1660-1690. By John P. Prendergast, 
Author of ' The Cromwellian Settlement 
in Ireland '. 8vo. , 5s. 

Seebohm. — The English Village 
Community Examined in its Relations 
to the Manorial and Tribal Systems, &c. 
By Frederic Seebohm. With 13 Maps 
and Plates. 8vo. , i6j. 

Sharpe. — London and the Kingdom: 
a History derived mainly from the 
Archives at Guildhall in the custody of 
the Corporation of the City of London. 
By Reginald R. Sharps, D.C.L., Re- 
cords Clerk in the Office of the Town 
Clerk of the City of London. 3 vols.. 
8vo. Vol. !.» \os. W, 



Addison and Wal- 
pole. 

Frederick the Great. 

Ix>rd Bacon. 

Croker's Boswell's 
Johnson. 

Hallam's Constitu- 
tional Historv. 

Warren Hastings 
(3d?, swd. , 6d. cL ). 



Lord Clive. 

The Earl of Chat- 
ham(Two Essays). 

Ranke and Glad- 
stone. 

Milton and Machia- 
velli. 

Lord Byron, and The 
Comic Dramatists 
of the Restoration. 



Miscellaneous Writings and 
Speeches. 

Popular Edition. Cr. 8vo., aj. 6d, 

Cabinet Edition. Including Indian 
Penal Code, Lays of Ancient Rome, 
and Miscellaneous Poons. 4 vols. 
Post 8vo., 245. 



History, PolitioB, Polity, PoUtiaal Hemolrs, &o.— contimud 



Sheppard.— Mbmokialk or St. 

klHES'a Palace. By ifae Rev, 
va\s SHEPr/kSO, M.A.,Sul)Deein ot 
ibe Cbapeb Royal Wilh I UusiraiionG. 
[In lit Proi. 

Bmith.— Carthage anuthe Caktha- 

OIKIAKS. By R. BOSWOBTH SMITH, 
M.A.. Assisunt Master in Harrow 
School. With Maps, Plans, &c. Cr. 
evo., 31. 6r/. 
Steplieiia. — A History dp thsFbench 
Rbvolution. Byti. MorseStephkns, 
Bslliol CoUege. Ojfoid. 3 vols. 8vo. 
Vols. L and II. iBi. each. 

Btnbbe.-HlST0HTOFTHKUNlVKl<filTY 

or Dublin, from ils FouniL-ilJOD to the 
End of Ihe EigliteeDlh Cenlury. By J, 
W. Stubbs. Bvo., 12J. td. 
Butharland.— Thk Histort of 
Australia and New Zeai.aku, from 
160610 1IJ90. By AlsxandruSuther- 



Todd.— P AHLi amhntaevGo vrrsmbS 

INTHEBni-risHCoLONIES. ByALPaSlfl 

Todd, LL.D. " 

Wakeman and HaBsall. — £»a^ 
Introductoht to the stud? 4" 
English Const ft otionai, Histo 
Edited by Henry Oi'i'LEr Wai 
M.A., and Arthur HassAIX, M.{d 
Ciwn ." 

Walpole.— Works t^ Spbncbx W^ 
History OF Ehglandfi 

CLUSION OF THE GHEAT WXK ^ 
1S1ST01858. 6vols. Cf.Bvo.,6i«« 

The Land of Home Rtn.E: bdntfl 



Biography, Personal Hemoirs, &0. 



Arm strong. — The Life and Letters 
OF Edmund J. Armstbdng. Ediitd 
by G. F. Ahmstbong. Fcp. Bvo. , ^s. 6d, 

S a o o n. — Letters and Life of 
Francis Bacon, iNCLtSDiNO all his 
Occasional Works. Edited by J, 



7 vols 



■■ j£4 4J 



Bagehot. — Biographicai. Studies. 

By Walter BaGSHQT. Bvo,. lat. 
Boyd.— IVenty-five Years op St. 

Andrews. 1865-1890. Bv A. K. H. 

BOTO. D.D., LL, D., Author of 'Reerea- 

tiona of a Country Parson,' &c. avols. 

8vo, VoL I., 121. Vol. IL, 151, 
OarlylB.— Thomas Carlyle; aHiatory 

of his Life. By, J. A, Feou 

179^1835- ■^ 
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Pabart.— Abraham F ABE ET : Governoi 
of Sedan and Marshal of France. Hii 
Lifeand Times, i,S99-'iWa, ByGEORCB 
HoOPBH. WilhaPomaiL 8vo.,io- '-' 



Pol— The Early HistortofChabIi 
James Fox. By ihe Right Hon. K 
O. TreveltAn, Ban. 

Library Edition, 8vo., iBi. 

CBt»net Edition. Ciown Bvo., 6t J 

GranvillB.-THE LettbhsofH *jb^ 
Countess Granville. 
Edited by her Sod, the Hon. F. L 
SON GOWEB. avols. 8va,3ai. 

Hamilton.— Life of Sir WhJ 

Hamilton. By R. P. Graves, , 
iSJ. each. Addendum. B¥0.,6A»e 

Havolook.— Memoirs of Sir 1 

Havelock, K.C.B. ByJOKNC 
CiiDwn Bvo., 31. 6A 



Maoaulay.— The Life ahi 
OF Lord Macaulay. By tlw K 
Hon, Sir G. O. Tkevelyan, F - 
Popular EdiUoD. ivol. Cr.Si 
Student's Edition. ivoL Cr. BMu; j 
Cabinet Edition, svols. PoM8vo.,> 
Library Edition, a vols. 



OT. Tianslated frt 

Akthur John Butlek, 
wn 8vo., 7i. 61^. 
— Deeds op Monthosk : 
IF Jambs, Mabquis of 

. i635-i6io. By the Rev. 



Ik F. Mqhelahd SiMi'saH, 410., 

a.~THE OVFOKD REFOHMEBS 

r, Erasmus AND Thomas 
K History of Iheir Fellow- Work. 

"cSkkhohu. Byo., 141. 

_ _. fe.— Outlines op the 
r Shakespeare. By J, O. 
j.-Phiu,ipps. With nume- 
rntions and Fac-simiies. a 
jyaJ 8vo.. £1 is. 
eare'H Tnua Uiib. By Jas. 
L Wilh 50a Iliustrations by 
E. MozEA. Imp. 8vo,, au. 



Patchett Mart:n. With s Portraiia. 



1 vols. ! 






Stephen.— Essays in Ecclbsiasticai. 
Biography. By Sir James Stephen^ 
Crown Bvo. , 71. 6rf. 

Vemey.— Memoihs of the Vatust 
Family qubing the Civil W 
Compiled from the Letiei^ and 11 
traied by the Portraits at Claydoa House. 
Bucks. By Fhances ParthenoM' 
Vernet. With a Preface by S. R. 
Gahdinhh, M.A., LL.D. Wilh jjB 
Portrails, Woodcuts and Fu:-siiii)[e. , 
Vols. I. and II, Royal Bvo., 431. 

[Vol. III. /» tia Pna. ■ 

Walford.— Twelve English Authos- 
ESSES. By L. B. Walfokd. Crown 
Bvo., 4J. 6d. 

Wellington.— Life of the Dukb ov 
Wellington. By the Rev. G, 7 
GLEIG, M.A. Ciown Bvo., 31. 6d. 



Travel and Adventure, the Colonies, &o. 



> Lands, With 71 lUusira- 
. -r. avo..7j. 6i. Cheap Edi- 

Ct. 8yo., 3j. 6rf. 
tniNC Words: Roprinled from 
IS puUished in TAi Daily TeU- 



\. With 4= ■ 






lis and Mai; 



I of Mew South Wales. Crown 



t-Work£ by Sir Samubl Whit 



eiUusiratioDE. Cr. Bvo., 31. bd. 



J Ruined Cities op Mashona- 
DAid: being a Record of Excavaiion 
SdExploralianiniBiii. With Map, 
E Plates, and T04 lllust[a.tions in the 



Bent.— Works by J. Theodobe EBmt. 
F.S.A., F.R.G.S.— nn/iiiMo'. 
The Sacred City of the Ethiopians; 
bfing a Record of Travel and Re- 
search in Abyssinia m 1893. Wilh S 
Plates aod 65 Ulustratior- " ■"■- 
Test. 8vo., iBi. 
Boothby.— On the Wall. 

Through the East and Across Aus- 
tralia. By Guv BOOTHBY. Bvo., 181. 
Braseey.— Wotks by the late LadV 



and I iB 11 



Chan 



IS and Maps, and 40 II 
Monotone, and nearly 
Bin IlieTejil. SVD.,Ei 
V THE 'Sunbeam'! Oua 
THE Ocean for Elevkh 

Library Edition. With 8 Maps and 
^ -.-=.'. Bvo., 



Cabinet Edition. With Map and 66 

lUuslralFons, Crown Bvo., 7J. (d. 
Silver Library Edition. With 66 

Illustrations, Crovra 8vo., u. M. 
Popular Edition, With 60 Ulustta- 

lions. 4to„ hd. sewed, ts. cloth. 
School Edition. Wilh37llluslralion5. 

Fcp,, aj. cloth, or y. white ?aK,Vx- 
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Travel and Adventure, the Colonies, fro. — continued. 



iirasaoy. -Vi" 'c^ :.y tlu* late LADY 
Bka-h-.. V— •.;.•••. :. 

Srs'sHiN:-: a*-!' '^tokm in thk East. 
L::.!.ir\ i-.I.f -n Willi 2 M.ij)h and 

141 ir.'>!M' ■■:'.». Sv.i., 2tS. 
C".i!'::'"i K 1 : •'.. Willi 2 M.ip> and 

II.; 1 !•:•:• '. ■:'.. « row n 8 vii..;j. ••./'. 
roMi"..-.: J- . : •:. Willi 103 llii:sira- 

tMiiv .ji'«. . '". --wiH?. IS. cloth. 
In T!»k Tka!-;— :mk rkopics. and 
T::r ' li«»\u \ • !•■ ■ . v\v>\ 
< •' • !•'*•• With Map and 220 

i ■ ". . ' . ••• p. .Sv«i. . 7.V. t\f, 

I ■■; •. ". : W .til \;r.x I'llusira- 

in:!- \' ••\:K> :N TIIK • SL'SHKA-M'. 

I' •;..'. : V.\.'.. '\ ;.'.M ir.u>lr.ilions. 

Bryilon. "x- / and XA-iDO: Sport, 

L'"4'-:. . .!:i ! *•, •: ::»! Hi.iiory in Tape 

C"«i='Iv. i".»M \. I'KYDKN. 17 ir.iis- 

tr't I ' • . r.. 

Proiido.- 'V ■ ' • I \Mis.\. Kkouuk. 

U '".AVA : " ':: ' uui her Coio:'ies. 

"\»*.' . w : ■ iv Oown 8vo. . 

1". iv- •.-• 1-. J •. vloih.- 
TiiK -'.N. :/.<!! :\ r:iK WestIndiks: 

or t-. * •■■'■.*• ■)[■ I ly-'s. With 9 Illiis- 

l: T ••••> r. ^:v<).. 2S. bds. . as. 6 f. cl. 

HOvV.;''fl.--'.!:K '.VITM TKANS-SlUKinAN 

Sa \:; -. :'v D. I'or'ii.AS IIouard, 
M..\ ■ V •. ' 8vo. . o.c. 

How'tt.---' :>• TO R'-.MARKABLK 

i'i.A<:\.-. • ■ : Hals. P>.at!«'-l-u-lds, 
Si.:*:v.'s iilr.-v • .•• .ii Strikinir Pas^^am'S 
in \iivji,'.' >. '.'. " -V 'ti(i l'o.'rrv. Hv 
Wii.MAV r. w'/w. W.ih So 11 lustra- 
tion ». ^. ■.•.:! .-vo. , 3.ir. tj./. 

Knip.-it.- W ks by E. V. Knight. 

Tfi; ' :•!* :-K ■•*:•■ rriK ' Alj-.'^tk ' : the 
.\' .rr .1 ■ : . S: ; • h for '^Vcasur^'o^ 
tij.' i >•■•;' i-l •: I .:. iiinidad. 2 Maps 
:n)ii :•', ! :■ y.- w.^^. (>. 8vo., 3^. 6(/. 

W . 1 !•: K '•: ■ ! ! I ! ; I . ••• : M : • : u f.s \ I f.et : a Nar- 
r.itiv.- o:' I<c;;i ni 'I •-.r.-.-I in Kasiimir, 
Webi/r-i 'r.i)!*t, liaM-tan, Ladak, 
Gila^it, and tli,; adjoining (Jountries. 
With a .Map and 54 Illustrations. 
Cr. 8vo. , ys. 6</. 

IieesandClutterbuck.— B. C. 1887: 
A Ramblk IN British Columbia. By 
J. A. Leks and W. J. Cluttkrbuck, 
Authors of ' Three in Norway '. With 
Map and 75 Illustrations. Cr. 8vo., 3J. 6d. 



Montague.— Tales of a Nomad ; or. 
Sport and Strife. By Charles Mon- 
ta«;uk. Crown 8vo., 6s. 

Murdoch.— From Edinburgh to the 
Antarctic By W. G. Burn Mur- 
1) t-H. Artist. Profusely Illustrated by 
ihi* Author. Supplemented by the 
.Sci»*ncp Notes of the Naturalists of the 
Exptdiiion, W. S. Bkice, J. J. W. 
Campbell and C. \V. Donald, M.R 

Wansen.— Works by Dr. Fridtjof 
Nan^kn. 
TiiK I'iK.*^T Crossing of Greenlanl 

Wiih numerous Illusti-ations and \ 

Map. Crown 8vo., 7J. 6il. 
EsKi.MO I -IFF,. Translated by WiLLlAM 

Archer. With 31 Illustrations. 8vo.» 

i6s. 

I 

Peary.— My Arctic Journal: a Year 
among Ice- Fields and Eskimos. By 
Josephine Dikbitsch- Peary. With 
iQ Plates. 3 Sketch Maps, and 44 
Illustrations in tiie Text. 8vo., i2X. 
Rocl^bill.— Thr Land of the Lamas: 
Notes ol" a Journey through China, Mon- 
golia, and Tibet. By W^illiam Wood- 
viLLE Rock hill. 'With 2 Maps and 
61 Illustrations. 8vo., 15$. 

S m i t h.— Climbing in the British 
Isles. By W. P. Haskett Smith. 
i W^ith Illustrations by Ellis Car. 
I Part I. KNGLANn. Fcp. 8vo. . 3J. 6d^. 

I Part II. Walks. \In preparatim. 
, Part III. Scotland. [Inpreparatum. 

Stephen. -The Playground of 
Europe. By Leslie Stephen, formerly 
President of the Alpine Club. New 

I Edition, with Additions and 4 Illustra- 

! tions, Crown 8vo., 6j. net. 

THREE IN NORWAY. By Two of 
Them. With a Map and 59 Illustra- 
tions. Cr. 8vo. , 2J. boards, 2s. 6d. cloth. 

Von Hohnel.— Discovery of Lakf:s 
; Rudolf and Stefanie : A Narrative of 
j Count Samuel Teleki's Exploring: 
and Hunting Expedition in Eastern 
Equatorial Africa in 1887 and 1888. By 
Lieutenant Ludwk; von Hohnel. 
With 179 Illustrations and 5 Maps. 3 
vols. 8vo. , 42J. 

Whishaw.— Out OF Doors in Tsar- 
land; a Record of the Seeings and 
Doings of a Wanderer in Russia. By 
Fred. J. Whishaw. Cr. 8vo., 7s. 6d. 
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Sport and Pastime. 
THE BADMINTON LIBRARY. 

Edited by the Duke of Beaufort, K.G., assisted by Alfred E. T. Watson. 
ARCHERY. By C. J. Longman and HUNTING. By the Duke of Beaufort, 



Col. H. Walrond. With Contribu 
tions by Miss Legh and Viscount 
Dillon. With 198 Illustrations. 
Crown 8vo., los. 6d, 

ATHLETICS AND FOOTBALL. By 
Montague Shearman. With 51 
Illlustrations. Crown 8vo.. los. 6d. 

BIG GAME SHOOTING. By C. Phil- 

LIPPS-WOLLEY, F. C. SELOUS, ST. 

George Littlkdale, &c. With 150 
Illustrations. 2 vols., 10s. 6d. each. 

BOATING. ByW.B. WOODGATE. With 
an Introduction by the Rev. Edmond 
Warre, D.D., and a Chapter on ' Row- 
ing at Eton,' by R. Harvey Mason. 
With 49 Illustrations. Cr. Svo., loj. 6d. 

COURSING AND FALCONRY. By 
Harding Cox and the Hon. Gerald 
Lascelles. With 76 Illustrations. 
Crown Svo., 105. 6d. 

CRICKET. By A. G. Steel and the Hon . 
R. H. Lyttelton, With Contribu- 
tions by Andrew Lang, R. A. H. Mit- 
chell, W. G. Grace, and F. Gale. 
With 64 Illustrations. Cr. Svo. , 10s. 6d. 

CYCLING. By Viscount Bury (Earl 
of Albemarle), K.C.M.G., and G. 
Lacy Hillier. With 89 Illustra- 
tions. Crown 8vo., 10s. 6d. 

DRIVING. By the Duke of Beaufort. 
With 65 Illustrations. Cr. 8vo. , 10s. 6d. 

FENCING. BOXING. AND WREST- 
LING. By Walter H. Pollock, F. 
C. Grove. C. Prevost, E. B. Mitchell, 
and Walter Armstrong. With 42 
Illustrations. Crown 8vo. , 10s. 6d. 

FISHING. By H. Cholmondeley-Pen- 
nell. With Contributions by the 
Marquis of Exeter, Henry R. 
Francis, Major John I*. Traherne, 
G. Christopher" Davies, R. B. Mar- 
sroN, &c. 

Vol. I. Salmon, Trout, and Grayling. 
With 158 Illustrations. Crown 8vo., 
\os. 6d. 

Vol. II. Pike and other Coarse Fish. 
With 133 Illustrations. Crown 8vo., 
los. 6d. 

GOLF. By Horace G. Hutchinson, 
the Rt. Hon. A. J. Balfour, M.P., 
Sir W. G. Simpson. Bart., Lord Well- 
wood, H. S. C. Everard, Andrew 
Lang, and other Writers. With 89 
/llnstmtions. Crown 8vo., loj. 6d, \ 



K.G., and Mowbray Morris. With 
Contributions by the Earl of Suf- 
folk AND Berkshire, Rev. E. W. L. 
Davies, Digby Collins, and Alfred 
E. T. Watson. With 53 Illustrations. 
Crown 8vo. , 10s. 6d. 

MOUNTAINEERING. By C. T. Dent, 
Sir F. Pollock, Bart. , W. M. Conway, 
Douglas Freshfield, C. E. Ma- 
thews, &c. With 108 Illustrations. 
Crown 8vo. , 10s. 6d. 

RACING AND STEEPLE-CHASING. 
By the Earl of Suffolk and Berk- 
shire, W. G. Craven, Arthur 
Coventry, &c. With ^8 Illustrations. 
Crown 8vo., loj. 6d. 

RIDING AND POLO. By Captain 
Robert Weir, J. Moray Brown, the 
Duke of Beaufort, K.G.. the Earl 
of Suffolk and Berkshire, &c. With 
59 Illustrations. Cr. 8vo. , 105. 6d. 

SHOOTING. ByLordWALSiNGHAMand 
Sir Ralph Payne-Gallwey, Bart. 
With Contributions by Lord Lovat, 
Lord C. L. Kerr, the Hon. G. Las- 
celles, and A. J. Stuart-Wortley. 
Vol. I. Field and Covert. With 105 
Illustrations. Crown 8vo., lor. 6a. 
Vol. II. Moor and Marsh. With 65 
Illustrations. Cr. 8vo., 10s. 6d. 

SKATING, CURLING. TOBOGA- 
NING, AND OTHER ICE SPORTS. 
By J. M. Heathcote, C. G. Tebbutt, 
T. Maxwell Witham, the Rev. John 
Kerr, Ormond Hake, and Colonel 
Buck With 284 Illustrations. Crown 
8vo., 10s. 6d. 

SWIMM ING. By Archibald Sinclair 
and William Henry. With 119 Illus- 
trations. Cr. 8vo., 10s. 6d. 

TENNIS. LAWN TENNIS, RAC- 
QUETS, AND FIVES. By J. M. and 
C. G. Heathcote. E. O. Pleydell- 
BouvERiE and A. C. Aingek. With 
Contributions by the Hon. A. Lyttel- 
ton, W. C. Marshall, Miss L. Dod, 
&c. With 79 Illustrations. C.8yo., ioj. 6d. 

YACHTING. 
Vol. I. Cruising. Consti-uction. Racing, 
Rules,Fitting-Out, &c. BySir Edward 
Sullivan, Bart., Lord Brassey, 
K.C.B., C. E. Seth-Smith, C.B., &c. 
With 114 lUust. Cr. 8vo.. 10s. 6d. 
Vol. II. Yacht Clubs. Yachting in 
America and the Colonies, Yaoht Rac- 
ing, &c. By R. T. Pritcv^ct't^ , \V«t 
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and Pastime— ^^^;//////t'^. 
Fur and Feather Series. 

?>iit''d by A. E. T. Watson. 

Natural Hision-. THE GROUSE. Xatu-al History by the 

^'"" "'"""• R»-v. H. A. Macphekson; Shooting. 

by A. J. Stuart-Woktley ; Cookery, 
by (jkorgk Saintsbury. With 13 
Ii:::".:ralions by J. Stl'ART-Wortley 
and A. Thorburx, and \'arious Dia^ 
g^ninis in the Text. Crown 8vo., zs. 



."RIDGE 

^••v. \\. A. M.\<i»nKKSON; 

.r.^. by A. I. Stuakt-Wcrtlky; 

•r. . \.y (tr.ir.'Jiv. Saint.nBUKY. 

:i :'ill-p.iqf Ilki«;trpi;ons and 

ti.- i..- .\. TH'->kh'.kn. a. I. 



rr.EY, and C. Whymper, 



an''. != I •: i 'i.i..> in the IV. t by A. J. THE HAKE AND THE RABBIT^ ' By 
Sr v A.k 1 -A . .: : i.KY. Cro.s n 3vo., 51. the Hon. Gerald Lascelles, &c. 

'"/« preparation. 

UH.DFOV.!.. Iiyth.-H..n. John SroTT-, THE PHE.\SANT. By'A. J. Stltart- 
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L»XK IN TiiK iMiMii. : a I'ljom. Cr. | By May Kendall. Fcp. 8vo., ss. net, 

. , 11. M- ' Lang.— Works by Andrew Lang. 

Arnistronfl:. Imk I-kticai. Works _ * » 1 « * t^ „ . 

I.r lil.MlNO J. AkMsPKONU. Fcp. BAN AND ARRlfeRE BAN. A Rally of 

3v^3 -J fugitive Rhymes. Fcp. 8vo., 55 

" " * net 



Ingelow.--Works by Jean Ingelow. 

Poetical Works. 2 vols. Fcp. 8va, 
lar. 



Arnold. -W.-lv-l ■. S.i Kiavin Arnold, 
K.r.l.K. Ai'.::.-..r ..:• ■The Li.yht of 

. v"-.;i, «\\.'. 

TiiK 1. 1. HIT OF THK WiiRi.D: or. the 

GrtMl rit!i«.iimni»li«»n. A I'oem. 

Croian 8vi«., 7.?. ' /. ni'i. 

/Vcv- '//.7//i-« /•.'..;■ Wrij i \ Il'ns- 

iiM*. ons l.y \\ . il'iN'w Mint. 

.\U\. 20<. V. t. 
PoTi:'ii.\!v"> W II-E. .!:i.i o\\\x:v roonis. 

Crovn Svi). . 5?. nc-t 
AozuMA : or, xhv laj'ncsr Wife. A 

Play. Crow 11 o\»>. , 6/. d/. r.ct. 



Grass of Parnassus. Fcp. 8va^ 
2J, 6d. net. 

Ballads of Books. Edited by 
Andrew Lang. Fcp. 8vo., dr. 

The IBlue Poetry Book. Bklited bj/ 
Andkk V Lang. With 12 Plates an<! 
88 Illustrations in the Text by li. J. 
FouD and Lancelot Speed. Crown 

8vo. , 6s. 

Special Edition^ printed on Indian 
paper. With Notes, but without 
Illhstrations. Crown %vo. , 75. 6d. 



Bell.— CHA.MBEIt ( OM'l'IKS: a ColW- 
tion 
1 
Bell. Crown 8\i). . os. 

Bjbrnsen. —Works by lijoKN>TjKKNE 

Bji>kN.sKN. 

PastokSang : a Play. Translated by 

\V iLLiAM Wilson.' Cr. 8vo., 55. 
A CJauntlkt: a Drama, 'lianslatod 

into English by C)>man Iidwakus. 

With Portrait of the Author. Crown 

8vo., cj. 

Cochrane. — The Kicstrki.'s Nrst, > 



,.-CiiAMHKU(oM.-,.iKs: a C oI!-|> Lecky.-PoEMS. By W. E. H. Lecky. 

jon 01 Plaws ai:.i .\i« nui'.>i;iu'S i«:)r the l,\,.^ q„« .., 
\ II I. 'f u..,.. ' rep. ovo. , cr. 

)rawinyr Koi>iii. Uv aus. llLGH '■ ' '^ 

lieyton.— Works by Frank Leyton. 

The Shadows of the Lake, and 
other Poems. Crown 8vo., 7J. Sii. 
Cheap Edition. Crown 8vo. , 3J. 6d. 

Skeleton Leaves: Poems. Crown 
8vo., 6s. 

Lytton. — Works by The Earl of 
Lytton (Owen Meredith). 

Marah. Fcp. 8vo., 6s. 6d. 

antTorher Verser. By ArFRED Coch! King Poppy: a Fantasia With 1 



RANE. Fcp. 8vo. , 3.*-. 6(/. 
Dante.— La Cc^mmedia di Dante. A 



Plate and Design on Title-Page by 
Sir Ed. Burne-Jones, A.R.A. Crown 
8vo., los, 6d. 



New Text, carefully revised with the The Wanderer. Cr. 8vo., ioj. 6</. 



aid of the most recent liditions and 
Collations. Small 8vo. , 6a 



LuciLE. Crown 8vo., loj. 6d. 
Selected Poems. Cr. 8vo.. lof. 6d. 



WopkB of Fiction, Hnmoor, &c. — continued. 

RELATION or THH , 
AND Perilous Advbn- 
Y Dudgeon, Gonile- 



! Mounl 

_ftS-WoLLEy. Wiih 13 illiistraliona 
ly^H. G. WiLLiNK. Cr. 8vo., 3). 6rf. 
Elizabeth M. 



Amy Herberl. 
Clevc Hall. 
Gertmde. 
Home Life. 
Afwt Lifo. 



—Works by A 









: Wlier 



nily s. 



1 the I 



Takio;;. tb 

of his Slavery in Algiers, and Means *i 1 
bui Deiivery. Wriiten by Himself, and i 
nowforlhefirsttimi^prinied Cr. 8»o., 51. 
Walford — Works by L. B. Walpobd. 
ii_ c- _ t. — L_,i..._LJf^ Crown I 



a'vc, I!, 6d 
The Basv's Granbmothi 

Cousins. Crown 8vo. a. 1 



Pauline. Crown H' 
Dick Netherby. ( 
The History op ii 



s. Crown. I 



Wkek. 

Svo. as. 6d. 
AStiff-neceeo Generation. Crowti. j 

Nan,') 

The MiscHiHF of Monica. Crown ' 
Bvo. , aj. 6rf. \ 

THtt One Good Guest. Crown Svo. I 
u. 6rf, 

'Ploughed,' and other Stories. Ciowit ! 
8vo.,6j. 

Ths Matchv.h 

Sua. I 

West.— Half- Hours with the Mil- 
Showing how much harder 
spend a milJion than lo malie iL 
by B. 8. West. Cr. Bvo., ts. 

. I.— Works by S. J. WavilAH. 

The House of the Wolf. Ctowo 
y. <.d. 
— — France. Cr.BTO.,6i. 



AGentlemano] 



Fopnlar Soienca (Natnpal History, &o.). 



by Dr. GeoKOB. 



, RA.. B.Sc. ILond.J. ' 
" lions. Crown Bvo., &!. 
—Works by W. FuRNEAUX. 



L World. With 8 Plates 1 



and book. With 
which are colours 
tiations in Ihe Text 
. 6d. 

ND Moths (British). 

13 coioured Plates ancl a larg- 

□f Illustrations in Ihe Tex 

net [/» tt* Frtss. 



t8 LoyOMANS &• CO:S STANDARD AND GENERAL WORKS. 



Popular Soienoe (Natural Histo^, &o.). 



Hartwig.— Works by Dr. GEORGE ; 
1 1 A KT w ir, —a . 'tt:i ft ued. i 

IIkkoks of the Polar World. 19 
Hi'i"«tr.itions. t.'rcwn 8vo., aj. 

\V« iNliKKS OK THK TROPICAL FORESTS. 

40 Illustrations. Crown 8vo., 2J. 

WOKKKKS U.NDKH THE GROUND. ag 

Illti>trations. i 'rown Svo., 2j. 

Makvkls Ovkk oi:k Heads. 29 II- 
lu.slralions. Crown Svo., 2J. 

.*>KA MONSTKKS AND SKA BiRDS. 75 

Illuslralions. ('rown Svo., 2J. 6d. 

Dk.n'izexs OK THK Dkkp. 117 Illustra- 
tions. Crown Svo.. 2jr. 6d. 

VOLC.ANOKS AND KAKTHQUAKES. 30 
Illustrations. (!ro'.Nn Svo., 2J. 6d, 

\V:i.D Animals ok tiik Tropics. 66 
Illustrations. Crown Svo., y. 6d. 

Helmholtz.— Popi;lar LKcrruRKS on 

SCIKNTIKIC SrHIKCT.S. IJv HERMANN 

VON IlKi.Miioi/rz. With ois Woodcuts. 
2 vols. Crown Svo. , 3.9. 6t/. each. 

Proctor.— Works by Richard A. 
Proctor. 

Light Science kor Leisure Hours. 
Familiar Essays on Scientific Subjects. 
3 vols. Crown Svo., 5J. each. 

Chance and Luck: a Discussion of 
liic Laws of ]-.uck. Coincidence, 
Wagers, Ix)tterios and the Fallacies 
of Gamblinjj, &c. Cr. Svo., 2J. 
boards, 2s. td. cloth. 

Rough Ways madic Smooth. Fami- 
liar Essays on Scientific Subjects. 
Silver Library ICdition. Crown Svo., 
35. 6d. 

Pleasant Ways in Science. Cr. 
Svo., 5.f. Silver Library Edition. 
Crown Svo. , 3.?. 6d, 

The Great Pyramid, Observatory, 
Tomb and Temple. With Illustra- 
tions. Crown Svo., 5J. 

Nature Studies. Hv R. A. Proctor, 
Grant Allen. A. Wilson. T. 
Foster and E. Clodd. Crown 
Svo., y. Silver Library Edition. 
Crown Svo. , y. 6d. 

Leisure Reai)in(;s. By R. A. Proc- 
tor. E. c:lodd, a. Wilson, T. 
Foster, and A. C. Ranyard. Cr. 
Svo., 5^'. 



Stanley.— A Familiar History of 
Birds. By E. Stanley, D.D., for- 
merly Bishop of Norwich. With Illus- 
trations. Cr. Svo., y. 6d. 



Wood.— Works by the Rev. J. G. Wood. 

Homes without Hands : a Descrip- 
tion of the Habitation of Animals, 
classed according to the Principle of 
Construction. With 140 Illustrations. 
Svo. , 75. net. 

Insects at Home : a Popular Account 
of British lnst?cts, their Stnxcture, 
Habits and Transformations. With 
700 Illustrations. Svo., js. net. 

Insects Abroad : a Popular Account 
of Foreign Insects, their Structure, 
Habits and Transformations. With 
600 Illustrations. Svo., 7s. net 

Bible Animals: a Description of 
every Living Creature mentioned in 
the Scriptures. With zia Illustra- 
tions. Svo., js. net. 

Petland Revisited. With 33 Illus- 
trations. Cr. Svo., y. 6d. 

Out op Doors: a Selection of Origi- 
nal Articles on Practical Natural 
History. With 11 Illustrations. Cr. 
Svo., y. 6d. 

Strange Dwellings: a Description 
of the Habitations of Animals, 
abridged from 'Homes without 
Hands '. With 6© Illustrations. O. 
Svo., y. 6d. 

Bird Life OK THE BiKLE. 32 Illustnir 
tions. Cr. Svo. , y. 6d. 

Wonderful Nests. 30 Illustrations. 
Cr. Svo., y. 6d. 

Homes under the Ground. 28 Illus- 
trations. Cr. Svo. . 35. 6rf. 

Wild Animals of the Bible. 29 

Illustrations. Cr. Svo., y. 6d. 

Domestic Animals of the Bible. 23 
Illustrations. Cr. Svo., y. 6d. 

The Branch Builders. 2S Illustra- 
tions. Cr. Svo., 2.f. 6d. 

Social Habitations and Parasitic 
Nests. 18 Illustrations. Cr. Svo., 
2i 



Works of 

B (Sajnuel) Treaaiiries. 

ICAL Treasury. Wiih Sup- 
brought down to iflSg. By 

(I Jakes Wood. Fcp. 8™., 6i. 

■?Natukai. H;sTORv':or, 

a Diclionary of Zoology. With 
— -"-ita. Fcp. Bra., 6i. 

f Geography, Physical, 

jtioiil, DcscrlpiivE, nnd Polllica), 

fi f Maps and ifi Pla 

OF BiBi.B Know- 



op Knowi.edgb 

„ I or R^FKBEHCE. (. 

bie Bn English Diclionoiy and 



Reference. 

Maunder'B (Si 



lel) TreaBUrlse 



Scientific and LiTEBAHyTHEASu 

Fcp. BvD., Si, 
The Theasi;rv of Botany. EdiMfl 

bv J. LiNDLKY, F,R.S., and T. 



s and a 






Fcp. Bvo 

t.OSet.--1'HESAURU^ OFENGLtSHWORDIi 
AND PHH.WES. Classified and Al^. 

of Ideas and assisi in Literary IJom- 
posilion. By PeTSR Mark Rogkt, 
M.D., F.R.H. Reconiposed Unough- 
out. enlarged and improved, parOy 
from the Author's Notes, nnd with & 
full Indes, by the .'inthor's Son, JflHtJ 
Lewis RocET, '" " " " "" " 



Lifebold, Leasehold, and Chun* Pro- ' • 
perty. the Public Funds, &c. By ■ 
Charles M. Willich, Edited-by H, 
BeuceJoneS. Crown Svo., los. &/. 



—Works by Rev. A, D. Crake. 
i Fair; or. the First Chro- 
e of ^scendtmE. Crown 8va, 

IEDanB: or,theSecond Chro- 
JE of ^scendune. Cr. Svo. , ai. 6rf. 
iRnrAL Heirs: being the Thitd 
„l Last Chronicle of iEscendnne. 

|-Hou_BB OF Walpsrne. A Tale 
,-ter and the Forest in the 
■B of the Barons' Wars. Crown 
1. M. 



[Ow. — Very Ydung. ano ijuitb 
^EB Stury. Two Stories. By 
II Jngklow. Crown Bvo. , as. dd. 

leditedbyANDSKwLANG. 
f Blue Fairy Book. With 8 
■ Ijo Illustrations in the 
t by H. J. FoHO and (i. P, 
"tou. Crown Bvo., 6r. 



'b Books. 

Iiang.—Works edited by 



The Red Fairy Book. With < Plates 
and 96 Iliustrations in the Text by H, 
J. FORD and Lancelot Speed. 

The Gheen Fairy Book. With n 
Plates and 88 lUustraiions in theTeii 
by H. J. Ford and L. Bogle. Cr. 



The Blue Poetry Book. With 

Plates and 88 IJiu5lraiions in the Tent 

byH.J. FOEOandL 

Crown 8»o., i 
The Blue Poetry Book. School 

Edition, without Illustratioti 

Bvo. , 21. dd. 
The Thue Story Book. With a Plates 

and 58 Illustrations in the Tnt, ' 

H. J. FoHD, LuciEN Davis, C. 

M. Kbbk, Lani:elot Speed, 1 

LocKHAHT BoGLB. Crawn avo.. 



M I.ONG»fANS fc* CO:S STANDARD AND GENERAL WORKS. 

GhUdren'B Books— i-o»//nM<;ff. 

Mflad«.— Works by L. T. Mkaoe. i Moleaworth.— Works by Mra.M 

DaDIiV'S Bov. Illiisirated. Crepwn worth,— nwrtBBerf. 

Svo.ji, &!■. The Palacs ra THs GASDBN, 

Dsn AND THE Duchess. illustraleiL traled. Crown Evo., 51. 

Crown 8vo. , 3J. 6rf. [ Neighbours. Illus. Cro*n8To,,B 

JCoXeB worth.— Works by Mrs. Moles- i Stereiiaon.- A Child's G 

WOuiH, Verses. ByRoBBitT[..OUiESmnJ 

S:tVKIITHOHNS. llliisii .lied. Cr. avo.i jr. I SmaJI fcp, Bvo., 51. 



Longmans' Series of Books for Girls. 



Macemoisri.le Mori : a Tale of 

ModL-rn Rome. 
That Child. Illudrated by Gordon 

BBOWM!, 

UsDBS A Cloud. 

The Fiddler of Ldcau. With lUns- 

traliona by VV. BALSTON, 
A Child of the Revolution. Wilt 

lUusualionB by C. J. StanilANd. 
Hkstek'sVkntuhe. 
In the OldeH Time : a. Tale of lfa.e 

Peasant War in Germany. 
Thk Youngsm Sister. 

The SilYer 

Chown Bvo. 3t. W. 
Arnold'! (Bir Edwin) SuJ and La,ndi. , 



Thb Story of a Sprins MoxnjM^ 

By Mrs. Molbswohth. "" 
Neiohbours. By Mrs. Mou 



^ Masgaret Delano, 1 



■« (Sir I 



W.) Rifle a 



I Ho an 



3J. bd. 
Barlnj-Gauld'i (Bav. S.) CDrloni Hythi 

or the Hlddls Kfa- 
Baring -Gciuld'i (Reii. S.) Orlfin and 

Dsvalopmanl of Rdlgloua Bi"' 

Brataey'a (Lady) A Vuyngc In tb 
beam •. With 66 lUusLraiions. y. 6d. 

Glodd'i(B.)Stary at Draatioa: a Plain 
Account of Evoiution. Witli 77 Illus- 
tralions. 3J. 6d. 

Oenytxars (B«T. W. J.) and Honrag 
(Vary Rax. J. B.) Ute and Eplatiei 
at. Paul. 46 Illuslralions, 31. bd. 



Last Words to < 
Mrs. W. GkeV. 



Dajli'i (A. Conan) M loah (UukB t a 

of Monmoulh'5 RebeUion. y. 6, 

Doyla'a (A. Conan) Tlia Captain a 



'795-1835. s vols. yj. 

1B34-1B81. a vols. 71. 
Fninda'i (J. A.) Th« Tvo Cbi«tl «I BJ 

boy ! an Irisli Romance of the F 

Cenlury, 31. (id, 
PniBda'a (I. A.) Tb* Hlatory al Bi 

from the Fall of Wobey to tl 

of the Spanish Armacbt. 



aafiHB 



hifANs ^' c6.-^i ^ifc 



The SilveF Library — centinued. 



J 8h« : A History ( 
3a li lustrations, jr. id. 
. R.) Allan Qaaternialii. 

illuslralions. 3!, 6d. 
ilDnal Opultch, 

1 (R. B.) Cleapttrs. Wiib 99 
'■■ ■ lions. 3!. 6rf. 

) Srlo Brl^tsju. 
[I Illuslralions. 3!. fed. 
■. (H. B.) BeatriM. 31. W. 
■■ (H. R.) Allan'i Wlfs. With 
■" ,31. 6d. 

Th« Wltch'i HUbd. 
.ns. 31. &/. 
M-* (H. B.) Mi, KesEaB'i Vlll. 1 

I'l (H. B.) DawB. With le lllus- 



Srorld'i Deilrc, With 17 IKustraticnB, 

3J. etf. 
Hofte'i fBret) In Iba Cuqulnu IVoodi, 

asd atfaer EloFlea. y. 6ii. 
HelmhoIU'i (Hermann von) PopulaF 

Leotursi on Bolsntina BuVJeoti, 

With 68 Woodculs. 3 vols. 31. 6rf. 



I BimBTtn 



Jlevitt'i (W.) Yiiiu 

Plaoat. Bo lllustraiions. 3^. 6ii. 

JiKirUi' (6.1 Thi GC017 el Hy Heart: 

My Antobiography. With Portrait 

JeD'ei4ai'(B.)FiildanaHedgero». Last 
Essays ot With Tortrait 3r. 6d. 

JclTsrlu' (B.) Bed Dear. With 17 
lllimrations by J. Charlton and H. 

TUNAI-Y, 31, 6J. 
Jefhilai' (B.) Wood Haflo: 3 Fabl?, I 

With Franlispieco and Vignplleby E. ■ 

V. B. 31. 6d. 
ftttmin' (R.) The ToUera of the Field. 

With Portrait from the Bual in Salis- 

buiy Calhedral, 3s. 6d. 
Vnlght'a (E. P.) The Crulia oT the 

•UaiU*: the Narrative DfaSearch for 

Treasure on Ibe Desert Island of 

Trinidad, With a Maps and 33 

lUuslralions. 31. td. 
Lufa (R.) CuBlem and *rthi Studies 

of Early Usage and Belief. 3E, 6a!. 
Keea (J. A.) and Oluttarbuali'a (W. J.) 

B.C. IS»7, A Ramble tn Britlih 

Oolnmblk. With Maps and 7; llluslia- 

lions. y. txt. 



i'>(J.C.)IfeniaIn of Sir Henry 



■ (P.) Introduction ti 



Science otBellglan. 
Bliu-lvale's(Dean)Hiitor) 
le Empire. 3 vc 



y. M. 



J. 6d 



KlU'i (J. t 
Bllll'a (J. B.) Sislem ot LoglD. 31. 6(f. 
UilneF'B(OM.)CDun(iyFleaEUTeB, ji.BJ, 
Pblllippi-WDlley'KOGnapi a Legend 

of llie Lone MDUntain. With 13 

illustrations. 3s. 6d. 
Praotor-a (B. A.) The Orbi Aiontid Ila. 

Essays on the Moon and PUnets, 

Metors and Comets, the Sun and 

Froctor'i <B, A.) The Expftnae of Heaven. 

Essays on the Wonders ofihel-irma- 

ment, 31. 6rf. 
Proctor'a (R. A.) Other Worlda than 

Onra. 31. 6ii, 
ProoCor'a (B. A.) Rdu^ Waya made 

Bmaotb. 31, 6{i, 
Proctot'a |B. A.) Pleaaant Wayi tn 

ProDtor'a (H. A.) Xitlis and Harveti 
of Attrsaomj. 31. a^, 

PtOf tor-i (R. A.) flBtare Stadlea. 31. 6,1. 

Roiaetti's (Harla F.) A Bhadow of Dante : 
beings^ Essay towards studying Him- 
self, his World and his PilErini- 
^e. With Frontispiece hy DANTE 



fltanley'a (Biahop) Familiar Hlatory ot 

Birda. lao lUuslrations. y. bd. 
8te lanion (Robert Loal a) and Oibourne'a 

(Uayd) The Wronj Boi. 31, bii. 
Weynian's (Btaoiey J.) The Hdium ot 

the Wolt: a Romance. 31.61?. 
Wood'a (Rev. J. 0.) Pitland ReTlalted. 

With 33 Illustrations, 31. 6J. 
Woodl [Bai. J. Q.) Btranle Pwelllnfa. 

With 60 Illustrations. 3s. bd. 
Waod'e {He>. i. 0.) Out of Dmt*. ii 

Uluslratioos. -jf. 6ii, 



aa LO\G.\fA\S 6- CO/S STANDARD AND GENERAL WORKS. 



Cookery, Domestic Management, &c. 



Acton. -M-'M I N(.«>i^KKKY. By Eliza ' 
,\' 1 N. \\ ;i:i 150 Wuoilcuts. Fcp. 

........ .:■ '-.". 

Bull.- Wm:"^- ■•>>• ri!f)VAs Bull. M.D. ! 
IIiM^ :•• M«'i MI •■> ON theManagk- ' 

?.:j ■• : ■ ilii :k liilALTHUUKlNGTHE , 
1; M t'F I'klAi NANCY. Fcp. 8vo., , 

Tl: . :.:aTFRNAL MANAr.KMF.NT OF 

• Mii.iii.KN IN llKAi.Tii AND Disease. 1 

Ki- •.■•.. Tt hf. j 

D J .- r. ; : - W- i u, l.y Mrs. Dk Sai.IS. ' 
V. -■ \: - ,n: ' uM K' 1 uiNS a La .Mode. 

i-"; . V. I. . 1 1. t\:. 
D.> .- .1 Manual tor Amateurs. Fcp. 

^•. 
Dk-- :> <; \MK AND ri)ri.;RY X LA 

Ml . i-i'p. 8vo., i.f. *\L 

I)i;.«-s^Ki> Vkcktahlks a I. a Mode. 
Fv;-. ^.■v.l., T.T. rx/. 

Dkinxs X LA Mode. Fcp. 8v •.. is. 6d. 

1 NT: p'ks a i.a Mopk. Fcp. 8vu.. IJ. 6</. I 

Il.OKAL I)K(*(iRATI<)NS. Sui^tr-'stions 

.ind l>-'(:ri|ii:nns. Fcp. 8vo . is. 6d. 
Nation-AL Viands. Fcp. 8vo. 

\/n the Press. 
Nkw-laid F,<if;s : Hints fur Amateur 

I'ouitry Kc.ir«'rs. Fcp. 8v«i., is. 6//. 
OY.STKRS X LA MODK. Fcp. 8vo. . IJ. 6</. 



De Balis.— Works by Mm De Saus— 
continued . 
PUDDLNGS AND PASTRY A LA MODE. 

Fcp. Svo. , \s, 6d. 
Savouries a la Mode. Fcp. 8vo.» 

IS. bd. 

Soil's AND Dressed Fish X la Modk. 

Fcp. 8vo., IS. 6d. 
SwKETs and Supper Dishes X la 

Mode. Fcp. Svo., is. 6d. 
Tempting Dishes for Small In- 

COMK«;. Fcp. 8vo., u. 6a'. 
Wkixklks and Notions for Evert 
HoL SKiioLD. Cr. 8vo.» IS. 6d. 

Lear.— Maigre Cookery. By H. L. 
Sidney Lear. x6mo., 2s. 

Poole.— Cookery for the Diabetic. 
Ijy W. H. and Mrs. Poole. With 
Preface by Dr. Pavy. Fcp. Svo., as.6d. 

Walker.— A Handbook for Mothers: 
Ixnn^; Simple Hints to Women on the 
Management of their Health during 
Pregnancy and Confinement, together 
with Plain 1 )irections as to the Care of 
Infants. Bv jANE H. Walker, L.R.C.P. 
and L.M..' L.R.C.S. and M.D. (Bmx.). 
Cr. 8vo., 2J. 6d. 

West.— The Mother's Manual of 
Children's Diseases. By Charles 
West. M.D. Fcp. 8vo., as. 6d. 



Miscellaneous and Critical Works. 



IN Prose. 
i.:.i.\v. .Xllingitam. 3 vols, Cr. 
i\'')'^. I and 2, Rambles, by 

3, Irish 



Alrnchmr. -Variktif.s 
i'.y Vv 
bv-.. 1 

;*ATNli ir.*; WAI.KkR. Vol. 
Skeli l;i >. t'W. I 

Ai'iiisrvon«:.— K.SSAVS and Skktciies. 
By Ldmund j. Armstrong. Fcp. : 
f'V.-) , 5.V. \ 

Bai^ehot.— Litkrary Studiks. By 
AWvltkr PiAgkhot. 2 vols. 8vo.,28j. j 

Baring-Gould.— CluKious Myths of ' 
thk Middlk Agks. By Rev. S. ! 
BARING-Gori.i). Crown 8vo., 3J. 6d. ! 

Battye. — Pictures in Prose of; 
N.VTURK, Wild Sport, and Humble ■ 
Life. By Aubyn Trevor Ba'itye, ; 
B.A. Crown 8vo., bs. 

Baynes.— Siiakespkark Studies, and 
Other Essays. By the late Thomas 
Spknckr Baynes, LL.B., LL.D. 
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